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Current copies of the following documents are hereby made part of these contract documents
by reference. These documents are available on the DFCM web site at http://dfcm.utah.gov or are
available upon request from DFCM.

DFCM General Conditions dated May 25, 2005.
DFCM Application and Certification for Payment dated May 25, 2005.

Technical Specifications:
Drawings:

The Agreement and General Conditions dated May 25, 2005
have been updated from versions that were formally adopted
and in use prior to this date. The changes made to the Genera

Conditions are identified in a document entitled Revisions to
General Conditions that is available on DFCM’s web site a
://dfcm.utah.gov|
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NOTICE TO CONTRACTORS

Sealed bids will be received by the Division of Facilities Construction and Management (DFCM) for:

ELECTRICAL AND AIR CONDITIONING UPGRADES - COMPUTER CENTER
WEBER STATE UNIVERSITY — OGDEN, UTAH
DFCM PROJECT NO: 06167810

Bids will be in accordance with the Contract Documents that will be available at 12:00 NOON on
Thursday, June 29, 2006 and distributed in electronic format only on CDs from DFCM, 4110 State
Office Building, Salt Lake City, Utah and on the DFCM web page at http://dfcm.utah.gov. For
questions regarding this project, please contact Craig Wessman — Project Manager, DFCM, at (801)
538-3246, e-mail address is cwessman@utah.gov, or fax at (801) 538-3267. No others are to be
contacted regarding this bidding process. The construction budget for this project is $500,000.

A mandatory pre-bid meeting will be held at 9:30 AM on Wednesday, July 12, 2006 in the
Conference Room of the Facilities Management Building on the campus of Weber State University,
Ogden, Utah. All bidders wishing to bid on this project are required to attend this meeting.

Bids will be received until the hour of 3:30 PM on Wednesday, July 19, 2006 at DFCM, 4110 State
Office Building, Salt Lake City, Utah 84114. Bids will be opened and read aloud in the DFCM
Conference Room, 4110 State Office Building, Salt Lake City, Utah. NOTE: Bids must be received at
4110 State Office Building by the specified time.

Bid security, in the amount of five percent (5%) of the bid, must be submitted as stated in the
Instruction to Bidders.

The Division of Facilities Construction and Management reserves the right to reject any or all bids or
to waive any formality or technicality in any bid in the interest of DFCM.

DIVISION OF FACILITIES CONSTRUCTION AND MANAGEMENT

Marla Workman, Contract Coordinator
4110 State Office Building, Salt Lake City, Utah 84114
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STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES

Division of Facilities Construction and Management

DFCM

PROJECT SCHEDULE

PROJECT NAME: ELECTRICAL/AIR CONDITIONING UPGRADES - COMPUTER CTR
WEBER STATE UNIVERSITY - OGDEN, UTAH
DFCM PROJECT # 06167810

Event Day Date Time Place
Bidding Documents Thursday | June 29,2006 | 12:00 NOON | DFCM, 4110 State Office
Available Bldg, SLC, UT or
DFCM web site *
Mandatory Pre-bid Site | Wednesday | July 12, 2006 9:30 AM Conference Room
Meeting Facilities Management Bldg
Weber State University
Ogden, UT
Last Day to Submit Friday July 14,2006 | 12:00 NOON | Craig Wessman
Questions DFCM
4110 State Office Bldg
SLC, UT
Final Addendum Issued Monday July 17, 2006 4.00 PM DFCM
4110 State Office Bldg
SLC, UT
or DFCM web site *
Prime Contractors Turn | Wednesday | July 19, 2006 3:30 PM DFCM
In Bid and Bid Bond / 4110 State Office Bldg
Bid Opening in DFCM SLC, UT
Conference Room
Sub-contractor List Due Thursday | July 20, 2006 3:30PM | DFCM

4110 State Office Bldg
SLC, UT
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STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES

DFCM
Division of Facilities Construction and Management

BID FORM

NAME OF BIDDER DATE

To the Division of Facilities Construction and Management
4110 State Office Building
Salt Lake City, Utah 84114

The undersigned, responsive to the "Notice to Contractors" and in accordance with the "Instructions to Bidders”, in
compliance with your invitation for bids for the ELECTRICAL AND AIR CONDITIONING UPGRADES
COMPUTER CENTER -WEBER STATE UNIVERSITY- OGDEN, UTAH — DFCM PROJECT NO.
06167810 and having examined the Contract Documents and the site of the proposed Work and being familiar with
all of the conditions surrounding the construction of the proposed Project, including the availability of labor,
hereby proposes to furnish all labor, materials and supplies as required for the Work in accordance with the
Contract Documents as specified and within the time set forth and at the price stated below. This price is to cover
all expenses incurred in performing the Work required under the Contract Documents of which this bid is a part:

I/We acknowledge receipt of the following Addenda:

BASE BID: For all work shown on the Drawings and described in the Specifications and Contract Documents,
I/we agree to perform for the sum of:

DOLLARS ($ )

(In case of discrepancy, written amount shall govern)

ADDITIVE ALTERNATE NO. 1: For all work to provide electronic access hardware, I/we agree to perform
for the sum of:

DOLLARS ($ )

(In case of discrepancy, written amount shall govern)

ADDITIVE ALTERNATE NO. 2: For all work to replace the west rooftop unit, I/we agree to perform for the
sum of:

DOLLARS ($ )

(In case of discrepancy, written amount shall govern)

ADDITIVE ALTERNATE NO. 3 For all work to replace the south rooftop unit, I/we agree to perform for the
sum of:

DOLLARS (§ )
(In case of discrepancy, written amount shall govern)
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BID FORM
PAGE NO. 2

ADDITIVE ALTERNATE NO. 4 For all work to provide 2 semi-rigid insulation in Rooms 212 and 213,
I/we agree to perform for the sum of:

DOLLARS ($

(In case of discrepancy, written amount shall govern)

I/We guarantee that the Work will be Substantially Complete by December 28, 2006 should [/we be the
successful bidder, and agree to pay liquidated damages in the amount of $225.00 per day for each day after
expiration of the Contract Time as stated in Article 3 of the Contractor’s Agreement.

This bid shall be good for 45 days after bid opening.

Enclosed is a 5% bid bond, as required, in the sum of

The undersigned Contractor's License Number for Utah is

Upon receipt of notice of award of this bid, the undersigned agrees to execute the contract within ten (10) days,
unless a shorter time is specified in the Contract Documents, and deliver acceptable Performance and Payment
bonds in the prescribed form in the amount of 100% of the Contract Sum for faithful performance of the
contract.

The Bid Bond attached, in the amount not less than five percent (5%) of the above bid sum, shall become the
property of the Division of Facilities Construction and Management as liquidated damages for delay and
additional expense caused thereby in the event that the contract is not executed and/or acceptable 100%
Performance and Payment bonds are not delivered within the time set forth.

Type of Organization: (Corporation, Partnership, Individual, etc.)

Any request and information related to Utah Preference Laws:

Respectfully submitted,

Name of Bidder

ADDRESS:

Authorized Signature
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INSTRUCTIONS TO BIDDERS

1. Drawings and Specifications, Other Contract Documents

Drawings and Specifications, as well as other available Contract Documents, may be obtained as stated
in the Invitation to Bid.

2. Bids

Before submitting a bid, each contractor shall carefully examine the Contract Documents, shall visit
the site of the Work; shall fully inform themselves as to all existing conditions and limitations; and
shall include in the bid the cost of all items required by the Contract Documents. If the bidder
observes that portions of the Contract Documents are at variance with applicable laws, building codes,
rules, regulations or contain obvious erroneous or uncoordinated information, the bidder shall
promptly notify the DFCM Representative and the necessary changes shall be accomplished by
Addendum.

The bid, bearing original signatures, must be typed or handwritten in ink on the Bid Form provided in
the procurement documents and submitted in a sealed envelope at the location specified by the
Invitation to Bid prior to the deadline for submission of bids.

Bid bond security, in the amount of five percent (5%) of the bid, made payable to the Division of
Facilities Construction and Management, shall accompany bid. THE BID BOND MUST BE ON THE
BID BOND FORM PROVIDED IN THE PROCUREMENT DOCUMENTS IN ORDER TO BE
CONSIDERED AN ACCEPTABLE BID.

If the bid bond security is submitted on a bid bond form other than DFCM’s required bid bond form,
and the bid security meets all other legal requirements, the bidder will be allowed to provide an
acceptable bid bond by the close of business on the next business day following notification by DFCM
of submission of a defective bid bond security. NOTE: A cashier’s check cannot be used as a
substitute for a bid bond.

3. Contract and Bond

The Contractor's Agreement will be in the form bound in the specifications. The Contract Time will
be as indicated in the bid. The successful bidder, simultaneously with the execution of the Contract
Agreement, will be required to furnish a performance bond and a payment bond, both bearing original
signatures, upon the forms provided in the procurement documents. The performance and payment
bonds shall be for an amount equal to one hundred percent (100%) of the contract sum and secured
from a company that meets the requirements specified in the requisite forms. Any bonding
requirements for subcontractors will be specified in the Supplementary General Conditions.
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INSTRUCTIONS TO BIDDERS
PAGE NO. 2

4. Listing of Subcontractors

Listing of Subcontractors shall be as summarized in the “Instructions and Subcontractor’s List Form”,
which are included as part of these Contract Documents. The Subcontractors List shall be delivered to
DFCM or faxed to DFCM at (801)538-3677 within 24 hours of the bid opening. Requirements for
listing additional subcontractors will be listed in the Contract Documents.

DFCM retains the right to audit or take other steps necessary to confirm compliance with requirements
for the listing and changing of subcontractors. Any contractor who is found to not be in compliance
with these requirements is subject to a debarment hearing and may be debarred from consideration for
award of contracts for a period of up to three years.

5. Interpretation of Drawings and Specifications

If any person or entity contemplating submitting a bid is in doubt as to the meaning of any part of the
drawings, specifications or other Contract Documents, such person shall submit to the DFCM Project
Manager a request for an interpretation thereof. The person or entity submitting the request will be
responsible for its prompt delivery. Any interpretation of the proposed documents will be made only
by addenda posted on DFCM’s web site at http://dfcm.utah.gov. Neither the DFCM nor A/E will be
responsible for any other explanations or interpretations of the proposed documents. A/E shall be
deemed to refer to the architect or engineer hired by DFCM as the A/E or Consultant for the Project.

6. Addenda

Addenda will be posted on DFCM’s web site at http://dfcm.utah.gov. Contractors are responsible for
obtaining information contained in each addendum from the web site. Addenda issued prior to the
submittal deadline shall become part of the bidding process and must be acknowledged on the bid
form. Failure to acknowledge addenda may result in disqualification from bidding.

7. Award of Contract

The Contract will be awarded as soon as possible to the lowest, responsive and responsible bidder,
based on the lowest combination of base bid and acceptable prioritized alternates, provided the bid is
reasonable, is in the interests of the State of Utah to accept and after applying the Utah Preference
Laws in U.C.A. Title 63, Chapter 56. DFCM reserves the right to waive any technicalities or
formalities in any bid or in the bidding. Alternates will be accepted on a prioritized basis with
Alternate 1 being highest priority, Alternate 2 having second priority, etc.
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INSTRUCTIONS TO BIDDERS
PAGE NO. 3

8. DFCM Contractor Performance Rating

As a contractor completes each DFCM project, DFCM, the architect/engineer and the using agency
will evaluate project performance based on the enclosed “DFCM Contractor Performance Rating”
form. The ratings issued on this project will not affect this project but may affect the award on future
projects.

9. Licensure
The Contractor shall comply with and require all of its subcontractors to comply with the license laws

as required by the State of Utah.

10. Right to Reject Bids

DFCM reserves the right to reject any or all Bids.

11. Time is of the Essence

Time is of the essence in regard to all the requirements of the Contract Documents.

12. Withdrawal of Bids

Bids may be withdrawn on written request received from bidder prior to the time fixed for opening.
Negligence on the part of the bidder in preparing the bid confers no right for the withdrawal of the bid
after it has been opened.

13. Product Approvals

Where reference is made to one or more proprietary products in the Contract Documents, but
restrictive descriptive materials of one or more manufacturer(s) is referred to in the Contract
Documents, the products of other manufacturers will be accepted, provided they equal or exceed the
standards set forth in the drawings and specifications and are compatible with the intent and purpose of
the design, subject to the written approval of the A/E. Such written approval must occur prior to the
deadline established for the last scheduled addenda to be issued. The A/E’s written approval will be in
an issued addendum. If the descriptive material is not restrictive, the products of other manufacturers
specified will be accepted without prior approval provided they are compatible with the intent and
purpose of the design as determined by the A/E.
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INSTRUCTIONS TO BIDDERS
PAGE NO. 4

14. Financial Responsibility of Contractors, Subcontractors and Sub-subcontractors

Contractors shall respond promptly to any inquiry in writing by DFCM to any concern of financial
responsibility of the contractor, subcontractor or sub-subcontractor.

15. Debarment

By submitting a bid, the Contractor certifies that neither it nor its principals, including project and site
managers, have been, or are under consideration for, debarment or suspension, or any action that
would exclude such from participation in a construction contract by any governmental department or
agency. If the Contractor cannot certify this statement, attach to the bid a detailed written explanation
which must be reviewed and approved by DFCM as part of the requirements for award of the Project.
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BID BOND
(Title 63, Chapter 56, U. C. A. 1953, as Amended)

KNOW ALL PERSONS BY THESE PRESENTS:

That hereinafter referred to as
the "Principal," and , a corporation organized and existing
under the laws of the State of , with its principal office in the City of and authorized to transact

business in this State and U. S. Department of the Treasury Listed, (Circular 570, Companies Holding Certificates of Authority as Acceptable
Securities on Federal Bonds and as Acceptable Reinsuring Companies); hereinafter referred to as the "Surety," are held and firmly bound unto
the STATE OF UTAH, hereinafter referred to as the "Obligee," in the amount of $ (5% of the
accompanying bid), being the sum of this Bond to which payment the Principal and Surety bind themselves, their heirs, executors,
administrators, successors and assigns, jointly and severally, firmly by these presents.

THE CONDITION OF THIS OBLIGATION IS SUCH that whereas the Principal has submitted to Obligee the accompanying
bid incorporated by reference herein, dated as shown, to enter into a contract in writing for the

Project.

NOW, THEREFORE, THE CONDITION OF THE ABOVE OBLIGATION IS SUCH, that if the said principal does not
execute a contract and give bond to be approved by the Obligee for the faithful performance thereof within ten (10) days after being notified
in writing of such contract to the principal, then the sum of the amount stated above will be forfeited to the State of Utah as liquidated
damages and not as a penalty; if the said principal shall execute a contract and give bond to be approved by the Obligee for the faithful
performance thereof within ten (10) days after being notified in writing of such contract to the Principal, then this obligation shall be null and
void. It is expressly understood and agreed that the liability of the Surety for any and all defaults of the Principal hereunder shall be the full
penal sum of this Bond. The Surety, for value received, hereby stipulates and agrees that obligations of the Surety under this Bond shall be
for a term of sixty (60) days from actual date of the bid opening.

PROVIDED, HOWEVER, that this Bond is executed pursuant to provisions of Title 63, Chapter 56, Utah Code Annotated, 1953,
as amended, and all liabilities on this Bond shall be determined in accordance with said provisions to same extent as if it were copied at
length herein.

IN WITNESS WHEREOF, the above bounden parties have executed this instrument under their several seals on the date indicated
below, the name and corporate seal of each corporate party being hereto affixed and these presents duly signed by its undersigned
representative, pursuant to authority of its governing body.

DATED this day of 20
Principal's name and address (if other than a corporation): Principal's name and address (if a corporation):
By: By:
Title: Title:
(Affix Corporate Seal)
Surety's name and address:
STATE OF )
) ss. By:
COUNTY OF ) Attorney-in-Fact (Affix Corporate Seal)
On this day of ,20 , personally appeared before me

whose 1dent1ty is personally known to me or proved to me on the basis of satisfactory evidence, and who, being by me duly sworn, did say
that he/she is the Attorney-in-fact of the above-named Surety Company, and that he/she is duly authorized to execute the same and has
complied in all respects with the laws of Utah in reference to becoming sole surety upon bonds, undertakings and obligations, and that he/she
acknowledged to me that as Attorney-in-fact executed the same.

Subscribed and sworn to before me this day of 20
My Commission Expires:
Resides at:

NOTARY PUBLIC
Agency:
Agent:

Address: Approved As To Form: May 25, 2005
Phone: By Alan S. Bachman, Asst Attorney General
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STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES

DFCM

Division of Facilities Construction and

INSTRUCTIONS AND SUBCONTRACTORS LIST FORM

The three low bidders, as well as all other bidders that desire to be considered, are required by law to
submit to DFCM within 24 hours of bid opening a list of ALL first-tier subcontractors, including the
subcontractor’s name, bid amount and other information required by Building Board Rule and as stated
in these Contract Documents, on the following basis:

PROJECTS UNDER $500,000 - ALL SUBS $20,000 OR OVER MUST BE LISTED
PROJECTS $500,000 OR MORE - ALL SUBS $35,000 OR OVER MUST BE LISTED

¢ Any additional subcontractors identified in the bid documents shall also be listed.

e The DFCM Director may not consider any bid submitted by a bidder if the bidder fails to submit a
subcontractor list meeting the requirements of State law.

e List subcontractors for base bid as well as the impact on the list that the selection of any alternate
may have.

¢ Bidder may not list more than one subcontractor to perform the same work.

¢ Bidder must list “Self” if performing work itself.

LICENSURE:

The subcontractor’s name, the type of work, the subcontractor’s bid amount, and the subcontractor's
license number as issued by DOPL, if such license is required under Utah Law, shall be listed. Bidder
shall certify that all subcontractors, required to be licensed, are licensed as required by State law. A
subcontractor includes a trade contractor or specialty contractor and does not include suppliers who
provide only materials, equipment, or supplies to a contractor or subcontractor.

BIDDER LISTING 'SELF' AS PERFORMING THE WORK:

Any bidder that is properly licensed for the particular work and intends to perform that work itself in
lieu of a subcontractor that would otherwise be required to be on the subcontractor list, must insert the
term ‘Self” for that category on the subcontractor list form. Any listing of ‘Self” on the sublist form
shall also include the amount allocated for that work.

‘SPECIAL EXCEPTION”:

A bidder may list ‘Special Exception’ in place of a subcontractor when the bidder intends to obtain a
subcontractor to perform the work at a later date because the bidder was unable to obtain a qualified or
reasonable bid under the provisions of U.C.A.Section 63A-5-208(4). The bidder shall insert the term
‘Special Exception’ for that category of work, and shall provide documentation with the subcontractor
list describing the bidder’s efforts to obtain a bid of a qualified subcontractor at a reasonable cost and
why the bidder was unable to obtain a qualified subcontractor bid. The Director must find that the
bidder complied in good faith with State law requirements for any ‘Special Exception’ designation, in
order for the bid to be considered. If awarded the contract, the Director shall supervise the bidder’s
efforts to obtain a qualified subcontractor bid. The amount of the awarded contract may not be
adjusted to reflect the actual amount of the subcontractor’s bid. Any listing of ‘Special Exception’ on
the sublist form shall also include amount allocated for that work.
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INSTRUCTIONS AND SUBCONTRACTORS LIST FORM
Page No. 2

GROUNDS FOR DISQUALIFICATION:

The Director may not consider any bid submitted by a bidder if the bidder fails to submit a
subcontractor list meeting the requirements of State law. Director may withhold awarding the contract
to a particular bidder if one or more of the proposed subcontractors are considered by the Director to
be unqualified to do the Work or for such other reason in the best interest of the State of Utah.
Notwithstanding any other provision in these instructions, if there is a good faith error on the sublist
form, at the sole discretion of the Director, the Director may provide notice to the contractor and the
contractor shall have 24 hours to submit the correction to the Director. If such correction is submitted
timely, then the sublist requirements shall be considered met.

CHANGES OF SUBCONTRACTORS SPECIFICALLY IDENTIFIED ON SUBLIST FORM:

Subsequent to twenty-four hours after the bid opening, the contractor may change its listed
subcontractors only after receiving written permission from the Director based on complying with all
of the following criteria.

(1) The contractor has established in writing that the change is in the best interest of the State and
that the contractor establishes an appropriate reason for the change, which may include, but not
is not limited to, the following reasons: the original subcontractor has failed to perform, or is
not qualified or capable of performing, and/or the subcontractor has requested in writing to be
released.

(2) The circumstances related to the request for the change do not indicate any bad faith in the
original listing of the subcontractors.

3) Any requirement set forth by the Director to ensure that the process used to select a new
subcontractor does not give rise to bid shopping.

(4) Any increase in the cost of the subject subcontractor work is borne by the contractor.

(5) Any decrease in the cost of the subject subcontractor work shall result in a deductive change
order being issued for the contract for such decreased amount.

(6) The Director will give substantial weight to whether the subcontractor has consented in writing
to being removed unless the Contractor establishes that the subcontractor is not qualified for
the work.

EXAMPLE:

Example of a list where there are only four subcontractors:

SUBCONTRACTOR, SUBCONTRACTOR
TYPE OF WORK “SELF” OR “SPECIAL EXCEPTION” BID AMOUNT CONT. LICENSE #
ELECTRICAL ABCD Electric Inc. $350,000.00 123456789000
LANDSCAPING “Self” 300,000.00 123456789000
CONCRETE (ALTERNATE #1) XYZ Concrete Inc 298,000.00 987654321000
MECHANICAL “Special Exception” Fixed at: 350,000.00 (TO BE PROVIDED
(attach documentation) AFTER OBTAINING
SUBCONTRACTOR)

PURSUANT TO STATE LAW - SUBCONTRACTOR BID AMOUNTS CONTAINED IN THIS

SUBCONTRACTOR LIST SHALL NOT BE DISCLOSED UNTIL THE CONTRACT HAS BEEN AWARDED.

DFCM FORM 1a-2 060706
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STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES

L] L] L] L] L] ° L] DFCM
Division of Facilities Construction and
SUBCONTRACTORS LIST
FAX TO 801-538-3677
PROJECT TITLE:
Caution: You must read and comply fully with instructions.
SUBCONTRACTOR, SUBCONTRACTOR

TYPE OF WORK “SELF” OR “SPECIAL EXCEPTION” BID AMOUNT CONT. LICENSE #
We certify that:
1. This list includes all subcontractors as required by the instructions, including those related to the base bid as well as any

alternates.

2. We have listed “Self” or “Special Exception” in accordance with the instructions.
3. All subcontractors are appropriately licensed as required by State law.

FIRM:

DATE: SIGNED BY:

NOTICE: FAILURE TO SUBMIT THIS FORM, PROPERLY COMPLETED AND SIGNED, AS REQUIRED
IN THESE CONTRACT DOCUMENTS, SHALL BE GROUNDS FOR DFCMS REFUSAL TO ENTER INTO A
WRITTEN CONTRACT WITH BIDDER. ACTION MAY BE TAKEN AGAINST BIDDERS BID BOND AS
DEEMED APPROPRIATE BY DFCM. ATTACH A SECOND PAGE IF NECESSARY.
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FUGITIVE DUST PLAN

The Contractor will fill out the form and file the original with the Division of Air Quality and a copy of
the form with the Division of Facilities Construction & Management, prior to the issuance of any notice
to proceed.

The Contractor will be fully responsible for compliance with the Fugitive Dust Control Plan, including

the adequacy of the plan, any damages, fines, liability, and penalty or other action that results from
noncompliance.

Page 1 of 7
15
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Utah Division of Air Quality
April 20, 1999

GUIDANCE THAT MUST BE CONSIDERED IN DEVELOPING AND SUBMITTING A
DUST CONTROL PLAN FOR COMPLIANCE WITH R307-309-3, 4, 5, 6,7

Source Information:

1. Name of your operation (source): provide a name if the source is a construction site.

2. Address or location of your operation or construction site.

3. UTM coordinates or Longitude/Latitude of stationary emission points at your operation.

4. Lengths of the project, if temporary (time period).

5. Description of process (include all sources of dust and fugitive dust). Please, if necessary, use

additional sheets of paper for this description. Be sure to mark it as an attachment.

6. Type of material processed or disturbed.

7. Amount of material processed (tons per year, tons per month, lbs./hr., and applicable units).

Page 2 of 7
16
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8. Destination of product (where will the material produced be used or transported, be specific,
provide address or specific location), information needed for temporary relocation applicants.

9. Identify the individual who is responsible for the implementation and maintenance of fugitive
dust control measures. List name(s), position(s) and telephone number(s).

10.  List, and attach copies of any contract lease, liability agreement with other companies that may,
or will, be responsible for dust control on site or on the project.

Page 3 of 7
17
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Description of Fugitive Dust Emission Activities
(Things to consider in addressing fugitive dust control strategies.)

1. Type of activities (drilling and blasting, road construction, development construction, earth
moving and excavation, handling and hauling materials, cleaning and leveling, etc).

2. List type of equipment generating the fugitive dust.
3. Diagram the location of each activity or piece of equipment on site. Please attach the diagram.
4. Provide pictures or drawings of each activity. Include a drawing of the unpaved/paved road

network used to move loads “on” and “off” property.

5. Vehicle miles travels on unpaved roads associated with the activity (average speed).
6. Type of dust emitted at each source (coal, cement, sand, soil, clay, dust, etc.)
7. Estimate the size of the release area at which the activity occurs (square miles). For haul or dirt

roads include total miles of road in use during the activity.

Page 4 of 7
18
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Description of Fugitive Dust Emission Controls on Site

Control strategies must be designed to meet 20% opacity or less on site (a lesser opacity may be defined
by Approval Order conditions or federal requirements such as NSPS), and control strategies must
prevent exceeding 10% opacity from fugitive dust at the property boundary (site boundary) for
compliance with R307-309-3.

1. Types of ongoing emission controls proposed for each activity, each piece of equipment, and
haul roads.
2. Types of additional dust controls proposed for bare, exposed surfaces (chemical stabilization,

synthetic cover, wind breaks, vegetative cover, etc).

3. Method of application of dust suppressant.
4. Frequency of application of dust suppressant.
5. Explain what triggers the use of a special control measure other than routine measures already in

place, such as covered loads or measures covered by a permit condition (increase in opacity, high
winds, citizen complaints, dry conditions, etc).

6. Explain in detail what control strategies/measures will be implemented off-hours, i.e.,
Saturdays/Sundays/Holidays, as well as 6 PM to 6 AM each day.

Page 5 of 7
19
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Description of Fugitive Dust Control Off-site

Prevent, to the maximum extent possible, deposition of materials, which may create fugitive dust on
public and private paved roads in compliance with R307-309-5, 6, 7.

1. Types of emission controls initiated by your operation that are in place “off” property
(application of water, covered loads, sweeping roads, vehicle cleaning, etc.).

2. Proposed remedial controls that will be initiated promptly if materials, which may create fugitive
dust, are deposited on public and private paved roads.

Submit the Dust Control Plan to:

Executive Secretary Phone: (801) 536-4000
Utah Air Quality Board FAX: (801) 536-4099
POB 144820

15 North 1950 West
Salt Lake City, Utah 84114-4820

Page 6 of 7
20
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Fugitive Dust Control Plan Violation Report

When a source is found in violation of R307-309-3 or in violation of the Fugitive Dust Control Plan, the
course must submit a report to the Executive Secretary within 15 days after receiving a Notice of
Violation. The report must include the following information:

1.

Name and address of dust source.

Time and duration of dust episode.

Meteorological conditions during the dust episode.

Total number and type of fugitive dust activities and dust producing equipment within each
operation boundary. If no change has occurred from the existing dust control plan, the source
should state that the activity/equipment is the same.

Fugitive dust activities or dust producing equipment that caused a violation of R-307-309-3 or
the sources dust control plan.

Reasons for failing to control dust from the dust generating activity or equipment.

New and/or additional fugitive dust control strategies necessary to achieve compliance with
R307-309-3,4, 5, 6, or 7.

If it can not be demonstrated that the current approved Dust Control Plan can result in
compliance with R307-309-3 through 7, the Dust Control Plan must be revised so as to
demonstrate compliance with 307-309-3 through 7. Within 30 days of receiving a fugitive dust
Notice of Violation, the source must submit the revised Plan to the Executive Secretary for
review and approval.

Submit the Dust Control Plan to:

Executive Secretary Phone: (801) 536-4000
Utah Air Quality Board FAX: (801) 536-4099
POB 144820

15 North 1950 West
Salt Lake City, Utah 84114-4820

Attachments: DFCM Form FDR R-307-309, Rule 307-309

Page 7 of 7
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300/300/ /FVA/ / !/

Project No.
CONTRACTOR'S AGREEMENT
FOR:
THIS CONTRACTOR'S AGREEMENT, made and entered into this day of ,20  , by
and between the DIVISION OF FACILITIES CONSTRUCTION AND MANAGEMENT, hereinafter
referred to as "DFCM", and , incorporated in the State of

and authorized to do business in the State of Utah, hereinafter referred to as "Contractor",
whose address is

WITNESSETH: WHEREAS, DFCM intends to have Work performed at

WHEREAS, Contractor agrees to perform the Work for the sum stated herein.

NOW, THEREFORE, DFCM and Contractor for the consideration provided in this Contractor's
Agreement, agree as follows:

ARTICLE 1. SCOPE OF WORK. The Work to be performed shall be in accordance with the
Contract Documents prepared by and entitled

13 2

The DFCM General Conditions (“General Conditions”) dated May 25, 2005 on file at the office of
DFCM and available on the DFCM website, are hereby incorporated by reference as part of this
Agreement and are included in the specifications for this Project. All terms used in this Contractor's
Agreement shall be as defined in the Contract Documents, and in particular, the General Conditions.

The Contractor Agrees to furnish labor, materials and equipment to complete the Work as required in the
Contract Documents which are hereby incorporated by reference. It is understood and agreed by the
parties hereto that all Work shall be performed as required in the Contract Documents and shall be
subject to inspection and approval of DFCM or its authorized representative. The relationship of the
Contractor to the DFCM hereunder is that of an independent Contractor.

ARTICLE 2. CONTRACT SUM. The DFCM agrees to pay and the Contractor agrees to accept in
full performance of this Contractor's Agreement, the sum of
DOLLARS AND NO CENTS ($ .00),
which is the base bid, and which sum also includes the cost of a 100% Performance Bond and a 100%
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CONTRACTOR'S AGREEMENT
PAGE NO. 2

Payment Bond as well as all insurance requirements of the Contractor. Said bonds have already been
posted by the Contractor pursuant to State law. The required proof of insurance certificates have been
delivered to DFCM in accordance with the General Conditions before the execution of this Contractor's
Agreement.

ARTICLE 3. TIME OF COMPLETION AND DELAY REMEDY. The Work shall be
Substantially Complete within (__ ) calendar days after the date of the Notice to
Proceed. Contractor agrees to pay liquidated damages in the amount of $ per day for each day
after expiration of the Contract Time until the Contractor achieves Substantial Completion in accordance
with the Contract Documents, if Contractor's delay makes the damages applicable. The provision for
liquidated damages is: (a) to compensate the DFCM for delay only; (b) is provided for herein because
actual damages can not be readily ascertained at the time of execution of this Contractor's Agreement;
(c) is not a penalty; and (d) shall not prevent the DFCM from maintaining Claims for other non-delay
damages, such as costs to complete or remedy defective Work.

No action shall be maintained by the Contractor, including its or Subcontractor or suppliers at any tier,
against the DFCM or State of Utah for damages or other claims due to losses attributable to hindrances
or delays from any cause whatsoever, including acts and omissions of the DFCM or its officers,
employees or agents, except as expressly provided in the General Conditions. The Contractor may
receive a written extension of time, signed by the DFCM, in which to complete the Work under this
Contractor's Agreement in accordance with the General Conditions.

ARTICLE 4. CONTRACT DOCUMENTS. The Contract Documents consist of this Contractor's
Agreement, the Conditions of the Contract (DFCM General Conditions, Supplementary and other
Conditions), the Drawings, Specifications, Addenda and Modifications. The Contract Documents shall
also include the bidding documents, including the Invitation to Bid, Instructions to Bidders/ Proposers
and the Bid/Proposal, to the extent not in conflict therewith and other documents and oral presentations
that are documented as an attachment to the contract.

All such documents are hereby incorporated by reference herein. Any reference in this Contractor's
Agreement to certain provisions of the Contract Documents shall in no way be construed as to lessen the
importance or applicability of any other provisions of the Contract Documents.

ARTICLE 5. PAYMENT. The DFCM agrees to pay the Contractor from time to time as the Work
progresses, but not more than once each month after the date of Notice to Proceed, and only upon
Certificate of the A/E for Work performed during the preceding calendar month, ninety-five percent
(95%) of the value of the labor performed and ninety-five percent (95%) of the value of materials
furnished in place or on the site. The Contractor agrees to furnish to the DFCM invoices for materials
purchased and on the site but not installed, for which the Contractor requests payment and agrees to

23

DFCM FORM 1a-2 060706
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safeguard and protect such equipment or materials and is responsible for safekeeping thereof and if such
be stolen, lost or destroyed, to replace same.

Such evidence of labor performed and materials furnished as the DFCM may reasonably require shall be
supplied by the Contractor at the time of request for Certificate of Payment on account. Materials for
which payment has been made cannot be removed from the job site without DFCM's written approval.
Five percent (5%) of the earned amount shall be retained from each monthly payment. The retainage,
including any additional retainage imposed and the release of any retainage, shall be in accordance with
UCA 13-8-5 as amended. Contractor shall also comply with the requirements of UCA 13-8-5, including
restrictions of retainage regarding subcontractors and the distribution of interest earned on the retention
proceeds. The DFCM shall not be responsible for enforcing the Contractor’s obligations under State law
in fulfilling the retention law requirements with subcontractors at any tier.

ARTICLE 6. INDEBTEDNESS. Before final payment is made, the Contractor must submit evidence
satisfactory to the DFCM that all payrolls, materials bills, subcontracts at any tier and outstanding
indebtedness in connection with the Work have been properly paid. Final Payment will be made after
receipt of said evidence, final acceptance of the Work by the DFCM as well as compliance with the
applicable provisions of the General Conditions.

Contractor shall respond immediately to any inquiry in writing by DFCM as to any concern of financial
responsibility and DFCM reserves the right to request any waivers, releases or bonds from Contractor in
regard to any rights of Subcontractors (including suppliers) at any tier or any third parties prior to any
payment by DFCM to Contractor.

ARTICLE 7. ADDITIONAL WORK. It is understood and agreed by the parties hereto that no
money will be paid to the Contractor for additional labor or materials furnished unless a new contract in
writing or a Modification hereof in accordance with the General Conditions and the Contract Documents
for such additional labor or materials has been executed. The DFCM specifically reserves the right to
modify or amend this Contractor's Agreement and the total sum due hereunder either by enlarging or
restricting the scope of the Work.

ARTICLE 8. INSPECTIONS. The Work shall be inspected for acceptance in accordance with the
General Conditions.

ARTICLE 9. DISPUTES. Any dispute, PRE or Claim between the parties shall be subject to the
provisions of Article 7 of the General Conditions. DFCM reserves all rights to pursue its rights and

remedies as provided in the General Conditions.

ARTICLE 10. TERMINATION, SUSPENSION OR ABANDONMENT. This Contractor’s
Agreement may be terminated, suspended or abandoned in accordance with the General Conditions.
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ARTICLE 11. DFCM'S RIGHT TO WITHHOLD CERTAIN AMOUNT AND MAKE USE
THEREQOF. The DFCM may withhold from payment to the Contractor such amount as, in DFCM's
judgment, may be necessary to pay just claims against the Contractor or Subcontractor at any tier for
labor and services rendered and materials furnished in and about the Work. The DFCM may apply such
withheld amounts for the payment of such claims in DFCM's discretion. In so doing, the DFCM shall be
deemed the agent of Contractor and payment so made by the DFCM shall be considered as payment
made under this Contractor's Agreement by the DFCM to the Contractor. DFCM shall not be liable to
the Contractor for any such payment made in good faith. Such withholdings and payments may be made
without prior approval of the Contractor and may be also be prior to any determination as a result of any
dispute, PRE, Claim or litigation.

ARTICLE 12. INDEMNIFICATION. The Contractor shall comply with the indemnification
provisions of the General Conditions.

ARTICLE 13. SUCCESSORS AND ASSIGNMENT OF CONTRACT. The DFCM and
Contractor, respectively bind themselves, their partners, successors, assigns and legal representatives to
the other party to this Agreement, and to partners, successors, assigns and legal representatives of such
other party with respect to all covenants, provisions, rights and responsibilities of this Contractor’s
Agreement. The Contractor shall not assign this Contractor’s Agreement without the prior written
consent of the DFCM, nor shall the Contractor assign any moneys due or to become due as well as any
rights under this Contractor’s Agreement, without prior written consent of the DFCM.

ARTICLE 14. RELATIONSHIP OF THE PARTIES. The Contractor accepts the relationship of
trust and confidence established by this Contractor's Agreement and covenants with the DFCM to
cooperate with the DFCM and A/E and use the Contractor's best skill, efforts and judgment in furthering
the interest of the DFCM; to furnish efficient business administration and supervision; to make best
efforts to furnish at all times an adequate supply of workers and materials; and to perform the Work in
the best and most expeditious and economic manner consistent with the interests of the DFCM.

ARTICLE 15. AUTHORITY TO EXECUTE AND PERFORM AGREEMENT. Contractor
and DFCM each represent that the execution of this Contractor's Agreement and the performance
thereunder is within their respective duly authorized powers.

ARTICLE 16. ATTORNEY FEES AND COSTS. Except as otherwise provided in the dispute
resolution provisions of the General Conditions, the prevailing party shall be entitled to reasonable

attorney fees and costs incurred in any action in the District Court and/or appellate body to enforce this
Contractor's Agreement or recover damages or any other action as a result of a breach thereof.
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IN WITNESS WHEREQF, the parties hereto have executed this Contractor's Agreement on the day
and year stated hereinabove.

CONTRACTOR:
Signature Date
Title:
State of )
)
County of ) Please type/print name clearly
Onthis  dayof , 20 , personally appeared before me,
whose 1dent1ty is personally known to me (or proved to me on the basis of satisfactory eV1dence) and
who by me duly sworn (or affirmed), did say that he (she) is the (title or office) of

the firm and that said document was signed by him (her) in behalf of said firm.

Notary Public
(SEAL)
My Commission Expires
APPROVED AS TO AVAILABILITY DIVISION OF FACILITIES
OF FUNDS: CONSTRUCTION AND MANAGEMENT
Financial Manager, Date Date
Division of Facilities Construction Manager -
and Management Capital
APPROVED AS TO FORM: APPROVED FOR EXPENDITURE:
ATTORNEY GENERAL
May 25, 2005
By: Alan S. Bachman Division of Finance Date

Asst Attorney General
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PERFORMANCE BOND
(Title 63, Chapter 56, U. C. A. 1953, as Amended)

That hereinafter referred to as the "Principal" and
a corporation organized and existing under the laws of the State of _
, with its principal office in the City of and authorized to transact business in this State and U. S. Department of the Treasury

Listed (Circular 570, Companies Holding Certificates of Authority as Acceptable Securities on Federal Bonds and as Acceptable Reinsuring Companies);
hereinafter referred to as the "Surety," are held and firmly bound unto the State of Utah, hereinafter referred to as the "Obligee, " in the amount of
DOLLARS ($ ) for the payment whereof, the
said Principal and Surety bind themselves and their heirs, administrators, executors, successors and assigns, jointly and severally, firmly by these presents.

WHEREAS, the Principal has entered into a certain written Contract with the Obligee, dated the day of , 20 , to

construct
in the County of , State of Utah, Project No. , for the approximate sum of

Dollars ($ ), which

Contract is hereby incorporated by reference herein.
NOW, THEREFORE, the condition of this obligation is such that if the said Principal shall faithfully perform the Contract in accordance with the
Contract Documents including, but not limited to, the Plans, Specifications and conditions thereof, the one year performance warranty, and the terms of the

Contract as said Contract may be subject to Modifications or changes, then this obligation shall be void; otherwise it shall remain in full force and effect.

No right of action shall accrue on this bond to or for the use of any person or corporation other than the state named herein or the heirs, executors,
administrators or successors of the Owner.

The parties agree that the dispute provisions provided in the Contract Documents apply and shall constitute the sole dispute procedures of the parties.

PROVIDED, HOWEVER, that this Bond is executed pursuant to the Provisions of Title 63, Chapter 56, Utah Code Annotated, 1953, as amended,
and all liabilities on this Bond shall be determined in accordance with said provisions to the same extent as if it were copied at length herein.

IN WITNESS WHEREOF, the said Principal and Surety have signed and sealed this instrument this day of , 20
WITNESS OR ATTESTATION: PRINCIPAL:
By:
(Seal)
Title:
WITNESS OR ATTESTATION: SURETY:
By:
Attorney-in-Fact (Seal)
STATE OF
) ss.
COUNTY OF )
On this day of , 20____, personally appeared before me , whose

identity is personally known to me or proved to me on the basis of satisfactory evidence, and who, being by me duly sworn, did say that he/she is the Attorney
in-fact of the above-named Surety Company and that he/she is duly authorized to execute the same and has complied in all respects with the laws of Utah in
reference to becoming sole surety upon bonds, undertakings and obligations, and that he/she acknowledged to me that as Attorney-in-fact executed the same.

Subscribed and sworn to before me this day of 20

My commission expires:

Resides at:
NOTARY PUBLIC
Agency:
Agent:
Address: Approved As To Form: May 25, 2005
Ph ) By Alan S. Bachman, Asst Attorney General
one: e
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PAYMENT BOND
(Title 63, Chapter 56, U. C. A. 1953, as Amended)

KNOW ALL PERSONS BY THESE PRESENTS:

That hereinafter referred to as the "Principal," and
, a corporation organized and existing under the laws of the State of authorized to do business in this State
and U. S. Department of the Treasury Listed (Circular 570, Companies Holding Certificates of Authority as Acceptable Securities on Federal Bonds and as
Acceptable Reinsuring Companies); with its principal office in the City of hereinafter referred to as the ""Surety," are held and firmly bound unto
the State of Utah hereinafter referred to as the "Obligee," in the amount of
Dollars ($ ) for the payment whereof, the said Principal and Surety bind themselves and their heirs, administrators, executors, successors
and assigns, jointly and severally, firmly by these presents.

WHEREAS, the Principal has entered into a certain written Contract with the Obligee, dated the day of 20 R
to construct
in the County of , State of Utah, Project No. for the approximate sum of
Dollars ($ ), which contract is hereby

incorporated by reference herein.

NOW, THEREFORE, the condition of this obligation is such that if the said Principal shall pay all claimants supplying labor or materials to Principal
or Principal's Subcontractors in compliance with the provisions of Title 63, Chapter 56, of Utah Code Annotated, 1953, as amended, and in the prosecution of the
Work provided for in said Contract, then, this obligation shall be void; otherwise it shall remain in full force and effect.

That said Surety to this Bond, for value received, hereby stipulates and agrees that no changes, extensions of time, alterations or additions to the terms
of the Contract or to the Work to be performed thereunder, or the specifications or drawings accompanying same shall in any way affect its obligation on this Bond,
and does hereby waive notice of any such changes, extensions of time, alterations or additions to the terms of the Contract or to the Work or to the specifications
or drawings and agrees that they shall become part of the Contract Documents.

PROVIDED, HOWEVER, that this Bond is executed pursuant to the provisions of Title 63, Chapter 56, Utah Code Annotated, 1953, as amended, and
all liabilities on this Bond shall be determined in accordance with said provisions to the same extent as if it were copied at length herein.

IN WITNESS WHEREOF, the said Principal and Surety have signed and sealed this instrument this day of 20
WITNESS OR ATTESTATION: PRINCIPAL:
By:
(Seal)
Title:
WITNESS OR ATTESTATION: SURETY:
By:
STATE OF ) Attorney-in-Fact (Seal)
) ss.
COUNTY OF )
On this day of 20 , personally appeared before me

, whose identity is personally known to me or proved to me on the basis of
satisfactory evidence, and who, being by me duly sworn, did say that he/she is the Attorney-in-fact of the above-named Surety Company, and that he/she is duly
authorized to execute the same and has complied in all respects with the laws of Utah in reference to becoming sole surety upon bonds, undertakings and
obligations, and that he/she acknowledged to me that as Attorney-in-fact executed the same.

Subscribed and sworn to before me this day of , 20

My commission expires:

Resides at:
NOTARY PUBLIC
Agency: Approved As To Form: May 25, 2005
Agent: By Alan S. Bachman, Asst Attorney General
Address: 28
Phone:
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STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES

DFCM
Division of Facilities Construction and Management
CHANGE ORDER #
CONTRACTOR: AGENCY OR INSTITUTION:
PROJECT NAME:
PROJECT NUMBER:
CONTRACT NUMBER:
ARCHITECT: DATE:
CONSTRUCTION | PROPOSAL AMOUNT DAYS
CHANGE REQUEST
DIRECTIVENO. | NO. INCREASE | DECREASE | INCREASE | DECREASE
Amount Days Date
ORIGINAL CONTRACT
TOTAL PREVIOUS CHANGE ORDERS
TOTAL THIS CHANGE ORDER
ADJUSTED CONTRACT

DFCM and Contractor agree that the terms, contract sum, scope of the Work and time specified in this Change Order
shall constitute the full accord and satisfaction, and complete adjustment to the Contract and includes all direct and
indirect costs and effects related to, incidental to, and/or reasonably implied from such change in the contract terms,
sum, scope of the Work and time.

Contractor:

Date
Architect/Engineer:

Date
Agency or Institution:

Date
DFCM:

Date
Funding Verification:

Date

Page of page(s)
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STATE OF UTAH - DEPARTMENT OF ADMINISTRATIVE SERVICES

DFCM
Division of Facilities Construction and Management

CERTIFICATE OF SUBSTANTIAL COMPLETION

PROJECT PROJECT NO:
AGENCY/INSTITUTION

AREA ACCEPTED

The Work performed under the subject Contract has been reviewed on this date and found to be Substantially Completed as
defined in the General Conditions; including that the construction is sufficiently completed in accordance with the Contract
Documents, as modified by any change orders agreed to by the parties, so that the State of Utah can occupy the Project or specified
area of the Project for the use for which it is intended.

The DFCM - (Owner) accepts the Project or specified area of the Project as Substantially Complete and will assume full
possession of the Project or specified area of the Project at (time) on (date).

The DFCM accepts the Project for occupancy and agrees to assume full responsibility for maintenance and operation, including
utilities and insurance, of the Project subject to the itemized responsibilities and/or exceptions noted below:

The Owner acknowledges receipt of the following closeout and transition materials:
[l As-built Drawings [ O & M Manuals [J  Warranty Documents [l Completion of Training
Requirements

A list of items to be completed or corrected (Punch List) is attached hereto. The failure to include an item on it does not alter the
responsibility of the Contractor to complete all the Work in accordance with the Contract Documents, including authorized
changes thereof. The amount of (Twice the value of the punch list work) shall be retained to assure the
completion of the punch list work.

The Contractor shall complete or correct the Work on the list of (Punch List) items appended hereto within
__ calendar days from the above date of issuance of this Certificate. The amount withheld pending completion of the list of
items noted and agreed to shall be: $ . Ifthe list of items is not completed within the time allotted the Owner
has the right to be compensated for the delays and/or complete the work with the help of independent contractor at the expense of
the retained project funds. Ifthe retained project funds are insufficient to cover the delay/completion damages, the Owner shall be
promptly reimbursed for the balance of the funds needed to compensate the Owner.

by:
CONTRACTOR (include name of firm) (Signature) DATE

by:
A/E (include name of firm) (Signature) DATE

by:
USING INSTITUTION OR AGENCY (Signature) DATE

by:
DFCM (Owner) (Signature) DATE
4110 State Office Building, Salt Lake City, Utah 84114 cc: Parties Noted
telephone 801-538-3018 « facsimile 801-538-3267 « http://dfcm.utah.gov DFCM, Director
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PROJECT MANUAL
DFCM #06167810/HF SA #0612.01
26 July 2006

COMPUTER CENTER AIR CONDITIONING &
ELECTRICAL UPGRADES

WEBER STATE UNIVERSITY

HFSArchitects

State of Utah—Department of Administrative Services

DIVISION OF FACILITIES CONSTRUCTION ARCHITECTURE
AND MANAGEMENT INTERIORS

llding 7 Salt Lake Gity, Ulah 84114 ; 536-3018 PLANNING



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICALUPGRADES
DFCM #06167810 Weber State University

Architect

HFS Architects
1484 S. State Street
Salt Lake City, Utah 84115
P 801-596-0691
F 801-596-0693

Structural Engineer

WCA Structural Engineering, Inc.
442 North Main Street
Bountiful, Utah 84010
P 801-298-1118
F 801-298-1122

Mechanical Engineer

WHW Engineer, Inc.
1354 East 3300 South, Suite 200
Salt Lake City, Utah 84106
P 801-466-4021
F 801-466-8536

Electrical Engineer

Thomas & Kolkman Engineers
64 West 1700 South
Salt Lake City, Utah 84115
P 801-484-8161
F 801-484-3538
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HFS Architects COMPUTER AIR CONDITIONING & ELECTRICAL UPGRADES

DFCM #06167810 Weber State University
SECTION SECTION TITLE PAGES
Division 1 - GENERAL REQUIREMENTS
01100 Summary of WOork . . ... 3
01210 Allowances (Alternate NO. 1) ... ... 2
01230 Alternates . ... .. 2
01310 Project Management and Coordination . .. ... ... ... .. ... .. . .. 6
01322 Photographic Documentation . ... ... ... .. ... 2
01330 Submittal Procedures . ... ... .. 8
01500 Temporary Facilities and Controls . .. ... .. . 7
01731 Cutting and Patching . ... .. 5
01732 Selective Demolition . . .. ... ... . 9
01770 Closeout Procedures . ... ... . 5
01781 Project Record Documents . . ... .. 3
Division 5 - METALS
05120 Structural Steel . .. ... 6
Division 5 - WOOD AND PLASTICS
06100 Rough Carpentry . ... .. 3
Division 7 - THERMAL AND MOISTURE PROTECTION
07210 Building Insulation (Alternate No. 4) . . ... ... .. 4
07920 Joint Sealants . ... ... 8
Division 8 - DOORS AND WINDOWS
08110 Steel Doors and Frames (Alternate No. 1) . ... ... . . . 8
08710 Door Hardware (Alternate No. 1) ... .. ... . 12
08950 Insulated Translucent Wall System . . ... .. ... 7
Division 9 - FINISHES
09511 Acoustical Ceiling Panels . ... ... ... ... . 7
09912 Interior Painting . . .. ... . 10
Division 15 - MECHANICAL
15010 General Requirements . . ... ... . e 6
15050 Basic Materials and Methods . . ... ... . . . 5
15074 Vibration and Seismic Controls for HVAC Piping and Equipment ... ................ 7
15075 Mechanical Identification . . . ... ... .. . . 3
15082 Plumbing Insulation . ... ... ... . 16
15083 HVAC Insulation . . ... ... 11
15140 Domestic Water Piping . . ... ... 13
15145 Domestic Water Piping Specialties . .. ....... ... .. . . 5
15182 Steam and Condensate Piping .. ... . . 10
15300 Fire-suppression Piping . .. ... ... e 6
15733 Rooftop Unit - Cooling Only . ... ... 9
15752 Humidifiers .. ... 3
15815 Metal DUCES . . . .. . 14

TABLE OF CONTENTS TOC -1



HFS Architects COMPUTER AIR CONDITIONING & ELECTRICAL UPGRADES

DFCM #06167810 Weber State University
15820 DUCE ACCESSOMES . . . ot 8
15855 Diffusers, Registers, and Grilles . . . ... . .. .. . . 4
15910 DDC Controls . ... .. 11
15950 Testing, Adjusting, and Balancing ... ......... ... . 16

Division 16 - ELECTRICAL
16000 General Provisions, Electrical . .. ....... .. . 5
16060 Minor Electrical Demolition for Remodeling .............. ... .. ... ... ... ... .... 3
16110 Raceways . . . ... 4
16120 CoNAUCIOrS . . . .o 3
16130 Electrical BoXes . ... ... 3
16140 Outlets and Wiring DeviCes . . .. ... ... e 3
16190 Supporting DeviCes . .. .. .. 1
16195 Electrical Identification . ...... ... ... . . . 3
16400 Secondary Service and Distribution . ... ... ... . ... 1
16440 Safety SWItChes . . . .. .. 2
16450 Secondary Grounding . . . . . ...ttt 1
16470 Panelboards . ... ... ... 3
16475 FUSES . .o 1
16480 Motor Starters and Controls . ... ... ... . . 2
16500 Lighting . . ... 4
16720 Fire Alarm System . .. ... 4
16740 Telephone/Data System . . . ... ... 1
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HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

SECTION 01100 - SUMMARY

PART 1 - GENERAL

1.1

A.

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes the following:

Work covered by the Contract Documents.
Type of the Contract.

Use of premises.

Owner's occupancy requirements.

Work restrictions.

aobrownN-~

WORK COVERED BY CONTRACT DOCUMENTS

Project Identification: Computer Center Electrical and Air Conditioning Upgrades.

1. Project Location: Weber State University.

Owner: DFCM, 4110 State Office Building, Salt Lake City, Utah 84114.

1. Owner's Representative: Craig Wessman.

Architect: HFS Architects, 1484 South State Street, Salt Lake City, Utah 84115.

The Work consists of the following:

1. The Work includes demolition of the existing HVAC and air conditioning units, demolition of
existing steel frame windows and existing ceiling grid/acoustic panels and lighting, installation
of new HVAC roof top units and duct work, installation of new aluminum frame, insulated
window wall system and new suspended ceiling grid/acoustic panels, and new lighting,
electrical upgrades and painting.

2. Weber State University us participating in Utah Power & Light's “Energy Financier” Program.

The General Contractor and/or his subcontractors will be required to furnish all necessary
documentation for compliance with UP&L stipulations.

SUMMARY 01100 -1



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

1.4

A

1.5

1.6

1.7

TYPE OF CONTRACT

Project will be constructed under a single prime contract.

USE OF PREMISES

General: Contractor shall have limited use of premises for construction operations as indicated on
Drawings by the Contract limits.

Use of Site: Limit use of premises to areas within the Contract limits indicated. Do not disturb
portions of Project site beyond areas in which the Work is indicated.

1. Limits: Confine constructions operations to the construction limit line shown on the drawings.
: Owner Occupancy: Allow for Owner occupancy of Project site and use by the public.
3. Driveways and Entrances: Keep driveways loading areas, and entrances serving premises
clear and available to Owner, Owner's employees, and emergency vehicles at all times. Do not
use these areas for parking or storage of materials.

a.  Schedule deliveries to minimize use of driveways and entrances.
b.  Schedule deliveries to minimize space and time requirements for storage of materials
and equipment on-site.

Use of Existing Building: Maintain existing building in a weathertight condition throughout
construction period. Repair damage caused by construction operations. Protect building and its
occupants during construction period.

1. Protect all computer equipment in Rooms 212 and 213 from damage during demolition and
construction, provide protection that can be securely sealed around the equipment preventing
infiltration of construction/demolition dust and debris, liquids or fluids of any kind, and over-
spray from painting.

OWNER'S OCCUPANCY REQUIREMENTS

Full Owner Occupancy: Owner will occupy the building during entire construction period and the
Computer Center must stay completely operational throughout the entire construction period.
Cooperate with Owner during construction operations to minimize conflicts and facilitate Owner
usage. Perform the Work so as not to interfere with Owner's day-to-day operations. Maintain
existing exits, unless otherwise indicated.

1. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.

Do not close or obstruct walkways, corridors, or other occupied or used facilities without written
permission from Owner and authorities having jurisdiction.

WORK RESTRICTIONS
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A.  On-Site Work Hours: Work shall be generally performed inside the existing building during normal
business working hours of 7:00 a.m. to 5:00 p.m., Monday through Friday, except otherwise indicated.

B.  Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or others
unless permitted under the following condition:

1. Interruption of power to the Computer Center Rooms 212 and 213 will only be allowed on
Friday, November 24, 2006.

1.8 SPECIFICATION FORMATS AND CONVENTIONS

A.  Specification Format: The Specifications are organized into Divisions and Sections using the
16-division format and CSI/CSC's "MasterFormat" numbering system.

1. Section Identification: The Specifications use Section numbers and titles to help
cross-referencing in the Contract Documents. Sections in the Project Manual are in numeric
sequence; however, the sequence is incomplete because all available Section numbers are not
used. Consult the table of contents at the beginning of the Project Manual to determine
numbers and names of Sections in the Contract Documents.

2. Division 1: Sections in Division 1 govern the execution of the Work of all Sections in the
Specifications.

B. Specification Content: The Specifications use certain conventions for the style of language and the
intended meaning of certain terms, words, and phrases when used in particular situations. These
conventions are as follows:

1.  Abbreviated Language: Language used in the Specifications and other Contract Documents
is abbreviated. Words and meanings shall be interpreted as appropriate. Words implied, but
not stated, shall be inferred as the sense requires. Singular words shall be interpreted as
plural, and plural words shall be interpreted as singular where applicable as the context of the
Contract Documents indicates.

2. Imperative mood and streamlined language are generally used in the Specifications.
Requirements expressed in the imperative mood are to be performed by Contractor.
Occasionally, the indicative or subjunctive mood may be used in the Section Text for clarity to
describe responsibilities that must be fulfilled indirectly by Contractor or by others when so
noted.

a. The words "shall," "shall be," or "shall comply with," depending on the context, are implied
where a colon (:) is used within a sentence or phrase.
PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION (Not Used)

END OF SECTION 01100
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SECTION 01210 - ALLOWANCES - ALTERNATE NO. 1

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions

and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes administrative and procedural requirements governing allowances.

1. Certain items are specified in the Contract Documents by allowances. Allowances have been
established in lieu of additional requirements and to defer selection of actual materials and
equipment to a later date when additional information is available for evaluation. If necessary,
additional requirements will be issued by Change Order.

Types of allowances include the following:

1. Lump-sum allowances.

SELECTION AND PURCHASE

At the earliest practical date after award of the Contract, advise Architect of the date when final
selection and purchase of each product or system described by an allowance must be completed to
avoid delaying the Work.

SUBMITTALS

Submit proposals for purchase of products or systems included in allowances, in the form specified
for Change Orders.

Submit invoices or delivery slips to show actual quantities of materials delivered to the site for use
in fulfilment of each allowance.

Coordinate and process submittals for allowance items in same manner as for other portions of the
Work.
COORDINATION

Coordinate allowance items with other portions of the Work. Furnish templates as required to
coordinate installation.
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1.6 LUMP-SUM ALLOWANCES
A.  Allowance shall include cost to Contractor of specific products and materials ordered by Owner under
allowance and shall include taxes, freight, and delivery to Project site.
B. Contractor's costs for receiving and handling at Project site, labor, installation, overhead and profit,

and similar costs related to products and materials ordered by Owner under allowance shall be
included as part of the Contract Sum and not part of the allowance.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

A

3.2

3.3

EXAMINATION

Examine products covered by an allowance promptly on delivery for damage or defects. Return
damaged or defective products to manufacturer for replacement.

PREPARATION

Coordinate materials and their installation for each allowance with related materials and installations
to ensure that each allowance item is completely integrated and interfaced with related work.
SCHEDULE OF ALLOWANCES

Allowance No. 1:  Include $10,500 for electronic access hardware on (5) five doors described below:

1. Provide the following to be installed by Alphacorp, 3676 West California Avenue, Suite B100,
Salt Lake City, Utah 84107, 801-977-8775.

2. Hardware Schedule:

a. QTY. MFG. PART # DESCRIPTION
1 Lenel LNL-500 Intelligent Control Panel
1 Lenel Ethian-Micro Network Serial Servier
1 Lenel LNL-500W Lenel Wireless Gateway Interface
1 Lenel PIM-485-16-TD 485 Panel Interface Module (PIM)
1 Hoffman 24x24x6 Enclosure with Backplane and Panduit
1 Altronix ~ AL300ULX Power Supply, 4 amps @ 12 VDC
5 Lenel WA-5296-PXH  Wireless Integrated Cylindrical Lock/HID Reader

END OF SECTION 01210
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SECTION 01210 - ALLOWANCES - ALTERNATE NO. 1

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions

and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes administrative and procedural requirements governing allowances.

1. Certain items are specified in the Contract Documents by allowances. Allowances have been
established in lieu of additional requirements and to defer selection of actual materials and
equipment to a later date when additional information is available for evaluation. If necessary,
additional requirements will be issued by Change Order.

Types of allowances include the following:

1. Lump-sum allowances.

SELECTION AND PURCHASE

At the earliest practical date after award of the Contract, advise Architect of the date when final
selection and purchase of each product or system described by an allowance must be completed to
avoid delaying the Work.

SUBMITTALS

Submit proposals for purchase of products or systems included in allowances, in the form specified
for Change Orders.

Submit invoices or delivery slips to show actual quantities of materials delivered to the site for use
in fulfilment of each allowance.

Coordinate and process submittals for allowance items in same manner as for other portions of the
Work.
COORDINATION

Coordinate allowance items with other portions of the Work. Furnish templates as required to
coordinate installation.
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1.6 LUMP-SUM ALLOWANCES
A.  Allowance shall include cost to Contractor of specific products and materials ordered by Owner under
allowance and shall include taxes, freight, and delivery to Project site.
B. Contractor's costs for receiving and handling at Project site, labor, installation, overhead and profit,

and similar costs related to products and materials ordered by Owner under allowance shall be
included as part of the Contract Sum and not part of the allowance.

PART 2 - PRODUCTS (Not Used)

PART 3 - EXECUTION

3.1

A

3.2

3.3

EXAMINATION

Examine products covered by an allowance promptly on delivery for damage or defects. Return
damaged or defective products to manufacturer for replacement.

PREPARATION

Coordinate materials and their installation for each allowance with related materials and installations
to ensure that each allowance item is completely integrated and interfaced with related work.
SCHEDULE OF ALLOWANCES

Allowance No. 1:  Include $10,500 for electronic access hardware on (5) five doors described below:

1. Provide the following to be installed by Alphacorp, 3676 West California Avenue, Suite B100,
Salt Lake City, Utah 84107, 801-977-8775.

2. Hardware Schedule:

a. QTY. MFG. PART # DESCRIPTION
1 Lenel LNL-500 Intelligent Control Panel
1 Lenel Ethian-Micro Network Serial Servier
1 Lenel LNL-500W Lenel Wireless Gateway Interface
1 Lenel PIM-485-16-TD 485 Panel Interface Module (PIM)
1 Hoffman 24x24x6 Enclosure with Backplane and Panduit
1 Altronix ~ AL300ULX Power Supply, 4 amps @ 12 VDC
5 Lenel WA-5296-PXH  Wireless Integrated Cylindrical Lock/HID Reader

END OF SECTION 01210
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SECTION 01230 - ALTERNATES

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes administrative and procedural requirements for alternates.

DEFINITIONS

Alternate: An amount proposed by bidders and stated on the Bid Form for certain work defined in
the Bidding Requirements that may be added to or deducted from the Base Bid amount if Owner
decides to accept a corresponding change either in the amount of construction to be completed or
in the products, materials, equipment, systems, or installation methods described in the Contract
Documents.

1. The cost or credit for each alternate is the net addition to or deduction from the Contract Sum
to incorporate alternate into the Work. No other adjustments are made to the Contract Sum.
PROCEDURES

Coordination: Modify or adjust affected adjacent work as necessary to completely integrate work of
the alternate into Project.

1. Include as part of each alternate, miscellaneous devices, accessory objects, and similar items
incidental to or required for a complete installation whether or not indicated as part of alternate.

Notification: Immediately following award of the Contract, notify each party involved, in writing, of the
status of each alternate. Indicate if alternates have been accepted, rejected, or deferred for later
consideration. Include a complete description of negotiated modifications to alternates.

Execute accepted alternates under the same conditions as other work of the Contract.
Schedule: A Schedule of Alternates is included at the end of this Section. Specification Sections

referenced in schedule contain requirements for materials necessary to achieve the work described
under each alternate.

PART 2 - PRODUCTS (Not Used)
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PART 3 - EXECUTION

3.1 SCHEDULE OF ALTERNATES
A. Alternate No. 1: Electronic access door hardware - SPECIFICATION SECTION 01210
ALLOWANCES; demolition of existing door and frame; installation of new solid core
wood door, hollow metal frame, and hardware.

B. Alternate No. 2: Replace the existing rooftop unit serving the offices on the west side of the
Computer Center

C. Alternate No. 3: Replace the existing rooftop unit serving the offices on the south side of the
Computer Center.

D. Alternate No. 4: Install 2" foil-faced, flexible glass-fiber board insulation to the underside of the roof
deck, between the concrete Tees in the rooms 212 and 213 - SPECIFICATION
SECTION 07210 BUILDING INSULATION.

END OF SECTION 01230
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SECTION 01310 - PROJECT MANAGEMENT AND COORDINATION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A.  This Section includes administrative provisions for coordinating construction operations on Project
including, but not limited to, the following:

1. Coordination Drawings.
2. Administrative and supervisory personnel.
3. Project meetings.

B.  Related Sections include the following:

1. Division 1 Section "Closeout Procedures" for coordinating Contract closeout.

1.3 COORDINATION

A.  Coordination: Coordinate construction operations included in different Sections of the Specifications
to ensure efficient and orderly installation of each part of the Work. Coordinate construction
operations, included in different Sections, that depend on each other for proper installation,
connection, and operation.

1. Schedule construction operations in sequence required to obtain the best results where
installation of one part of the Work depends on installation of other components, before or after
its own installation.

2. Coordinate installation of different components with other contractors to ensure maximum
accessibility for required maintenance, service, and repair.

3. Make adequate provisions to accommodate items scheduled for later installation.

4. Where availability of space is limited, coordinate installation of different components to ensure
maximum performance and accessibility for required maintenance, service, and repair of all
components, including mechanical and electrical.

B. Prepare memoranda for distribution to each party involved, outlining special procedures required for
coordination. Include such items as required notices, reports, and list of attendees at meetings.

1. Prepare similar memoranda for Owner and separate contractors if coordination of their Work
is required.
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C. Administrative Procedures: Coordinate scheduling and timing of required administrative procedures
with other construction activities and activities of other contractors to avoid conflicts and to ensure
orderly progress of the Work. Such administrative activities include, but are not limited to, the
following:

Preparation of Contractor's Construction Schedule.
Preparation of the Schedule of Values.

Installation and removal of temporary facilities and controls.
Delivery and processing of submittals.

Progress meetings.

Preinstallation conferences.

Project closeout activities.

Startup and adjustment of systems.

Project closeout activities.

COoONOO~WN =~

1.4 SUBMITTALS

A.  Coordination Drawings: Prepare Coordination Drawings if limited space availability necessitates
maximum utilization of space for efficient installation of different components or if coordination is
required for installation of products and materials fabricated by separate entities.

1. Content: Project-specific information, drawn accurately to scale. Do not base Coordination
Drawings on reproductions of the Contract Documents or standard printed data. Include the
following information, as applicable:

a. Indicate functional and spatial relationships of components of architectural, structural,
civil, mechanical, and electrical systems.

b. Indicate required installation sequences.

C. Indicate dimensions shown on the Contract Drawings and make specific note of

dimensions that appear to be in conflict with submitted equipment and minimum
clearance requirements. Provide alternate sketches to Architect for resolution of such
conflicts. Minor dimension changes and difficult installations will not be considered
changes to the Contract.

2. Sheet Size: At least 8-1/2 by 11 inches but no larger than 30 by 42 inches.
3. Number of Copies: Submit six opaque copies of each submittal. Architect will return three.
4. Refer to individual Sections for Coordination Drawing requirements for Work in those Sections.

B. Key Personnel Names: Within 15 days of starting construction operations, submit a list of key
personnel assignments, including superintendent and other personnel in attendance at Project site.
Identify individuals and their duties and responsibilities; list addresses and telephone numbers,
including home and office telephone numbers. Provide names, addresses, and telephone numbers
of individuals assigned as standbys in the absence of individuals assigned to Project.

1. Post copies of list in Project meeting room, in temporary field office, and by each temporary
telephone. Keep list current at all times.
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1.5 ADMINISTRATIVE AND SUPERVISORY PERSONNEL
1.6 PROJECT MEETINGS
A.  General: The Architect will schedule and conduct meetings and conferences at Project site, unless
otherwise indicated.
1. Attendees: Inform subcontractors and suppliers and others involved, and individuals whose
presence is required, of date and time of each meeting.
2. Minutes: The Architect will record significant discussions and agreements achieved.
B.  Preconstruction Conference: Schedule a preconstruction conference before starting construction,

at a time convenient to Owner and Architect, but no later than 15 days after execution of the
Agreement. Hold the conference at Project site or another convenient location. Conduct the meeting
to review responsibilities and personnel assignments.

1. Attendees: Authorized representatives of Owner, Architect, and their consultants; Contractor
and its superintendent; major subcontractors; suppliers; and other concerned parties shall
attend the conference. All participants at the conference shall be familiar with Project and
authorized to conclude matters relating to the Work.

2. Agenda: Discuss items of significance that could affect progress, including the following:

Tentative construction schedule.

Phasing.

Critical work sequencing and long-lead items.
Designation of key personnel and their duties.
Procedures for processing field decisions and Change Orders.
Procedures for requests for interpretations (RFIs).
Procedures for testing and inspecting.
Procedures for processing Applications for Payment.
Distribution of the Contract Documents.

Submittal procedures.

Preparation of Record Documents.

Use of the premises and existing building.

Work restrictions.

Owner's occupancy requirements.

Responsibility for temporary facilities and controls.
Construction waste management and recycling.
Parking availability.

Office, work, and storage areas.

Equipment deliveries and priorities.

First aid.

Security.

Progress cleaning.

Working hours.

S<CTOTOTOSITATTISQTOQ00D

3. Minutes: Architect will record and distribute meeting minutes.
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C. Preinstallation Conferences: Conduct a preinstallation conference at Project site before each
construction activity that requires coordination with other construction.

1. Attendees: Installer and representatives of manufacturers and fabricators involved in or
affected by the installation and its coordination or integration with other materials and
installations that have preceded or will follow, shall attend the meeting. Advise Architect of
scheduled meeting dates.

2. Agenda: Review progress of other construction activities and preparations for the particular
activity under consideration, including requirements for the following:

The Contract Documents.

Options.

Related requests for interpretations (RFls).
Related Change Orders.

Purchases.

Deliveries.

Submittals.

Review of mockups.

Possible conflicts.

Compatibility problems.

Time schedules.

Weather limitations.

Manufacturer's written recommendations.
Warranty requirements.

Compatibility of materials.

Acceptability of substrates.

Temporary facilities and controls.

Space and access limitations.
Regulations of authorities having jurisdiction.
Testing and inspecting requirements.
Installation procedures.

Coordination with other work.

Required performance results.

Protection of adjacent work.

Protection of construction and personnel.

SXE<ETONQTOS3ITATTIQTNOQ00Y

3. Record significant conference discussions, agreements, and disagreements, including required
corrective measures and actions.

4, Reporting: Distribute minutes of the meeting to each party present and to parties who should
have been present.

5. Do not proceed with installation if the conference cannot be successfully concluded. Initiate
whatever actions are necessary to resolve impediments to performance of the Work and
reconvene the conference at earliest feasible date.

D. Progress Meetings: Architect will conduct progress meetings at weekly intervals. Coordinate dates
of meetings with preparation of payment requests.

1. Attendees: In addition to representatives of Owner and Architect, each contractor,
subcontractor, supplier, and other entity concerned with current progress or involved in
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planning, coordination, or performance of future activities shall be represented at these
meetings. All participants at the conference shall be familiar with Project and authorized to
conclude matters relating to the Work.

2. Agenda: Review and correct or approve minutes of previous progress meeting. Review other
items of significance that could affect progress. Include topics for discussion as appropriate
to status of Project.

a.  Contractor's Construction Schedule: Review progress since the last meeting. Determine
whether each activity is on time, ahead of schedule, or behind schedule, in relation to
Contractor's Construction Schedule. Determine how construction behind schedule will
be expedited; secure commitments from parties involved to do so. Discuss whether
schedule revisions are required to ensure that current and subsequent activities will be
completed within the Contract Time.

1)  Review schedule for next period.

b. Review present and future needs of each entity present, including the following:

1)  Interface requirements.

2)  Sequence of operations.

3)  Status of submittals.

4)  Deliveries.

5)  Off-site fabrication.

6) Access.

7)  Site utilization.

8)  Temporary facilities and controls.
9) Work hours.

10) Hazards and risks.

11) Progress cleaning.
12) Quality and work standards.
13) Status of correction of deficient items.
14) Field observations.
15) Requests for interpretations (RFIs).
16) Status of proposal requests.
) Pending changes.
) Status of Change Orders.
19) Pending claims and disputes.
) Documentation of information for payment requests.

3. Minutes: Architect will record and distribute to Contractor the meeting minutes.

4, Reporting: Distribute minutes of the meeting to each party present and to parties who should
have been present.
a. Schedule Updating: Revise Contractor's Construction Schedule after each progress

meeting where revisions to the schedule have been made or recognized. Issue revised
schedule concurrently with the report of each meeting.

PART 2 - PRODUCTS (Not Used)
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PART 3 - EXECUTION (Not Used)

END OF SECTION 01310
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SECTION 01322 - PHOTOGRAPHIC DOCUMENTATION

PART 1 - GENERAL

1.1

A.

1.2

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes administrative and procedural requirements for the following:

1. Preconstruction photographs.
2. Preconstruction videotapes.

Related Sections include the following:

1. Division 1 Section "Submittal Procedures" for submitting photographic documentation.
Division 1 Section "Cut and Patch" for photographic documentation before selective demolition
operations commence.

3. Division 1 Section "Selective Demolition" for photographic documentation before selective
demolition operations commence.

PART 2 - PRODUCTS

21

A

PHOTOGRAPHIC MEDIA

Digital Images: Provide images in uncompressed TIFF format, produced by a digital camera with
minimum sensor size of 4.0 megapixels, and at an image resolution of not less than 1024 by 768
pixels.

Videotape Format: Provide high-quality, 1/2-inch, VHS color videotape in full-size cassettes, T-90
minutes long.

1. Tape quality shall be adequate to create photographic prints to be made from individual frames.

PART 3 - EXECUTION

3.1

CONSTRUCTION PHOTOGRAPHS
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A

3.2

General: Take photographs using the maximum range of depth of field, and that are in focus, to
clearly show the Work. Photographs with blurry or out-of-focus areas will not be accepted.

1. Maintain key plan with each set of construction photographs that identifies each photographic
location.

Digital Images: Submit digital images exactly as originally recorded in the digital camera, without
alteration, manipulation, editing, or modifications using image-editing software.

1. Date and Time: Include date and time in filename for each image.
2. Field Office Images: Maintain one set of images on CD-ROM in the field office at Project site,
available at all times for reference.

Preconstruction Photographs: Before commencement of demolition and starting construction, take
digital photographs of Project site and surrounding properties, including existing items to remain
during construction, from different vantage points.

1. Flag construction limits before taking construction photographs.
Take fifteen photographs to show existing conditions adjacent to property before starting the
Work.

3. Take additional photographs as required to record settlement or cracking of adjacent
structures, pavements, and improvements.

CONSTRUCTION VIDEOTAPES

Recording: Mount camera on tripod before starting recording, unless otherwise necessary to show
area of construction. Display continuous running time and date. At start of each videotape, record
weather conditions from local newspaper or television and the actual temperature reading at Project
site.

Narration: Describe scenes on videotape by audio narration by microphone while videotape is
recorded. Include description of items being viewed, recent events, and planned activities. At each
change in location, describe vantage point, location, direction (by compass point), and elevation or
story of construction.

1. Confirm date and time at beginning and end of recording.

Preconstruction Videotape: Before starting demolition, record videotape of Project site and
surrounding properties from different vantage points.

1. Flag construction limits before recording construction videotapes.
2. Show existing conditions adjacent to Project site before starting the Work.
3. Show protection efforts by Contractor.

END OF SECTION 01322
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SECTION 01330 - SUBMITTAL PROCEDURES

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes administrative and procedural requirements for submitting Shop Drawings,
Product Data, Samples, and other submittals.

Related Sections include the following:

1. Division 1 Section "Project Management and Coordination" for submitting and distributing
meeting and conference minutes and for submitting Coordination Drawings.

2. Division 1 Section "Closeout Procedures" for submitting warranties.

3 Division 1 Section "Project Record Documents" for submitting Record Drawings, Record
Specifications, and Record Product Data.

4. Divisions 2 through 16 Sections for specific requirements for submittals in those Sections.

DEFINITIONS

Action Submittals: Written and graphic information that requires Architect's responsive action.
Informational Submittals: Written information that does not require Architect's responsive action.
Submittals may be rejected for not complying with requirements.

SUBMITTAL PROCEDURES

General: Electronic copies of CAD Drawings of the Contract Drawings will not be provided by
Architect for Contractor's use in preparing submittals..

Coordination: Coordinate preparation and processing of submittals with performance of construction
activities.

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other submittals, and
related activities that require sequential activity.

2. Coordinate transmittal of different types of submittals for related parts of the Work so
processing will not be delayed because of need to review submittals concurrently for
coordination.
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a. Architect reserves the right to withhold action on a submittal requiring coordination with
other submittals until related submittals are received.

C. Processing Time: Allow enough time for submittal review, including time for resubmittals, as follows.
Time for review shall commence on Architect's receipt of submittal. No extension of the Contract
Time will be authorized because of failure to transmit submittals enough in advance of the Work to
permit processing, including resubmittals.

1.

P w

Initial Review: Allow 15 days for initial review of each submittal. Allow additional time if
coordination with subsequent submittals is required. Architect will advise Contractor when a
submittal being processed must be delayed for coordination.

Intermediate Review: If intermediate submittal is necessary, process it in same manner as
initial submittal.

Resubmittal Review: Allow 15 days for review of each resubmittal.

Sequential Review: Where sequential review of submittals by Architect's consultants, Owner,
or other parties is indicated, allow 21 days for initial review of each submittal.

D. Identification: Place a permanent label or title block on each submittal for identification.

1.

Indicate name of firm or entity that prepared each submittal on label or title block.

Provide a space approximately 6 by 8 inches on label or beside title block to record Contractor's
review and approval markings and action taken by Architect.

Include the following information on label for processing and recording action taken:

Project name.

Date.

Name and address of Architect.

Name and address of Contractor.

Name and address of subcontractor.

Name and address of supplier.

Name of manufacturer.

Submittal number or other unique identifier, including revision identifier.

S@moa0oTp

1)  Submittal number shall use Specification Section number followed by a decimal
point and then a sequential number (e.g., 06100.01). Resubmittals shall include
an alphabetic suffix after another decimal point (e.g., 06100.01.A).

i. Number and title of appropriate Specification Section.
j- Drawing number and detail references, as appropriate.

k. Location(s) where product is to be installed, as appropriate.
l. Other necessary identification.

E. Deviations: Highlight, encircle, or otherwise specifically identify deviations from the Contract
Documents on submittals.

F.  Additional Copies: Unless additional copies are required for final submittal, and unless Architect
observes noncompliance with provisions in the Contract Documents, initial submittal may serve as
final submittal.
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1. Submit one copy of submittal to concurrent reviewer in addition to specified number of copies
to Architect.

2. Additional copies submitted for maintenance manuals will not be marked with action taken and
will be returned.

G. Transmittal: Package each submittal individually and appropriately for transmittal and handling.
Transmit each submittal using a transmittal form. Architect will return submittals, without review,
received from sources other than Contractor.

1. Transmittal Form: Provide locations on form for the following information:

Project name.

Date.

Destination (To:).

Source (From:).

Names of subcontractor, manufacturer, and supplier.
Category and type of submittal.

Submittal purpose and description.

Specification Section number and title.

Drawing number and detail references, as appropriate.
Transmittal number, numbered consecutively.
Submittal and transmittal distribution record.

l. Remarks.

m.  Signature of transmitter.

XTI TQ@ 000D

2. On an attached separate sheet, prepared on Contractor's letterhead, record relevant
information, requests for data, revisions other than those requested by Architect on previous
submittals, and deviations from requirements in the Contract Documents, including minor
variations and limitations. Include same label information as related submittal.

H. Resubmittals: Make resubmittals in same form and number of copies as initial submittal.
1. Note date and content of previous submittal.
2. Note date and content of revision in label or title block and clearly indicate extent of revision.
3. Resubmit submittals until they are marked "Reviewed, no exceptions taken”, or ."Furnish as
corrected”.

. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers,
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of
construction activities. Show distribution on transmittal forms.

J. Use for Construction: Use only final submittals with mark indicating "Reviewed, no exceptions taken”,
or ."Furnish as corrected" taken by Architect.

PART 2 - PRODUCTS
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ACTION SUBMITTALS

General: Prepare and submit Action Submittals required by individual Specification Sections.

Product Data: Collect information into a single submittal for each element of construction and type
of product or equipment.

If information must be specially prepared for submittal because standard printed data are not
suitable for use, submit as Shop Drawings, not as Product Data.

Mark each copy of each submittal to show which products and options are applicable.
Include the following information, as applicable:

Manufacturer's written recommendations.
Manufacturer's product specifications.
Manufacturer's installation instructions.

Standard color charts.

Manufacturer's catalog cuts.

Wiring diagrams showing factory-installed wiring.
Printed performance curves.

Operational range diagrams.

Mill reports.

Standard product operation and maintenance manuals.
Compliance with specified referenced standards.
Testing by recognized testing agency.
Application of testing agency labels and seals.
Notation of coordination requirements.

Submit Product Data before or concurrent with Samples.
Number of Copies: Submit five copies of Product Data, unless otherwise indicated. Architect
will return two copies. Mark up and retain one returned copy as a Project Record Document.

Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base Shop
Drawings on reproductions of the Contract Documents or standard printed data.

1.

Preparation: Fully illustrate requirements in the Contract Documents. Include the following
information, as applicable:

XTI TQ@ M0 o000

Dimensions.

Identification of products.

Fabrication and installation drawings.
Roughing-in and setting diagrams.
Wiring diagrams showing field-installed wiring, including power, signal, and control wiring.
Shopwork manufacturing instructions.
Templates and patterns.

Schedules.

Design calculations.

Compliance with specified standards.
Notation of coordination requirements.
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Notation of dimensions established by field measurement.

Relationship to adjoining construction clearly indicated.

Seal and signature of professional engineer if specified.

Wiring Diagrams: Differentiate between manufacturer-installed and field-installed wiring.

©= 37

Sheet Size: Except for templates, patterns, and similar full-size drawings, submit Shop
Drawings on sheets at least 8-1/2 by 11 inches but no larger than 30 by 40 inches.

Number of Copies: Submit two opaque (bond) copies of each submittal. Architect will return
one copy.

D. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these
characteristics with other elements and for a comparison of these characteristics between submittal
and actual component as delivered and installed.

1.

2.

Transmit Samples that contain multiple, related components such as accessories together in
one submittal package.
Identification: Attach label on unexposed side of Samples that includes the following:

Generic description of Sample.

Product name and name of manufacturer.

Sample source.

Number and title of appropriate Specification Section.

apow

Disposition: Maintain sets of approved Samples at Project site, available for quality-control
comparisons throughout the course of construction activity. Sample sets may be used to
determine final acceptance of construction associated with each set.

a. Samples that may be incorporated into the Work are indicated in individual Specification
Sections. Such Samples must be in an undamaged condition at time of use.

b.  Samples not incorporated into the Work, or otherwise designated as Owner's property,
are the property of Contractor.

Samples for Initial Selection: Submit manufacturer's color charts consisting of units or sections
of units showing the full range of colors, textures, and patterns available.

a. Number of Samples: Submit two full set(s) of available choices where color, pattern,
texture, or similar characteristics are required to be selected from manufacturer's product
line. Architect will return submittal with options selected.

Samples for Verification: Submit full-size units or Samples of size indicated, prepared from
same material to be used for the Work, cured and finished in manner specified, and physically
identical with material or product proposed for use, and that show full range of color and texture
variations expected. Samples include, but are not limited to, the following: partial sections of
manufactured or fabricated components; small cuts or containers of materials; complete units
of repetitively used materials; swatches showing color, texture, and pattern; color range sets;
and components used for independent testing and inspection.

a. Number of Samples: Submit five sets of Samples. Architect will retain three Sample
sets; remainder will be returned.
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1)  Submit a single Sample where assembly details, workmanship, fabrication
techniques, connections, operation, and other similar characteristics are to be
demonstrated.

2)  If variation in color, pattern, texture, or other characteristic is inherent in material
or product represented by a Sample, submit at least three sets of paired units that
show approximate limits of variations.

E. Product Schedule or List: As required inindividual Specification Sections, prepare a written summary
indicating types of products required for the Work and their intended location. Include the following
information in tabular form:

Type of product. Include unique identifier for each product.

Number and name of room or space.

Location within room or space.

Number of Copies: Submit five copies of product schedule or list, unless otherwise indicated.
Architect will return two copies.

PO~

a. Mark up and retain one returned copy as a Project Record Document.

F.  Contractor's Construction Schedule: Prepare bar chart schedule and submit every week at the
Construction Progress Meeting.

G. SubcontractList: Prepare awritten summary identifying individuals or firms proposed for each portion
of the Work, including those who are to furnish products or equipment fabricated to a special design.
Include the following information in tabular form:

Name, address, and telephone number of entity performing subcontract or supplying products.
Number and title of related Specification Section(s) covered by subcontract.

Drawing number and detail references, as appropriate, covered by subcontract.

Number of Copies: Submit five copies of subcontractor list, unless otherwise indicated.
Architect will return two copies.

PO~

a. Mark up and retain one returned copy as a Project Record Document.

2.2 INFORMATIONAL SUBMITTALS
A.  General: Prepare and submit Informational Submittals required by other Specification Sections.

1. Number of Copies: Submit three copies of each submittal, unless otherwise indicated.
Architect will not return copies.

2. Certificates and Certifications: Provide a notarized statement that includes signature of entity
responsible for preparing certification. Certificates and certifications shall be signed by an
officer or other individual authorized to sign documents on behalf of that entity.

3. Test and Inspection Reports: Comply with requirements specified in Division 1 Section "Quality
Requirements."
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B. Coordination Drawings: Comply with requirements specified in Division 1 Section "Project
Management and Coordination."

C. Welding Certificates: Prepare written certification that welding procedures and personnel comply with
requirements in the Contract Documents. Submit record of Welding Procedure Specification (WPS)
and Procedure Qualification Record (PQR) on AWS forms. Include names of firms and personnel
certified.

D. Installer Certificates: Prepare written statements on manufacturer's letterhead certifying that Installer
complies with requirements in the Contract Documents and, where required, is authorized by
manufacturer for this specific Project.

E. Manufacturer Certificates: Prepare written statements on manufacturer's letterhead certifying that
manufacturer complies with requirements in the Contract Documents. Include evidence of
manufacturing experience where required.

F. Product Certificates: Prepare written statements on manufacturer's letterhead certifying that product
complies with requirements in the Contract Documents.

G. Material Certificates: Prepare written statements on manufacturer's letterhead certifying that material
complies with requirements in the Contract Documents.

H.  Manufacturer's Instructions: Prepare written or published information that documents manufacturer's
recommendations, guidelines, and procedures for installing or operating a product or equipment.
Include name of product and name, address, and telephone number of manufacturer. Include the
following, as applicable:

Preparation of substrates.

Required substrate tolerances.

Sequence of installation or erection.

Required installation tolerances.

Required adjustments.

Recommendations for cleaning and protection.

Sk wh =~

l. Manufacturer's Field Reports: Prepare written information documenting factory-authorized service
representative's tests and inspections. Include the following, as applicable:

1. Name, address, and telephone number of factory-authorized service representative making
report.

2. Statement on condition of substrates and their acceptability for installation of product.

3. Statement that products at Project site comply with requirements.

4. Summary of installation procedures being followed, whether they comply with requirements
and, if not, what corrective action was taken.

5. Results of operational and other tests and a statement of whether observed performance

complies with requirements.

Statement whether conditions, products, and installation will affect warranty.

Other required items indicated in individual Specification Sections.

No
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PART 3 - EXECUTION

3.1

A.

3.2

CONTRACTOR'S REVIEW

Review each submittal and check for coordination with other Work of the Contract and for compliance
with the Contract Documents. Note corrections and field dimensions. Mark with approval stamp
before submitting to Architect.

Approval Stamp: Stamp each submittal with a uniform, approval stamp. Include Project name and
location, submittal number, Specification Section title and number, name of reviewer, date of
Contractor's approval, and statement certifying that submittal has been reviewed, checked, and
approved for compliance with the Contract Documents.

ARCHITECT'S / ACTION

General: Architect will not review submittals that do not bear Contractor's approval stamp and will
return them without action.

Action Submittals: Architect will review each submittal, make marks to indicate corrections or
modifications required, and return it. Architect will stamp each submittal with an action stamp and
will mark stamp appropriately to indicate action taken.

Informational Submittals: Architect will review each submittal and will not return it, or will return it if
it does not comply with requirements. Architect will forward each submittal to appropriate party.

Partial submittals are not acceptable, will be considered nonresponsive, and will be returned without
review.

Submittals not required by the Contract Documents may not be reviewed and may be discarded.

END OF SECTION 01330
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SECTION 01500 - TEMPORARY FACILITIES AND CONTROLS

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes requirements for temporary utilities, support facilities, and security and
protection facilities.

Related Sections include the following:

1. Division 1 Section "Summary" for limitations on utility interruptions and other work restrictions.
Division 1 Section "Submittal Procedures" for procedures for submitting copies of
implementation and termination schedule and utility reports.

3. Divisions 2 through 16 Sections for temporary heat, ventilation, and humidity requirements for
products in those Sections.

DEFINITIONS

Permanent Enclosure: As determined by Architect, permanent or temporary roofing is complete,

insulated, and weathertight; exterior walls are insulated and weathertight; and all openings are closed

with permanent construction or substantial temporary closures.

SUBMITTALS

Site Plan: Show temporary facilities, utility hookups, staging areas, and parking areas for

construction personnel.

QUALITY ASSURANCE

Electric Service: Comply with NECA, NEMA, and UL standards and regulations for temporary
electric service. Install service to comply with NFPA 70.

Tests and Inspections: Arrange for authorities having jurisdiction to test and inspect each temporary
utility before use. Obtain required certifications and permits.
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1.6

A

PROJECT CONDITIONS

Temporary Use of Permanent Facilities: Installer of each permanent service shall assume
responsibility for operation, maintenance, and protection of each permanent service during its use
as a construction facility before Owner's acceptance, regardless of previously assigned
responsibilities.

PART 2 - PRODUCTS

21

A

B.

2.2

2.3

MATERIALS

Lumber and Plywood: Comply with requirements in Division 6 Section " Miscellaneous Carpentry."
Gypsum Board: Minimum % inch thick by 48 inches wide by maximum available lengths;
regular-type panels with tapered edges. Comply with ASTM C 36/C 36M.

TEMPORARY FACILITIES

Port-A-Potty

EQUIPMENT

Fire Extinguishers: Portable, UL rated; with class and extinguishing agent as required by locations
and classes of fire exposures.

PART 3 - EXECUTION

3.1

A

3.2

INSTALLATION, GENERAL

Locate facilities where they will serve Project adequately and result in minimum interference with
performance of the Work. Relocate and modify facilities as required by progress of the Work.

Provide each facility ready for use when needed to avoid delay. Do not remove until facilities are no
longer needed or are replaced by authorized use of completed permanent facilities.
TEMPORARY UTILITY INSTALLATION

General: Install temporary service or connect to existing service.

1. Arrange with utility company, Owner, and existing users for time when service can be
interrupted, if necessary, to make connections for temporary services.
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B.

Sewers and Drainage: Provide temporary utilities to remove effluent lawfully.
1. Connect temporary sewers to municipal system as directed by authorities having jurisdiction.

Water Service: Install water service and distribution piping in sizes and pressures adequate for
construction.

Sanitary Facilities: Provide temporary toilets, wash facilities, and drinking water for use of
construction personnel. Comply with authorities having jurisdiction for type, number, location,
operation, and maintenance of fixtures and facilities.

Heating: Provide temporary heating required by construction activities for curing or drying of
completed installations or for protecting installed construction from adverse effects of low
temperatures or high humidity. Select equipment that will not have a harmful effect on completed
installations or elements being installed.

Ventilation and Humidity Control: Provide temporary ventilation required by construction activities
for curing or drying of completed installations or for protecting installed construction from adverse
effects of high humidity. Select equipment that will not have a harmful effect on completed
installations or elements being installed. Coordinate ventilation requirements to produce ambient
condition required and minimize energy consumption.

Lighting: Provide temporary lighting with local switching that provides adequate illumination for
construction operations, observations, inspections, and traffic conditions.

1. Install and operate temporary lighting that fulfills security and protection requirements without
operating entire system.
2. Install lighting for Project identification sign.

Telephone Service: Provide temporary telephone service in common-use facilities for use by all
construction personnel. Install one telephone line(s) for each field office.

1. Provide additional telephone lines for the following:

a. Provide a dedicated telephone line for each facsimile machine and computer in each
field office.

2. At each telephone, post a list of important telephone numbers.

Police and fire departments.

Ambulance service.

Contractor's home office.

Architect's office.

Engineers' offices.

Owner's office.

Principal subcontractors' field and home offices.

@~poo0oTo

3. Provide superintendent with cellular telephone for use when away from field office.
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3.3 SUPPORT FACILITIES INSTALLATION

A.  General: Comply with the following:

1. Maintain support facilities until near Substantial Completion. Remove before Substantial
Completion. Personnel remaining after Substantial Completion will be permitted to use
permanent facilities, under conditions acceptable to Owner.

B.  Traffic Controls: Comply with requirements of authorities having jurisdiction.

1. Protect existing site improvements to remain including curbs, pavement, and utilities.

2. Maintain access for fire-fighting equipment and access to fire hydrants.

C. Parking: Provide temporary parking areas for construction personnel.

D. Dewatering Facilities and Drains: Comply with requirements of authorities having jurisdiction.
Maintain Project site, excavations, and construction free of water.

1. Dispose of rainwater in a lawful manner that will not result in flooding Project or adjoining
properties nor endanger permanent Work or temporary facilities.

2. Remove snow and ice as required to minimize accumulations.

E. Project Identification and Temporary Signs: Provide Project identification and other signs as
indicated on Drawings. Install signs where indicated to inform public and individuals seeking
entrance to Project. Unauthorized signs are not permitted.

1. Provide temporary, directional signs for construction personnel and visitors.

2. Maintain and touchup signs so they are legible at all times.

F.  Waste Disposal Facilities: Provide waste-collection containers in sizes adequate to handle waste
from construction operations. Comply with requirements of authorities having jurisdiction.

G. Lifts and Hoists: Provide facilities necessary for hoisting materials and personnel.

1. Truck cranes and similar devices used for hoisting materials are considered "tools and
equipment" and not temporary facilities.

H.  Temporary Elevator Use: Refer to Division 14 Sections for temporary use of new elevators.

l. Temporary Stairs: Until permanent stairs are available, provide temporary stairs where ladders are
not adequate.

J. Temporary Use of Permanent Stairs: Cover finished, permanent stairs with protective covering of
plywood or similar material so finishes will be undamaged at time of acceptance.

3.4 SECURITY AND PROTECTION FACILITIES INSTALLATION
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A.  Environmental Protection: Provide protection, operate temporary facilities, and conduct construction
in ways and by methods that comply with environmental regulations and that minimize possible air,
waterway, and subsoil contamination or pollution or other undesirable effects.

1. Comply with work restrictions specified in Division 1 Section "Summary."

B.  Stormwater Control: Comply with authorities having jurisdiction. Provide barriers in and around
excavations and subgrade construction to prevent flooding by runoff of stormwater from heavy rains.

C. Tree and Plant Protection: Install temporary fencing located as indicated or outside the drip line of
trees to protect vegetation from damage from construction operations. Protect tree root systems
from damage, flooding, and erosion.

D. Pest Control: Engage pest-control service to recommend practices to minimize attraction and
harboring of rodents, roaches, and other pests and to perform extermination and control procedures
at regular intervals so Project will be free of pests and their residues at Substantial Completion.
Obtain extended warranty for Owner. Perform control operations lawfully, using environmentally safe
materials.

E.  Security Enclosure and Lockup: Install substantial temporary enclosure around partially completed
areas of construction. Provide lockable entrances to prevent unauthorized entrance, vandalism,
theft, and similar violations of security.

F.  Barricades, Warning Signs, and Lights: Comply with requirements of authorities having jurisdiction
for erecting structurally adequate barricades, including warning signs and lighting.

G. Temporary Enclosures: Provide temporary enclosures for protection of construction, in progress and
completed, from exposure, foul weather, other construction operations, and similar activities.
Provide temporary weathertight enclosure for building exterior.

1. Where heating or cooling is needed and permanent enclosure is not complete, insulate
temporary enclosures.

H.  Temporary Partitions: Provide floor-to-ceiling dustproof partitions to limit dust and dirt migration and
to separate areas occupied by Owner from fumes and noise.

1. Construct dustproof partitions with gypsum wallboard with joints taped on occupied side, and
fire-retardant plywood on construction operations side.

2. Construct dustproof partitions with 2 layers of 3-mil polyethylene sheet on each side. Cover
floor with 2 layers of 3-mil polyethylene sheet, extending sheets 18 inches up the sidewalls.
Overlap and tape full length of joints. Cover floor with fire-retardant plywood.

a.  Construct vestibule and airlock at each entrance through temporary partition with not
less than 48 inches between doors. Maintain water-dampened foot mats in vestibule.

Insulate partitions to provide noise protection to occupied areas.

Seal joints and perimeter. Equip partitions with dustproof doors and security locks.
Protect computer equipment.

Protect air-handling equipment.

o0k w
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3.5

7. Weather strip openings.
8. Provide walk-off mats at each entrance through temporary partition.

Temporary Fire Protection: Install and maintain temporary fire-protection facilities of types needed
to protect against reasonably predictable and controllable fire losses. Comply with NFPA 241.

1. Prohibit smoking once building is enclosed.

2. Supervise welding operations, combustion-type temporary heating units, and similar sources
of fire ignition according to requirements of authorities having jurisdiction.

3. Develop and supervise an overall fire-prevention and -protection program for personnel at
Project site. Review needs with local fire department and establish procedures to be followed.
Instruct personnel in methods and procedures. Post warnings and information.

4. Provide temporary standpipes and hoses for fire protection. Hang hoses with a warning sign
stating that hoses are for fire-protection purposes only and are not to be removed. Match hose
size with outlet size and equip with suitable nozzles.

OPERATION, TERMINATION, AND REMOVAL

Supervision: Enforce strict discipline in use of temporary facilities. To minimize waste and abuse,
limit availability of temporary facilities to essential and intended uses.

Maintenance: Maintain facilities in good operating condition until removal.

1. Maintain operation of temporary enclosures, heating, cooling, humidity control, ventilation, and
similar facilities on a 24-hour basis where required to achieve indicated results and to avoid
possibility of damage.

Operate Project-identification-sign lighting daily from dusk until 12:00 midnight.

Temporary Facility Changeover: Do not change over from using temporary security and protection
facilities to permanent facilities until Substantial Completion.

Termination and Removal: Remove each temporary facility when need for its service has ended,
when it has been replaced by authorized use of a permanent facility, or no later than Substantial
Completion. Complete or, if necessary, restore permanent construction that may have been delayed
because of interference with temporary facility. Repair damaged Work, clean exposed surfaces, and
replace construction that cannot be satisfactorily repaired.

1. Materials and facilities that constitute temporary facilities are property of Contractor. Owner
reserves right to take possession of Project identification signs.

2. Remove temporary paving not intended for or acceptable for integration into permanent
paving. Where area is intended for landscape development, remove soil and aggregate fill
that do not comply with requirements for fill or subsoil. Remove materials contaminated with
road oil, asphalt and other petrochemical compounds, and other substances that might impair
growth of plant materials or lawns. Repair or replace street paving, curbs, and sidewalks at
temporary entrances, as required by authorities having jurisdiction.
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3. At Substantial Completion, clean and renovate permanent facilities used during construction

period. Comply with final cleaning requirements specified in Division 1 Section "Closeout
Procedures."

END OF SECTION 01500
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SECTION 01731 - CUTTING AND PATCHING

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes procedural requirements for cutting and patching.
Related Sections include the following:

1. Division 1 Section "Selective Demolition" for demolition of selected portions of the building.
2. Divisions 2 through 16 Sections for specific requirements and limitations applicable to cutting
and patching individual parts of the Work.

DEFINITIONS

Cutting: Removal of in-place construction necessary to permit installation or performance of other
Work.

Patching: Fitting and repair work required to restore surfaces to original conditions after installation
of other Work.

SUBMITTALS

Cutting and Patching Proposal: Submit a proposal describing procedures at least 10 days before the
time cutting and patching will be performed, requesting approval to proceed. Include the following
information:

1. Extent: Describe cutting and patching, show how they will be performed, and indicate why they
cannot be avoided.

2.  Changesto In-Place Construction: Describe anticipated results. Include changes to structural

elements and operating components as well as changes in building's appearance and other

significant visual elements.

Products: List products to be used and firms or entities that will perform the Work.

Dates: Indicate when cutting and patching will be performed.

Utility Services and Mechanical/Electrical Systems: List services/systems that cutting and

patching procedures will disturb or affect.

o bkw
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a. Do not interrupt utilities serving facilities occupied by Owner or others unless permitted
under the following condition:

1) Interruption of power to the Computer Center Rooms 212 and 213 will only be
allowed on Friday, November 24, 2006.

1.5 QUALITY ASSURANCE

A.  Structural Elements: Do not cut and patch structural elements in a manner that could change their
load-carrying capacity or load-deflection ratio.

B. Operational Elements: Do not cut and patch operating elements and related components in a
manner that results in reducing their capacity to perform as intended or that results in increased
maintenance or decreased operational life or safety. Operating elements include the following:

1. Fire-suppression systems.
2. Mechanical systems piping and ducts.
3. Electrical wiring systems.

C. Miscellaneous Elements: Do not cut and patch miscellaneous elements or related components in a
manner that could change their load-carrying capacity, that results in reducing their capacity to
perform as intended, or that results in increased maintenance or decreased operational life or
safety. Miscellaneous elements include the following:

1. Water, moisture, or vapor barriers.
2. Exterior curtain-wall construction.
3. Piping, ductwork, vessels, and equipment.

D. Visual Requirements: Do not cut and patch construction in a manner that results in visual evidence
of cutting and patching. Do not cut and patch construction exposed on the exterior or in occupied
spaces in a manner that would, in Architect's opinion, reduce the building's aesthetic qualities.
Remove and replace construction that has been cut and patched in a visually unsatisfactory manner.

E. Cutting and Patching Conference: Before proceeding, meet at Project site with parties involved in
cutting and patching, including mechanical and electrical trades. Review areas of potential
interference and conflict. Coordinate procedures and resolve potential conflicts before proceeding.

1.6 WARRANTY
A.  Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged
during cutting and patching operations, by methods and with materials so as not to void existing
warranties.
1. If possible, retain original Installer or fabricator to patch the exposed Work listed below that is

damaged during selective demolition. If it is impossible to engage original Installer or
fabricator, engage another recognized experienced and specialized firm.
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a. Firestopping.
b. HVAC enclosures, cabinets, or covers.
C. Roofing membrane.

1)  Clark’s Quality Roofing.

PART 2 - PRODUCTS
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A.

MATERIALS
General: Comply with requirements specified in other Sections.

In-Place Materials: Use materials identical to in-place materials. For exposed surfaces, use
materials that visually match in-place adjacent surfaces to the fullest extent possible.

1. If identical materials are unavailable or cannot be used, use materials that, when installed, will
match the visual and functional performance of in-place materials.

PART 3 - EXECUTION

3.1

A.

3.2

EXAMINATION

Examine surfaces to be cut and patched and conditions under which cutting and patching are to be
performed.

1. Compatibility: Before patching, verify compatibility with and suitability of substrates, including
compatibility with in-place finishes or primers.
2. Proceed with installation only after unsafe or unsatisfactory conditions have been corrected.

PREPARATION

Temporary Support: Provide temporary support of Work to be cut.

Protection: Protect in-place construction during cutting and patching to prevent damage. Provide
protection from adverse weather conditions for portions of Project that might be exposed during

cutting and patching operations.

Adjoining Areas: Avoid interference with use of adjoining areas or interruption of free passage to
adjoining areas.

Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems are
required to be removed, relocated, or abandoned, bypass such services/systems before cutting to
prevent interruption to occupied areas and the Computer Center Rooms 212 and 213.
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3.3

1. Interruption of power to the Computer Center Rooms 212 and 213 will only be allowed on
Friday, November 24, 2006.

PERFORMANCE

General: Employ skilled workers to perform cutting and patching. Proceed with cutting and patching
at the earliest feasible time, and complete without delay.

1. Cutin-place construction to provide for installation of other components or performance of other
construction, and subsequently patch as required to restore surfaces to their original condition.

Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar
operations, including excavation, using methods least likely to damage elements retained or adjoining
construction. If possible, review proposed procedures with original Installer; comply with original
Installer's written recommendations.

1. In general, use hand or small power tools designed for sawing and grinding, not hammering
and chopping. Cut holes and slots as small as possible, neatly to size required, and with
minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use.
Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces.
Concrete: Cut using a cutting machine, such as an abrasive saw or a diamond-core drill.
Excavating and Backfilling: Comply with requirements in applicable Division 2 Sections where
required by cutting and patching operations.

5. Mechanical and Electrical Services: Cut off pipe or conduit in walls or partitions to be removed.
Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent entrance of
moisture or other foreign matter after cutting.

6. Proceed with patching after construction operations requiring cutting are complete.

PN

Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations
following performance of other Work. Patch with durable seams that are as invisible as possible.
Provide materials and comply with installation requirements specified in other Sections.

1. Inspection: Where feasible, test and inspect patched areas after completion to demonstrate
integrity of installation.

2. Exposed Finishes: Restore exposed finishes of patched areas and extend finish restoration
into retained adjoining construction in a manner that will eliminate evidence of patching and
refinishing.

a. Clean piping, conduit, and similar features before applying paint or other finishing
materials.
b. Restore damaged pipe covering to its original condition.

3. Floors and Walls: Where walls or partitions that are removed extend one finished area into
another, patch and repair floor and wall surfaces in the new space. Provide an even surface
of uniform finish, color, texture, and appearance. Remove in-place floor and wall coverings and
replace with new materials, if necessary, to achieve uniform color and appearance.
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a. Where patching occurs in a painted surface, apply primer and intermediate paint coats
over the patch and apply final paint coat over entire unbroken surface containing the
patch. Provide additional coats until patch blends with adjacent surfaces.

4. Ceilings: Patch, repair, or rehang in-place ceilings as necessary to provide an even-plane
surface of uniform appearance.
5. Exterior Building Enclosure: Patch components in a manner that restores enclosure to a
weathertight condition.
D. Cleaning: Clean areas and spaces where cutting and patching are performed. Completely remove
paint, mortar, oils, putty, and similar materials.

END OF SECTION 01731
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SECTION 01732 - SELECTIVE DEMOLITION

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following:

1.
2.

Demolition and removal of selected portions of a building or structure.
Repair procedures for selective demolition operations.

Related Sections include the following:

1.

Division 1 Section "Summary" for restrictions on use of the premises due to Owner or tenant
occupancy.

2. Division 1 Section "Photographic Documentation" for documenting the everything within the
project limit line, the state of the project site and the existing condition of adjacent structures
and buildings prior to commencing demolition and construction of the project.

3. Division 1 Section "Cutting and Patching" for cutting and patching procedures for selective
demolition operations.

4. Division 15 Sections for demolishing, cutting, patching, or relocating mechanical items.

5. Division 16 Sections for demolishing, cutting, patching, or relocating electrical items.

DEFINITIONS

Remove: Detach items from existing construction and legally dispose of them off-site, unless
indicated to be removed and salvaged or removed and reinstalled.

Remove and Salvage: Detach items from existing construction and deliver them to Owner ready for
reuse.

Remove and Reinstall: Detach items from existing construction, prepare them for reuse, and reinstall
them where indicated.

Existing to Remain: Existing items of construction that are not to be removed and that are not
otherwise indicated to be removed, removed and salvaged, or removed and reinstalled.

MATERIALS OWNERSHIP
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1.5

1.6

Except for items or materials indicated to be reused, salvaged, reinstalled, or otherwise indicated to
remain Owner's property, demolished materials shall become Contractor's property and shall be
removed from Project site.

SUBMITTALS

Qualification Data: For firms and persons specified in "Quality Assurance" Article to demonstrate
their capabilities and experience. Include lists of completed projects with project names and
addresses, names and addresses of architects and owners, and other information specified.
Proposed Dust-Control and Noise-Control Measures: Submit statement or drawing that indicates the
measures proposed for use, proposed locations, and proposed time frame for their operation.

Identify options if proposed measures are later determined to be inadequate.

Schedule of Selective Demolition Activities: Indicate the following:

1. Detailed sequence of selective demolition and removal work, with starting and ending dates for
each activity. Ensure Owner's on-site operations are uninterrupted.
2. Interruption of utility services.

3. Coordination for shutoff, capping, and continuation of utility services.

4. Locations of temporary partitions and means of egress, including for other tenants affected by
selective demolition operations.

5.  Coordination of Owner's continuing occupancy of portions of existing building and of Owner's
partial occupancy of completed Work.

Inventory: After selective demolition is complete, submit a list of items that have been removed and
salvaged.

Predemolition Photographs or Videotape: Show existing conditions of adjoining construction and site
improvements, including finish surfaces, that might be misconstrued as damage caused by selective
demolition operations. Submit before Work begins.

Landfill Records: Indicate receipt and acceptance of hazardous wastes by a landfill facility licensed
to accept hazardous wastes.

QUALITY ASSURANCE

Demolition Firm Qualifications: An experienced firm that has specialized in demolition work similar
in material and extent to that indicated for this Project.

Professional Engineer Qualifications: Comply with Division 1 Section "Quality Requirements."

Regulatory Requirements: Comply with governing EPA notification regulations before beginning
selective demolition. Comply with hauling and disposal regulations of authorities having jurisdiction.

Standards: Comply with ANSI A10.6 and NFPA 241.
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E. Predemolition Conference: Conduct conference at Project site to review methods and procedures
related to selective demolition including, but not limited to, the following:
1. Inspect and discuss condition of construction to be selectively demolished.
2. Review structural load limitations of existing structure.
3 Review and finalize selective demolition schedule and verify availability of materials, demolition
personnel, equipment, and facilities needed to make progress and avoid delays.
4. Review requirements of work performed by other trades that rely on substrates exposed by
selective demolition operations.
1.7 PROJECT CONDITIONS
A.  Owner will occupy portions of building immediately adjacent to selective demolition area. Conduct
selective demolition so Owner's operations will not be disrupted. Provide not less than 72 hours'
notice to Owner of activities that will affect Owner's operations.

B. Maintain access to existing walkways, corridors, and other adjacent occupied or used facilities.

1. Do not close or obstruct walkways, corridors, or other occupied or used facilities without written
permission from authorities having jurisdiction.

C. Owner assumes no responsibility for condition of areas to be selectively demolished.

1. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as
far as practical.

D. Hazardous Materials: It is not expected that hazardous materials will be encountered in the Work.
1. If materials suspected of containing hazardous materials are encountered, do not disturb;
immediately notify Architectand Owner. Hazardous materials will be removed by Owner under

a separate contract.

E. Storage or sale of removed items or materials on-site will not be permitted.

F. Utility Service: Maintain existing utilities indicated to remain in service and protect them against
damage during selective demolition operations.

1. Maintain fire-protection facilities in service during selective demolition operations.

1.8 WARRANTY

A.  Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged
during selective demolition, by methods and with materials so as not to void existing warranties.
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1. If possible, retain original Installer or fabricator to patch the exposed Work listed below that is
damaged during selective demolition. If it is impossible to engage original Installer or
fabricator, engage another recognized experienced and specialized firm.

a. Firestopping.
b. HVAC enclosures, cabinets, or covers.
C. Roofing membrane.

1)  Clark’s Quality Roofing.

PART 2 - PRODUCTS

21

A.

REPAIR MATERIALS

Use repair materials identical to existing materials.

1. If identical materials are unavailable or cannot be used for exposed surfaces, use materials that
visually match existing adjacent surfaces to the fullest extent possible.

2. Use materials whose installed performance equals or surpasses that of existing materials.

Comply with material and installation requirements specified in individual Specification Sections.

PART 3 - EXECUTION

3.1

A.

EXAMINATION
Verify that utilities have been disconnected and capped.

Survey existing conditions and correlate with requirements indicated to determine extent of selective
demolition required.

Inventory and record the condition of items to be removed and reinstalled and items to be removed
and salvaged.

When unanticipated mechanical, electrical, or structural elements that conflict with intended function
or design are encountered, investigate and measure the nature and extent of conflict. Promptly
submit a written report to Architect.

Engage a professional engineer to survey condition of building to determine whether removing any
element might result in structural deficiency or unplanned collapse of any portion of structure or
adjacent structures during selective demolition operations.

Perform surveys as the Work progresses to detect hazards resulting from selective demolition
activities.
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3.2

A.

3.3

UTILITY SERVICES

Existing Utilities: Maintain services indicated to remain and protect them against damage during
selective demolition operations.

Do not interrupt existing utilities serving occupied or operating facilities unless permitted under the
following condition:

1. Interruption of power to the Computer Center Rooms 212 and 213 will only be allowed on
Friday, November 24, 2006.

Utility Requirements: Locate, identify, disconnect, and seal or cap off indicated utilities serving areas
to be selectively demolished.

1. If utility services are required to be removed, relocated, or abandoned, before proceeding with
selective demolition provide temporary utilities that bypass area of selective demolition and that
maintain continuity of service to other parts of building.

2. Cut off pipe or conduit in walls or partitions to be removed. Cap, valve, or plug and seal
remaining portion of pipe or conduit after bypassing.

Utility Requirements: Refer to Division 15 and 16 Sections for shutting off, disconnecting, removing,
and sealing or capping utilities. Do not start selective demolition work until utility disconnecting and
sealing have been completed and verified in writing.

PREPARATION

Dangerous Materials: Drain, purge, or otherwise remove, collect, and dispose of chemicals, gases,
explosives, acids, flammables, or other dangerous materials before proceeding with selective
demolition operations.

Pest Control: Employ a certified, licensed exterminator to treat building and to control rodents and
vermin before and during selective demolition operations.

Site Access and Temporary Controls: Conduct selective demolition and debris-removal operations
to ensure minimum interference with roads, streets, walks, walkways, and other adjacent occupied
and used facilities.

1. Do not close or obstruct streets, walks, walkways, or other adjacent occupied or used facilities
without permission from Owner and authorities having jurisdiction. Provide alternate routes
around closed or obstructed traffic ways if required by governing regulations.

2. Erect temporary protection, such as walks, fences, railings, canopies, and covered

passageways, where required by authorities having jurisdiction.

Protect existing site improvements, appurtenances, and landscaping to remain.

Erect a plainly visible fence around drip line of individual trees or around perimeter drip line of

groups of trees to remain.

W

Temporary Facilities: Provide temporary barricades and other protection required to prevent injury
to people and damage to adjacent buildings and facilities to remain.
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3.4

1. Provide protection to ensure safe passage of people around selective demolition area and to
and from occupied portions of building.

2. Provide temporary weather protection, during interval between selective demolition of existing
construction on exterior surfaces and new construction, to prevent water leakage and damage
to structure and interior areas.

3. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are
exposed during selective demolition operations.

4. Cover and protect furniture, furnishings, and equipment that have not been removed.

Temporary Enclosures: Provide temporary enclosures for protection of existing building and
construction, in progress and completed, from exposure, foul weather, other construction operations,
and similar activities. Provide temporary weathertight enclosure for building exterior.

1. Where heating or cooling is needed and permanent enclosure is not complete, provide
insulated temporary enclosures. Coordinate enclosure with ventilating and material drying or
curing requirements to avoid dangerous conditions and effects.

Temporary Partitions: Erect and maintain dustproof partitions and temporary enclosures to limit dust
and dirt migration, to protect computer equipment and to separate areas from fumes and noise.

Temporary Shoring: Provide and maintain interior shoring, bracing, or structural support to preserve
stability and prevent movement, settlement, or collapse of construction to remain, and to prevent
unexpected or uncontrolled movement or collapse of construction being demolished.

1. Strengthen or add new supports when required during progress of selective demolition.

POLLUTION CONTROLS

Dust Control: Use water mist, temporary enclosures, and other suitable methods to limit spread of
dust and dirt. Comply with governing environmental-protection regulations.

1. Do not use water when it may damage existing construction or create hazardous or
objectionable conditions, such as ice, flooding, and pollution.

2. Wet mop floors to eliminate trackable dirt and wipe down walls and doors of demolition
enclosure. Vacuum carpeted areas.

Disposal: Remove and transport debris in a manner that will prevent spillage on adjacent surfaces
and areas.

1. Remove debris from elevated portions of building by chute, hoist, or other device that will
convey debris to grade level in a controlled descent.

Cleaning: Clean adjacent structures and improvements of dust, dirt, and debris caused by selective
demolition operations. Return adjacent areas to condition existing before selective demolition
operations began.
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3.5 SELECTIVE DEMOLITION

A.  General: Demolish and remove existing construction only to the extent required by new construction
and as indicated. Use methods required to complete the Work within limitations of governing
regulations and as follows:

1.

o o

9.

10.

Proceed with selective demolition systematically, from higher to lower level. Complete selective
demolition operations above each floor or tier before disturbing supporting members on the
next lower level.

Neatly cut openings and holes plumb, square, and true to dimensions required. Use cutting
methods least likely to damage construction to remain or adjoining construction. Use hand
tools or small power tools designed for sawing or grinding, not hammering and chopping, to
minimize disturbance of adjacent surfaces. Temporarily cover openings to remain.

Cut or drill from the exposed or finished side into concealed surfaces to avoid marring existing
finished surfaces.

Do not use cutting torches until work area is cleared of flammable materials. At concealed
spaces, such as duct and pipe interiors, verify condition and contents of hidden space before
starting flame-cutting operations.  Maintain portable fire-suppression devices during
flame-cutting operations.

Maintain adequate ventilation when using cutting torches.

Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and
promptly dispose of off-site.

Remove structural framing members and lower to ground by method suitable to avoid free fall
and to prevent ground impact or dust generation.

Locate selective demolition equipment and remove debris and materials so as not to impose
excessive loads on supporting walls, floors, or framing.

Dispose of demolished items and materials promptly.

Return elements of construction and surfaces that are to remain to condition existing before
selective demolition operations began.

B.  Existing Facilities: Comply with building manager's requirements for using and protecting elevators,
stairs, walkways, loading docks, building entries, and other building facilities during selective
demolition operations.

C. Removed and Salvaged Items: Comply with the following:

PO~

Clean salvaged items.

Pack or crate items after cleaning. Identify contents of containers.
Store items in a secure area until delivery to Owner.

Protect items from damage during transport and storage.

D. Removed and Reinstalled Items: Comply with the following:

1.

2.
3

Clean and repair items to functional condition adequate for intended reuse. Paint equipment
to match new equipment.

Pack or crate items after cleaning and repairing. Identify contents of containers.

Protect items from damage during transport and storage.
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3.6

3.7

4. Reinstall items in locations indicated. Comply with installation requirements for new materials
and equipment. Provide connections, supports, and miscellaneous materials necessary to
make item functional for use indicated.

Existing Items to Remain: Protect construction indicated to remain against damage and soiling during
selective demolition. When permitted by Architect, items may be removed to a suitable, protected
storage location during selective demolition and cleaned and reinstalled in their original locations after
selective demolition operations are complete.

PATCHING AND REPAIRS

General: Promptly repair damage to adjacent construction caused by selective demolition operations.

Patching: Comply with Division 1 Section "Cutting and Patching."

Repairs: Where repairs to existing surfaces are required, patch to produce surfaces suitable for new
materials.

1. Completely fill holes and depressions in existing masonry walls that are to remain with an
approved masonry patching material applied according to manufacturer's written
recommendations.

Finishes: Restore exposed finishes of patched areas and extend restoration into adjoining
construction in a manner that eliminates evidence of patching and refinishing.

Floors and Walls: Where walls or partitions that are demolished extend one finished area into
another, patch and repair floor and wall surfaces in the new space. Provide an even surface of
uniform finish color, texture, and appearance. Remove existing floor and wall coverings and replace
with new materials, if necessary, to achieve uniform color and appearance.

1. Patch with durable seams that are as invisible as possible. Provide materials and comply with
installation requirements specified in other Sections of these Specifications.

2. Where patching occurs in a painted surface, apply primer and intermediate paint coats over
patch and apply final paint coat over entire unbroken surface containing patch. Provide
additional coats until patch blends with adjacent surfaces.

3.  Where feasible, test and inspect patched areas after completion to demonstrate integrity of
installation.

Ceilings: Patch, repair, or rehang existing ceilings as necessary to provide an even-plane surface
of uniform appearance.
DISPOSAL OF DEMOLISHED MATERIALS

General: Promptly dispose of demolished materials. Do not allow demolished materials to
accumulate on-site.

Burning: Do not burn demolished materials.
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C. Disposal: Transport demolished materials off Owner's property and legally dispose of them.

END OF SECTION 01732
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SECTION 01770 - CLOSEOUT PROCEDURES
PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY

A.  This Section includes administrative and procedural requirements for contract closeout, including, but
not limited to, the following:

1. Inspection procedures.
2. Warranties.
3. Final cleaning.

B.  Related Sections include the following:

1. Division 1 Section "Project Record Documents" for submitting Record Drawings, Record
Specifications, and Record Product Data.

2. Divisions 2 through 16 Sections for specific closeout and special cleaning requirements for the
Work in those Sections.

1.3 SUBSTANTIAL COMPLETION

A. Preliminary Procedures: Before requesting inspection for determining date of Substantial
Completion, complete the following. List items below that are incomplete in request.

1. Prepare a list of items to be completed and corrected (punch list), the value of items on the list,
and reasons why the Work is not complete.

2. Advise Owner of pending insurance changeover requirements.

3 Submit specific warranties, workmanship bonds, maintenance service agreements, final
certifications, and similar documents.

4. Obtain and submit releases permitting Owner unrestricted use of the Work and access to
services and utilities. Include occupancy permits, operating certificates, and similar releases.

5. Prepare and submit Project Record Documents, operation and maintenance manuals, Final
Completion construction photographs, damage or settlement surveys, property surveys, and
similar final record information.

6. Deliver tools, spare parts, extra materials, and similar items to location designated by Owner.
Label with manufacturer's name and model number where applicable.

7. Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's
personnel of changeover in security provisions.
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8.  Complete startup testing of systems.

9. Submit test/adjust/balance records.

10. Terminate and remove temporary facilities from Project site, along with mockups, construction
tools, and similar elements.

11.  Advise Owner of changeover in heat and other utilities.

12. Submit changeover information related to Owner's occupancy, use, operation, and
maintenance.

13. Complete final cleaning requirements, including touchup painting.

14. Touch up and otherwise repair and restore marred exposed finishes to eliminate visual defects.

B. Inspection: Submita written request for inspection for Substantial Completion. On receipt of request,
Architect will either proceed with inspection or notify Contractor of unfulfilled requirements. Architect
will prepare the Certificate of Substantial Completion after inspection or will notify Contractor of items,
either on Contractor's list or additional items identified by Architect, that must be completed or
corrected before certificate will be issued.

1. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.
2. Results of completed inspection will form the basis of requirements for Final Completion.

1.4 FINAL COMPLETION

A.  Preliminary Procedures: Before requesting final inspection for determining date of Final Completion,
complete the following:

1. Submit a final Application for Payment according to Division 1 Section "Payment Procedures."
Submit certified copy of Architect's Substantial Completion inspection list of items to be
completed or corrected (punch list), endorsed and dated by Architect. The certified copy of the
list shall state that each item has been completed or otherwise resolved for acceptance.

3. Submit evidence of final, continuing insurance coverage complying with insurance
requirements.

4. Submit pest-control final inspection report and warranty.

5. Instruct Owner's personnel in operation, adjustment, and maintenance of products, equipment,
and systems. Submit demonstration and training videotapes.

B. Inspection: Submit a written request for final inspection for acceptance. On receipt of request,
Architect will either proceed with inspection or notify Contractor of unfulfilled requirements. Architect
will prepare a final Certificate for Payment after inspection or will notify Contractor of construction that
must be completed or corrected before certificate will be issued.

1. Reinspection: Request reinspection when the Work identified in previous inspections as
incomplete is completed or corrected.

1.5 WARRANTIES

A.  Submittal Time: Submit written warranties on request of Architect for designated portions of the Work
where commencement of warranties other than date of Substantial Completion is indicated.

CLOSEOUT PROCEDURES 01770 - 2



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

Partial Occupancy: Submit properly executed warranties within 15 days of completion of designated
portions of the Work that are completed and occupied or used by Owner during construction period
by separate agreement with Contractor.

Organize warranty documents into an orderly sequence based on the table of contents of the Project
Manual.

1. Bind warranties and bonds in heavy-duty, 3-ring, vinyl-covered, loose-leaf binders, thickness
as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch paper.

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty. Mark tab
to identify the product or installation. Provide a typed description of the product or installation,
including the name of the product and the name, address, and telephone number of Installer.

3. Identify each binder on the front and spine with the typed or printed title "WARRANTIES,"
Project name, and name of Contractor.

Provide additional copies of each warranty to include in operation and maintenance manuals.

PART 2 - PRODUCTS

21

A.

MATERIALS

Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or fabricator
of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous to health or
property or that might damage finished surfaces.

PART 3 - EXECUTION

3.1

A.

FINAL CLEANING

General: Provide final cleaning. Conduct cleaning and waste-removal operations to comply with local
laws and ordinances and Federal and local environmental and antipollution regulations.

Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each
surface or unit to condition expected in an average commercial building cleaning and maintenance
program. Comply with manufacturer's written instructions.

1. Complete the following cleaning operations before requesting inspection for certification of
Substantial Completion for entire Project or for a portion of Project:

a. Clean Project site, yard, and grounds, in areas disturbed by construction activities,
including landscape development areas, of rubbish, waste material, litter, and other
foreign substances.

b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and other foreign
deposits.

CLOSEOUT PROCEDURES 01770 -3



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

Rake grounds that are neither planted nor paved to a smooth, even-textured surface.

Remove tools, construction equipment, machinery, and surplus material from Project site.

e. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, free
of stains, films, and similar foreign substances. Avoid disturbing natural weathering of
exterior surfaces. Restore reflective surfaces to their original condition.

f. Remove debris and surface dust from limited access spaces, including roofs, plenums,
shafts, trenches, equipment vaults, manholes, attics, and similar spaces.

g. Sweep concrete floors broom clean in unoccupied spaces.

h.  Vacuum carpet and similar soft surfaces, removing debris and excess nap; shampoo if
visible soil or stains remain.

i. Clean transparent materials, including mirrors and glass in doors and windows. Remove
glazing compounds and other noticeable, vision-obscuring materials. Replace chipped
or broken glass and other damaged transparent materials. Polish mirrors and glass,
taking care not to scratch surfaces.

j- Remove labels that are not permanent.

k. Touch up and otherwise repair and restore marred, exposed finishes and surfaces.

Replace finishes and surfaces that cannot be satisfactorily repaired or restored or that

already show evidence of repair or restoration.

oo

1) Do not paint over "UL" and similar labels, including mechanical and electrical
nameplates.

Wipe surfaces of mechanical and electrical equipment, elevator equipment, and similar
equipment. Remove excess lubrication, paint and mortar droppings, and other foreign
substances.
m. Replace parts subject to unusual operating conditions.
Clean plumbing fixtures to a sanitary condition, free of stains, including stains resulting
from water exposure.
0. Replace disposable air filters and clean permanent air filters. Clean exposed surfaces
of diffusers, registers, and grills.
Clean ducts, blowers, and coils if units were operated without filters during construction.
Clean light fixtures, lamps, globes, and reflectors to function with full efficiency. Replace
burned-out bulbs, and those noticeably dimmed by hours of use, and defective and noisy
starters in fluorescent and mercury vapor fixtures to comply with requirements for new
fixtures.
r. Leave Project clean and ready for occupancy.

>

L7

C. Pest Control: Engage an experienced, licensed exterminator to make a final inspection and rid
Project of rodents, insects, and other pests. Prepare a report.

D. Comply with safety standards for cleaning. Do not burn waste materials. Do not bury debris or
excess materials on Owner's property. Do not discharge volatile, harmful, or dangerous materials
into drainage systems. Remove waste materials from Project site and dispose of lawfully.

END OF SECTION 01770
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SECTION 01781 - PROJECT RECORD DOCUMENTS

PART 1 - GENERAL

1.1

A.

1.2

A.

B.

1.3

A

B.

C.

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and other Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes administrative and procedural requirements for Project Record Documents,
including the following:

1. Record Drawings.

2. Record Specifications.

3. Record Product Data.

Related Sections include the following:

1. Division 1 Section "Closeout Procedures" for general closeout procedures.

2. Divisions 2 through 16 Sections for specific requirements for Project Record Documents of the
Work in those Sections.

SUBMITTALS

Record Drawings: Comply with the following:

1. Number of Copies: Submit one set of marked-up Record Prints.

Record Specifications: Submit one copy of Project's Specifications, including addenda and contract
modifications.

Record Product Data: Submit one copy of each Product Data submittal.

1. Where Record Product Data is required as part of operation and maintenance manuals, submit
marked-up Product Data as an insert in manual instead of submittal as Record Product Data.

PART 2 - PRODUCTS
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RECORD DRAWINGS
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2.2

A.

Record Prints: Maintain one set of blue- or black-line white prints of the Contract Drawings and Shop

Drawings.

1.

Preparation: Mark Record Prints to show the actual installation where installation varies from
that shown originally. Require individual or entity who obtained record data, whether individual
or entity is Installer, subcontractor, or similar entity, to prepare the marked-up Record Prints.

a. Give particular attention to information on concealed elements that would be difficult to
identify or measure and record later.

b. Accurately record information in an understandable drawing technique.

C. Record data as soon as possible after obtaining it. Record and check the markup before
enclosing concealed installations.

Content: Types of items requiring marking include, but are not limited to, the following:

Dimensional changes to Drawings.

Revisions to details shown on Drawings.

Depths of foundations below first floor.

Locations and depths of underground utilities.

Revisions to routing of piping and conduits.

Revisions to electrical circuitry.

Actual equipment locations.

Duct size and routing.

Locations of concealed internal utilities.

Changes made by Change Order or Construction Change Directive.
Changes made following Architect's written orders.

Details not on the original Contract Drawings.

Field records for variable and concealed conditions.

Record information on the Work that is shown only schematically.

S3TATIS@T0a0 0D

Mark the Contract Drawings or Shop Drawings, whichever is most capable of showing actual
physical conditions, completely and accurately. If Shop Drawings are marked, show
cross-reference on the Contract Drawings.

Mark record sets with erasable, red-colored pencil. Use other colors to distinguish between
changes for different categories of the Work at same location.

Mark important additional information that was either shown schematically or omitted from
original Drawings.

Note Construction Change Directive numbers, alternate numbers, Change Order numbers, and
similar identification, where applicable.

RECORD SPECIFICATIONS

Preparation: Mark Specifications to indicate the actual product installation where installation varies

from that indicated in Specifications, addenda, and contract modifications.

1.

Give particular attention to information on concealed products and installations that cannot be
readily identified and recorded later.
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2. Mark copy with the proprietary name and model number of products, materials, and equipment
furnished, including substitutions and product options selected.

3. Record the name of manufacturer, supplier, Installer, and other information necessary to
provide a record of selections made.

4. For each principal product, indicate whether Record Product Data has been submitted in
operation and maintenance manuals instead of submitted as Record Product Data.

5. Note related Change Orders, Record Product Data, and Record Drawings where applicable.

RECORD PRODUCT DATA

Preparation: Mark Product Data to indicate the actual product installation where installation varies
substantially from that indicated in Product Data submittal.

1. Give particular attention to information on concealed products and installations that cannot be
readily identified and recorded later.
2. Include significant changes in the product delivered to Project site and changes in

manufacturer's written instructions for installation.
3. Note related Change Orders, Record Specifications, and Record Drawings where applicable.

MISCELLANEOUS RECORD SUBMITTALS

Assemble miscellaneous records required by other Specification Sections for miscellaneous record
keeping and submittal in connection with actual performance of the Work. Bind or file miscellaneous
records and identify each, ready for continued use and reference.

PART 3 - EXECUTION

3.1

A

RECORDING AND MAINTENANCE

Recording: Maintain one copy of each submittal during the construction period for Project Record
Document purposes. Post changes and modifications to Project Record Documents as they occur;
do not wait until the end of Project.

Maintenance of Record Documents and Samples: Store Record Documents and Samples in the field
office apart from the Contract Documents used for construction. Do not use Project Record
Documents for construction purposes. Maintain Record Documents in good order and in a clean, dry,
legible condition, protected from deterioration and loss. Provide access to Project Record Documents
for Architect's reference during normal working hours.

END OF SECTION 01781
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SECTION 05120 - STRUCTURAL STEEL

PART 1 - GENERAL

1.1

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following:

1. Structural steel.

Related Sections include the following:

1. Division 1 Section "Quality Requirements" for independent testing agency procedures and
administrative requirements.

2. Division 9 painting Sections for surface preparation and priming requirements.

DEFINITIONS

Structural Steel: Elements of structural-steel frame, as classified by AISC's "Code of Standard
Practice for Steel Buildings and Bridges," that support design loads.

PERFORMANCE REQUIREMENTS
Connections: Provide details of simple shear connections required by the Contract Documents to be

selected or completed by structural-steel fabricator to withstand ASD-service loads indicated and
comply with other information and restrictions indicated.

Construction: Type PR, partially restrained.

Construction: Type 2, simple framing.

SUBMITTALS

Product Data: For each type of product indicated.
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B. Shop Drawings: Show fabrication of structural-steel components.

1.
2.
3

4.

Include details of cuts, connections, splices, camber, holes, and other pertinent data.
Include embedment drawings.

Indicate welds by standard AWS symbols, distinguishing between shop and field welds, and
show size, length, and type of each weld.

Indicate type, size, and length of bolts, distinguishing between shop and field bolts. Identify
pretensioned and slip-critical high-strength bolted connections.

C.  Welding certificates.

D. Qualification Data: For Installer fabricator testing agency.

E. Mill Test Reports: Signed by manufacturers certifying that the following products comply with
requirements:

arwdE

Structural steel including chemical and physical properties.

Bolts, nuts, and washers including mechanical properties and chemical analysis.
Tension-control, high-strength bolt-nut-washer assemblies.

Shear stud connectors.

Shop primers.

F.  Source quality-control test reports.

1.6 QUALITY ASSURANCE

A. Welding: Qualify procedures and personnel according to AWS D1.1, "Structural Welding
Code--Steel "

B.  Comply with applicable provisions of the following specifications and documents:

1.
2.

AISC's "Code of Standard Practice for Steel Buildings and Bridges."
RCSC's "Specification for Structural Joints Using ASTM A 325 or A 490 Bolts.”

1.7 DELIVERY, STORAGE, AND HANDLING

A.  Store materials to permit easy access for inspection and identification. Keep steel members off
ground and spaced by using pallets, dunnage, or other supports and spacers. Protect steel members
and packaged materials from erosion and deterioration.

1.

2.

Store fasteners in a protected place. Clean and relubricate bolts and nuts that become dry or
rusty before use.

Do not store materials on structure in a manner that might cause distortion, damage, or
overload to members or supporting structures. Repair or replace damaged materials or
structures as directed.
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1.8

A.

COORDINATION

Furnish anchorage items to be embedded in or attached to other construction without delaying the
Work. Provide setting diagrams, sheet metal templates, instructions, and directions for installation.

PART 2 - PRODUCTS

2.1

2.2

2.3

2.4

STRUCTURAL-STEEL MATERIALS
W-Shapes: [ASTM A 992/A 992M].

Channels, Angles-Shapes: ASTM A 36/A 36M.
Plate and Bar: ASTM A 36/A 36M.

Welding Electrodes: Comply with AWS requirements.

BOLTS, CONNECTORS, AND ANCHORS
High-Strength Bolts, Nuts, and Washers: ASTM A 325, Type 1, heavy hex steel structural bolts.
1. Finish: Plain.

Shear Connectors: ASTM A 108, Grades 1015 through 1020, headed-stud type, cold-finished carbon
steel; AWS D1.1, Type B.

Headed Anchor Rods: ASTM F 1554, Grade 55, weldable, straight.

1. Finish: Plain.

PRIMER

Primer: Fabricator's standard lead- and chromate-free, nonasphaltic, rust-inhibiting primer.

FABRICATION

Structural Steel: Fabricate and assemble in shop to greatest extent possible. Fabricate according
to AISC's "Code of Standard Practice for Steel Buildings and Bridges" and AISC's "Specification for
Structural Steel Buildings--Allowable Stress Design and Plastic Design."

1. Complete structural-steel assemblies, including welding of units, before starting shop-priming
operations.

Thermal Cutting: Perform thermal cutting by machine to greatest extent possible.
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2.5

2.6

1. Plane thermally cut edges to be welded to comply with requirements in AWS D1.1.

Bolt Holes: Cut, drill, or punch standard bolt holes perpendicular to metal surfaces.

Shear Connectors: Prepare steel surfaces as recommended by manufacturer of shear connectors.
Use automatic end welding of headed-stud shear connectors according to AWS D1.1 and

manufacturer's written instructions.

Holes: Provide holes required for securing other work to structural steel and for passage of other
work through steel framing members.

1. Cut, drill, or punch holes perpendicular to steel surfaces.
2. Weld threaded nuts to framing and other specialty items indicated to receive other work.

SHOP CONNECTIONS

Weld Connections: Comply with AWS D1.1 for welding procedure specifications, tolerances,
appearance, and quality of welds and for methods used in correcting welding work.

SHOP PRIMING
Shop prime steel surfaces except the following:
1. Surfaces to be field welded.

Surface Preparation: Clean surfaces to be painted. Remove loose rust and mill scale and spatter,
slag, or flux deposits. Prepare surfaces according to the following specifications and standards:

1. SSPC-SP 2, "Hand Tool Cleaning."

Priming: Immediately after surface preparation, apply primer according to manufacturer's written
instructions and at rate recommended by SSPC to provide a dry film thickness of not less than 1.5
mils. Use priming methods that result in full coverage of joints, corners, edges, and exposed
surfaces.

PART 3 - EXECUTION

3.1

A.

EXAMINATION

Verify elevations of concrete- and masonry-bearing surfaces and locations of anchor rods, bearing
plates, and other embedments, with steel erector present, for compliance with requirements.
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B.  Proceed with installation only after unsatisfactory conditions have been corrected.
3.2 PREPARATION
A. Provide temporary shores, guys, braces, and other supports during erection to keep structural steel
secure, plumb, and in alignment against temporary construction loads and loads equal in intensity to
design loads. Remove temporary supports when permanent structural steel, connections, and
bracing are in place, unless otherwise indicated.
3.3 ERECTION
A.  Setstructural steel accurately in locations and to elevations indicated and according to AISC's "Code
of Standard Practice for Steel Buildings and Bridges" and "Specification for Structural Steel
Buildings--Allowable Stress Design and Plastic Design."
3.4 FIELD CONNECTIONS
A. High-Strength Bolts: Install high-strength bolts according to RCSC's "Specification for Structural

Joints Using ASTM A 325 or A 490 Bolts" for type of bolt and type of joint specified.

1.  Joint Type: Snug tightened.

B. Weld Connections: Comply with AWS D1.1 for welding procedure specifications, tolerances,
appearance, and quality of welds and for methods used in correcting welding work.

1. Comply with AISC's "Code of Standard Practice for Steel Buildings and Bridges" and
"Specification for Structural Steel Buildings--Allowable Stress Design and Plastic Design"” for
bearing, adequacy of temporary connections, alignment, and removal of paint on surfaces
adjacent to field welds.

3.5 FIELD QUALITY CONTROL
A. Testing Agency: Owner will engage a qualified independent testing and inspecting agency to inspect
field welds.
B. Bolted Connections: Shop-bolted connections will be inspected according to RCSC's "Specification
for Structural Joints Using ASTM A 325 or A 490 Bolts."
C. Welded Connections: Field welds will be visually inspected according to AWS D1.1.
3.6 REPAIRS AND PROTECTION
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A.  Touchup Painting: Cleaning and touchup painting are specified in Division 9 painting Sections.

END OF SECTION 05120

STRUCTURAL STEEL 05120 -6



HFS Architects COMPUTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

SECTION 06100 - ROUGH CARPENTRY

PART 1 - GENERAL

1.1

A.

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes the following:

1. Wood blocking and nailers.

DEFINITIONS

Dimension Lumber: Lumber of 2 inches nominal or greater but less than 5 inches nominal in least
dimension.

QUALITY ASSURANCE

Source Limitations for Engineered Wood Products: Obtain each type of engineered wood product
through one source from a single manufacturer.

DELIVERY, STORAGE, AND HANDLING

Stack lumber flat with spacers between each bundle to provide air circulation. Provide for air
circulation around stacks and under coverings.

PART 2 - PRODUCTS

2.1

A

WOOD PRODUCTS, GENERAL

Lumber: DOC PS 20 and applicable rules of grading agencies indicated. If no grading agency is
indicated, provide lumber that complies with the applicable rules of any rules-writing agency certified
by the ALSC Board of Review. Provide lumber graded by an agency certified by the ALSC Board of
Review to inspect and grade lumber under the rules indicated.

1. Factory mark each piece of lumber with grade stamp of grading agency.

ROUGH CARPENTRY 06100 - 1



HFS Architects COMPUTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

2.2

2.3

w

o o

m

24

2. Where nominal sizes are indicated, provide actual sizes required by DOC PS 20 for moisture
content specified. Where actual sizes are indicated, they are minimum dressed sizes for dry
lumber.

MISCELLANEOUS LUMBER

General: Provide miscellaneous lumber indicated and lumber for support or attachment of other
construction, including the following:

1. Nailers.

For items of dimension lumber size, provide Construction or No. 2 grade lumber with 19 percent
maximum moisture content and the following species:

1. Hem-fir;, WCLIB, or WWPA.
2. Western woods; WCLIB or WWPA.

For blocking and nailers used for attachment of other construction, select and cut lumber to eliminate
knots and other defects that will interfere with attachment of other work.
FASTENERS

General: Provide fasteners of size and type indicated that comply with requirements specified in this
Article for material and manufacture.

1. Where rough carpentry is exposed to weather, in ground contact, pressure-preservative
treated, or in area of high relative humidity, provide fasteners with hot-dip zinc coating
complying with ASTM A 153/A 153M.

Nails, Brads, and Staples: ASTM F 1667.

Power-Driven Fasteners: NES NER-272.

Wood Screws: ASME B18.6.1.

Lag Bolts: ASME B18.2.1.

Bolts: Steel bolts complying with ASTM A 307, Grade A; with ASTM A 563 hex nuts and, where

indicated, flat washers.

MISCELLANEOUS MATERIALS

Adhesives for Gluing to Concrete or Masonry: Formulation complying with ASTM D 3498 that is
approved for use indicated by adhesive manufacturer.

ROUGH CARPENTRY 06100 - 2



HFS Architects COMPUTER AIR CONDITIONING & ELECTRICAL UPGRADES

DFCM #06167810 Weber State University

B. Water-Repellent Preservative: NWWDA-tested and -accepted formulation containing

3-iodo-2-propynyl butyl carbamate, combined with an insecticide containing chloropyrifos as its active
ingredient.

PART 3 - EXECUTION

3.1 INSTALLATION, GENERAL
A.  Set rough carpentry to required levels and lines, with members plumb, true to line, cut, and fitted.
Fit rough carpentry to other construction; scribe and cope as needed for accurate fit. Locate nailers,
blocking, and similar supports to comply with requirements for attaching other construction.

B. Framing Standard: Comply with AF&PA's "Details for Conventional Wood Frame Construction,"
unless otherwise indicated.

C. Sort and select lumber so that natural characteristics will not interfere with installation or with
fastening other materials to lumber. Do not use materials with defects that interfere with function of
member or pieces that are too small to use with minimum number of joints or optimum joint
arrangement.

D.  Securelyattach rough carpentry work to substrate by anchoring and fastening as indicated, complying
with the following:

1. Table 23-11-B-1, "Nailing Schedule," and Table 23-1I-B-2, "Wood Structural Panel Roof
Sheathing Nailing Schedule," in ICBO's Uniform Building Code.
3.2 WOOD BLOCKING, AND NAILER INSTALLATION

A. Install where indicated and where required for attaching other work. Form to shapes indicated and
cut as required for true line and level of attached work. Coordinate locations with other work involved.

B.  Attach items to substrates to support applied loading. Recess bolts and nuts flush with surfaces,
unless otherwise indicated.

3.3 PROTECTION

A.  Protect wood that has been treated with inorganic boron (SBX) from weather. If, despite protection,
inorganic boron-treated wood becomes wet, apply EPA-registered borate treatment. Apply borate
solution by spraying to comply with EPA-registered label.

END OF SECTION 06100
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SECTION 07210 - BUILDING INSULATION - ALTERNATE NO. 4

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.
1.2 SUMMARY
A.  This Section includes the following:
1. Exposed building insulation.
B. Related Sections include the following:

1. Division 15 Section "Mechanical Insulation.'

1.3 SUBMITTALS

A.  Product Data: For each type of product indicated.

1.4 QUALITY ASSURANCE

A.  Source Limitations: Obtain each type of building insulation through one source from a single
manufacturer.

B. Fire-Test-Response Characteristics: Provide insulation and related materials with the
fire-test-response characteristics indicated, as determined by testing identical products per test
method indicated below by UL or another testing and inspecting agency acceptable to authorities
having jurisdiction. ldentify materials with appropriate markings of applicable testing and inspecting
agency.

1. Surface-Burning Characteristics: ASTM E 84.

2. Fire-Resistance Ratings: ASTM E 119.
3.  Combustion Characteristics: ASTM E 136.

1.5 DELIVERY, STORAGE, AND HANDLING
A.  Protect insulation materials from physical damage and from deterioration by moisture, soiling, and

other sources. Store inside and in a dry location. Comply with manufacturer's written instructions
for handling, storing, and protecting during installation.
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PART 2 - PRODUCTS

21

A.

2.2

23

GLASS-FIBER BOARD INSULATION

Manufacturers:

1. CertainTeed Corporation.
2. Johns Manville.

3. Knauf Fiber Glass.

4. Owens Corning.

Foil-Faced, Flexible Glass-Fiber Board Insulation: ASTM C 612, Type IA or ASTM C 553, Types I,
Il, and lll; faced on 1 side with foil-scrim-kraft vapor retarder; with maximum flame-spread and
smoke-developed indexes of 25 and 50, respectively; and of the following nominal density and
thermal resistivity:

1. Nominal density of not less than 1.5 Ib/cu. ft. nor more than 1.7 Ib/cu. ft., thermal resistivity of
4 deg F x h x sq. ft./Btu x in. at 75 deg F.

AUXILIARY INSULATING MATERIALS

Vapor-Retarder Tape: Pressure-sensitive tape of type recommended by insulation manufacturers
for sealing joints and penetrations in vapor-retarder facings.

INSULATION FASTENERS

Adhesively Attached, Spindle-Type Anchors: Plate welded to projecting spindle; capable of holding
insulation of thickness indicated securely in position indicated with self-locking washer in place; and
complying with the following requirements:

1. Products:

a. AGM Industries, Inc.; Series T TACTOO Insul-Hangers.
b. Eckel Industries of Canada; Stic-Klip Type N Fasteners.
C. Gemco; Spindle Type.

Plate: Perforated galvanized carbon-steel sheet, 0.030 inch thick by 2 inches square.
Spindle: Copper-coated, low carbon steel; fully annealed; 0.105 inch in diameter; length to suit
depth of insulation indicated.

SIN

Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch- thick galvanized steel
sheet, with beveled edge forincreased stiffness, sized as required to hold insulation securely in place,
but not less than 1-1/2 inches square or in diameter.

1. Products:
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a. AGM Industries, Inc.; RC150.
b. AGM Industries, Inc.; SC150.
C. Gemco; Dome-Cap.
d. Gemco; R-150.
e. Gemco; S-150.

Anchor Adhesive: Product with demonstrated capability to bond insulation anchors securely to
substrates indicated without damaging insulation, fasteners, and substrates.

1. Products:
a. AGM Industries, Inc.; TACTOO Adhesive.

b. Eckel Industries of Canada; Stic-Klip Type S Adhesive.
C. Gemco; Tuff Bond Hanger Adhesive.

PART 3 - EXECUTION

3.1

A

3.2

3.3

EXAMINATION

Examine substrates and conditions, with Installer present, for compliance with requirements of
Sections in which substrates and related work are specified and for other conditions affecting
performance.

1. Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION

Clean substrates of substances harmful to insulation or vapor retarders, including removing
projections capable of puncturing vapor retarders or of interfering with insulation attachment.
INSTALLATION, GENERAL

Comply with insulation manufacturer's written instructions applicable to products and application
indicated.

Install insulation that is undamaged, dry, and unsoiled and that has not been left exposed at any time
to ice, rain, and snow.

Extend insulation in thickness indicated to envelop entire area to be insulated. Cut and fit tightly
around obstructions and fill voids with insulation. Remove projections that interfere with placement.

Water-Piping Coordination: If water piping is located within insulated exterior walls, coordinate
location of piping to ensure that it is placed on warm side of insulation and insulation encapsulates

piping.
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E.

3.4

3.5

3.6

A.

For preformed insulating units, provide sizes to fit applications indicated and selected from
manufacturer's standard thicknesses, widths, and lengths. Apply single layer of insulation units to
produce thickness indicated unless multiple layers are otherwise shown or required to make up total
thickness.

INSTALLATION OF GENERAL BUILDING INSULATION

Apply insulation units to substrates by method indicated, complying with manufacturer's written
instructions. If no specific method is indicated, bond units to substrate with adhesive or use
mechanical anchorage to provide permanent placement and support of units.

Seal joints between foam-plastic insulation units by applying adhesive, mastic, or sealant to edges
of each unit to form a tight seal as units are shoved into place. Fill voids in completed installation with
adhesive, mastic, or sealant as recommended by insulation manufacturer.

Set vapor-retarder-faced units with vapor retarder to warm side of construction, unless otherwise
indicated.

1. Tape joints and ruptures in vapor retarder, and seal each continuous area of insulation to
surrounding construction to ensure airtight installation.

Install board insulation on concrete substrates by spindle-type insulation anchors as follows:

1. Fasten insulation anchors to concrete substrates with insulation anchor adhesive according to
anchor manufacturer's written instructions.  Space anchors according to insulation
manufacturer's written instructions for insulation type, thickness, and application indicated.

2. After adhesive has dried, install board insulation by pressing insulation into position over
spindles and securing it tightly in place with insulation-retaining washers, taking care not to
compress insulation below indicated thickness.

3. Where insulation will not be covered by other building materials, apply capped washers to tips
of spindles.

PROTECTION
Protect installed insulation from damage due to harmful weather exposures, physical abuse, and

other causes. Provide temporary coverings or enclosures where insulation is subject to abuse and
cannot be concealed and protected by permanent construction immediately after installation.

INSULATION SCHEDULE

Insulation Type: Foil-faced, flexible glass-fiber board insulation.

END OF SECTION 07210
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SECTION 07920 - JOINT SEALANTS

PART 1 - GENERAL

1.1 SUMMARY
A.  This Section includes joint sealants for the following locations:
1. Exterior joints in vertical surfaces and nontraffic horizontal surfaces as indicated below:

a. Joints as indicated.

1.2 SYSTEM PERFORMANCE REQUIREMENTS
A.  Provide elastomeric joint sealants that have been produced and installed to establish and to maintain
watertight and airtight continuous seals without causing staining or deterioration of joint substrates.
1.3 SUBMITTALS

A.  General: Submitthe following in accordance with Conditions of Contract and Division 1 Specification
Sections.

B. Product data from manufacturers for each joint sealant product required.

C. Samples for initial selection purposes in form of manufacturer's standard bead samples, consisting
of strips of actual products showing full range of colors available, for each product exposed to view.

D. Certificates from manufacturers of joint sealants attesting that their products comply with specification
requirements and are suitable for the use indicated.

E. Compatibility and adhesion test reports from elastomeric sealant manufacturer indicating that
materials forming joint substrates and joint sealant backings have been tested for compatibility and
adhesion with joint sealants. Include sealant manufacturer's interpretation of test results relative to
sealant performance and recommendations for primers and substrate preparation needed to obtain
adhesion.

F.  Product test reports for each type of joint sealants indicated, evidencing compliance with
requirements specified.

1.4 QUALITY ASSURANCE

A.  Single Source Responsibility for Joint Sealant Materials: Obtain joint sealant materials from a single
manufacturer for each different product required.
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1.5 DELIVERY, STORAGE, AND HANDLING
A.  Deliver materials to Project site in original unopened containers or bundles with labels indicating
manufacturer, product name and designation, color, expiration period for use, pot life, curing time,
and mixing instructions for multicomponent materials.
B. Store and handle materials in compliance with manufacturer's recommendations to prevent their
deterioration or damage due to moisture, high or low temperatures, contaminants, or other causes.
1.6 PROJECT CONDITIONS
A.  Environmental Conditions: Do not proceed with installation of joint sealants under the following
conditions:
1. When ambient and substrate temperature conditions are outside the limits permitted by joint
sealant manufacturer.
2. When joint substrates are wet.
B. Joint Width Conditions: Do not proceed with installation of joint sealants where joint widths are less
than allowed by joint sealant manufacturer for application indicated.
C. Joint Substrate Conditions: Do not proceed with installation of joint sealants until contaminants
capable of interfering with their adhesion are removed from joint substrates.
1.7 SEQUENCING AND SCHEDULING
A.  Sequence installation of joint sealants to occur not less than 21 nor more than 30 days after

completion of waterproofing, unless otherwise indicated.

PART 2 - PRODUCTS

2.1

A

MATERIALS, GENERAL

Compatibility: Provide joint sealants, joint fillers, and other related materials that are compatible with
one another and with joint substrates under conditions of service and application, as demonstrated
by sealant manufacturer based on testing and field experience.

Colors: Provide color of exposed joint sealants to comply with the following:

1. Provide selections made by Architect from manufacturer's full range of standard colors for
products of type indicated.
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2.2

A

23

24

ELASTOMERIC JOINT SEALANTS

Elastomeric Sealant Standard: Provide manufacturer's standard chemically curing elastomeric
sealants that comply with ASTM C 920 and other requirements indicated on each Elastomeric Joint
Sealant Data Sheet at end of this Section, including those requirements referencing ASTM C 920
classifications for Type, Grade, Class, and Uses.

1. Additional Movement Capability: Where additional movement capability is specified in
Elastomeric Joint Sealant Data Sheet, provide products with the capability, when tested for
adhesion and cohesion under maximum cyclic movement per ASTM C 719, to withstand the
specified percentage change in the joint width existing at time of installation and remain in
compliance with other requirements of ASTM C 920 for Uses indicated.

Products: Subject to compliance with requirements, provide one of the products specified in each
Elastomeric Joint Sealant Data Sheet.

JOINT SEALANT BACKING

General: Provide sealant backings of material and type that are nonstaining; are compatible with joint
substrates, sealants, primers and other joint fillers; and are approved for applications indicated by
sealant manufacturer based on field experience and laboratory testing.

Plastic Foam Joint Fillers: Preformed, compressible, resilient, nonstaining, nonwaxing, nonextruding
strips of flexible plastic foam of material indicated below and of size, shape, and density to control
sealant depth and otherwise contribute to producing optimum sealant performance:

1. Closed-cell polyethylene foam, nonabsorbent to liquid water and gas, nonoutgassing in
unruptured state.

2. Proprietary, reticulated, closed-cell polymeric foam, nonoutgassing, with a density of 2.5 pcf
and tensile strength of 35 psi per ASTM D 1623, and with water absorption less than 0.02 g/cc
per ASTM C 1083.

3.  Any material indicated above.

Elastomeric Tubing Joint Fillers: Neoprene, butyl, EPDM or silicone tubing complying with ASTM D
1056, nonabsorbent to water and gas, capable of remaining resilient at temperatures down to 26 deg.
F. Provide products with low compression set and of size and shape to provide a secondary seal, to
control sealant depth, and otherwise contribute to optimum sealant performance.

Bond-Breaker Tape: Polyethylene tape or other plastic tape as recommended by sealant
manufacturer for preventing sealant from adhering to rigid, inflexible joint filler materials or joint
surfaces at back of joint where such adhesion would result in sealant failure. Provide self-adhesive
tape where applicable.

JOINT FILLERS FOR CONCRETE PAVING

General: Provide joint fillers of thicknesses and widths indicated.
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1. Bituminous Fiber Joint Filler: Preformed strips of composition below, complying with ASTM D
1751:

25

a.  Asphalt saturated fiberboard.

MISCELLANEOUS MATERIALS

Primer: Material recommended by joint sealant manufacturer where required for adhesion of sealant
to joint substrates indicated, as determined from preconstruction joint sealant-substrate tests and field
tests.

Cleaners for Nonporous Surfaces: Chemical cleaners acceptable to manufacturers of sealants and
sealant backing materials, free of oily residues or other substances capable of staining or harming
in any way joint substrates and adjacent nonporous surfaces, and formulated to promote optimum
adhesion of sealants with joint substrates.

Masking Tape: Nonstaining, nonabsorbent material compatible with joint sealants and surfaces
adjacent to joints.

PART 3 - EXECUTION

3.1

A

3.2

EXAMINATION

Examine joints indicated to receive joint sealants, with Installer present, for compliance with
requirements for joint configuration, installation tolerances, and other conditions affecting joint sealant
performance. Do not proceed with installation of joint sealants until unsatisfactory conditions have
been corrected.

PREPARATION

Surface Cleaning of Joints: Clean out joints immediately before installing joint sealants to comply with
recommendations of joint sealant manufacturer and the following requirements:

1. Remove all foreign material from joint substrates that could interfere with adhesion of joint
sealant, including dust, paints (except for permanent, protective coatings tested and approved
for sealant adhesion and compatibility by sealant manufacturer), old joint sealants, oil, grease,
waterproofing, water repellents, water, surface dirt, and frost.

2. Clean concrete, masonry, unglazed surfaces of ceramic tile, and similar porous joint substrate
surfaces by brushing, grinding, blast cleaning, mechanical abrading, or a combination of these
methods to produce a clean, sound substrate capable of developing optimum bond with joint
sealants. Remove loose particles remaining from above cleaning operations by vacuuming or
blowing out joints with oil-free compressed air.

3. Remove laitance and form release agents from concrete.
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3.3

4. Clean metal, glass, porcelain enamel, glazed surfaces of ceramic tile, and other nonporous
surfaces with chemical cleaners or other means that do not stain, harm substrates, or leave
residues capable of interfering with adhesion of joint sealants.

Joint Priming: Prime joint substrates where indicated or where recommended by joint sealant
manufacturer based on preconstruction joint sealant-substrate tests or prior experience. Apply primer
to comply with joint sealant manufacturer's recommendations. Confine primers to areas of joint
sealant bond; do not allow spillage or migration onto adjoining surfaces.

Masking Tape: Use masking tape where required to prevent contact of sealant with adjoining
surfaces that otherwise would be permanently stained or damaged by such contact or by cleaning
methods required to remove sealant smears. Remove tape immediately after tooling without
disturbing joint seal.

INSTALLATION OF JOINT SEALANTS

General: Comply with joint sealant manufacturer's printed installation instructions applicable to
products and applications indicated, except where more stringent requirements apply.

Sealant Installation Standard: Comply with recommendations of ASTM C 1193 for use of joint
sealants as applicable to materials, applications, and conditions indicated.

Acoustical Sealant Application Standard: Comply with recommendations of ASTM C 919 for use of
joint sealants in acoustical applications as applicable to materials, applications, and conditions
indicated.

Installation of Sealant Backings: Install sealant backings to comply with the following requirements:

1. Install joint fillers of type indicated to provide support of sealants during application and at
position required to produce the cross-sectional shapes and depths of installed sealants relative
to joint widths that allow optimum sealant movement capability.

a. Do not leave gaps between ends of joint fillers.

b. Do not stretch, twist, puncture, or tear joint fillers.

C. Remove absorbent joint fillers that have become wet prior to sealant application and
replace with dry material.

Installation of Sealants: Install sealants by proven techniques that result in sealants directly
contacting and fully wetting joint substrates, completely filling recesses provided for each joint
configuration, and providing uniform, cross-sectional shapes and depths relative to joint widths that
allow optimum sealant movement capability. Install sealants at the same time sealant backings are
installed.

Tooling of Nonsag Sealants: Immediately after sealant application and prior to time skinning or curing
begins, tool sealants to form smooth, uniform beads of configuration indicated, to eliminate air
pockets, and to ensure contact and adhesion of sealant with sides of joint. Remove excess sealants
from surfaces adjacent to joint. Do not use tooling agents that discolor sealants or adjacent surfaces
or are not approved by sealant manufacturer.
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1. Provide concave joint configuration per Figure 5Ain ASTM C 1193, unless otherwise indicated.

a. Use masking tape to protect adjacent surfaces of recessed tooled joints.

3.4 CLEANING

A. Clean off excess sealants or sealant smears adjacent to joints as work progresses by methods and
with cleaning materials approved by manufacturers of joint sealants and of products in which joints
occur.

3.5 PROTECTION

A.  Protect joint sealants during and after curing period from contact with contaminating substances or
from damage resulting from construction operations or other causes so that they are without
deterioration or damage at time of Substantial Completion. If, despite such protection, damage or
deterioration occurs, cut out and remove damaged or deteriorated joint sealants immediately so that
and installations with repaired areas are indistinguishable from original work.

3.6 ELASTOMERIC JOINT SEALANT DATA SHEET
A.  Elastomeric Joint Sealant Designation: One part Pourable Urethane Sealant

Base Polymer: Urethane.

Type: S (single component).

Grade: P (pourable).

Class: 25.

Use Related to Exposure: T (traffic).

Uses Related to Joint Substrates: M, A, and, as applicable to joint substrates indicated.

Sk wh =~

a. Use O Joint Substrates: Galvanized steel, concrete, ceramic tile.
7. Products:

a. "NR-201 Urexpan", Pecora Corp.
b. "Vulkem 45", Memco.
C. "Sonolastic SL 1", Sonneborn Building Products Division.

B.  Elastomeric Joint Sealant Designation: Multi-part non-sag urethane sealant

Base Polymer: Urethane.

Type: M (Multi component).

Grade: NS (nonsag).

Class: 25.

Additional Movement Capability: 50 percent movement in extension and 50 percent in
compression for a total of 100 percent movement.

aobrowN-~
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6. Use Related to Exposure: NT (nontraffic).
7 Uses Related to Joint Substrates: M, G, A, and , as applicable to joint substrates indicated, O.

a. Use O Joint Substrates: Color anodized aluminum, aluminum coated with a high-
performance coating, galvanized steel, ceramic tile.

8. Products:
a. "Dynatrol II", Pecora Corp.
b.  "Vulkem 922", Mameco.
C. "Sonolastic NP2", Sonneborn Building Products Division.

C. Elastomeric Joint Sealant Designation: One part mildew resistant silicone

Base Polymer: Acid-curing silicone.

Type: S (single component).

Grade: NS (nonsag).

Class: 25.

Use Related to Exposure: NT (nontraffic).

Uses Related to Joint Substrates: G, A, and, as applicable to joint substrates indicated, O.

Sk~

a. Use O Joint Substrates: Coated glass, color anodized aluminum, aluminum coated with
a high-performance coating, galvanized steel, brick, and ceramic tile.

7. Products:

a. "786 Mildew Resistant", Dow Corning.
b. "Sanitary 1700", GE Silicones.

D. Elastomeric Joint Sealant Designation: Acrylic-Emulsion Sealant

1. Base Polymer: Acrylic -Emulsion Sealant.
2. Type: S (single component).
3. Grade: NS (nonsag).
4. Class: 25.
5. Use Related to Exposure: NT (nontraffic).
6. Uses Related to Joint Substrates: G, A, and, as applicable to joint substrates indicated
7. Products:
a. "AC-20," Pecora Corp.
b.  "Sonolac," Sonneborn Building Products Div., ChemRex, Inc.
C. "Tremco Acrylic Latex 834," Tremco, Inc.
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3.7 JOINT SEALANT SCHEDULE

Weber State University

JOINT SEALERS

DESCRIPTION OF JOINT CONSTRUCTION AND
LOCATION WHERE SEALANT IS TYPICALLY
APPLIED*.

One-Part Pourable
Urethane Sealant

Exterior and interior joints in horizontal surfaces of
concrete.

Multi-Part Nonsag
Urethane Sealant

Exterior and interior joints in vertical surfaces of
concrete; between metal and concrete or mortar;
interior and exterior perimeter joints of metal frames in
exterior walls; exterior overhead joints.

Acrylic-Emulsion
Sealant

Interior joints in field-painted vertical and overhead
surfaces at perimeter of hollow metal door and window
frames; in gypsum drywall, concrete, and concrete
masonry; and all other interior joints not indicated
otherwise.

END OF SECTION 07920
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SECTION 08110 - STEEL DOORS AND FRAMES - ALTERNATE NO. 1

PART 1 - GENERAL

1.1

A.

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. Standard hollow metal doors and frames.

Related Sections

1. Division 8 Section "Door Hardware" for door hardware for hollow metal doors.
2. Division 9 Sections "Painting" for field painting hollow metal doors and frames.
DEFINITIONS

Minimum Thickness: Minimum thickness of base metal without coatings.

Standard Hollow Metal Work: Hollow metal work fabricated according to ANSI/SDI A250.8.

SUBMITTALS

Product Data: For each type of productindicated. Include construction details, material descriptions,
core descriptions, and finishes.

Shop Drawings: Include the following:

Elevations of each door design.

Details of doors, including vertical and horizontal edge details and metal thicknesses.
Frame details for each frame type, including dimensioned profiles and metal thicknesses.
Locations of reinforcement and preparations for hardware.

Details of each different wall opening condition.

Details of anchorages, joints, field splices, and connections.

Details of accessories.

Details of moldings, removable stops, and glazing.

Details of conduit and preparations for power, signal, and control systems.

COoONOO~WN =~
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C. Samples for Initial Selection: For units with factory-applied color finishes.

D. Samples for Verification:

1. For each type of exposed finish required, prepared on Samples of not less than 3 by 5 inches.
For the following items, prepared on Samples about 12 by 12 inches to demonstrate
compliance with requirements for quality of materials and construction:

a. Frames: Show profile, corner joint, floor and wall anchors, and silencers. Include
separate section showing fixed hollow metal panels and glazing if applicable.

E. Product Test Reports: Based on evaluation of comprehensive tests performed by a qualified testing
agency, for each type of hollow metal door and frame assembly.

1.5 QUALITY ASSURANCE
A.  Source Limitations: Obtain hollow metal work from single source from single manufacturer.
1.6 DELIVERY, STORAGE, AND HANDLING

A. Deliver hollow metal work palletized, wrapped, or crated to provide protection during transit and
Project-site storage. Do not use nonvented plastic.

1. Provide additional protection to prevent damage to finish of factory-finished units.

B. Deliver welded frames with two removable spreader bars across bottom of frames, tack welded to
jambs and mullions.

C. Store hollow metal work under cover at Project site. Place in stacks of five units maximum in a
vertical position with heads up, spaced by blocking, on minimum 4-inch- high wood blocking. Do not
store in a manner that traps excess humidity.

1. Provide minimum 1/4-inch space between each stacked door to permit air circulation.

1.7 PROJECT CONDITIONS

A.  Field Measurements: Verify actual dimensions of openings by field measurements before fabrication.
1.8 COORDINATION

A.  Coordinate installation of anchorages for hollow metal frames. Furnish setting drawings, templates,

and directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items
with integral anchors. Deliver such items to Project site in time for installation.
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PART 2 - PRODUCTS

2.1

A.

2.2

MANUFACTURERS

Manufacturers: Subject to compliance with requirements, provide products by one of the following

Benchmark; a division of Therma-Tru Corporation.
Deansteel Manufacturing Company, Inc.
Habersham Metal Products Company.

Kewanee Corporation (The).

Mesker Door Inc.

Pioneer Industries, Inc.

Steelcraft; an Ingersoll-Rand company.

Windsor Republic Doors.

N RWN =

MATERIALS

Cold-Rolled Steel Sheet: ASTM A 1008/A 1008M, Commercial Steel (CS), Type B; suitable for
exposed applications.

Hot-Rolled Steel Sheet: ASTM A 1011/A 1011M, Commercial Steel (CS), Type B; free of scale,
pitting, or surface defects; pickled and oiled.

Metallic-Coated Steel Sheet: ASTM A 653/A 653M, Commercial Steel (CS), Type B; with minimum
A40 metallic coating.

Frame Anchors: ASTM A 591/A 591M, Commercial Steel (CS), 40Z coating designation; mill
phosphatized.

1. For anchors built into exterior walls, steel sheet complying with ASTM A 1008/A 1008M or
ASTM A 1011/A 1011M, hot-dip galvanized according to ASTM A 153/A 153M, Class B.

Inserts, Bolts, and Fasteners: Hot-dip galvanized according to ASTM A 153/A 153M.

Powder-Actuated Fasteners in Concrete: Fastener system of type suitable for application indicated,
fabricated from corrosion-resistant materials, with clips or other accessory devices for attaching
hollow metal frames of type indicated.

Grout: ASTM C 476, except with a maximum slump of 4 inches, as measured according to
ASTM C 143/C 143M.

Mineral-Fiber Insulation: ASTM C 665, Type | (blankets without membrane facing); consisting of
fibers manufactured from slag or rock wool with 6- to 12-Ib/cu. ft. density; with maximum
flame-spread and smoke-development indexes of 25 and 50, respectively; passing ASTM E 136 for
combustion characteristics.
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A.

Bituminous Coating: Cold-applied asphalt mastic, SSPC-Paint 12, compounded for 15-mil dry film
thickness per coat. Provide inert-type noncorrosive compound free of asbestos fibers, sulfur
components, and other deleterious impurities.

STANDARD HOLLOW METAL FRAMES

General: Comply with ANSI/SDI A250.8 and with details indicated for type and profile.

Exterior Frames: Fabricated from metallic-coated steel sheet.

1. Fabricate frames with mitered or coped corners.

2. Fabricate frames as full profile welded unless otherwise indicated.

3. Frames for Level 2 Steel Doors: 0.053-inch- thick steel sheet.

Hardware Reinforcement: Fabricate according to ANSI/SDI A250.6 with reinforcement plates from

same material as frames.

FRAME ANCHORS

Jamb Anchors:

1. Masonry Type: Adjustable strap-and-stirrup or T-shaped anchors to suit frame size, not less
than 0.042 inch thick, with corrugated or perforated straps not less than 2 inches wide by 10
inches long; or wire anchors not less than 0.177 inch thick.

2. Stud-Wall Type: Designed to engage stud, welded to back of frames; not less than 0.042 inch
thick.

3. Compression Type for Drywall Slip-on Frames: Adjustable compression anchors.

4. Postinstalled Expansion Type for In-Place Concrete or Masonry: Minimum 3/8-inch- diameter
bolts with expansion shields or inserts. Provide pipe spacer from frame to wall, with throat
reinforcement plate, welded to frame at each anchor location.

Floor Anchors: Formed from same material as frames, not less than 0.042 inch thick, and as follows:

1. Monolithic Concrete Slabs: Clip-type anchors, with two holes to receive fasteners.

2. Separate Topping Concrete Slabs: Adjustable-type anchors with extension clips, allowing not
less than 2-inch height adjustment. Terminate bottom of frames at finish floor surface.

HOLLOW METAL PANELS

Provide hollow metal panels of same materials, construction, and finish as specified for adjoining

hollow metal work.

ACCESSORIES

Grout Guards: Formed from same material as frames, not less than 0.016 inch thick.

STEEL DOORS AND FRAMES 08110 - 4



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

2.7 FABRICATION

A.  Fabricate hollow metal work to be rigid and free of defects, warp, or buckle. Accurately form metal
to required sizes and profiles, with minimum radius for thickness of metal. Where practical, fit and
assemble units in manufacturer's plant. To ensure proper assembly at Project site, clearly identify
work that cannot be permanently factory assembled before shipment.

B. Tolerances: Fabricate hollow metal work to tolerances indicated in SDI 117 .

C. Hollow Metal Frames: Where frames are fabricated in sections due to shipping or handling
limitations, provide alignment plates or angles at each joint, fabricated of same thickness metal as
frames.

1. Welded Frames: Weld flush face joints continuously; grind, fill, dress, and make smooth, flush,
and invisible.

2. Provide countersunk, flat- or oval-head exposed screws and bolts for exposed fasteners unless
otherwise indicated.

3.  Grout Guards: Weld guards to frame at back of hardware mortises in frames to be grouted.

4. Floor Anchors: Weld anchors to bottom of jambs and mullions with at least four spot welds per
anchor.

5. Jamb Anchors: Provide number and spacing of anchors as follows:

a. Masonry Type: Locate anchors not more than 18 inches from top and bottom of frame.
Space anchors not more than 32 inches o.c. and as follows:

Two anchors per jamb up to 60 inches high.

Three anchors per jamb from 60 to 90 inches high.

Four anchors per jamb from 90 to 120 inches high.

Four anchors per jamb plus 1 additional anchor per jamb for each 24 inches or
fraction thereof above 120 inches high.

e

b. Stud-Wall Type: Locate anchors not more than 18 inches from top and bottom of frame.
Space anchors not more than 32 inches o.c. and as follows:

1)  Three anchors per jamb up to 60 inches high.

2)  Four anchors per jamb from 60 to 90 inches high.

3)  Five anchors per jamb from 90 to 96 inches high.

4) Five anchors per jamb plus 1 additional anchor per jamb for each 24 inches or
fraction thereof above 96 inches high.

5)  Two anchors per head for frames above 42 inches wide and mounted in metal-stud

partitions.

Compression Type: Not less than two anchors in each jamb.
Postinstalled Expansion Type: Locate anchors not more than 6 inches from top and
bottom of frame. Space anchors not more than 26 inches o.c.

oo
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6. Door Silencers: Except on weather-stripped doors, drill stops to receive door silencers as
follows. Keep holes clear during construction.

a.  Single-Door Frames: Drill stop in strike jamb to receive three door silencers.
b. Double-Door Frames: Dirill stop in head jamb to receive two door silencers.

D. Fabricate concealed stiffeners, edge channels, and hardware reinforcement from either cold- or
hot-rolled steel sheet.

E. Hardware Preparation: Factory prepare hollow metal work to receive templated mortised hardware;
include cutouts, reinforcement, mortising, drilling, and tapping according to the Door Hardware
Schedule and templates furnished as specified in Division 8 Section "Door Hardware."

1. Locate hardware as indicated, or if not indicated, according to ANSI/SDI A250.8 .
Reinforce doors and frames to receive nontemplated, mortised and surface-mounted door
hardware.

3. Comply with applicable requirements in ANSI/SDI A250.6 and ANSI/DHI A115 Series
specifications for preparation of hollow metal work for hardware.

4. Coordinate locations of conduit and wiring boxes for electrical connections with Division 16
Sections.

2.8 STEEL FINISHES

A.  Prime Finish: Apply manufacturer's standard primer immediately after cleaning and pretreating.

1. Shop Primer: Manufacturer's standard, fast-curing, lead- and chromate-free primer complying

with ANSI/SDI A250.10 acceptance criteria; recommended by primer manufacturer for
substrate; compatible with substrate and field-applied coatings despite prolonged exposure.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, with Installer present, for compliance with requirements
for installation tolerances and other conditions affecting performance of the Work.

B.  Examine roughing-in for embedded and built-in anchors to verify actual locations before frame
installation.

C. For the record, prepare written report, endorsed by Installer, listing conditions detrimental to
performance of the Work.

D. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION
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A.  Remove welded-in shipping spreaders installed at factory. Restore exposed finish by grinding, filling,
and dressing, as required to make repaired area smooth, flush, and invisible on exposed faces.

B. Priortoinstallation, adjustand securely brace welded hollow metal frames for squareness, alignment,
twist, and plumbness to the following tolerances:

1. Squareness: Plus or minus 1/16 inch, measured at door rabbet on a line 90 degrees from jamb
perpendicular to frame head.

2. Alignment: Plus or minus 1/16 inch, measured at jambs on a horizontal line parallel to plane
of wall.

3. Twist: Plus or minus 1/16 inch, measured at opposite face corners of jambs on parallel lines,
and perpendicular to plane of wall.

4, Plumbness: Plus or minus 1/16 inch, measured at jambs on a perpendicular line from head to
floor.

C. Drill and tap doors and frames to receive nontemplated, mortised, and surface-mounted door
hardware.

3.3 INSTALLATION

A.  General: Install hollow metal work plumb, rigid, properly aligned, and securely fastened in place;
comply with Drawings and manufacturer's written instructions.

B. Hollow Metal Frames: Install hollow metal frames of size and profile indicated. Comply with
ANSI/SDI A250.11.

1. Set frames accurately in position, plumbed, aligned, and braced securely until permanent
anchors are set. After wall construction is complete, remove temporary braces, leaving
surfaces smooth and undamaged.

a. At fire-protection-rated openings, install frames according to NFPA 80.

b.  Where frames are fabricated in sections because of shipping or handling limitations, field

splice at approved locations by welding face joint continuously; grind, fill, dress, and

make splice smooth, flush, and invisible on exposed faces.

Install frames with removable glazing stops located on secure side of opening.

Install door silencers in frames before grouting.

e. Remove temporary braces necessary for installation only after frames have been properly
set and secured.

f. Check plumbness, squareness, and twist of frames as walls are constructed. Shim as
necessary to comply with installation tolerances.

g. Field apply bituminous coating to backs of frames that are filled with grout containing
antifreezing agents.

oo

2. Floor Anchors: Provide floor anchors for each jamb and mullion that extends to floor, and
secure with postinstalled expansion anchors.

STEEL DOORS AND FRAMES 08110 -7



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

3.4

a. Floor anchors may be set with powder-actuated fasteners instead of postinstalled
expansion anchors if so indicated and approved on Shop Drawings.

Metal-Stud Partitions: Solidly pack mineral-fiber insulation behind frames.

Masonry Walls: Coordinate installation of frames to allow for solidly filling space between
frames and masonry with grout.

Concrete Walls: Solidly fill space between frames and concrete with grout. Take precautions,
including bracing frames, to ensure that frames are not deformed or damaged by grout forces.
In-Place Concrete or Masonry Construction: Secure frames in place with postinstalled
expansion anchors. Countersink anchors, and fill and make smooth, flush, and invisible on
exposed faces.

In-Place Gypsum Board Partitions: Secure frames in place with postinstalled expansion
anchors through floor anchors at each jamb. Countersink anchors, and fill and make smooth,
flush, and invisible on exposed faces.

Ceiling Struts: Extend struts vertically from top of frame at each jamb to overhead structural
supports or substrates above frame unless frame is anchored to masonry or to other structural
support at each jamb. Bend top of struts to provide flush contact for securing to supporting
construction. Provide adjustable wedged or bolted anchorage to frame jamb members.
Installation Tolerances: Adjust hollow metal door frames for squareness, alignment, twist, and
plumb to the following tolerances:

a. Squareness: Plus or minus 1/16 inch, measured at door rabbet on a line 90 degrees
from jamb perpendicular to frame head.

b.  Alignment: Plus or minus 1/16 inch, measured at jambs on a horizontal line parallel to
plane of wall.

C. Twist: Plus or minus 1/16 inch, measured at opposite face corners of jambs on parallel
lines, and perpendicular to plane of wall.

d. Plumbness: Plus or minus 1/16 inch, measured at jambs at floor.

ADJUSTING AND CLEANING

Final Adjustments: Check and readjust operating hardware items immediately before final inspection.
Leave work in complete and proper operating condition. Remove and replace defective work,
including hollow metal work that is warped, bowed, or otherwise unacceptable.

Remove grout and other bonding material from hollow metal work immediately after installation.

Prime-Coat Touchup: Immediately after erection, sand smooth rusted or damaged areas of prime
coat and apply touchup of compatible air-drying, rust-inhibitive primer.

Metallic-Coated Surfaces: Clean abraded areas and repair with galvanizing repair paint according
to manufacturer's written instructions.

END OF SECTION 08110
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SECTION 08711 - DOOR HARDWARE - ALTERNATE NO. 1

PART 1 - GENERAL

1.1

A.

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following:

1. Commercial door hardware for the following:

a. Swinging doors.
b. Other doors to the extent indicated.

2. Cylinders for doors specified in other Sections.
Related Sections include the following:

1. Division 8 Section "Steel Doors and Frames" for astragals provided as part of a fire-rated
labeled assembly and for door silencers provided as part of the frame.

Products furnished, but not installed, under this Section include the following. Coordinating,
purchasing, delivering, and scheduling remain requirements of this Section.

SUBMITTALS

Product Data: Include installation details, material descriptions, dimensions of individual components
and profiles, and finishes.

Door Hardware Schedule: Prepared by or under the supervision of supplier, detailing fabrication and
assembly of door hardware, as well as procedures and diagrams. Coordinate the final Door
Hardware Schedule with doors, frames, and related work to ensure proper size, thickness, hand,
function, and finish of door hardware.

1. Format: Comply with scheduling sequence and vertical format in DHI's "Sequence and Format
for the Hardware Schedule."

2. Organization: Organize the Door Hardware Schedule into door hardware sets indicating
complete designations of every item required for each door or opening.

a. Organize door hardware sets in same order as in the Door Hardware Schedule at the end
of Part 3.
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3. Content: Include the following information:

Type, style, function, size, label, hand, and finish of each door hardware item.
Manufacturer of each item.

Fastenings and other pertinent information.

Location of each door hardware set, cross-referenced to Drawings, both on floor plans
and in door and frame schedule.

Explanation of abbreviations, symbols, and codes contained in schedule.

Mounting locations for door hardware.

Door and frame sizes and materials.

Description of each electrified door hardware function, including location, sequence of
operation, and interface with other building control systems.

apow
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1)  Sequence of Operation: Include description of component functions that occur in
the following situations: authorized person wants to enter; authorized person wants
to exit; unauthorized person wants to enter; unauthorized person wants to exit.

4. Submittal Sequence: Submit the final Door Hardware Schedule at earliest possible date,
particularly where approval of the Door Hardware Schedule must precede fabrication of other
work that is critical in the Project construction schedule. Include Product Data, Samples, Shop
Drawings of other work affected by door hardware, and other information essential to the
coordinated review of the Door Hardware Schedule.

C. Qualification Data: For firms and persons specified in "Quality Assurance" Article.

1. Include lists of completed projects with project names and addresses of architects and owners,
and other information specified.

D. Maintenance Data: For each type of door hardware to include in maintenance manuals specified in
Division 1.

E. Warranties: Special warranties specified in this Section.

1.4 QUALITY ASSURANCE
A. Installer Qualifications: An experienced installer who has completed door hardware similar in
material, design, and extent to that indicated for this Project and whose work has resulted in
construction with a record of successful in-service performance.

B. Source Limitations: Obtain each type and variety of door hardware from a single manufacturer,
unless otherwise indicated.

C. Regulatory Requirements: Comply with provisions of the following:
1. Where indicated to comply with accessibility requirements, comply with Americans with

Disabilities Act (ADA), "Accessibility Guidelines for Buildings and Facilities (ADAAG),"
ANSI A117.1, as follows:
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1.5

1.6

1.7

1.8

a. Handles, Pulls, Latches, Locks, and other Operating Devices: Shape that is easy to
grasp with one hand and does not require tight grasping, tight pinching, or twisting of the
wrist.

b. Door Closers: Comply with the following maximum opening-force requirements indicated:

1) Interior Hinged Doors: 5 Ibf applied perpendicular to door.
2)  Fire Doors: Minimum opening force allowable by authorities having jurisdiction.

C. Thresholds: Not more than 1/2 inch high. Bevel raised thresholds with a slope of not
more than 1:2.

2. NFPA 101: Comply with the following for means of egress doors:

a. Latches, Locks, and Exit Devices: Not more than 15 Ibf 67 N to release the latch. Locks
shall not require the use of a key, tool, or special knowledge for operation.

b. Door Closers: Not more than 30 Ibf to set door in motion and not more than 15 Ibf to
open door to minimum required width.

C. Thresholds: Not more that 1/2 inch high.

DELIVERY, STORAGE, AND HANDLING

Inventory door hardware on receipt and provide secure lock-up for door hardware delivered to Project
site.

Tag each item or package separately with identification related to the final Door Hardware Schedule,
and include basic installation instructions with each item or package.

COORDINATION

Templates: Obtain and distribute to the parties involved templates for doors, frames, and other work
specified to be factory prepared for installing door hardware. Check Shop Drawings of other work
to confirm that adequate provisions are made for locating and installing door hardware to comply with
indicated requirements.

WARRANTY

General Warranty: Special warranties specified in this Article shall not deprive Owner of other rights
Owner may have under other provisions of the Contract Documents and shall be in addition to, and
run concurrent with, other warranties made by Contractor under requirements of the Contract

Documents.

Warranty Period: Three years from date of Substantial Completion, unless otherwise indicated.

MAINTENANCE SERVICE
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A.

1.9

Maintenance Tools and Instructions: Furnish a complete set of specialized tools and maintenance
instructions as needed for Owner's continued adjustment, maintenance, and removal and
replacement of door hardware.

Maintenance Service: Beginning at Substantial Completion, provide six months' full maintenance by
skilled employees of door hardware Installer. Include quarterly preventive maintenance, repair or
replacement of worn or defective components, lubrication, cleaning, and adjusting as required for
proper door hardware operation. Provide parts and supplies as used in the manufacture and
installation of original products.

EXTRA MATERIALS
Furnish full-size units of door hardware described below, before installation begins, that match
products installed and that are packaged with protective covering for storage and identified with labels

describing contents.

1. Door Hardware: one each passage latch sets, keyed lock sets, lock cylinder

PART 2 - PRODUCTS

2.1

A

2.2

SCHEDULED DOOR HARDWARE

General: Provide door hardware for each door to comply with requirements in this Section, and the
Door Hardware Schedule at the end of Part 3.

1. Door Hardware Sets: Provide quantity, item, size, finish or color indicated, and named
manufacturer's products, products equivalent in function and comparable in quality to named
products complying with BHMA standard referenced.

Designations: Requirements for design, grade, function, finish, size, and other distinctive qualities
of each type of door hardware are indicated in the Door Hardware Schedule at the end of Part 3.
Products are identified by using door hardware designations, as follows:

1. Named Manufacturer's Products: Product designation and manufacturer are listed for each
door hardware type required for the purpose of establishing minimum requirements.
Manufacturers' names are abbreviated in the Door Hardware Schedule.

2. References to BHMA Standards: Provide products complying with these standards and
requirements for description, quality, and function.

HINGES AND PIVOTS

Manufacturers: Subject to compliance with requirements, provide products by one of the following:

1. Hinges:
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a. Baldwin Hardware Corporation (BH).
b. Bommer Industries, Inc. (BI).
C. Hagger Companies (HAG).
d. Lawrence Brothers, Inc. (LB).
e. McKinney Products Company; Div. of ESSEX Industries, Inc. (MCK).
f. Sargent Manufacturing Company; Div. of ESSEX Industries, Inc. (SGT).
g. Stanley Commercial Hardware; Div. of The Stanley Works (STH).

23

Standards: Comply with the following:

1. Butts and Hinges: BHMA A156.1.
2. Template Hinge Dimensions: BHMA A156.7.

Template Requirements: Except for hinges and pivots to be installed entirely (both leaves) into wood
doors and frames, provide only template-produced units.

Hinge Weight: Unless otherwise indicated, provide the following:

1. Entrance Doors: Heavy-weight hinges.
2. Doors with Closers: Antifriction-bearing hinges.
3. Interior Doors: Standard-weight hinges.

Hinge Base Metal: Unless otherwise indicated, provide the following:

1. Exterior Hinges: Stainless steel, with stainless-steel pin.
2. Interior Hinges: Steel, with steel pin.
3. Hinges for Fire-Rated Assemblies: Steel, with steel pin.

Hinge Options: Comply with the following where indicated in the Door Hardware Schedule or on

Drawings:.

1. Nonremovable Pins: Provide set screw in hinge barrel that, when tightened into a groove in
hinge pin, prevents removal of pin while door is closed; for the following applications:

a. Outswinging exterior doors.
b. Outswinging corridor doors with locks.

2. Corners: Square.

Fasteners: Comply with the following:

Machine Screws: For metal doors and frames. Install into drilled and tapped holes.

Wood Screws: For wood doors and frames.

Threaded-to-the-Head Wood Screws: For fire-rated wood doors.

Screws: Phillips flat-head screws; machine screws (drilled and tapped holes) for metal doors,
wood screws for wood doors and frames. Finish screw heads to match surface of hinges.

PO~

LOCKS AND LATCHES
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A.  Manufacturers: Subject to compliance with requirements, provide products by one of the following:
1. Mechanical Locks and Latches:
a.  Schlage (no substitutions- matching existing system)
B.  Standards: Comply with the following:

Bored Locks and Latches: BHMA A156.2.

Mortise Locks and Latches: BHMA A156.13.
Interconnected Locks and Latches: BHMA A156.12.
Auxiliary Locks: BHMA A156.5.

Push-Button Combination Locks: BHMA A156.2.
Electromagnetic Locks: BHMA A156.23.
Delayed-Egress Locks: BHMA A156.24.

Exit Locks: BHMA A156.5.

N RWN =

C. Bored Locks: BHMA Grade 1; Series 4000.
D. Certified Products: Provide door hardware listed in the following BHMA directories:

1. Mechanical Locks and Latches: BHMA's "Directory of Certified Locks & Latches."

E. Lock Trim: Comply with the following:

Lever: Wrought, forged, or cast.

Escutcheon (Rose): Wrought, forged, or cast.

Dummy Trim: Match lever lock trim and escutcheons.

Lockset Designs: Provide the lockset design designated below or, if sets are provided by
another manufacturer, provide designs that match those designated:

PO~

F. Lock Functions: Function numbers and descriptions indicated in the Door Hardware Schedule comply
with the following:

1. Bored Locks: BHMA A156.2

G. Lock Throw: Comply with testing requirements for length of bolts to comply with labeled fire door
requirements, and as follows:

1. Bored Locks: Minimum 1/2-inch latchbolt throw.
2. Deadbolts: Minimum 1-inch bolt throw.

H. Rabbeted Doors: Provide special rabbeted front and strike on locksets for rabbeted meeting stiles.

l. Backset: 2-3/4 inches, unless otherwise indicated.
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2.4 CYLINDERS AND KEYING

A.  Owner will provide ASSA cylinders for locksets.
2.5 STRIKES

A.  Strikes: Provide manufacturer's standard strike with strike box for each latch or lock bolt, with curved
lip extended to protect frame, finished to match door hardware set, unless otherwise indicated, and
as follows:

2.6 CLOSERS

A.  Available Manufacturers: Subjectto compliance with requirements, manufacturers offering products
that may be incorporated into the Work include, but are not limited to, the following:

B. Manufacturers: Subject to compliance with requirements, provide products by one of the following:
1. Surface-Mounted Closers:

a. LCN Closers; an Ingersoll-Rand Company (LCN). (required to match existing bldg.)

C. Standards: Comply with the following:

1. Closers: BHMA A156.4.

D. Surface Closers: BHMA Grade 1

E. Certified Products: Provide door closers listed in BHMA's "Directory of Certified Door Closers."

F.  Size of Units: Unless otherwise indicated, comply with manufacturer's written recommendations for
size of door closers depending on size of door, exposure to weather, and anticipated frequency of
use. Provide factory-sized closers, adjustable to meet field conditions and requirements for opening
force.

2.7 PROTECTIVE TRIM UNITS

A.  Available Manufacturers: Subjectto compliance with requirements, manufacturers offering products
that may be incorporated into the Work include, but are not limited to, the following:

B. Manufacturers: Subject to compliance with requirements, provide products by one of the following:

1. Metal Protective Trim Units:

Baldwin Hardware Corporation (BH).

Hager Companies (HAG).

Ives: H.B. Ives (IVS).

NT Quality Hardware; an Ingersoll-Rand Company (NTQ).

apow
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2.8

29

A

e. Rockwood Manufacturing Company (RM).
f. Triangle Brass Manufacturing Company, Inc. (TBM).

Standard: Comply with BHMA A156.6.
Materials: Fabricate protection plates from the following:
1. Stainless Steel: 0.050 inch thick; beveled top and 2 sides.

Fasteners: Provide manufacturer's standard exposed fasteners for door trim units consisting of either
machine or self-tapping screws.

Furnish protection plates sized 1-1/2 inches less than door width on push side and 1/2 inch less than
door width on pull side, by height specified in Door Hardware Schedule.

STOPS AND HOLDERS
Manufacturers: Subject to compliance with requirements, provide products by one of the following:

Baldwin Hardware Corporation (BH).

Glynn-Johnson; an Ingersoll-Rand Company (GJ).

Hager Companies (HAG).

Ives: H. B. Ives (IVS).

LCN Closers; an Ingersoll-Rand Company (LCN).

Norton Door Controls; Div. of Yale Security Inc. (NDC).

NT Quality Hardware; an Ingersoll-Rand Company (NTQ).

Rockwood Manufacturing Company (RM).

Sargent Manufacturing Company; Div. of ESSEX Industries, Inc. (SGT).
0. Triangle Brass Manufacturing Company, Inc. (TBM).
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Standards: Comply with the following:

Stops and Bumpers: BHMA A156.16.

Mechanical Door Holders: BHMA A156.16.
Electromagnetic Door Holders: BHMA A156.15.
Combination Overhead Holders and Stops: BHMA A156.8.
Door Silencers: BHMA A156.16.

aobrowN-~

Stops and Bumpers: BHMA Grade 1.

Floor Stops: For doors, unless wall or other type stops are scheduled or indicated. Do not mount
floor stops where they will impede traffic.

1. Where floor or wall stops are not appropriate, provide overhead holders.

MISCELLANEOUS DOOR HARDWARE

Manufacturers: Subject to compliance with requirements, provide products by one of the following:
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2.10

Baldwin Hardware Corporation (BH).

Hager Companies (HAG).

Ives: H. B. Ives (IVS).

NT Quality Hardware; an Ingersoll-Rand Company (NTQ).
Rockwood Manufacturing Company (RM).

Triangle Brass Manufacturing Company, Inc. (TBM).

Sk wh =~

Standard: Comply with the following:

1. Auxiliary Hardware: BHMA A156.16.
2. Exit Alarms: BHMA A156.5.

Auxiliary Hardware: BHMA Grade 1, unless otherwise indicated.

FABRICATION

Manufacturer's Nameplate: Do not provide manufacturers' products that have manufacturer's name
or trade name displayed in a visible location (omit removable nameplates) except in conjunction with
required fire-rated labels and as otherwise approved by Architect.

1. Manufacturer's identification will be permitted on rim of lock cylinders only.

Base Metals: Produce door hardware units of base metal, fabricated by forming method indicated,
using manufacturer's standard metal alloy, composition, temper, and hardness. Furnish metals of
a quality equal to or greater than that of specified door hardware units and BHMA A156.18 for
finishes. Do not furnish manufacturer's standard materials or forming methods if different from
specified standard.

Fasteners: Provide door hardware manufactured to comply with published templates generally
prepared for machine, wood, and sheet metal screws. Provide screws according to commercially
recognized industry standards for application intended. Provide Phillips flat-head screws with finished
heads to match surface of door hardware, unless otherwise indicated.

1. Concealed Fasteners: For door hardware units that are exposed when door is closed, except
for units already specified with concealed fasteners. Do not use through bolts for installation
where bolt head or nut on opposite face is exposed unless it is the only means of securely
attaching the door hardware. Where through bolts are used on hollow door and frame
construction, provide sleeves for each through bolt.

2. Steel Machine or Wood Screws: For the following fire-rated applications:

a. Mortise hinges to doors.
b. Strike plates to frames.
C. Closers to doors and frames.

3. Steel Through Bolts: For the following fire-rated applications, unless door blocking is provided:

a. Surface hinges to doors.
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2.1

b. Closers to doors and frames.
C. Surface-mounted exit devices.

4. Spacers or Sex Bolts: For through bolting of hollow metal doors.
5. Fasteners for Wood Doors: Comply with requirements of DHI WDHS.2, "Recommended
Fasteners for Wood Doors."

FINISHES

Standard: Comply with BHMA A156.18.

Protect mechanical finishes on exposed surfaces from damage by applying a strippable, temporary
protective covering before shipping.

Appearance of Finished Work: Variations in appearance of abutting or adjacent pieces are
acceptable if they are within one-half of the range of approved Samples. Noticeable variations in the
same piece are not acceptable. Variations in appearance of other components are acceptable if they
are within the range of approved Samples and are assembled or installed to minimize contrast.

BHMA Designations: Comply with base material and finish requirements indicated by the following:
1. BHMA 626: Satin chromium plated over nickel, over brass or bronze base metal.

2. BHMA 630: Satin stainless steel, over stainless-steel base metal.
3. BHMA 652: Satin chromium plated over nickel, over steel base metal.

PART 3 - EXECUTION

3.1

A.

3.2

3.3

EXAMINATION

Examine doors and frames, with Installer present, for compliance with requirements for installation
tolerances, labeled fire door assembly construction, wall and floor construction, and other conditions
affecting performance.

Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION
Steel Doors and Frames: Comply with DHI A115 series.
1. Surface-Applied Door Hardware: Drill and tap doors and frames according to SDI 107.

Wood Doors: Comply with DHI A115-W series.

INSTALLATION
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A

3.4

3.5

Mounting Heights: Mount door hardware units at heights indicated in following applicable
publications, unless specifically indicated or required to comply with governing regulations:

1. Standard Steel Doors and Frames: DHI's "Recommended Locations for Architectural Hardware
for Standard Steel Doors and Frames."

2. Custom Steel Doors and Frames: DHI's "Recommended Locations for Builders' Hardware for
Custom Steel Doors and Frames."

3. Wood Doors: DHI WDHS. 3, "Recommended Locations for Architectural Hardware for Wood
Flush Doors."

Install each door hardware item to comply with manufacturer's written instructions. Where cutting and
fitting are required to install door hardware onto or into surfaces that are later to be painted or finished
in another way, coordinate removal, storage, and reinstallation of surface protective trim units with
finishing work specified in Division 9 Sections. Do not install surface-mounted items until finishes
have been completed on substrates involved.

1. Set units level, plumb, and true to line and location. Adjust and reinforce attachment substrates
as necessary for proper installation and operation.

2. Drill and countersink units that are not factory prepared for anchorage fasteners. Space
fasteners and anchors according to industry standards.

Key Control System: Comply with WSU system.

FIELD QUALITY CONTROL

Independent Architectural Hardware Consultant: Owner will engage a qualified independent
Architectural Hardware Consultant to perform inspections and to prepare inspection reports.

1. Independent Architectural Hardware Consultant will inspect door hardware and state in each
report whether installed work complies with or deviates from requirements, including whether
door hardware is properly installed and adjusted.

ADJUSTING

Initial Adjustment: Adjust and check each operating item of door hardware and each door to ensure
proper operation or function of every unit. Replace units that cannot be adjusted to operate as
intended. Adjust door control devices to compensate for final operation of heating and ventilating
equipment and to comply with referenced accessibility requirements.

1. Spring Hinges: Adjust to achieve positive latching when door is allowed to close freely from an
open position of 30 degrees.

2. Door Closers: Adjust sweep period so that, from an open position of 70 degrees, the door will
take at least 3 seconds to move to a point 3 inches from the latch, measured to the leading
edge of the door.

Six-Month Adjustment: Approximately six months after date of Substantial Completion, Installer shall
perform the following:
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3.6

3.7

1. Examine and readjust each item of door hardware as necessary to ensure function of doors,
door hardware, and electrified door hardware.

2. Consult with and instruct Owner's personnel on recommended maintenance procedures.

3 Replace door hardware items that have deteriorated or failed due to faulty design, materials,
or installation of door hardware units.

CLEANING AND PROTECTION

Clean adjacent surfaces soiled by door hardware installation.

Clean operating items as necessary to restore proper function and finish.

Provide final protection and maintain conditions that ensure door hardware is without damage or

deterioration at time of Substantial Completion.

HARDWARE SCHEDULE

General: Provide hardware for each door to comply with requirements of Section "Door Hardware,"

hardware set numbers indicated in door symbol, and in the following schedule of hardware sets.

1. Hardware sets indicate quantity, item, manufacturer and product designation, size, and finish
or color, as applicable.

NO. QTY. ITEM MFG MODEL STYLE/SIZE FINISH
01 Office (non rated)
3 Ea Hinges Hager AB700 4% “x4 Y " 26D
1 Ea Lockset Corbin Russwin CL3361 Newport 26D
1Ea Stop Rockwood 403 26D

END OF SECTION 08710
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SECTION 08950 - INSULATED TRANSLUCENT WALL SYSTEM

PART 1 - GENERAL
1.1 RELATED DOCUMENTS:

A. Drawings and General Provisions of the Contract, including General and Supplementary conditions
and Division 1 Specifications, apply to the Work of the Section.

1.2 SUMMARY

A.  Section includes translucent fiberglass sandwich panel system for window replacement consisting
of 2-3/4" thick flat factory prefabricated into single units, including demolition and disposal and
installation. Preparation of openings to receive the standard system is not by this section. The
following major items are included.

Translucent panels placed in prepared openings (by others)
Installation System
Aluminum flashing.
High insulation values at .23 u-value, NFRC Certified to .27

PO~

B. Related sections include the following:

Painting relating to this project
Preparation of openings.

Additional flashings not included in above.
Structural engineering.

PO~

1.3 PERFORMANCE REQUIREMENTS
A.  Deflection of entire system shall be no more than L/66, unless otherwise indicated.

B.  Structural Loads: Provide system capable of handling the following loads when supporting full dead
load:

1. Wind Load: 25 Ibs per sq. ft.

1.4 SUBMITTALS

A.  Product Data: Submit shop drawings and color samples of face sheets and finishes according to
Division 1.

B. Samples: Submit product sample showing thickness, face sheets, colors and insulation 77 x 12”.
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C.

1.5

Test Reports: To be furnished by systems manufacturer in accordance with Division 1, Submittals.
The manufacturer shall submit certified test reports by an independent testing organization for each
type and class of panel system. Reports shall verify that the material will meet all performance
requirements of this specification. Previously completed test reports will be acceptable if by current
manufacturer and indicative of products used on this project. Test reports required are:

Flame Spread and Smoke Development (UL-723) submit UL card.
Burn Extent (ASTM D-635).

Color Difference (ASTM-2244).

Erosion Resistance (ASTM D-4060).

Impact Strength (UL 972).

Tensile Bond Strength (ASTM C-297) after aging by (ASTM D-1037).
Shear Bond Strength (ASTM D-1002) after 5 different aging conditions.
Beam Bending Strength (ASTM E-72).

: Insulation "U" Factor (by NFRC-100).

10. NFRC Certification.

11. Condensation Resistance Factor (AAMA 1503.1).

12. Class A Roof Covering Burning Brand (ASTM E-108).
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Proof of regular, independent quality control monitoring under a nationally recognized building code
review and listing program including ICC shall be submitted for entire system.

A Daylight Analysis shall be performed and provided showing, in foot candles, a matrix of light
provided three times during the day and four quarters of the year. Results shall be stamped by a
professional engineer and weather weighted for the Utah market.

QUALITY ASSURANCE

Installer Qualifications: Erection shall be by an installer which has been in the business of erecting
and installing specified materials for at least five (5) consecutive years, and can show evidence of
satisfactory completion of projects of similar size, scope and type. A list of past projects will be
submitted for approval.

Shop drawings to be reviewed and stamped by a registered engineer, if required.

System manufacturer must be listed by a recognized building code authority, including the
International Code Conference Evaluations Services, which requires quality control inspections, and
fire, structural and water infiltration testing by an approved agency for sandwich panel systems.

Quiality control inspections; and required testing conducted at least once each year, shall include
manufacturing facilities, sandwich panel components and production sandwich panels for
conformance with "Acceptance Criteria for Sandwich Panels" as regulated by the ICC-ES.

Materials and products shall be manufactured by a company continuously and regularly employed
in the manufacture of specified materials for a period of at least ten (10) consecutive years and which
can show evidence of these materials being satisfactorily used on at least six (6) projects of similar
size, scope and type within such a period. At least three (3) projects in Utah shall have been in
successful use for 8 years or longer.
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1.6

1.7

1.8

Performance Requirement: The manufacturer shall be responsible for the configuration and
fabrication of the complete panel system.

Product Options: Drawings indicate size, dimensions and profile to structural translucent panel
system. Specifications indicate performance required. Other manufacturers that can meet portions
of this specification and wish to be considered alternates must comply with Division 1, Substitutions
and Alternates, and can offer alternate bids for consideration using those guidelines.

PROJECT CONDITIONS

Field Measurements: Verify dimensions in system installation areas and indicate if dimensions on
shop drawings are actual or guaranteed dimensions.

WARRANTY

General Warranty: Any warranties specified in this section shall not alter or change Owners rights and
provisions received under other contract documents, and shall be in addition to those documents.

System manufacturer shall provide written agreement to repair or replace all defective panel and
system craftsmanship for a period of one (1) year, starting at date of delivery. Installer shall provide
a one (1) year warranty against leakage starting from date of installation completion.

PRODUCT HANDLING

Store panels on long edge, several inches above the ground, blocked and under cover to prevent
damage.

1. Follow manufacturer's storage and handling instructions.

PART 2 - PRODUCTS

2.1

A

MANUFACTURERS:

All manufacturers must meet all criteria of this specification. Variations from this specification shall
be deemed non-responsive. Critical areas shall be:

1. Current ICC report on complete system, showing all criteria for Sandwich Panel construction
as per the quality assurance stated above. Old or extended ICBO reports shall not be allowed.
Condensation resistance factors.

Erosion resistance through tests meeting ASTM D-4060.

Structural calculations on the thermally broken panel.

Minimum of 1” on panel thermal break.

Insulation values of .23 u-value with light transmission of 20%.

Sk wd

INSULATED TRANSLUCENT WALL SYSTEM 08950 - 3



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

2.2

7. Compliance with allowed face sheet manufacturers with 25-year non pro-rata warranty.
8.  Complete System certification on NFRC achieving system u-values of .27.

MATERIALS - TRANSLUCENT FACE SHEETS - PANEL FABRICATION

Translucent fiberglass faces shall be manufactured from glass fiber reinforced thermoset resins by
insulated system fabricator especially for architectural use. The 25-year warranty shall be shown from
one of these manufacturers listed. Thermoplastic (e.g., polycarbonate, acrylic) faces are not
acceptable.

1. Approved manufacturers for fiberglass faces used in the sandwich panel construction are:

a. Dupont.
b. Lasco.
C. Kalwall.
d. Resolite.

2. No other manufacturers are approved, no exceptions.

Flammability: The interior face sheet shall be UL listed and have a flame spread rating no greater
than 50 and smoke developed no greater than 250 when tested in accordance with UL 723. Burn
extent by ASTM D-635 shall be no greater than 1". Faces shall not deform, deflect or drip when
subjected to fire or flame, or become detached when subjected to 300°F for 25 minutes.

Weatherability & Erosion Testing: The exterior face shall have a permanent glass erosion barrier
embedded beneath the surface to provide long-term resistance to reinforcing fiber exposure.
Sacrificial surface films or coatings are not acceptable erosion barriers. Exterior face surface loss
shall not exceed .7 mils and 40 mgs when tested in accordance with ASTM D-4060-90 employing
CS17 abrasive wheels at a head load of 500 grams for 1000 cycles.

The exterior face shall have a permanent glass veil erosion barrier integrally embedded to provide
maximum long-term resistance to fiber exposure. Sacrificial plastic surface films, coatings or veils not
acceptable.

Exterior face sheet shall be smooth, .052" thick and hi-impact white in color. Interior face sheet shall
be .045" thick and white in color. Faces shall not vary more than +/- 10% in thickness and be uniform
in color.

1. Exterior face sheets shall be cut straight and aligned with the fiber-reinforcing grid imbedded
in the sheet.

Panel system shall be 2-3/4" thick, made of two (2) sheets of translucent fiberglass, bonded by heat
and pressure to a composite grid core specifically for architectural use.

Thermal Insulation: Panels shall have a NFRC laboratory tested "U" factor of .23 thermally broken -
flat only by ASTM C-236, E-1423 and C-1199. System shall be NFRC certified and achieve a
Certified value of .27.
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H.  Light & Solar Transmission: Panels shall have a light transmission of 15% and solar heat gain of .15
per ASTM E-972.

l. Grid Core:

1. Grid pattern shall be nominal 12” x 24" shoji, aligning with and symmetrical about the horizontal
center line for each flat panel.

2.  The thermally broken I-beam grid core shall be 6063-T6 or 6005-T5 with provisions for
mechanical interlocking of muntin-mullion and perimeter. Width of I-beam shall be no less than
7/16". The |I-beam grid shall be machined to tolerances of not greater than +/- .002". Thermal
break shall be 1” wide minimum.

3. Panels shall withstand 1200°F fire for minimum (1) hour without collapse or exterior flaming.
4. Thermally broken panels shall give minimum CRF (Condensation Resistance Factor) of 80 by
AAMA 1503 measured on the grid line and 90 measured at center of panel.
J. Adhesive:

1. The laminate adhesive shall be heat and pressure resin-type engineered for structural sandwich
panel use, with minimum 25-years field use. Adhesive shall pass testing requirements specified
by the International Conference of Building Officials "Acceptance Criteria for Sandwich Panel
Adhesive".

2. Minimum strength shall be 750 PSI tensile strength by ASTM C-297 after two (2) exposures to
six (6) cycles each of the aging conditions prescribed by ASTM D-1037.

3. Shear strength by ASTM D-1002 minimum after exposures to five (5) separate aging

conditions:

a. 50% Relative Humidity at 73°F: 540 PSI.

b. 182°F: 100 PSI.

C. Accelerated Aging by ASTM D-1037 at room temperature: 800 PSI.
d.  Accelerated Aging by ASTM D-1037 at 182°F: 250 PSI.

e. 500 Hour Oxygen Bomb by ASTM D-572: 1400 PSI.

K.  Impact Resistance:

1. The exterior face sheet shall be uniform in strength, impenetrable by hand-held pencil and repel
an impact equal to 230 ft. Ibs. without fracture or tear when impacted by a 3-1/4" diameter, 5
Ib. Free-falling per UL 972.

L. Translucent structural sandwich panel shall be a true sandwich panel of flat fiberglass sheets bonded
to a grid core of mechanically interlocking I-beams and shall be laminated under a controlled process
of heat and pressure, and deflect no more than 1.9" at 30 psfin 10' by ASTM E-72.

M.  The adhesive bonding line shall be straight, cover the entire width of the I-beam and have a neat,
sharp edge. In order to insure bonding strength, white spots at intersections of muntins and mullions
shall not exceed 4 for each 40 sq. ft. of panel, nor shall they be more than 3/36" in width.

N. Panels and aluminum perimeter frame shall be pre-assembled where practical and sealed at the
factory. Panels should be shipped to the job site in rugged shipping units, ready for erection.
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0.

Perimeter Closure System, Battens and Aluminum Finishes:

1. Closure system shall be extruded 6063-T6 and 6063-T5 aluminum clamp-tite screw type.
Curved closure system may be roll formed.

2. Aluminum closures to be supplied with 300 series stainless steel screws (excluding final
fasteners to building) and shall be factory sealed to the panels. Aluminum battens and cap
plates shall be field installed.

3. All exposed aluminum to be architectural corrosion resistant finish which meets the
performance requirements of AAMA 2604/5, color to be selected from manufacturer's
standards.

4. Flexible sealing tape shall be manufacturer's standard pre-applied to serrated edges of closure
system at factory under controlled conditions.

PART 3 - EXECUTION

3.1

A.

3.2

3.3

3.4

A.

EXAMINATION

Do not install systems until conditions adversely affecting installation and performance have been
corrected.

PREPARATION

This section shall prepare openings including isolating dissimilar materials from aluminum system
which may cause damage by electrolysis, and shall provide temporary enclosures if required.
INSTALLATION

The installer shall erect translucent panel system in strict accordance with approved shop drawings
as supplied by manufacturer, including fastening and sealing. All surfaces shall be cleaned before
sealants are applied.

Secure non-moveable joints and accommodate thermal and mechanical movements.

If required, insure weep holes are correctly installed.

After other trades have completed work on adjacent material, inspect translucent panel installation
and make any adjustments necessary to ensure proper installation and weather-tight conditions.

All staging and lifts required for the complete panel system installation and field measuring shall be
provided by and maintained by the general contractor.

CLEANING

Clean panel system after installation according to manufacturer's recommendations.
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END OF SECTION 08950
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SECTION 09511 - ACOUSTICAL PANEL CEILINGS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.
1.2 SUMMARY
A.  This Section includes acoustical panels and exposed suspension systems for ceilings.
B. Related Sections include the following:
1. Division 1 Section "Submittals".
C. Products furnished, but not installed under this Section, include anchors, clips, and other ceiling
attachment devices to be cast in concrete at ceilings.
1.3 DEFINITIONS
A.  AC: Articulation Class.
B. CAC: Ceiling Attenuation Class.
C. LR: Light Reflectance coefficient.

D. NRC: Noise Reduction Coefficient.

14 SUBMITTALS
A.  Product Data: For each type of product indicated.

B. Samples for Verification: For each component indicated and for each exposed finish required,
prepared on Samples of size indicated below.

1. Acoustical Panel: Set of 6-inch-square samples of each type, color, pattern, and texture.
2. Exposed Suspension System Members, Moldings, and Trim: Set of 12-inch-long samples of
each type, finish, and color.

C. Qualification Data: For testing agency.

D. Field quality-control test reports.
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1.5

1.6

1.7

1.8

1.9

Product Test Reports: Based on evaluation of comprehensive tests performed by a qualified testing
agency, for each acoustical panel ceiling.

Maintenance Data: For finishes to include in maintenance manuals.

QUALITY ASSURANCE

Source Limitations: Obtain each type of acoustical ceiling panel and supporting suspension system
through one source from a single manufacturer.

DELIVERY, STORAGE, AND HANDLING

Deliver acoustical panels, suspension system components, and accessories to Project site in original,
unopened packages and store them in a fully enclosed, conditioned space where they will be
protected against damage from moisture, humidity, temperature extremes, direct sunlight, surface
contamination, and other causes.

Before installing acoustical panels, permit them to reach room temperature and a stabilized moisture
content.

Handle acoustical panels carefully to avoid chipping edges or damaging units in any way.

PROJECT CONDITIONS

Environmental Limitations: Do not install acoustical panel ceilings until spaces are enclosed and
weatherproof, wet work in spaces is complete and dry, work above ceilings is complete, and ambient
temperature and humidity conditions are maintained at the levels indicated for Project when occupied
for its intended use.

COORDINATION

Coordinate layout and installation of acoustical panels and suspension system with other construction
that penetrates ceilings or is supported by them, including light fixtures, HVAC equipment,
fire-suppression system, and partition assemblies.

EXTRA MATERIALS

Furnish extra materials described below that match products installed and that are packaged with
protective covering for storage and identified with labels describing contents.

1. Acoustical Ceiling Panels: Full-size panels equal to 2.0 percent of quantity installed.
Suspension System Components: Quantity of each exposed component equal to 2.0 percent
of quantity installed.

3. Hold-Down Clips: Equal to 2.0 percent of quantity installed.
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PART 2 - PRODUCTS

21 ACOUSTICAL PANELS, GENERAL
A.  Acoustical Panel Standard: Provide manufacturer's standard panels of configuration indicated that
comply with ASTM E 1264 classifications as designated by types, patterns, acoustical ratings, and
light reflectances, unless otherwise indicated.
2.2 ACOUSTICAL PANELS FOR ACOUSTICAL PANEL CEILING
A.  Products: Subject to compliance with requirements, provide one of the following:
1. Non-Fire Resistance-Rated, 2' x 4' panels:
a. Armstrong; 3/4" Ultima with reveal edge

b. BPB USA; 3/4" “Symphony m” by Capaul with reveal edge.
C. USG Interiors, Inc.; 3/4" Mars with reveal edge.

B. Color: White.

C. LR: Not less than 0.89.

D. NRC: Not less than 0.65 to 0.75.
E. CAC: Not less than 35 to 39.

F. AC: Not less than 190.
G. Edge/Joint Detail: Reveal sized to fit flange of exposed suspension system members.
H.  Thickness: 3/4 inch.

l. Modular Size: 24 by 48 inches.

23 METAL SUSPENSION SYSTEMS, GENERAL

A.  Metal Suspension System Standard: Provide manufacturer's standard direct-hung metal suspension
systems of types, structural classifications, and finishes indicated that comply with applicable
requirements in ASTM C 635.

B.  Finishes and Colors, General: Comply with NAAMM's "Metal Finishes Manual for Architectural and

Metal Products" for recommendations for applying and designating finishes. Provide manufacturer's
standard factory-applied finish for type of system indicated.
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C.

24

25

Attachment Devices: Size for five times the design load indicated in ASTM C 635, Table 1, "Direct
Hung," unless otherwise indicated. Comply with seismic design requirements.

1. Power-Actuated Fasteners in Concrete: Fastener system of type suitable for application
indicated, fabricated from corrosion-resistant materials, with clips or other accessory devices
for attaching hangers of type indicated, and with capability to sustain, without failure, a load
equal to 10 times that imposed by ceiling construction, as determined by testing per
ASTM E 1190, conducted by a qualified testing and inspecting agency.

Wire Hangers, Braces, and Ties: Provide wires complying with the following requirements:

1. Zinc-Coated, Carbon-Steel Wire: ASTM A 641/A 641M, Class 1 zinc coating, soft temper.

2. Size: Select wire diameter so its stress at 3 times hanger design load (ASTM C 635, Table 1,
"Direct Hung") will be less than yield stress of wire, but provide not less than 0.106-inch-
diameter wire.

Hanger Rods: Mild steel, zinc coated or protected with rust-inhibitive paint.
Angle Hangers: Angles with legs not less than 7/8 inch wide; formed with 0.04-inch-thick, galvanized
steel sheet complying with ASTM A 653/A 653M, G90 coating designation; with bolted connections

and 5/16-inch-diameter bolts.

Seismic Struts: Manufacturer's standard compression struts designed to accommodate seismic
forces.

Seismic Clips: Manufacturer's standard seismic clips designed and spaced to secure acoustical
panels in-place.
METAL EDGE MOLDINGS AND TRIM

Sheet-Metal Edge Moldings and Trim: Step or “Shadow” type everywhere formed from sheet metal
of same material and finish as that used for exposed flanges of suspension system runners.

1. For lay-in panels, provide stepped-edge molding that forms reveal of same depth and width
as that formed between edge of panel and flange at exposed suspension member.

NON-FIRE-RESISTANCE-RATED, DIRECT-HUNG SUSPENSION SYSTEMS

Wide-Face, Capped, Double-Web, Steel Suspension System: Main and cross runners roll formed
from prepainted or electrolytic zinc-coated, cold-rolled steel sheet, with prefinished 15/16-inch-wide
metal caps on flanges; other characteristics as follows:

1. Structural Classification: Heavy-duty system.
2. End Condition of Cross Runners: Override (stepped) type.
3. Cap Material and Finish: Steel sheet painted white.
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B. Available Products: Subject to compliance with requirements, suspension systems that may be
incorporated in the Work include, but are not limited to, the following:

1. Wide-Face, Capped, Double-Web, Steel Suspension Systems:

a. 1200 System/211-219 Main Tee; Chicago Metallic Corporation.

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine substrates, areas, and conditions, including structural framing to which acoustical panel
ceilings attach or abut, with Installer present, for compliance with requirements specified in this and
other Sections that affect ceiling installation and anchorage and with requirements for installation
tolerances and other conditions affecting performance of acoustical panel ceilings.

1. Proceed with installation only after unsatisfactory conditions have been corrected.

3.2 PREPARATION

A. Measure each ceiling area and establish layout of acoustical panels to balance border widths at
opposite edges of each ceiling. Avoid using less-than-half-width panels at borders, and comply with
layout shown on reflected ceiling plans.

3.3 INSTALLATION

A. General: Install acoustical panel ceilings to comply with ASTM C 636 and seismic design
requirements indicated, per manufacturer's written instructions and CISCA's "Ceiling Systems
Handbook."

B.  Suspend ceiling hangers from building's structural members and as follows:

1. Install hangers plumb and free from contact with insulation or other objects within ceiling
plenum that are not part of supporting structure or of ceiling suspension system.

2. Splay hangers only where required to miss obstructions; offset resulting horizontal forces by
bracing, countersplaying, or other equally effective means.

3. Splay hangers only where required to miss obstructions; offset resulting horizontal forces by
bracing, countersplaying, or other equally effective means.

4. Where width of ducts and other construction within ceiling plenum produces hanger spacings
that interfere with location of hangers at spacings required to support standard suspension
system members, install supplemental suspension members and hangers in form of trapezes
or equivalent devices.

5. Secure wire hangers to ceiling suspension members and to supports above with a minimum
of three tight turns. Connect hangers directly either to structures or to inserts, eye screws, or
other devices that are secure and appropriate for substrate and that will not deteriorate or
otherwise fail due to age, corrosion, or elevated temperatures.
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6. Secure flat, angle, channel, and rod hangers to structure, including intermediate framing
members, by attaching to inserts, eye screws, or other devices that are secure and appropriate
for both structure to which hangers are attached and type of hanger involved. Install hangers
in a manner that will not cause them to deteriorate or fail due to age, corrosion, or elevated
temperatures.

7. Do not support ceilings directly from permanent metal forms or floor deck. Fasten hangers to
power-actuated fasteners that extend into concrete.

8. Space hangers not more than 48 inches o.c. along each member supported directly from
hangers, unless otherwise indicated; provide hangers not more than 8 inches from ends of
each member.

9. Size supplemental suspension members and hangers to support ceiling loads within
performance limits established by referenced standards and publications.

C. Secure bracing wires to ceiling suspension members and to supports with a minimum of four tight
turns. Suspend bracing from building's structural members as required for hangers, without attaching
to permanent metal forms, steel deck, or steel deck tabs. Fasten bracing wires into concrete with
cast-in-place or postinstalled anchors.

D. Install edge moldings and trim of type indicated at perimeter of acoustical ceiling area and where
necessary to conceal edges of acoustical panels.

1. Apply acoustical sealant in a continuous ribbon concealed on back of vertical legs of moldings
before they are installed.

2. Screw attach moldings to substrate at intervals not more than 16 inches o.c. and not more than
3 inches from ends, leveling with ceiling suspension system to a tolerance of 1/8 inch in 12 feet.
Miter corners accurately and connect securely.

3. Do not use exposed fasteners, including pop rivets, on moldings and trim.

E. Install suspension system runners so they are square and securely interlocked with one another.
Remove and replace dented, bent, or kinked members.

F. Install acoustical panels with undamaged edges and fit accurately into suspension system runners
and edge moldings. Scribe and cut panels at borders and penetrations to provide a neat, precise fit.

1. Arrange directionally patterned acoustical panels as follows:
a. Install panels with pattern running in one direction parallel to long axis of space.

2. For reveal-edged panels on suspension system runners, install panels with bottom of reveal
in firm contact with top surface of runner flanges.

3. For reveal-edged panels on suspension system members with box-shaped flanges, install
panels with reveal surfaces in firm contact with suspension system surfaces and panel faces
flush with bottom face of runners.

4. Paint cut edges of panel remaining exposed after installation; match color of exposed panel
surfaces using coating recommended in writing for this purpose by acoustical panel
manufacturer.

3.4 FIELD QUALITY CONTROL

ACOUSTICAL PANEL CEILINGS 09511 -6



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

A.  Testing Agency: Owner will engage a qualified testing agency to perform tests and inspections and
prepare test reports.

B. Remove and replace acoustical panel ceiling hangers and anchors and fasteners that do not pass
tests and inspections and retest as specified above.

3.5 CLEANING

A.  Clean exposed surfaces of acoustical panel ceilings, including trim, edge moldings, and suspension
system members. Comply with manufacturer's written instructions for cleaning and touchup of minor
finish damage. Remove and replace ceiling components that cannot be successfully cleaned and
repaired to permanently eliminate evidence of damage.

END OF SECTION 09511
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SECTION 09912 - INTERIOR PAINTING

PART 1 - GENERAL

1.1

A.

1.2

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY
This Section includes surface preparation and field painting of the following:

1. Exposed interior items and surfaces.
2. Surface preparation, priming, and finish coats specified in this Section are in addition to shop
priming and surface treatment specified in other Sections.

Paint exposed surfaces, except where the paint schedules indicate that a surface or material is not
to be painted or is to remain natural. If the paint schedules do not specifically mention an item or a
surface, paint the item or surface the same as similar adjacent materials or surfaces whether or not
schedules indicate colors. If the schedules do notindicate color or finish, the Architect will select from
standard colors and finishes available.

1. Painting includes field painting of exposed bare and covered pipes and ducts (including color
coding), hangers, exposed steel and iron work, and primed metal surfaces of mechanical and
electrical equipment.

Unless otherwise noted, do not paint prefinished items, concealed surfaces, finished metal surfaces,
operating parts, and labels.

1. Prefinished items include the following factory-finished components:
a. Finished mechanical and electrical equipment.
b. Light fixtures.

C. Distribution cabinets.

2. Concealed surfaces include walls or ceilings in the following generally inaccessible spaces:

a. Furred areas.

b. Ceiling plenums.

C. Utility tunnels, except for gas pipe, which shall be painted.
d. Pipe spaces.

e. Duct shafts.

3. Finished metal surfaces include the following:
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Anodized aluminum.

Stainless steel.

Chromium plate.

Architectural Copper.
Architectural Bronze and brass.

P20 T O

Operating parts include moving parts of operating equipment and the following:

a Valve and damper operators.
b. Linkages.

C Sensing devices.

d Motor and fan shafts.

Labels: Do not paint over Underwriters Laboratories (UL), Factory Mutual (FM), or other code-
required labels or equipment name, identification, performance rating, or nomenclature plates.

1.3 DEFINITIONS

A.  General: Standard coating terms defined in ASTM D 16 apply to this Section.

1.

2.

Flat refers to a lusterless or matte finish with a gloss range below 15 when measured at an 85-
degree meter.

Eggshell refers to low-sheen finish with a gloss range between 5 and 20 when measured at a
60-degree meter.

Satin refers to low-sheen finish with a gloss range between 15 and 35 when measured at a 60-
degree meter.

Semigloss refers to medium-sheen finish with a gloss range between 30 and 65 when
measured at a 60-degree meter.

Full gloss refers to high-sheen finish with a gloss range more than 65 when measured at a 60-
degree meter.

1.4 SUBMITTALS

A. Product Data: For each paint system specified. Include block fillers and primers.

1.

Material List: Provide an inclusive list of required coating materials. Indicate each material and
cross-reference specific coating, finish system, and application. ldentify each material by
manufacturer's catalog number and general classification.

Manufacturer's Information: Provide manufacturer's technical information, including label
analysis and instructions for handling, storing, and applying each coating material proposed for
use.

Certification by the manufacturer that products supplied comply with local regulations
controlling use of volatile organic compounds (VOCs).

B. Samples for Initial Selection: Manufacturer's color charts showing the full range of colors available
for each type of finish-coat material indicated.
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1.5

1.6

1. After color selection, the Architect will furnish color chips for surfaces to be coated.

Samples for Verification: Of each color and material to be applied, with texture to simulate actual
conditions, on representative Samples of the actual substrate.

1. Provide stepped Samples, defining each separate coat, including block fillers and primers. Use
representative colors when preparing Samples for review. Resubmit until required sheen, color,
and texture are achieved.

2. Provide a list of materials and applications for each coat of each sample. Label each sample
for location and application.

3.  Submit Samples on the following substrates for the Architect's review of color and texture only:

a. Concrete: Provide two 4-inch- square samples for each color and finish.
b. Ferrous Metal: Provide two 4-inch- square samples of flat metal and two 8-inch- long
samples of solid metal for each color and finish.

QUALITY ASSURANCE

Applicator Qualifications: Engage an experienced applicator who has completed painting system
applications similar in material and extent to that indicated for this Project with a record of successful
in-service performance.

Source Limitations: Obtain block fillers, primers, and undercoat materials for each coating system
from the same manufacturer as the finish coats.

DELIVERY, STORAGE, AND HANDLING

Deliver materials to the Project Site in manufacturer's original, unopened packages and containers
bearing manufacturer's name and label, and the following information:

Product name or title of material.

Product description (generic classification or binder type).
Manufacturer's stock number and date of manufacture.
Contents by volume, for pigment and vehicle constituents.
Thinning instructions.

Application instructions.

Color name and number.

VOC content.

N RWN =

Store materials not in use in tightly covered containers in a well-ventilated area at a minimum ambient
temperature of 45 deg F. Maintain containers used in storage in a clean condition, free of foreign
materials and residue.

1. Protect from freezing. Keep storage area neat and orderly. Remove oily rags and waste daily.
Take necessary measures to ensure that workers and work areas are protected from fire and
health hazards resulting from handling, mixing, and application.
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1.7

1.8

PROJECT CONDITIONS

Apply water-based paints only when the temperature of surfaces to be painted and surrounding air
temperatures are between 50 and 90 deg F.

Apply solvent-thinned paints only when the temperature of surfaces to be painted and surrounding
air temperatures are between 45 and 95 deg F.

Do not apply paint in snow, rain, fog, or mist; or when the relative humidity exceeds 85 percent; or
at temperatures less than 5 deg F above the dew point; or to damp or wet surfaces.

1. Painting may continue during inclement weather if surfaces and areas to be painted are
enclosed and heated within temperature limits specified by manufacturer during application and
drying periods.

EXTRA MATERIALS
Furnish extra paint materials from the same production run as the materials applied in the quantities
described below. Package paint materials in unopened, factory-sealed containers for storage and

identify with labels describing contents. Deliver extra materials to the Owner.

1. Quantity: Furnish the Owner with an additional 5 percent, but not less than 1 gal. or 1 case,
as appropriate, of each material and color applied.

PART 2 - PRODUCTS

2.1

A

2.2

MANUFACTURERS

Available Products: Subjectto compliance with requirements, products that may be incorporated into
the Work include, but are not limited to, products listed in the paint schedules.

1. PPG Industries, Inc. (PPG).
2. Pratt & Lambert, Inc. (P & L).
3. Sherwin-Williams Co. (S-W).

PAINT MATERIALS, GENERAL

Material Compatibility: Provide block fillers, primers, undercoats, and finish-coat materials that are
compatible with one another and the substrates indicated under conditions of service and application,
as demonstrated by manufacturer based on testing and field experience.
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B.

Material Quality: Provide manufacturer's best-quality paint material of the various coating types
specified. Paint-material containers not displaying manufacturer's product identification will not be
acceptable.

PART 3 - EXECUTION

3.1

A.

3.2

EXAMINATION

Examine substrates, areas, and conditions, with the Applicator present, under which painting will be
performed for compliance with paint application requirements.

1. Do not begin to apply paint until unsatisfactory conditions have been corrected and surfaces
receiving paint are thoroughly dry.

2. Start of painting will be construed as the Applicator's acceptance of surfaces and conditions
within a particular area.

Coordination of Work: Review other Sections in which primers are provided to ensure compatibility
of the total system for various substrates. On request, furnish information on characteristics of finish
materials to ensure use of compatible primers.

1. Notify the Architect about anticipated problems using the materials specified over substrates
primed by others.

PREPARATION

General: Remove hardware and hardware accessories, plates, machined surfaces, lighting fixtures,
and similar items already installed that are not to be painted. If removal is impractical or impossible
because of the size or weight of the item, provide surface-applied protection before surface
preparation and painting.

1. After completing painting operations in each space or area, reinstall items removed using
workers skilled in the trades involved.

Cleaning: Before applying paint or other surface treatments, clean the substrates of substances that
could impair the bond or the surface smoothness of the various coatings. Remove oil, grease,
adhered dirt, dust and debris before cleaning.

1. Schedule cleaning and painting so dust and other contaminants from the cleaning process will
not fall on wet, newly painted surfaces.

Surface Preparation: Clean and prepare surfaces to be painted according to manufacturer's written
instructions for each particular substrate condition and as specified.

1. Provide barrier coats over incompatible primers or remove and reprime.
2. Ferrous Metals: Clean ungalvanized ferrous-metal surfaces that have not been shop coated;
remove oil, grease, dirt, loose mill scale, and other foreign substances. Use solvent or
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3.3

mechanical cleaning methods that comply with the Steel Structures Painting Council's (SSPC)
recommendations.

a. Blast steel surfaces clean as recommended by paint system manufacturer and according
to requirements of SSPC-SP 10.

b. Treat bare and sandblasted or pickled clean metal with a metal treatment wash coat
before priming.

C. Touch up bare areas and shop-applied prime coats that have been damaged. Wire-
brush, clean with solvents recommended by paint manufacturer, and touch up with the
same primer as the shop coat.

Materials Preparation: Mix and prepare paint materials according to manufacturer's written
instructions.

1. Maintain containers used in mixing and applying paint in a clean condition, free of foreign
materials and residue.

2. Stir material before application to produce a mixture of uniform density. Stir as required during
application. Do not stir surface film into material. If necessary, remove surface film and strain
material before using.

3. Use only thinners approved by paint manufacturer and only within recommended limits.

Tinting: Tinteach undercoat a lighter shade to simplify identification of each coat when multiple coats
of the same material are applied. Tint undercoats to match the color of the finish coat, but provide
sufficient differences in shade of undercoats to distinguish each separate coat.

APPLICATION

General: Apply paint according to manufacturer's written instructions. Use applicators and
techniques best suited for substrate and type of material being applied.

1. Paint colors, surface treatments, and finishes are indicated in the schedules.

Do not paint over dirt, rust, scale, grease, moisture, scuffed surfaces, or conditions detrimental

to formation of a durable paint film.

Provide finish coats that are compatible with primers used.

The term "exposed surfaces" includes areas visible when permanent or built-in fixtures,

convector covers, covers for finned-tube radiation, grilles, and similar components are in place.

Extend coatings in these areas, as required, to maintain the system integrity and provide

desired protection.

5. Paint surfaces behind movable equipment and furniture the same as similar exposed surfaces.
Before the final installation of equipment, paint surfaces behind permanently fixed equipment
or furniture with prime coat only.

6. Paint interior surfaces of ducts with a flat, nonspecular black paint where visible through

registers or grilles.

Paint back sides of access panels and removable or hinged covers to match exposed surfaces.

Sand lightly between each succeeding enamel or varnish coat.

P w

® N
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B.  Scheduling Painting: Apply first coat to surfaces that have been cleaned, pretreated, or otherwise
prepared for painting as soon as practicable after preparation and before subsequent surface
deterioration.

1. The number of coats and the film thickness required are the same regardless of application

method. Do not apply succeeding coats until the previous coat has cured as recommended by

the manufacturer. If sanding is required to produce a smooth, even surface according to
manufacturer's written instructions, sand between applications.

Omit primer on metal surfaces that have been shop primed and touchup painted.

If undercoats, stains, or other conditions show through final coat of paint, apply additional coats

until paint film is of uniform finish, color, and appearance. Give special attention to ensure

edges, corners, crevices, welds, and exposed fasteners receive a dry film thickness equivalent
to that of flat surfaces.

4. Allow sufficient time between successive coats to permit proper drying. Do not recoat surfaces
until paint has dried to where it feels firm, does not deform or feel sticky under moderate thumb
pressure, and where application of another coat of paint does not cause the undercoat to lift
or lose adhesion.

wnN

C. Application Procedures: Apply paints and coatings by brush, roller, spray, or other applicators
according to manufacturer's written instructions.

1. Brushes: Use brushes best suited for the type of material applied. Use brush of appropriate
size for the surface or item being painted.

2. Rollers: Use rollers of carpet, velvet back, or high-pile sheep's wool as recommended by the
manufacturer for the material and texture required.

3. Spray Equipment: Use airless spray equipment with orifice size as recommended by the
manufacturer for the material and texture required.

D. Minimum Coating Thickness: Apply paint materials no thinner than manufacturer's recommended
spreading rate. Provide the total dry film thickness of the entire system as recommended by the
manufacturer.

E.  Mechanical and Electrical Work: Painting of mechanical and electrical work is limited to items
exposed in equipment rooms and in occupied spaces.

F. Mechanical items to be painted include, but are not limited to, the following:

1. Piping, pipe hangers, and supports.
2. Ducts work.

G. Prime Coats: Before applying finish coats, apply a prime coat of material, as recommended by the
manufacturer, to material that is required to be painted or finished and that has not been prime
coated by others. Recoat primed and sealed surfaces where evidence of suction spots or unsealed
areas in first coat appears, to ensure a finish coat with no burn through or other defects due to
insufficient sealing.

H. Pigmented (Opaque)Finishes: Completely cover surfaces as necessary to provide a smooth, opaque

surface of uniform finish, color, appearance, and coverage. Cloudiness, spotting, holidays, laps,
brush marks, runs, sags, ropiness, or other surface imperfections will not be acceptable.
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3.4

3.5

3.6

Transparent (Clear) Finishes: Use multiple coats to produce a glass-smooth surface film of even
luster. Provide a finish free of laps, runs, cloudiness, color irregularity, brush marks, orange peel, nail
holes, or other surface imperfections.

1. Provide satin finish for final coats.

Stipple Enamel Finish: Roll and redistribute paint to an even and fine texture. Leave no evidence
of rolling, such as laps, irregularity in texture, skid marks, or other surface imperfections.

Completed Work: Match approved samples for color, texture, and coverage. Remove, refinish, or
repaint work not complying with requirements.
CLEANING

Cleanup: Atthe end of each workday, remove empty cans, rags, rubbish, and other discarded paint
materials from the site.

1. After completing painting, clean glass and paint-spattered surfaces. Remove spattered paint
by washing and scraping. Be careful not to scratch or damage adjacent finished surfaces.
PROTECTION

Protect work of other trades, whether being painted or not, against damage by painting. Correct
damage by cleaning, repairing or replacing, and repainting, as approved by Architect.

Provide "Wet Paint" signs to protect newly painted finishes. Remove temporary protective wrappings
provided by others to protect their work after completing painting operations.

1. At completion of construction activities of other trades, touch up and restore damaged or
defaced painted surfaces. Comply with procedures specified in PDCA P1.

INTERIOR PAINT SCHEDULE

Concrete Substrates, Nontraffic Surfaces:

1. Latex Over Sealer System: MPI INT 3.1A.
a. Prime Coat: Interior latex primer/sealer.
b. Intermediate Coat: Interior latex matching topcoat.

C. Topcoat: Interior latex flat.

Concrete Masonry Units: Provide the following finish systems over interior concrete masonry block
units:

1. Low-Luster, Acrylic-Enamel Finish: 2 finish coats over a block filler.
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Block Filler: High-performance, latex-based, block filler applied at spreading rate
recommended by the manufacturer to achieve a total dry film thickness of not less than
5.0 mils.

1)  PPG:6-7 Speedhide Interior/Exterior Masonry Latex Block Filler.
2) P &L:Z 98 Pro-Hide Plus Latex Block Filler.

First and Second Coats: Low-luster (eggshell or satin), acrylic-latex, interior enamel
applied at spreading rate recommended by the manufacturer to achieve a total dry film
thickness of not less than 2.8 mils.

1)  PPG:89 Line Manor Hall Eggshell Latex Wall and Trim Enamel.
2) P &L:Z/F 4000 Series Accolade Interior Velvet.

C. Gypsum Board: Provide the following finish systems over interior gypsum board surfaces:

1. Low-Luster, Acrylic-Enamel Finish: 2 finish coats over a primer.

a.

Primer: Latex-based, interior primer applied at spreading rate recommended by the
manufacturer to achieve a total dry film thickness of not less than 1.2 mils.

1)  PPG:17-10 Quick-Drying Interior Latex Primer-Sealer.
2) P &L:Z/F 1004 Suprime "4" Interior Latex Wall Primer.

First and Second Coats: Low-luster (eggshell or satin), acrylic-latex, interior enamel
applied at spreading rate recommended by the manufacturer to achieve a total dry film
thickness of not less than 2.8 mils.

1)  PPG:89 Line Manor Hall Eggshell Latex Wall and Trim Enamel.
2) P &L:Z/F 4000 Series Accolade Interior Velvet.

D. Ferrous Metal: Provide the following finish systems over ferrous metal:

1. Semigloss, Alkyd-Enamel Finish: One finish coat over an enamel undercoater and a primer.

a.

Primer:  Quick-drying, rust-inhibitive, alkyd-based or epoxy-metal primer, as
recommended by the manufacturer for this substrate, applied at spreading rate
recommended by the manufacturer to achieve a total dry film thickness of not less than
1.5 mils.

1)  PPG:6-208 Speedhide Interior/Exterior Rust Inhibitive Steel Primer.
2) P &L:S 4551 Tech-Gard High Performance Rust Inhibitor Primer.
3) S-W:Kem Kromik Metal Primer BSON2/B50W1.

Undercoat: Alkyd, interior enamel undercoat or semigloss, interior, alkyd-enamel finish
coat, as recommended by the manufacturer for this substrate, applied at spreading rate
recommended by the manufacturer to achieve a total dry film thickness of not less than
1.2 mils.
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1)  PPG:6-6 Speedhide Interior Quick-Drying Enamel Undercoater.
2) P &L:S/D 1011 Suprime "11" Interior Alkyd Wood Primer.
3) S-W:ProMar 200 Interior Alkyd Semi-Gloss Enamel B34W200.

C. Finish Coat: Odorless, semigloss, alkyd, interior enamel applied at spreading rate
recommended by the manufacturer to achieve a total dry film thickness of not less than
1.4 mils.

1)  PPG:27 Line Wallhide Low Odor Interior Enamel Wall and Trim Semi-Gloss Oil.
2) P &L:S/D 5700 Cellu-Tone Alkyd Satin Enamel.
3) S-W:Classic 99 Interior/Exterior Semi-Gloss Alkyd Enamel A-40 Series.

END OF SECTION 09900
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SECTION 15010 - GENERAL REQUIREMENTS

PART 1 - GENERAL

1.1 GENERAL:

A. General Conditions and Division 01 apply to this Division.
1.2 SCOPE:
A. Includes -
1. Furnish all labor, materials, and equipment necessary for completion of the mechanical
and plumbing scope of work.
2. Furnish and install all motors specified in this Division and be responsible for the proper
operation of electrical powered equipment furnished by this Division.
3. Furnish exact location of electrical connections and information on motor controls to
Division 16.
4, Mechanical Contractor shall obtain the services of independent Test and Balance
Agency.
5. Placing the air conditioning, heating, ventilating, and exhaust systems into full operation
and continuing their operation during each working day of testing and balancing.
6. Making changes in pulleys, belts, and dampers, or adding dampers, as required for the
correct balance as recommended by Balancing Contractor at no additional cost to
Owner.
7. Air balance, final adjustment and test run.
8. The satisfactory performance of the completed systems is a requirement of this
specification.
B. Related Work Specified Elsewhere -

1. Conduit, line voltage wiring, outlets, and disconnect switches specified in Division 16.
2. Magnetic starters and thermal protective devices (heaters) not a factory mounted
integral part of packaged equipment are specified in Division 16.

1.3 SITE INSPECTION:

A

The Contractor shall examine the site and understand the conditions which may affect the
performance of work of this Division before submitting proposals for this work.

No subsequent allowance for time or money will be considered for any consequence related to
failure to examine existing site conditions.

1.4 DRAWINGS:

A

Mechanical drawings show general arrangement of piping, ductwork, equipment, etc; however,
locations are to be regarded as shown diagrammatically only. Follow as closely as actual
building construction and work of other trades will permit.

Because of the small scale of mechanical drawings, it is not possible to indicate all offsets,
fittings, and accessories which may be required. Investigate existing structural and finished
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conditions affecting this work and arrange work accordingly, providing such fittings, valves, and
accessories required to meet conditions.

C. If changes in location of piping, equipment, ducts, etc. are required due to lack of coordination of
work under this division, such changes shall be made without charge. Contractor shall review
drawings with local and state agencies having jurisdiction and any changes required by them
shall be brought to the attention of the Engineer Architect Contracting Officer prior to bidding or
commencement of work.

1.6  CODE REQUIREMENTS, FEES, AND PERMITS:

A. The work shall be installed in accordance with the following applicable codes, ordinances and
standards unless otherwise specified. The codes and standards shall include but not be limited
to and be of the latest and current editions.

American Boiler and Affiliated Industries (AB and Al)

American Gas Association (AGA)

Air Movement and Control Association (AMCA)

American National Standards Institute (ANSI)

Air Conditioning & Refrigeration Institute (ARI)

American Society of Heating, Refrigeration and Air Conditioning Engineers (ASHRAE)
American Society of Mechanical Engineers (ASME)

American Society of Testing Materials (ASTM)

American Standards Association (ASA)

10. American Water Works Association (AWWA)

11. American Welding Society (AWS)

12. Associated Air Balance Council (AABC)

13. Heat Exchange Institute (HEI)

14. Hydraulic Institute (HI)

15. IBR

16. National Electrical Code (NEC)

17. National Fire Protection Association (NFPA)

18. Sheet Metal and Air Conditioning contractors National Association (SMACNA)
19. Underwriters Laboratories (UL)

20. International Building Code (IBC) 2003 Ed

21. International Mechanical Code (IMC) 2003 Ed

22. International Plumbing Code (IPC) with Utah Amendments 2003 Ed

23. Utah State Safety Orders (OSHA/UOSH)

24, Utah Fire Rating Bureau

25. Utah Boiler and Pressure Vessel Law

26. Utah Air Conservation Regulations/Waste Disposal regulations.

27. ASHRAE Ventilation STD.62-2001.

28. Energy Code for Commercial and High Rise Building ASHRAE/IES NA 90.1-2001.

CoNOORrWN =

B. Should drawings conflict with any code, the code shall govern. If drawings and specifications
establish a quality exceeding the code, the drawings and specifications shall govern. If conflicts
do exist among the drawings, specifications and codes, the same shall be brought to the
attention of the Engineer Architect Contracting Officer in writing prior to bidding, otherwise
Contractor shall comply with applicable codes.
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1.7

C.

D.

The latest edition of all codes shall be used.

Contractor shall give all notices, obtain all necessary permits, file necessary plans, prepare
documents and obtain approvals, and pay all fees required for completion of the mechanical
and plumbing work outlined in this Division of the specifications and shown on the Mechanical
Drawings.

OPERATION AND MAINTENANCE MANUAL FOR MECHANICAL SYSTEMS:

A

Upon completion of work and before final payment, Contractor shall furnish and deliver to the
Owner, through the Architect, installation, operation and maintenance manuals with instructions
for all new materials and equipment used in the building. The contractor shall provide three
hard copies of the manuals, and 3 CD’s with electronic copies of the manuals. Electronic
information shall be .PDF format. The CD’s shall include the same information as the hard
copies, and shall be organized in the same manner with electronic bookmarks for each section.
CD case and the CD itself shall be labeled the same as the hard copies of the manuals.

Bind Operation and Maintenance Manual for Mechanical Systems in a hard-backed piano hinge
loose-leaf binder with strong sturdy cover. The project name shall be on the spine and the front
of the binder. The front of the binder shall include the following information:

OPERATION
AND
MAINTENANCE
MANUAL
for MECHANICAL SYSTEMS of

(Name of Project)

(Location of Project)
(Date of Project Award)

(Name of Architect)

Introduction

1. Title page including name of project, project number, date awarded and date of
substantial completion.

2. Second page shall contain the names, phone numbers and addresses of Architect,
Consulting Engineers, Mechanical Contractor, and General Contractor.

3. Third page shall include a Table of Contents for the entire manual.

First Section - Summary

1. First page shall contain the contractor’s warranties.

Second page shall contain a list of names, addresses and phone numbers of contractors
and all sub-contractors and work to which each was assigned.

3. Final page or pages shall contain an equipment list. The list shall contain each item of
equipment or material for which a submittal was required giving ID or tag no as
contained on the drawings make and model No. Serial No. ldentification No. Location in
building, function along with the name, address, and phone number of the supplier.

The second section shall contain Mechanical Equipment O&M data including:
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1. Mechanical maintenance schedule, including a lubrication list when necessary.
Mechanical Equipment Operation and Maintenance Data including:

a. Equipment descriptions

b. Detailed installation instruction, operating and maintenance instructions.
Instructions include in a step by step manner identifying start-up, operating,
shutdown and emergency action sequence sufficiently clear so a person
unfamiliar with the equipment could perform its operations.

C. Equipment drawings, performance curves, operating characteristics, etc.

d. Name addresses and phone number of manufacturer, fabricator and local vender
clearly printed or stamped on cover.

e. Complete parts listing which include catalog number, serial number, contract
number or other accurate provision for ordering replacement and spare parts.

f. Certified drawings, where applicable, showing assembly of parts and general
dimensions.

3. Approved Mechanical submittals

F. The third section shall contain Plumbing Equipment O&M data including:

1. Section shall contain general product catalog cuts, as well as exploded view drawings
with parts lists for all valves and other items with multiple parts.
2. Approved Plumbing submittals

G. The fourth section shall contain Controls O&M data including:
1. Sequence of Operation
2. Description of each operating system included location of switches, breakers,

thermostats, and control devices. Provide a single line diagram, showing set points,
normal operating parameters for all loads, pressures, temperatures and flow check
points; Describe all alarms and cautions for operation.

3. Provide schematic control diagrams, panel diagrams, wiring diagrams, etc. for each
separate fan system, chilled water system, hot water system, exhaust air system,
pumps, etc. Each control diagram shall show a schematic representation of mechanical
equipment and location of start-stop switches, insertion thermostats, thermometers,
pressure gauges, automatic valves, etc. The correct reading for each control instrument
shall be marked on the diagram.

H. The fifth section shall contain a complete air and water test and balance report. The report shall
contain the name, address and phone number of the agency. It shall also include:

1. Floor plans showing all air openings and thermometer locations clearly marked and
cross referenced with data sheets. Format may be 8 1/2 x 11 or 11x14 if legible.

2. Data sheets showing amount of air and water at each setting. See sections 15960 and
15970.

3. List of equipment with date of last calibration.

l. Drawings and reproducible masters of drawings as required in individual specification sections,
are not to be bound in volumes but are to be delivered separate with the maintenance manuals.

J. See the following checklist for assistance in assembling manual:
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Item # Description Y, N, or
NA

1 3 ring heavy duty binder with Project name, number and date on cover and
project name on spine.

2. 0O&M manual on CD (with label on CD matching label on manual). Electronic
copy shall be a PDF file with bookmarks that match the tabsin the hard copy.

3. Title Page [including project name, number, address, date awarded, date of
substantial completion]

4, Second Page Contact List [including architect (if applicable), mechanical
engineer, mechanical contractor, and general contractor (if applicable)]

5. Table of Contents

6. Section 1 - Summary

A. Warranty

B. Mechanical’s Sub-contractor List

C. Vendor List

D. Equipment List

7. Section 2 — Mechanical Equipment

A. Maintenance Schedule (including lubrication list)

B. Mechanical Equipment O&M Data (for each piece of equipment submitted) per
specifications

C. | Approved mechanical submittals

8. Section 3 — Plumbing Equipment

A. Plumbing equipment O& M data

B. Approved plumbing submittals

9. Section 4 - Controls

A. Sequence of Operation

B. Controls diagrams

C. Controls Equipment

10. Section 5 — Test and Balance Report

A. Complete Test and Balance Report per specifications

1.8 OPERATION AND MAINTENANCE INSTRUCTIONS:

A

Contractor shall instruct building maintenance personnel in the operation and maintenance of
the installed mechanical systems utilizing the Operation and Maintenance Manual when so
doing.

Minimum instruction periods shall be as follows -

1. Mechanical - hours.
2. Plumbing - One hour.
3. Temperature Control - Four hours.

Instruction periods shall occur before final inspection when systems are properly working and
before final payment is made.
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D. None of these instructional periods shall overlap each other.
E. An additional four hours of instruction will be provided by each contractor, after 60 days of

system operation by owner to insure proper system operation and answer questions.
1.9 RECORD DRAWINGS:

A. Contractor shall keep an up-to-date set of mechanical and plumbing drawings in his custody
showing all changes in red, clearly defined and neatly drafted by him. At the end of
construction, he shall turn these drawings over to the Engineer Architect Contracting Officer.
Record drawings must be completed and submitted prior to final inspection.

PART 2 - PRODUCTS
(Not Used)

PART 3 - EXECUTION
(Not Used)

END OF SECTION 15010
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SECTION 15050 - BASIC MECHANICAL MATERIALS AND METHODS

PART 1 - GENERAL

1.1

A

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following:

1. Piping materials and installation instructions common to most piping systems.
2. Mechanical demolition.

3. Equipment installation requirements common to equipment sections.

4, Supports and anchorages.

DEFINITIONS

Finished Spaces: Spaces other than mechanical and electrical equipment rooms, furred spaces, pipe
and duct shafts, unheated spaces immediately below roof, spaces above ceilings, unexcavated
spaces, crawlspaces, and tunnels.

Exposed, Interior Installations: Exposed to view indoors. Examples include finished occupied spaces
and mechanical equipment rooms.

Exposed, Exterior Installations: Exposed to view outdoors or subject to outdoor ambient temperatures
and weather conditions. Examples include rooftop locations.

Concealed, Interior Installations: Concealed from view and protected from physical contact by
building occupants. Examples include above ceilings and in duct shafts.

Concealed, Exterior Installations: Concealed from view and protected from weather conditions and
physical contact by building occupants but subject to outdoor ambient temperatures. Examples
include installations within unheated shelters.

The following are industry abbreviations for plastic materials:

1. ABS: Acrylonitrile-butadiene-styrene plastic.

2. CPVC: Chlorinated polyvinyl chloride plastic.

3. PVC: Polyvinyl chloride plastic.

QUALITY ASSURANCE

Steel Pipe Welding: Qualify processes and operators according to ASME Boiler and Pressure Vessel
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1.5

1.6

Code: Section IX, "Welding and Brazing Qualifications."

1. Comply with provisions in ASME B31 Series, "Code for Pressure Piping."

2. Certify that each welder has passed AWS qualification tests for welding processes involved and
that certification is current.

DELIVERY, STORAGE, AND HANDLING

Deliver pipes and tubes with factory-applied end caps. Maintain end caps through shipping, storage,
and handling to prevent pipe end damage and to prevent entrance of dirt, debris, and moisture.

Store plastic pipes protected from direct sunlight. Support to prevent sagging and bending.

COORDINATION

Arrange for pipe spaces, chases, slots, and openings in building structure during progress of
construction, to allow for mechanical installations.

Coordinate installation of required supporting devices and set sleeves in poured-in-place concrete and
other structural components as they are constructed.

Coordinate requirements for access panels and doors for mechanical items requiring access that are
concealed behind finished surfaces.

PART 2 - PRODUCTS

21

A

2.2

MANUFACTURERS

In other Part 2 articles where subparagraph titles below introduce lists, the following requirements
apply for product selection:

1.  Available Manufacturers: Subject to compliance with requirements, manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the
manufacturers specified.

2. Manufacturers: Subject to compliance with requirements, provide products by the
manufacturers specified.

PIPE, TUBE, AND FITTINGS

Refer to individual Division 15 piping Sections for pipe, tube, and fitting materials and joining methods.

Pipe Threads: ASME B1.20.1 for factory-threaded pipe and pipe fittings.
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23 JOINING MATERIALS
A. Refer to individual Division 15 piping Sections for special joining materials not listed below.
B. Solder Filler Metals: ASTM B 32, lead-free alloys. Include water-flushable flux according to
ASTM B 813.
C. Brazing Filler Metals: AWS A5.8, BCuP Series, copper-phosphorus alloys for general-duty brazing,

unless otherwise indicated; and AWS A5.8, BAg1, silver alloy for refrigerant piping, unless otherwise
indicated.

PART 3 - EXECUTION

3.1

A

3.2

MECHANICAL DEMOLITION

Disconnect, demolish, and remove mechanical systems, equipment, and components indicated to be
removed.

1. Piping to Be Removed: Remove portion of piping indicated to be removed and cap or plug
remaining piping with same or compatible piping material.

2. Piping to Be Abandoned in Place: Drain piping and cap or plug piping with same or compatible
piping material.

3. Ducts to Be Removed: Remove portion of ducts indicated to be removed and plug remaining
ducts with same or compatible ductwork material.

4, Ducts to Be Abandoned in Place: Cap or plug ducts with same or compatible ductwork material.

5. Equipment to Be Removed: Disconnect and cap services and remove equipment.

6. Equipment to Be Removed and Reinstalled: Disconnect and cap services and remove, clean,
and store equipment; when appropriate, reinstall, reconnect, and make equipment operational.

7. Equipment to Be Removed and Salvaged: Disconnect and cap services and remove equipment
and deliver to Owner.

If pipe, insulation, or equipment to remain is damaged in appearance or is unserviceable, remove
damaged or unserviceable portions and replace with new products of equal capacity and quality.

PIPING SYSTEMS - COMMON REQUIREMENTS

Install piping according to the following requirements and Division 15 Sections specifying piping
systems.

Drawing plans, schematics, and diagrams indicate general location and arrangement of piping
systems. Drawings do not show every offset, or bend that may be required. Indicated locations and
arrangements were used to size pipe and calculate friction loss, expansion, pump sizing, and other
design considerations. Install piping as indicated unless deviations to layout are approved on
Coordination Drawings.

Install piping in concealed locations, unless otherwise indicated and except in equipment rooms and
service areas.
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D. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles
or parallel to building walls. Diagonal runs are prohibited unless specifically indicated otherwise.
E. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal.
F. Install piping to permit valve servicing.
G. Install piping at indicated slopes.
H. Install piping free of sags and bends.
l. Install fittings for changes in direction and branch connections.
J. Install piping to allow application of insulation.
K.  Select system components with pressure rating equal to or greater than system operating pressure.
L. Fire-Barrier Penetrations: Maintain indicated fire rating of walls, partitions, ceilings, and floors at pipe
penetrations. Seal pipe penetrations with firestop materials.
M.  Verify final equipment locations for roughing-in.
N. Refer to equipment specifications in other Sections of these Specifications for roughing-in
requirements.
3.3 PIPING JOINT CONSTRUCTION
A. Join pipe and fittings according to the following requirements and Division 15 Sections specifying
piping systems.
B. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe.
C. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before assembly.
D. Soldered Joints: Apply ASTM B 813, water-flushable flux, unless otherwise indicated, to tube end.
Construct joints according to ASTM B 828 or CDA's "Copper Tube Handbook," using lead-free solder
alloy complying with ASTM B 32.
E. Brazed Joints: Construct joints according to AWS's "Brazing Handbook," "Pipe and Tube" Chapter,
using copper-phosphorus brazing filler metal complying with AWS A5.8.
3.4 PIPING CONNECTIONS
A.  Make connections according to the following, unless otherwise indicated:

1. Install unions, in piping NPS 2 and smaller, adjacent to each valve and at final connection to
each piece of equipment.
2. Install flanges, in piping NPS 2-1/2 and larger, adjacent to flanged valves and at final connection

to each piece of equipment.
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3. Dry Piping Systems: Install dielectric unions and flanges to connect piping materials of
dissimilar metals.

4. Wet Piping Systems: Install dielectric coupling and nipple fittings to connect piping materials of
dissimilar metals.

3.5 EQUIPMENT INSTALLATION - COMMON REQUIREMENTS

A. Install equipment to allow maximum possible headroom unless specific mounting heights are not
indicated.
B. Install equipment level and plumb, parallel and perpendicular to other building systems and

components in exposed interior spaces, unless otherwise indicated.

C. Install mechanical equipment to facilitate service, maintenance, and repair or replacement of
components. Connect equipment for ease of disconnecting, with minimum interference to other
installations. Extend grease fittings to accessible locations.

D. Install equipment to allow right of way for piping installed at required slope.

END OF SECTION 15050
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SECTION 15074 - VIBRATION AND SEISMIC CONTROLS FOR HVAC PIPING AND EQUIPMENT
PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.
1.2 SUMMARY
A.  This Section includes the following:
1. Restrained vibration isolation roof-curb rails.
2. Restraining braces and cables.
1.3 DEFINITIONS
A. IBC: International Building Code.

B. ICC-ES: ICC-Evaluation Service.

1.4 PERFORMANCE REQUIREMENTS
A.  Wind-Restraint Loading:
1. Basic Wind Speed: Per owner’s design standards.
2. Building Classification Category: As defined in the IBC.
3 Minimum 10 Ib/sq. ft. multiplied by the maximum area of the HVAC component projected on a
vertical plane that is normal to the wind direction, and 45 degrees either side of normal.

B. Seismic-Restraint Loading:

1. Site Class: As defined in the IBC.
2. Assigned Seismic Use Group or Building Category: As defined in the IBC.

a. Component Importance Factor: 1.5.

1.5 SUBMITTALS
A.  Product Data: For the following:
1. Include rated load, rated deflection, and overload capacity for each vibration isolation device.

2. lllustrate and indicate style, material, strength, fastening provision, and finish for each type and
size of seismic-restraint component used.
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3.

a. Tabulate types and sizes of seismic restraints, complete with report numbers and rated
strength in tension and shear as evaluated by an evaluation service member of ICC-ES or
an agency acceptable to authorities having jurisdiction.

b.  Annotate to indicate application of each product submitted and compliance with
requirements.

Interlocking Snubbers: Include ratings for horizontal, vertical, and combined loads.

B. Delegated-Design Submittal: For vibration isolation and seismic-restraint details indicated to comply
with performance requirements and design criteria, including analysis data signed and sealed by the
qualified professional engineer responsible for their preparation.

1.

Design Calculations: Calculate static and dynamic loading due to equipment weight and
operation, seismic and wind forces required to select vibration isolators, seismic and wind
restraints, and for designing vibration isolation bases.

a. Coordinate design calculations with wind load calculations required for equipment
mounted outdoors. Comply with requirements in other Division 15 Sections for equipment
mounted outdoors.

Riser Supports: Include riser diagrams and calculations showing anticipated expansion and
contraction at each support point, initial and final loads on building structure, spring deflection
changes, and seismic loads. Include certification that riser system has been examined for
excessive stress and that none will exist.

Vibration Isolation Base Details: Detail overall dimensions, including anchorages and
attachments to structure and to supported equipment. Include auxiliary motor slides and rails,
base weights, equipment static loads, power transmission, component misalignment, and
cantilever loads.

Seismic- and Wind-Restraint Details:

a. Design Analysis: To support selection and arrangement of seismic and wind restraints.
Include calculations of combined tensile and shear loads.

b. Details: Indicate fabrication and arrangement. Detail attachments of restraints to the
restrained items and to the structure. Show attachment locations, methods, and spacings.
Identify components, list their strengths, and indicate directions and values of forces
transmitted to the structure during seismic events. Indicate association with vibration
isolation devices.

C. Coordinate seismic-restraint and vibration isolation details with wind-restraint details
required for equipment mounted outdoors. Comply with requirements in other Division 15
Sections for equipment mounted outdoors.

d. Preapproval and Evaluation Documentation: By an evaluation service member of ICC-ES
or an agency acceptable to authorities having jurisdiction, showing maximum ratings of
restraint items and the basis for approval (tests or calculations).

C. Coordination Drawings: Show coordination of seismic bracing for HVAC piping and equipment with
other systems and equipment in the vicinity, including other supports and seismic restraints.

D. Welding certificates.

E. Qualification Data: For professional engineer and testing agency.
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F. Field quality-control test reports.
1.6 QUALITY ASSURANCE
A.  Testing Agency Qualifications: An independent agency, with the experience and capability to conduct
the testing indicated, that is a nationally recognized testing laboratory (NRTL) as defined by OSHA in
29 CFR 1910.7, and that is acceptable to authorities having jurisdiction.
B. Comply with seismic-restraint requirements in the IBC unless requirements in this Section are more
stringent.
C. Welding: Qualify procedures and personnel according to AWS D1.1/D1.1M, "Structural Welding Code
- Steel."
D. Seismic-restraint devices shall have horizontal and vertical load testing and analysis and shall bear

anchorage preapproval OPA number from OSHPD, preapproval by ICC-ES, or preapproval by
another agency acceptable to authorities having jurisdiction, showing maximum seismic-restraint
ratings. Ratings based on independent testing are preferred to ratings based on calculations. If
preapproved ratings are not available, submittals based on independent testing are preferred.
Calculations (including combining shear and tensile loads) to support seismic-restraint designs must
be signed and sealed by a qualified professional engineer.

PART 2 - PRODUCTS

21

A

RESTRAINED VIBRATION ISOLATION ROOF-CURB RAILS

Manufacturers: Subject to compliance with requirements, isolation curb shall be provided by rooftop
unit manufacturer.

General Requirements for Restrained Vibration Isolation Roof-Curb Rails: Factory-assembled, fully
enclosed, insulated, air- and watertight curb rail designed to resiliently support equipment and to
withstand seismic and wind forces.

Lower Support Assembly: Formed sheet-metal section containing adjustable and removable steel
springs that support upper frame. Upper frame shall provide continuous support for equipment and
shall be captive to resiliently resist seismic and wind forces. Lower support assembly shall have a
means for attaching to building structure and a wood nailer for attaching roof materials, and shall be
insulated with a minimum of 2 inches of rigid, glass-fiber insulation on inside of assembly.

Spring Isolators:  Adjustable, restrained spring isolators shall be mounted on 1/4-inch- thick,
elastomeric vibration isolation pads and shall have access ports, for level adjustment, with removable
waterproof covers at all isolator locations. Isolators shall be located so they are accessible for
adjustment at any time during the life of the installation without interfering with the integrity of the roof.

1. Restrained Spring Isolators: Freestanding, steel, open-spring isolators with seismic and wind
restraint.
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a. Housing: Steel with resilient vertical-limit stops and adjustable equipment mounting and
leveling bolt.

b. Outside Spring Diameter: Not less than 80 percent of the compressed height of the spring
at rated load.

C. Minimum Additional Travel: 50 percent of the required deflection at rated load.

d. Lateral Stiffness: More than 80 percent of rated vertical stiffness.

e. Overload Capacity: Support 200 percent of rated load, fully compressed, without
deformation or failure.

2. Pads: Arranged in single or multiple layers of sufficient stiffness for uniform loading over pad
area, molded with a nonslip pattern and galvanized-steel baseplates, and factory cut to sizes
that match requirements of supported equipment.

a. Resilient Material: Oil- and water-resistant standard neoprene or natural rubber.
E.  Snubber Bushings: All-directional, elastomeric snubber bushings at least 1/4 inch thick.
F.  Water Seal: Galvanized sheet metal with EPDM seals at corners, attached to upper support frame,
extending down past wood nailer of lower support assembly, and counterflashed over roof materials.

2.2 SEISMIC-RESTRAINT DEVICES

A.  Manufacturers: Subject to compliance with requirements, provide products by one of the following:
Amber/Booth Company, Inc.
Hilti, Inc.
Kinetics Noise Control.
Mason Industries.

Unistrut; Tyco International, Ltd.
Prior approved equal.

ok wh =

B. General Requirements for Restraint Components: Rated strengths, features, and applications shall
be as defined in reports by an evaluation service member of ICC-ES or an agency acceptable to
authorities having jurisdiction.

1. Structural Safety Factor: Allowable strength in tension, shear, and pullout force of components
shall be at least four times the maximum seismic forces to which they will be subjected.

C. Snubbers: Factory fabricated using welded structural-steel shapes and plates, anchor bolts, and
replaceable resilient isolation washers and bushings.

1. Anchor bolts for attaching to concrete shall be seismic-rated, drill-in, and stud-wedge or female-
wedge type.

2. Resilient Isolation Washers and Bushings: Qil- and water-resistant neoprene.

3. Maximum 1/4-inch air gap, and minimum 1/4-inch- thick resilient cushion.

D. Channel Support System: MFMA-3, shop- or field-fabricated support assembly made of slotted steel
channels with accessories for attachment to braced component at one end and to building structure at
the other end and other matching components and with corrosion-resistant coating; and rated in
tension, compression, and torsion forces.
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E.

2.3

Restraint Cables: -steel cables with end connections made of steel assemblies with thimbles,
brackets, swivel, and bolts designed for restraining cable service; and with a minimum of two
clamping bolts for cable engagement.

Hanger Rod Stiffener: Steel tube or steel slotted-support-system sleeve with internally bolted
connections or Reinforcing steel angle clamped to hanger rod.

FACTORY FINISHES

Finish: Manufacturer's standard paint applied to factory-assembled and -tested equipment before
shipping.

Powder coating on springs and housings.

All hardware shall be galvanized. Hot-dip galvanize metal components for exterior use.

Baked enamel or powder coat for metal components on isolators for interior use.

Color-code or otherwise mark vibration isolation and seismic- and wind-control devices to
indicate capacity range.

hPOwON -~

PART 3 - EXECUTION

3.1

A

3.2

3.3

EXAMINATION

Examine areas and equipment to receive vibration isolation and seismic- and wind-control devices for
compliance with requirements for installation tolerances and other conditions affecting performance.

Examine roughing-in of reinforcement and cast-in-place anchors to verify actual locations before
installation.

Proceed with installation only after unsatisfactory conditions have been corrected.

APPLICATIONS

Multiple Pipe Supports: Secure pipes to trapeze member with clamps approved for application by an
evaluation service member of ICC-ES or an agency acceptable to authorities having jurisdiction.

Hanger Rod Stiffeners: Install hanger rod stiffeners where indicated or scheduled on Drawings to
receive them and where required to prevent buckling of hanger rods due to seismic forces.

Strength of Support and Seismic-Restraint Assemblies: Where not indicated, select sizes of
components so strength will be adequate to carry present and future static and seismic loads within
specified loading limits.

VIBRATION-CONTROL AND SEISMIC-RESTRAINT DEVICE INSTALLATION

Comply with requirements in Division 7 Section "Roof Accessories" for installation of roof curbs,
equipment supports, and roof penetrations.
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B.

3.4

3.5

Equipment Restraints:

1. Install seismic snubbers on HVAC equipment mounted on vibration isolators. Locate snubbers
as close as possible to vibration isolators and bolt to equipment base and supporting structure.

2. Install resilient bolt isolation washers on equipment anchor bolts where clearance between
anchor and adjacent surface exceeds 0.125 inch.

3. Install seismic-restraint devices using methods approved by an evaluation service member of

ICC-ES or an agency acceptable to authorities having jurisdiction providing required submittals
for component.

Piping Restraints:

1. Comply with requirements in MSS SP-127.

2. Space lateral supports a maximum of 40 feet o.c., and longitudinal supports a maximum of 80
feet o.c.

3. Brace a change of direction longer than 12 feet.

Install cables so they do not bend across edges of adjacent equipment or building structure.

Install seismic-restraint devices using methods approved by an evaluation service member of ICC-ES
or an agency acceptable to authorities having jurisdiction providing required submittals for component.

Install bushing assemblies for anchor bolts for floor-mounted equipment, arranged to provide resilient
media between anchor bolt and mounting hole in concrete base.

Install bushing assemblies for mounting bolts for wall-mounted equipment, arranged to provide
resilient media where equipment or equipment-mounting channels are attached to wall.

Attachment to Structure: If specific attachment is not indicated, anchor bracing to structure at flanges
of beams, at upper truss chords of bar joists, or at concrete members.

ACCOMMODATION OF DIFFERENTIAL SEISMIC MOTION

Install flexible connections in piping where they cross seismic joints, where adjacent sections or
branches are supported by different structural elements, and where the connections terminate with
connection to equipment that is anchored to a different structural element from the one supporting the
connections as they approach equipment. Comply with requirements in Division 15 Section "Hydronic
Piping" for piping flexible connections.

FIELD QUALITY CONTROL

Testing Agency: Leave a qualified testing agency to perform tests and inspections.

Perform tests and inspections.

Tests and Inspections:

1. Provide evidence of recent calibration of test equipment by a testing agency acceptable to
authorities having jurisdiction.
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3.7

2. Schedule test with Owner, through Architect, before connecting anchorage device to restrained
component (unless postconnection testing has been approved), and with at least seven days'
advance notice.

Obtain Architect's approval before transmitting test loads to structure. Provide temporary load-
spreading members.

Test at least four of each type and size of installed anchors and fasteners selected by Architect.

Test to 90 percent of rated proof load of device.

Measure isolator restraint clearance.

Measure isolator deflection.

Verify snubber minimum clearances.

If a device fails test, modify all installations of same type and retest until satisfactory results are
achieved.

w
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Remove and replace malfunctioning units and retest as specified above.

Prepare test and inspection reports.

ADJUSTING

Adjust isolators after piping system is at operating weight.

Adjust limit stops on restrained spring isolators to mount equipment at normal operating height. After
equipment installation is complete, adjust limit stops so they are out of contact during normal
operation.

Adjust air-spring leveling mechanism.

Adjust active height of spring isolators.

Adjust restraints to permit free movement of equipment within normal mode of operation.

DEMONSTRATION

Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust,
operate, and maintain air-mounting systems. Refer to Division 1 Section "Demonstration and
Training."

END OF SECTION 15074
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SECTION 15075 - MECHANICAL IDENTIFICATION

PART 1 - GENERAL

1.1

A

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following mechanical identification materials and their installation:

1. Equipment nameplates.

2. Equipment signs.

3. Access panel and door markers.

SUBMITTALS

Product Data: For each type of product indicated.

Samples: For color, letter style, and graphic representation required for each identification material
and device.

Valve numbering scheme.

Valve Schedules: For each piping system. Furnish extra copies (in addition to mounted copies) to
include in maintenance manuals.

QUALITY ASSURANCE

ASME Compliance: Comply with ASME A13.1, "Scheme for the Identification of Piping Systems," for
letter size, length of color field, colors, and viewing angles of identification devices for piping.
COORDINATION

Coordinate installation of identifying devices with completion of covering and painting of surfaces
where devices are to be applied.

Coordinate installation of identifying devices with location of access panels and doors.

Install identifying devices before installing acoustical ceilings and similar concealment.
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PART 2 - PRODUCTS

2.1

A

EQUIPMENT IDENTIFICATION DEVICES

Equipment Nameplates: Metal, with data engraved or stamped, for permanent attachment on
equipment.

1. Data:

a. Manufacturer, product name, model number, and serial number.
b. Capacity, operating and power characteristics, and essential data.
C. Labels of tested compliances.

2. Location: Accessible and visible.
3. Fasteners: As required to mount on equipment.

Equipment Signs: ASTM D 709, Type |, cellulose, paper-base, phenolic-resin-laminate engraving
stock; Grade ES-2, black surface, black phenolic core, with white melamine subcore, unless otherwise
indicated. Fabricate in sizes required for message. Provide holes for mechanical fastening.

1. Data: Instructions for operation of equipment and for safety procedures.
Engraving: Manufacturer's standard letter style, 1/5” or larger with terms to match equipment
identification.

3.  Thickness: 1/8 inch, unless otherwise indicated.

4. Fasteners: Self-tapping, stainless-steel screws or contact-type, permanent adhesive.

Access Panel and Door Markers: 1/16-inch- thick, engraved laminated plastic, with abbreviated terms
and numbers corresponding to identification. Provide 1/8-inch center hole for attachment.

1. Fasteners: Self-tapping, stainless-steel screws or contact-type, permanent adhesive.

PART 3 - EXECUTION

3.1

A

3.2

APPLICATIONS, GENERAL

Products specified are for applications referenced in other Division 15 Sections. If more than single-
type material, device, or label is specified for listed applications, selection is Installer's option.

EQUIPMENT IDENTIFICATION

Install and permanently fasten equipment nameplates on each major item of mechanical equipment
that does not have nameplate or has nameplate that is damaged or located where not easily visible.
Locate nameplates where accessible and visible. Include nameplates for the following general
categories of equipment:

1. Fuel-burning units, including boilers, furnaces, heaters, etc.
2. Pumps, compressors, chillers, condensers, and similar motor-driven units.
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3. Heat exchangers, coils, evaporators, cooling towers, heat recovery units, and similar equipment.
4. Fans, blowers, primary balancing dampers, and mixing boxes.
5. Packaged HVAC central-station and zone-type units.

3.3

3.4

A

Install equipment signs with screws or permanent adhesive on or near each major item of mechanical
equipment. Locate signs where accessible and visible.

1.

Identify mechanical equipment with equipment markers in the following color codes:

a. Green: For cooling equipment and components.
b. Orange: For heating equipment and components.

Letter Size: Minimum 1/4 inch for name of units if viewing distance is less than 24 inches, 1/2
inch for viewing distances up to 72 inches, and proportionately larger lettering for greater
viewing distances. Include secondary lettering two-thirds to three-fourths the size of principal
lettering.

Data: Distinguish among multiple units, indicate operational requirements, indicate safety and
emergency precautions, warn of hazards and improper operations, and identify units.

Include signs for the following general categories of equipment:

a. Main control and operating valves, including safety devices and hazardous units such as
gas outlets.
b. Fuel-burning units, including boilers, furnaces, heaters, etc.

C. Pumps, compressors, chillers, condensers, and similar motor-driven units.

d. Heat exchangers, coils, evaporators, cooling towers, heat recovery units, and similar
equipment.

e. Fans, blowers, primary balancing dampers, and mixing boxes.

f. Packaged HVAC central-station and zone-type units.

g. Tanks and pressure vessels.

h. Strainers, filters, humidifiers, water-treatment systems, and similar equipment.

Install access panel markers with screws on equipment access panels.

ADJUSTING

Relocate mechanical identification materials and devices that have become visually blocked by other

work.

CLEANING

Clean faces of mechanical identification devices and glass frames of valve schedules.

END OF SECTION 15075
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SECTION 15082 - PLUMBING INSULATION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY
A. Section Includes:
1. Insulation Materials:

a. Calcium silicate.
b. Flexible elastomeric.
C. Mineral fiber.

Insulating cements.
Adhesives.

Lagging adhesives.
Sealants.
Factory-applied jackets.
Field-applied jackets.
Tapes.

Securements.

0. Corner angles.
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B. Related Sections include the following:

1. Division 15 Section "HVAC Insulation."

1.3 SUBMITTALS

A. Product Data: For each type of product indicated. Include thermal conductivity, thickness, and
jackets (both factory and field applied, if any).

B. Qualification Data: For qualified Installer.

1.4 QUALITY ASSURANCE
A. Installer Qualifications: Skilled mechanics who have successfully completed an apprenticeship

program or another craft training program certified by the Department of Labor, Bureau of
Apprenticeship and Training.
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B.

1.5

1.6

1.7

Fire-Test-Response Characteristics: Insulation and related materials shall have fire-test-response
characteristics indicated, as determined by testing identical products per ASTM E 84, by a testing and
inspecting agency acceptable to authorities having jurisdiction. Factory label insulation and jacket
materials and adhesive, mastic, tapes, and cement material containers, with appropriate markings of
applicable testing and inspecting agency.

1. Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed index of
50 or less.

2. Insulation Installed Outdoors: Flame-spread index of 75 or less, and smoke-developed index of
150 or less.

DELIVERY, STORAGE, AND HANDLING

Packaging: Insulation material containers shall be marked by manufacturer with appropriate ASTM
standard designation, type and grade, and maximum use temperature.

COORDINATION

Coordinate size and location of supports, hangers, and insulation shields specified in Division 15
Section "Hangers and Supports."

Coordinate clearance requirements with piping Installer for piping insulation application and
equipment Installer for equipment insulation application. Before preparing piping Shop Drawings,
establish and maintain clearance requirements for installation of insulation and field-applied jackets
and finishes and for space required for maintenance.

Coordinate installation and testing of heat tracing.

SCHEDULING

Schedule insulation application after pressure testing systems and, where required, after installing
and testing heat tracing. Insulation application may begin on segments that have satisfactory test
results.

Complete installation and concealment of plastic materials as rapidly as possible in each area of
construction.

PART 2 - PRODUCTS

21

A

INSULATION MATERIALS
Comply with requirements in Part 3 schedule articles for where insulating materials shall be applied.
Products shall not contain asbestos, lead, mercury, or mercury compounds.

Foam insulation materials shall not use CFC or HCFC blowing agents in the manufacturing process.
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D.

2.2

23

Calcium Silicate:

1.

Preformed Pipe Sections: Flat-, curved-, and grooved-block sections of noncombustible,
inorganic, hydrous calcium silicate with a non-asbestos fibrous reinforcement. Comply with
ASTM C 533, Type |.

Flat-, curved-, and grooved-block sections of noncombustible, inorganic, hydrous calcium
silicate with a non-asbestos fibrous reinforcement. Comply with ASTM C 533, Type |.
Prefabricated Fitting Covers: Comply with ASTM C 450 and ASTM C 585 for dimensions used
in preforming insulation to cover valves, elbows, tees, and flanges.

Flexible Elastomeric: Closed-cell, sponge- or expanded-rubber materials. Comply with ASTM C 534,
Type | for tubular materials and Type Il for sheet materials.

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Aeroflex USA Inc.; Aerocel.

Armacell LLC; AP Armaflex.

RBX Corporation; Insul-Sheet 1800 and Insul-Tube 180.
Prior approved equal.

apow

Mineral-Fiber, Preformed Pipe Insulation;

1.

Products: Subject to compliance with requirements, provide one of the following:

Fibrex Insulations Inc.; Coreplus 1200.
Johns Manville; Micro-Lok.

Knauf Insulation; 1000(Pipe Insulation.
Manson Insulation Inc.; Alley-K.

Owens Corning; Fiberglas Pipe Insulation.
Prior approved equal.
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INSULATING CEMENTS

Mineral-Fiber Insulating Cement: Comply with ASTM C 195.

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

a. Insulco, Division of MFS, Inc.; Triple I.
b. P. K. Insulation Mfg. Co., Inc.; Super-Stik.
C. Prior approved equal.

ADHESIVES

Materials shall be compatible with insulation materials, jackets, and substrates and for bonding
insulation to itself and to surfaces to be insulated, unless otherwise indicated.
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B.  Calcium Silicate Adhesive: Fibrous, sodium-silicate-based adhesive with a service temperature range
of 50 to 800 deg F.

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products, Division of ITW; CP-97.

Foster Products Corporation, H. B. Fuller Company; 81-27/81-93.
Marathon Industries, Inc.; 290.

Mon-Eco Industries, Inc.; 22-30.

Vimasco Corporation; 760.

Prior approved equal.

~Po0ToD

C. Flexible Elastomeric and Polyolefin Adhesive: Comply with MIL-A-24179A, Type Il, Class I.

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Aeroflex USA Inc.; Aeroseal.

Armacell LCC; 520 Adhesive.

Foster Products Corporation, H. B. Fuller Company; 85-75.
RBX Corporation; Rubatex Contact Adhesive.

Prior approved equal.

P20 TD

D. Mineral-Fiber Adhesive: Comply with MIL-A-3316C, Class 2, Grade A.

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products, Division of ITW; CP-82.

Foster Products Corporation, H. B. Fuller Company; 85-20.
ITW TACC, Division of lllinois Tool Works; S-90/80.
Marathon Industries, Inc.; 225.

Mon-Eco Industries, Inc.; 22-25.

Prior approved equal.

~Po0ToD

E. ASJ Adhesive, and FSK and PVDC Jacket Adhesive: Comply with MIL-A-3316C, Class 2, Grade A
for bonding insulation jacket lap seams and joints.

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products, Division of ITW; CP-82.

Foster Products Corporation, H. B. Fuller Company; 85-20.
ITW TACC, Division of lllinois Tool Works; S-90/80.
Marathon Industries, Inc.; 225.

Mon-Eco Industries, Inc.; 22-25.

Prior approved equal.

NCNCH IS Y

F.  PVC Jacket Adhesive: Compatible with PVC jacket.
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25

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Dow Chemical Company (The); 739, Dow Silicone.

Johns-Manville; Zeston Perma-Weld, CEEL-TITE Solvent Welding Adhesive.
P.1.C. Plastics, Inc.; Welding Adhesive.

Red Devil, Inc.; Celulon Ultra Clear.

Speedline Corporation; Speedline Vinyl Adhesive.

Prior approved equal.

~Po0oTw

LAGGING ADHESIVES

Description: Comply with MIL-A-3316C Class I, Grade A and shall be compatible with insulation
materials, jackets, and substrates.

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products, Division of ITW; CP-52.

Foster Products Corporation, H. B. Fuller Company; 81-42.
Marathon Industries, Inc.; 130.

Mon-Eco Industries, Inc.; 11-30.

Vimasco Corporation; 136.

Prior approved equal.

~PQo0TD

2. Fire-resistant, water-based lagging adhesive and coating for use indoors to adhere fire-resistant
lagging cloths over equipment and pipe insulation.

3. Service Temperature Range: Minus 50 to plus 180 deg F.

4. Color: White.

SEALANTS

Joint Sealants:

1.

rwbN

Joint Sealants for Cellular-Glass, Phenolic, and Polyisocyanurate Products: Subject to
compliance with requirements, available products that may be incorporated into the Work
include, but are not limited to, the following:

Childers Products, Division of ITW; CP-76.

Foster Products Corporation, H. B. Fuller Company; 30-45.
Marathon Industries, Inc.; 405.

Mon-Eco Industries, Inc.; 44-05.

Pittsburgh Corning Corporation; Pittseal 444.

Vimasco Corporation; 750.

g. Prior approved equal.

~0o0TW

Materials shall be compatible with insulation materials, jackets, and substrates.
Permanently flexible, elastomeric sealant.
Service Temperature Range: Minus 100 to plus 300 deg F.
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5.

Color: White or gray.

B. ASJ Flashing Sealants, and Vinyl, PVDC, and PVC Jacket Flashing Sealants:

1.

oo

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

a. Childers Products, Division of ITW; CP-76.
b. Prior approved equal.

Materials shall be compatible with insulation materials, jackets, and substrates.
Fire- and water-resistant, flexible, elastomeric sealant.

Service Temperature Range: Minus 40 to plus 250 deg F.

Color: White.

2.6 FACTORY-APPLIED JACKETS

A. Insulation system schedules indicate factory-applied jackets on various applications. When factory-
applied jackets are indicated, comply with the following:

1.

2.

ASJ: White, kraft-paper, fiberglass-reinforced scrim with aluminum-foil backing; complying with
ASTM C 1136, Type |.

ASJ-SSL: ASJ with self-sealing, pressure-sensitive, acrylic-based adhesive covered by a
removable protective strip; complying with ASTM C 1136, Type I.

FSK Jacket: Aluminum-foil, fiberglass-reinforced scrim with kraft-paper backing; complying with
ASTM C 1136, Type II.

PVDC Jacket for Indoor Applications: 4-mil- thick, white PVDC biaxially oriented barrier film
with a permeance at 0.02 perms when tested according to ASTM E 96 and with a flame-spread
index of 5 and a smoke-developed index of 20 when tested according to ASTM E 84.

a. Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

1)  Dow Chemical Company (The); Saran 540 Vapor Retarder Film and Saran 560
Vapor Retarder Film.
2)  Prior approved equal.

PVDC Jacket for Outdoor Applications: 6-mil- thick, white PVDC biaxially oriented barrier film
with a permeance at 0.01 perms when tested according to ASTM E 96 and with a flame-spread
index of 5 and a smoke-developed index of 25 when tested according to ASTM E 84.

a. Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

1)  Dow Chemical Company (The); Saran 540 Vapor Retarder Film and Saran 560
Vapor Retarder Film.
2) Prior approved equal.

PVDC-SSL Jacket: PVDC jacket with a self-sealing, pressure-sensitive, acrylic-based adhesive
covered by a removable protective strip.
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a. Products: Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

1)  Dow Chemical Company (The); Saran 540 Vapor Retarder Film and Saran 560
Vapor Retarder Film.
2) Prior approved equal.

2.7 FIELD-APPLIED JACKETS

A. Field-applied jackets shall comply with ASTM C 921, Type I, unless otherwise indicated.

B. PVC Jacket: High-impact-resistant, UV-resistant PVC complying with ASTM D 1784, Class 16354-C;
thickness as scheduled; roll stock ready for shop or field cutting and forming. Thickness is indicated
in field-applied jacket schedules.

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

a. Johns Manville; Zeston.

b. P.1.C. Plastics, Inc.; FG Series.

C. Proto PVC Corporation; LoSmoke.

d. Speedline Corporation; SmokeSafe.

e. Prior approved equal.

2. Adhesive: As recommended by jacket material manufacturer.
3. Color: White.
4. Factory-fabricated fitting covers to match jacket if available; otherwise, field fabricate.

a. Shapes: 45- and 90-degree, short- and long-radius elbows, tees, valves, flanges, unions,
reducers, end caps, soil-pipe hubs, traps, mechanical joints, and P-trap and supply covers
for lavatories.

5. Factory-fabricated tank heads and tank side panels.
2.8 TAPES

A. ASJ Tape: White vapor-retarder tape matching factory-applied jacket with acrylic adhesive,
complying with ASTM C 1136.

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Avery Dennison Corporation, Specialty Tapes Division; Fasson 0835.
Compac Corp.; 104 and 105.

Ideal Tape Co., Inc., an American Biltrite Company; 428 AWF ASJ.
Venture Tape; 1540 CW Plus, 1542 CW Plus, and 1542 CW Plus/SQ.
Prior approved equal.

®o0TD

Width: 3 inches.
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3. Thickness: 11.5 mils.
4. Adhesion: 90 ounces force/inch in width.
5. Elongation: 2 percent.
6.  Tensile Strength: 40 Ibf/inch in width.
7.  ASJ Tape Disks and Squares: Precut disks or squares of ASJ tape.

2.9

2.10

PVC Tape: White vapor-retarder tape matching field-applied PVC jacket with acrylic adhesive.
Suitable for indoor and outdoor applications.

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Avery Dennison Corporation, Specialty Tapes Division; Fasson 0555.
Compac Corp.; 130.

Ideal Tape Co., Inc., an American Biltrite Company; 370 White PVC tape.
Venture Tape; 1506 CW NS.

Prior approved equal.

caooTp

Width: 2 inches.

Thickness: 6 mils.

Adhesion: 64 ounces force/inch in width.
Elongation: 500 percent.

Tensile Strength: 18 Ibf/inch in width.

ok wd

SECUREMENTS
Bands:

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products; Bands.

PABCO Metals Corporation; Bands.
RPR Products, Inc.; Bands.

Prior approved equal.

oo

2.  Stainless Steel: ASTM A 167 or ASTM A 240/A 240M, Type 304 or Type 316; 0.015 inch thick,
3/4 inch wide with wing or closed seal.

3. Aluminum: ASTM B 209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch thick, 3/4
inch wide with wing or closed seal.

4. Springs: Twin spring set constructed of stainless steel with ends flat and slotted to accept metal
bands. Spring size determined by manufacturer for application.

CORNER ANGLES

PVC Corner Angles: 30 mils thick, minimum 1 by 1 inch, PVC according to ASTM D 1784,
Class 16354-C. White or color-coded to match adjacent surface.
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B.

Aluminum Corner Angles: 0.040 inch thick, minimum 1 by 1 inch, aluminum according to
ASTM B 209, Alloy 3003, 3005, 3105 or 5005; Temper H-14.

Stainless-Steel Corner Angles: 0.024 inch thick, minimum 1 by 1 inch, stainless steel according to
ASTM A 167 or ASTM A 240/A 240M, Type 304 or 316.

PART 3 - EXECUTION

3.1

A

3.2

3.3

EXAMINATION

Examine substrates and conditions for compliance with requirements for installation and other
conditions affecting performance of insulation application.

1. Verify that systems and equipment to be insulated have been tested and are free of defects.
2. Verify that surfaces to be insulated are clean and dry.
3. Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION

Surface Preparation: Clean and dry surfaces to receive insulation. Remove materials that will
adversely affect insulation application.

Surface Preparation: Clean and prepare surfaces to be insulated. Before insulating, apply a
corrosion coating to insulated surfaces as follows:

1. Stainless Steel: Coat 300 series stainless steel with an epoxy primer 5 mils thick and an epoxy
finish 5 mils thick if operating in a temperature range between 140 and 300 deg F. Consult
coating manufacturer for appropriate coating materials and application methods for operating
temperature range.

2. Carbon Steel: Coat carbon steel operating at a service temperature between 32 and 300 deg F
with an epoxy coating. Consult coating manufacturer for appropriate coating materials and
application methods for operating temperature range.

Coordinate insulation installation with the trade installing heat tracing. Comply with requirements for
heat tracing that apply to insulation.

Mix insulating cements with clean potable water; if insulating cements are to be in contact with
stainless-steel surfaces, use demineralized water.
GENERAL INSTALLATION REQUIREMENTS

Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; free of
voids throughout the length of equipment and piping including fittings, valves, and specialties.

Install insulation materials, forms, vapor barriers or retarders, jackets, and thicknesses required for
each item of equipment and pipe system as specified in insulation system schedules.
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C.

Install accessories compatible with insulation materials and suitable for the service. Install
accessories that do not corrode, soften, or otherwise attack insulation or jacket in either wet or dry
state.

Install insulation with longitudinal seams at top and bottom of horizontal runs.

Install multiple layers of insulation with longitudinal and end seams staggered.

Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties.
Keep insulation materials dry during application and finishing.

Install insulation with tight longitudinal seams and end joints. Bond seams and joints with adhesive
recommended by insulation material manufacturer.

Install insulation with least number of joints practical.

Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers,
supports, anchors, and other projections with vapor-barrier mastic.

1. Install insulation continuously through hangers and around anchor attachments.

2. For insulation application where vapor barriers are indicated, extend insulation on anchor legs
from point of attachment to supported item to point of attachment to structure. Taper and seal
ends at attachment to structure with vapor-barrier mastic.

3. Install insert materials and install insulation to tightly join the insert. Seal insulation to insulation
inserts with adhesive or sealing compound recommended by insulation material manufacturer.

4, Cover inserts with jacket material matching adjacent pipe insulation. Install shields over jacket,
arranged to protect jacket from tear or puncture by hanger, support, and shield.

Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet and
dry film thicknesses.

Install insulation with factory-applied jackets as follows:

1. Draw jacket tight and smooth.

2. Cover circumferential joints with 3-inch- wide strips, of same material as insulation jacket.
Secure strips with adhesive and outward clinching staples along both edges of strip, spaced 4
inches o.c.

3. Overlap jacket longitudinal seams at least 1-1/2 inches. |Install insulation with longitudinal
seams at bottom of pipe. Clean and dry surface to receive self-sealing lap. Staple laps with
outward clinching staples along edge at 2 inches o.c.

a. For below ambient services, apply vapor-barrier mastic over staples.

4. Cover joints and seams with tape as recommended by insulation material manufacturer to
maintain vapor seal.

5. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints and at ends
adjacent to pipe flanges and fittings.

Cut insulation in a manner to avoid compressing insulation more than 75 percent of its nominal
thickness.
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N.  Finish installation with systems at operating conditions. Repair joint separations and cracking due to
thermal movement.

O. Repair damaged insulation facings by applying same facing material over damaged areas. Extend
patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches similar to butt
joints.

P. For above ambient services, do not install insulation to the following:

1. Vibration-control devices.

2. Testing agency labels and stamps.

3. Nameplates and data plates.

4. Manholes.

5. Handholes.

6. Cleanouts.

3.4 PENETRATIONS

A. Insulation Installation at Roof Penetrations: Install insulation continuously through roof penetrations.
1. Seal penetrations with flashing sealant.

2. For applications requiring only indoor insulation, terminate insulation above roof surface and
seal with joint sealant. For applications requiring indoor and outdoor insulation, install insulation
for outdoor applications tightly joined to indoor insulation ends. Seal joint with joint sealant.

3. Extend jacket of outdoor insulation outside roof flashing at least 2 inches below top of roof
flashing.

4.  Seal jacket to roof flashing with flashing sealant.

3.5 GENERAL PIPE INSULATION INSTALLATION

A. Requirements in this article generally apply to all insulation materials except where more specific
requirements are specified in various pipe insulation material installation articles.

B. Insulation Installation on Fittings, Valves, Strainers, Flanges, and Unions:

1. Install insulation over fittings, valves, strainers, flanges, unions, and other specialties with
continuous thermal and vapor-retarder integrity, unless otherwise indicated.
2. Insulate pipe elbows using preformed fitting insulation or mitered fittings made from same

material and density as adjacent pipe insulation. Each piece shall be butted tightly against
adjoining piece and bonded with adhesive. Fill joints, seams, voids, and irregular surfaces with
insulating cement finished to a smooth, hard, and uniform contour that is uniform with adjoining
pipe insulation.

3. Insulate tee fittings with preformed fitting insulation or sectional pipe insulation of same material
and thickness as used for adjacent pipe. Cut sectional pipe insulation to fit. Butt each section
closely to the next and hold in place with tie wire. Bond pieces with adhesive.

4. Insulate valves using preformed fitting insulation or sectional pipe insulation of same material,
density, and thickness as used for adjacent pipe. Overlap adjoining pipe insulation by not less
than two times the thickness of pipe insulation, or one pipe diameter, whichever is thicker. For
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valves, insulate up to and including the bonnets, valve stuffing-box studs, bolts, and nuts. Fill
joints, seams, and irregular surfaces with insulating cement.

Insulate strainers using preformed fitting insulation or sectional pipe insulation of same material,
density, and thickness as used for adjacent pipe. Overlap adjoining pipe insulation by not less
than two times the thickness of pipe insulation, or one pipe diameter, whichever is thicker. Fill
joints, seams, and irregular surfaces with insulating cement. Insulate strainers so strainer
basket flange or plug can be easily removed and replaced without damaging the insulation and
jacket. Provide a removable reusable insulation cover. For below ambient services, provide a
design that maintains vapor barrier.

Insulate flanges and unions using a section of oversized preformed pipe insulation. Overlap
adjoining pipe insulation by not less than two times the thickness of pipe insulation, or one pipe
diameter, whichever is thicker.

Cover segmented insulated surfaces with a layer of finishing cement and coat with a mastic.
Install vapor-barrier mastic for below ambient services and a breather mastic for above ambient
services. Reinforce the mastic with fabric-reinforcing mesh. Trowel the mastic to a smooth and
well-shaped contour.

For services not specified to receive a field-applied jacket except for flexible elastomeric and
polyolefin, install fitted PVC cover over elbows, tees, strainers, valves, flanges, and unions.
Terminate ends with PVC end caps. Tape PVC covers to adjoining insulation facing using PVC
tape.

Stencil or label the outside insulation jacket of each union with the word "UNION." Match size
and color of pipe labels.

C. Insulate instrument connections for thermometers, pressure gages, pressure temperature taps, test
connections, flow meters, sensors, switches, and transmitters on insulated pipes, vessels, and
equipment. Shape insulation at these connections by tapering it to and around the connection with
insulating cement and finish with finishing cement, mastic, and flashing sealant.

D. Install removable insulation covers at locations indicated. Installation shall conform to the following:

1.

2.

Make removable flange and union insulation from sectional pipe insulation of same thickness as
that on adjoining pipe. Install same insulation jacket as adjoining pipe insulation.

When flange and union covers are made from sectional pipe insulation, extend insulation from
flanges or union long at least two times the insulation thickness over adjacent pipe insulation on
each side of flange or union. Secure flange cover in place with stainless-steel or aluminum
bands. Select band material compatible with insulation and jacket.

Construct removable valve insulation covers in same manner as for flanges except divide the
two-part section on the vertical center line of valve body.

When covers are made from block insulation, make two halves, each consisting of mitered
blocks wired to stainless-steel fabric. Secure this wire frame, with its attached insulation, to
flanges with tie wire. Extend insulation at least 2 inches over adjacent pipe insulation on each
side of valve. Fill space between flange or union cover and pipe insulation with insulating
cement. Finish cover assembly with insulating cement applied in two coats. After first coat is
dry, apply and trowel second coat to a smooth finish.

Unless a PVC jacket is indicated in field-applied jacket schedules, finish exposed surfaces with
a metal jacket.

3.6 CALCIUM SILICATE INSULATION INSTALLATION

A. Insulation Installation on Straight Pipes and Tubes:
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1. Secure single-layer insulation with stainless-steel bands at 12-inch intervals and tighten bands

without deforming insulation materials.
2. Install 2-layer insulation with joints tightly butted and staggered at least 3 inches. Secure inner

3.7

layer with wire spaced at 12-inch intervals. Secure outer layer with stainless-steel bands at 12-
inch intervals.

3.  Apply a skim coat of mineral-fiber, hydraulic-setting cement to insulation surface. When cement
is dry, apply flood coat of lagging adhesive and press on one layer of glass cloth or tape.
Overlap edges at least 1 inch. Apply finish coat of lagging adhesive over glass cloth or tape.
Thin finish coat to achieve smooth, uniform finish.

Insulation Installation on Pipe Flanges:

1. Install preformed pipe insulation to outer diameter of pipe flange.

Make width of insulation section same as overall width of flange and bolts, plus twice the
thickness of pipe insulation.

3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent
straight pipe segments with cut sections of block insulation of same material and thickness as
pipe insulation.

4, Finish flange insulation same as pipe insulation.

Insulation Installation on Pipe Fittings and Elbows:

1. Install preformed sections of same material as straight segments of pipe insulation when
available. Secure according to manufacturer's written instructions.

2. When preformed insulation sections of insulation are not available, install mitered sections of
calcium silicate insulation. Secure insulation materials with wire or bands.

3. Finish fittings insulation same as pipe insulation.

Insulation Installation on Valves and Pipe Specialties:

1. Install mitered segments of calcium silicate insulation to valve body. Arrange insulation to
permit access to packing and to allow valve operation without disturbing insulation.
2. Install insulation to flanges as specified for flange insulation application.

3. Finish valve and specialty insulation same as pipe insulation.

FLEXIBLE ELASTOMERIC INSULATION INSTALLATION

Seal longitudinal seams and end joints with manufacturer's recommended adhesive to eliminate
openings in insulation that allow passage of air to surface being insulated.

Insulation Installation on Pipe Flanges:

1. Install pipe insulation to outer diameter of pipe flange.

2. Make width of insulation section same as overall width of flange and bolts, plus twice the
thickness of pipe insulation.

3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent
straight pipe segments with cut sections of sheet insulation of same thickness as pipe
insulation.

4, Secure insulation to flanges and seal seams with manufacturer's recommended adhesive to
eliminate openings in insulation that allow passage of air to surface being insulated.
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C.

3.8

Insulation Installation on Pipe Fittings and Elbows:

1. Install mitered sections of pipe insulation.
2. Secure insulation materials and seal seams with manufacturer's recommended adhesive to
eliminate openings in insulation that allow passage of air to surface being insulated.

Insulation Installation on Valves and Pipe Specialties:

1. Install preformed valve covers manufactured of same material as pipe insulation when available.
When preformed valve covers are not available, install cut sections of pipe and sheet insulation
to valve body. Arrange insulation to permit access to packing and to allow valve operation
without disturbing insulation.

3. Install insulation to flanges as specified for flange insulation application.

4, Secure insulation to valves and specialties and seal seams with manufacturer's recommended
adhesive to eliminate openings in insulation that allow passage of air to surface being insulated.

MINERAL-FIBER INSULATION INSTALLATION
Insulation Installation on Straight Pipes and Tubes:

1. Secure each layer of preformed pipe insulation to pipe with wire or bands and tighten bands
without deforming insulation materials.

2. Where vapor barriers are indicated, seal longitudinal seams, end joints, and protrusions with
vapor-barrier mastic and joint sealant.

3. For insulation with factory-applied jackets on above ambient surfaces, secure laps with outward
clinched staples at 6 inches o.c.

4. For insulation with factory-applied jackets on below ambient surfaces, do not staple longitudinal
tabs but secure tabs with additional adhesive as recommended by insulation material
manufacturer and seal with vapor-barrier mastic and flashing sealant.

Insulation Installation on Pipe Flanges:

—

Install preformed pipe insulation to outer diameter of pipe flange.

2. Make width of insulation section same as overall width of flange and bolts, plus twice the
thickness of pipe insulation.

3. Fill voids between inner circumference of flange insulation and outer circumference of adjacent
straight pipe segments with mineral-fiber blanket insulation.

4. Install jacket material with manufacturer's recommended adhesive, overlap seams at least 1

inch, and seal joints with flashing sealant.

Insulation Installation on Pipe Fittings and Elbows:

1. Install preformed sections of same material as straight segments of pipe insulation when
available.

2. When preformed insulation elbows and fittings are not available, install mitered sections of pipe
insulation, to a thickness equal to adjoining pipe insulation. Secure insulation materials with
wire or bands.

Insulation Installation on Valves and Pipe Specialties:
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3.9

3.10

3.1

1. Install preformed sections of same material as straight segments of pipe insulation when
available.

2. When preformed sections are not available, install mitered sections of pipe insulation to valve
body.

3.  Arrange insulation to permit access to packing and to allow valve operation without disturbing
insulation.

4. Install insulation to flanges as specified for flange insulation application.

FIELD-APPLIED JACKET INSTALLATION

Where PVC jackets are indicated, install with 1-inch overlap at longitudinal seams and end joints; for
horizontal applications, install with longitudinal seams along top and bottom of tanks and vessels.
Seal with manufacturer's recommended adhesive.

1. Apply two continuous beads of adhesive to seams and joints, one bead under lap and the finish
bead along seam and joint edge.

Except where specifically noted otherwise, provide PVC jackets at all locations where insulation is
exposed or susceptible to damage. This includes any areas where piping is exposed less than 8
inches AFF. This does not include crawl spaces or utility tunnels. Install with 2-inch overlap at
longitudinal seams and end joints. Overlap longitudinal seams arranged to shed water. Seal end
joints with weatherproof sealant recommended by insulation manufacturer. Secure jacket with
stainless-steel bands 12 inches o.c. and at end joints.

FIELD QUALITY CONTROL
Tests and Inspections:

1. Inspect pipe, fittings, strainers, and valves, randomly selected by Architect, by removing field-
applied jacket and insulation in layers in reverse order of their installation. Extent of inspection
shall be limited to three locations of straight pipe, three locations of threaded fittings, three
locations of welded fittings, two locations of threaded strainers, two locations of welded
strainers, three locations of threaded valves, and three locations of flanged valves for each pipe
service defined in the "Piping Insulation Schedule, General" Article.

All insulation applications will be considered defective Work if sample inspection reveals
noncompliance with requirements.

PIPING INSULATION SCHEDULE, GENERAL

Acceptable preformed pipe and tubular insulation materials and thicknesses are identified for each
piping system and pipe size range. If more than one material is listed for a piping system, selection
from materials listed is Contractor's option.

Items Not Insulated: Unless otherwise indicated, do not install insulation on the following:

1. Drainage piping located in crawl spaces.
2. Underground piping.
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3.12

3.13

3. Chrome-plated pipes and fittings unless there is a potential for personnel injury.

INDOOR PIPING INSULATION SCHEDULE
Domestic Cold Water:
1. 1 % inch and Smaller: Insulation shall be one of the following:
a. Flexible Elastomeric: 1/2 inch thick.
b. Mineral-Fiber, Preformed Pipe Insulation, Type I: 1/2 inch thick.
INDOOR, FIELD-APPLIED JACKET SCHEDULE

Install jacket over insulation material. For insulation with factory-applied jacket, install the field-applied
jacket over the factory-applied jacket.

If more than one material is listed, selection from materials listed is Contractor's option.
Piping, Concealed:

1. None.

Piping, Exposed:

1. PVC: 20 mils thick.

END OF SECTION 15082
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SECTION 15083 - HVAC INSULATION

PART 1 - GENERAL

1.1

A

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

Section Includes:

1. Insulation Materials:
a. Mineral fiber.

Insulating cements.
Adhesives.

Lagging adhesives.
Sealants.

Tapes.
Securements.
Corner angles.

N>R WN

Related Sections:

1. Division 15 Section "Metal Ducts" for duct liners.

SUBMITTALS

Product Data: For each type of product indicated. Include thermal conductivity, thickness, and
jackets (both factory and field applied, if any).

Qualification Data: For qualified Installer.

Material Test Reports: From a qualified testing agency acceptable to authorities having jurisdiction
indicating, interpreting, and certifying test results for compliance of insulation materials, sealers,
attachments, cements, and jackets, with requirements indicated. Include dates of tests and test
methods employed.

Field quality-control reports.
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1.4 QUALITY ASSURANCE
A. Installer Qualifications: Skilled mechanics who have successfully completed an apprenticeship

1.5

1.6

1.7

program or another craft training program certified by the Department of Labor, Bureau of
Apprenticeship and Training.

Fire-Test-Response Characteristics: Insulation and related materials shall have fire-test-response
characteristics indicated, as determined by testing identical products per ASTM E 84, by a testing and
inspecting agency acceptable to authorities having jurisdiction. Factory label insulation and jacket
materials and adhesive, mastic, tapes, and cement material containers, with appropriate markings of
applicable testing and inspecting agency.

1. Insulation Installed Indoors: Flame-spread index of 25 or less, and smoke-developed index of
50 or less.

2. Insulation Installed Outdoors: Flame-spread index of 75 or less, and smoke-developed index of
150 or less.

DELIVERY, STORAGE, AND HANDLING

Packaging: Insulation material containers shall be marked by manufacturer with appropriate ASTM
standard designation, type and grade, and maximum use temperature.

COORDINATION

Coordinate size and location of supports, hangers, and insulation shields specified in Division 15
Section "Hangers and Supports."

Coordinate clearance requirements with piping Installer for piping insulation application, duct Installer
for duct insulation application, and equipment Installer for equipment insulation application. Before
preparing piping and ductwork Shop Drawings, establish and maintain clearance requirements for
installation of insulation and field-applied jackets and finishes and for space required for maintenance.

Coordinate installation and testing of heat tracing.

SCHEDULING

Schedule insulation application after pressure testing systems and, where required, after installing
and testing heat tracing. Insulation application may begin on segments that have satisfactory test
results.

Complete installation and concealment of plastic materials as rapidly as possible in each area of
construction.
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PART 2 - PRODUCTS

2.1

A

2.2

2.3

INSULATION MATERIALS
Comply with requirements in Part 3 schedule articles for where insulating materials shall be applied.
Products shall not contain asbestos, lead, mercury, or mercury compounds.

Products that come in contact with stainless steel shall have a leachable chloride content of less than
50 ppm when tested according to ASTM C 871.

Insulation materials for use on austenitic stainless steel shall be qualified as acceptable according to
ASTM C 795.

Foam insulation materials shall not use CFC or HCFC blowing agents in the manufacturing process.

Mineral-Fiber Blanket Insulation: Mineral or glass fibers bonded with a thermosetting resin. Comply
with ASTM C 553, Type Il and ASTM C 1290, Type l. Factory-applied jacket requirements are
specified in "Factory-Applied Jackets" Article.

1. Products: Subject to compliance with requirements, provide one of the following:

CertainTeed Corp.; Duct Wrap.

Johns Manville; Microlite.

Knauf Insulation; Duct Wrap.

Manson Insulation Inc.; Alley Wrap.
Owens Corning; All-Service Duct Wrap.
Prior approved equal.

~PQo0TD

INSULATING CEMENTS
Mineral-Fiber Insulating Cement: Comply with ASTM C 195.

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

a. Insulco, Division of MFS, Inc.; Triple I.
b. P. K. Insulation Mfg. Co., Inc.; Super-Stik.
C. Prior approved equal.

ADHESIVES

Materials shall be compatible with insulation materials, jackets, and substrates and for bonding
insulation to itself and to surfaces to be insulated, unless otherwise indicated.

Mineral-Fiber Adhesive: Comply with MIL-A-3316C, Class 2, Grade A.
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24

25

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products, Division of ITW; CP-82.

Foster Products Corporation, H. B. Fuller Company; 85-20.
ITW TACC, Division of lllinois Tool Works; S-90/80.
Marathon Industries, Inc.; 225.

Mon-Eco Industries, Inc.; 22-25.

Prior approved equal.

~Po0Tw

LAGGING ADHESIVES

Description: Comply with MIL-A-3316C Class I, Grade A and shall be compatible with insulation
materials, jackets, and substrates.

1.

Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products, Division of ITW; CP-52.

Foster Products Corporation, H. B. Fuller Company; 81-42.
Marathon Industries, Inc.; 130.

Mon-Eco Industries, Inc.; 11-30.

Vimasco Corporation; 136.

Prior approved equal.

~PQo0TD

2. Fire-resistant, water-based lagging adhesive and coating for use indoors to adhere fire-resistant
lagging cloths over duct, equipment, and pipe insulation.

3. Service Temperature Range: Minus 50 to plus 180 deg F.

4. Color: White.

SEALANTS

Joint Sealants:

1.

rwbN

Joint Sealants for Cellular-Glass, Phenolic, and Polyisocyanurate Products: Subject to
compliance with requirements, available products that may be incorporated into the Work
include, but are not limited to, the following:

Childers Products, Division of ITW; CP-76.

Foster Products Corporation, H. B. Fuller Company; 30-45.
Marathon Industries, Inc.; 405.

Mon-Eco Industries, Inc.; 44-05.

Pittsburgh Corning Corporation; Pittseal 444.

Vimasco Corporation; 750.

g. Prior approved equal.

~0o0TW

Materials shall be compatible with insulation materials, jackets, and substrates.
Permanently flexible, elastomeric sealant.
Service Temperature Range: Minus 100 to plus 300 deg F.
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5.  Color: White or gray.

2.6 TAPES

A. FSK Tape: Foil-face, vapor-retarder tape matching factory-applied jacket with acrylic adhesive;
complying with ASTM C 1136.

1. Products: Subject to compliance with requirements, provide one of the following:
a.  Avery Dennison Corporation, Specialty Tapes Division; Fasson 0827.
b.  Compac Corp.; 110 and 111.
C. Ideal Tape Co., Inc., an American Biltrite Company; 491 AWF FSK.
d. Venture Tape; 1525 CW, 1528 CW, and 1528 CW/SQ.
e. Prior approved equal.

Width: 3 inches.

Thickness: 6.5 mils.

Adhesion: 90 ounces force/inch in width.

Elongation: 2 percent.

Tensile Strength: 40 Ibf/inch in width.

FSK Tape Disks and Squares: Precut disks or squares of FSK tape.

Nookwd

B.  Aluminum-Foil Tape: Vapor-retarder tape with acrylic adhesive.

1. Products: Subject to compliance with requirements, provide one of the following:
a.  Avery Dennison Corporation, Specialty Tapes Division; Fasson 0800.
b. Compac Corp.; 120.
C. Ideal Tape Co., Inc., an American Biltrite Company; 488 AWF.
d.  Venture Tape; 3520 CW.
e. Prior approved equal.

Width: 2 inches.

Thickness: 3.7 mils.

Adhesion: 100 ounces force/inch in width.
Elongation: 5 percent.

Tensile Strength: 34 Ibf/inch in width.

ok wd

2.7 SECUREMENTS
A. Bands:

1. Products:  Subject to compliance with requirements, available products that may be
incorporated into the Work include, but are not limited to, the following:

Childers Products; Bands.

PABCO Metals Corporation; Bands.
RPR Products, Inc.; Bands.

Prior approved equal.

apow
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2. Stainless Steel: ASTM A 167 or ASTM A 240/A 240M, Type 304 or Type 316; 0.015 inch thick,
1/2 inch wide.
3. Aluminum: ASTM B 209, Alloy 3003, 3005, 3105, or 5005; Temper H-14, 0.020 inch thick, 1/2
inch wide.

2.8

4.  Springs: Twin spring set constructed of stainless steel with ends flat and slotted to accept metal
bands. Spring size determined by manufacturer for application.
CORNER ANGLES

PVC Corner Angles: 30 mils thick, minimum 1 by 1 inch, PVC according to ASTM D 1784,
Class 16354-C. White or color-coded to match adjacent surface.

Aluminum Corner Angles: 0.040 inch thick, minimum 1 by 1 inch, aluminum according to
ASTM B 209, Alloy 3003, 3005, 3105 or 5005; Temper H-14.

PART 3 - EXECUTION

3.1

A

3.2

EXAMINATION

Examine substrates and conditions for compliance with requirements for installation and other
conditions affecting performance of insulation application.

1. Verify that systems and equipment to be insulated have been tested and are free of defects.
2. \Verify that surfaces to be insulated are clean and dry.
3. Proceed with installation only after unsatisfactory conditions have been corrected.

PREPARATION

Surface Preparation: Clean and dry surfaces to receive insulation. Remove materials that will
adversely affect insulation application.

Surface Preparation: Clean and prepare surfaces to be insulated. Before insulating, apply a
corrosion coating to insulated surfaces as follows:

1. Stainless Steel: Coat 300 series stainless steel with an epoxy primer 5 mils thick and an epoxy
finish 5 mils thick if operating in a temperature range between 140 and 300 deg F. Consult
coating manufacturer for appropriate coating materials and application methods for operating
temperature range.

2. Carbon Steel: Coat carbon steel operating at a service temperature between 32 and 300 deg F
with an epoxy coating. Consult coating manufacturer for appropriate coating materials and
application methods for operating temperature range.

Coordinate insulation installation with the trade installing heat tracing. Comply with requirements for
heat tracing that apply to insulation.

Mix insulating cements with clean potable water; if insulating cements are to be in contact with
stainless-steel surfaces, use demineralized water.
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3.3 GENERAL INSTALLATION REQUIREMENTS

A. Install insulation materials, accessories, and finishes with smooth, straight, and even surfaces; free of
voids throughout the length of equipment, ducts and fittings, and piping including fittings, valves, and
specialties.

B. Install insulation materials, forms, vapor barriers or retarders, jackets, and thicknesses required for
each item of equipment, duct system, and pipe system as specified in insulation system schedules.

C. Install accessories compatible with insulation materials and suitable for the service. Install
accessories that do not corrode, soften, or otherwise attack insulation or jacket in either wet or dry
state.

D. Install insulation with longitudinal seams at top and bottom of horizontal runs.

E. Install multiple layers of insulation with longitudinal and end seams staggered.

F. Do not weld brackets, clips, or other attachment devices to piping, fittings, and specialties.

G. Keep insulation materials dry during application and finishing.

H. Install insulation with tight longitudinal seams and end joints. Bond seams and joints with adhesive
recommended by insulation material manufacturer.

l. Install insulation with least number of joints practical.

J. Where vapor barrier is indicated, seal joints, seams, and penetrations in insulation at hangers,
supports, anchors, and other projections with vapor-barrier mastic.

1. Install insulation continuously through hangers and around anchor attachments.

2. For insulation application where vapor barriers are indicated, extend insulation on anchor legs
from point of attachment to supported item to point of attachment to structure. Taper and seal
ends at attachment to structure with vapor-barrier mastic.

3. Install insert materials and install insulation to tightly join the insert. Seal insulation to insulation
inserts with adhesive or sealing compound recommended by insulation material manufacturer.

4. Cover inserts with jacket material matching adjacent pipe insulation. Install shields over jacket,
arranged to protect jacket from tear or puncture by hanger, support, and shield.

K.  Apply adhesives, mastics, and sealants at manufacturer's recommended coverage rate and wet and
dry film thicknesses.

L. Install insulation with factory-applied jackets as follows:

1. Draw jacket tight and smooth.
Cover circumferential joints with 3-inch- wide strips, of same material as insulation jacket.
Secure strips with adhesive and outward clinching staples along both edges of strip, spaced 4
inches o.c.

3. Overlap jacket longitudinal seams at least 1-1/2 inches. Install insulation with longitudinal
seams at bottom of pipe. Clean and dry surface to receive self-sealing lap. Staple laps with
outward clinching staples along edge at 2 inches o.c.
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3.4

a. For below ambient services, apply vapor-barrier mastic over staples.

4. Cover joints and seams with tape as recommended by insulation material manufacturer to
maintain vapor seal.

5. Where vapor barriers are indicated, apply vapor-barrier mastic on seams and joints and at ends
adjacent to duct and pipe flanges and fittings.

Cut insulation in a manner to avoid compressing insulation more than 75 percent of its nominal
thickness.

Finish installation with systems at operating conditions. Repair joint separations and cracking due to
thermal movement.

Repair damaged insulation facings by applying same facing material over damaged areas. Extend
patches at least 4 inches beyond damaged areas. Adhere, staple, and seal patches similar to butt
joints.

For above ambient services, do not install insulation to the following:

Vibration-control devices.

Testing agency labels and stamps.
Nameplates and data plates.
Manholes.

Handholes.

Cleanouts.

ouhwN-~

PENETRATIONS
Insulation Installation at Roof Penetrations: Install insulation continuously through roof penetrations.

1.  Seal penetrations with flashing sealant.

2. For applications requiring only indoor insulation, terminate insulation above roof surface and
seal with joint sealant. For applications requiring indoor and outdoor insulation, install insulation
for outdoor applications tightly joined to indoor insulation ends. Seal joint with joint sealant.

3. Extend jacket of outdoor insulation outside roof flashing at least 2 inches below top of roof
flashing.

4.  Seal jacket to roof flashing with flashing sealant.

Insulation Installation at Underground Exterior Wall Penetrations: Terminate insulation flush with
sleeve seal. Seal terminations with flashing sealant.

Insulation Installation at Aboveground Exterior Wall Penetrations: Install insulation continuously
through wall penetrations.

1.  Seal penetrations with flashing sealant.
For applications requiring only indoor insulation, terminate insulation inside wall surface and
seal with joint sealant. For applications requiring indoor and outdoor insulation, install insulation
for outdoor applications tightly joined to indoor insulation ends. Seal joint with joint sealant.

3. Extend jacket of outdoor insulation outside wall flashing and overlap wall flashing at least 2
inches.
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3.5

4.  Seal jacket to wall flashing with flashing sealant.

Insulation Installation at Interior Wall and Partition Penetrations (That Are Not Fire Rated): Install
insulation continuously through walls and partitions.

Insulation Installation at Fire-Rated Wall and Partition Penetrations: Install insulation continuously
through penetrations of fire-rated walls and partitions. Terminate insulation at fire damper sleeves for
fire-rated wall and partition penetrations. Externally insulate damper sleeves to match adjacent
insulation and overlap duct insulation at least 2 inches.

1. Comply with requirements in Division 7 Section "Through-Penetration Firestop Systems" for
firestopping and fire-resistive joint sealers.

MINERAL-FIBER INSULATION INSTALLATION

Blanket Insulation Installation on Ducts and Plenums: Secure with adhesive and insulation pins.

1.  Apply adhesives according to manufacturer's recommended coverage rates per unit area, for

100 percent coverage of duct and plenum surfaces.
2. Apply adhesive to entire circumference of ducts and to all surfaces of fittings and transitions.

3. Install either capacitor-discharge-weld pins and speed washers or cupped-head, capacitor-
discharge-weld pins on sides and bottom of horizontal ducts and sides of vertical ducts as
follows:

a. On duct sides with dimensions 18 inches and smaller, place pins along longitudinal
centerline of duct. Space 3 inches maximum from insulation end joints, and 16 inches o.c.

b. On duct sides with dimensions larger than 18 inches, place pins 16 inches o.c. each way,

and 3 inches maximum from insulation joints. Install additional pins to hold insulation

tightly against surface at cross bracing.

Pins may be omitted from top surface of horizontal, rectangular ducts and plenums.

Do not overcompress insulation during installation.

Impale insulation over pins and attach speed washers.

Cut excess portion of pins extending beyond speed washers or bend parallel with

insulation surface. Cover exposed pins and washers with tape matching insulation facing.

0 Qo

4. For ducts and plenums with surface temperatures below ambient, install a continuous unbroken
vapor barrier. Create a facing lap for longitudinal seams and end joints with insulation by
removing 2 inches from 1 edge and 1 end of insulation segment. Secure laps to adjacent
insulation section with 1/2-inch outward-clinching staples, 1 inch o.c. Install vapor barrier
consisting of factory- or field-applied jacket, adhesive, vapor-barrier mastic, and sealant at
joints, seams, and protrusions.

a. Repair punctures, tears, and penetrations with tape or mastic to maintain vapor-barrier
seal.
b. Install vapor stops for ductwork and plenums operating below 50 deg F at 18-foot

intervals. Vapor stops shall consist of vapor-barrier mastic applied in a Z-shaped pattern
over insulation face, along butt end of insulation, and over the surface. Cover insulation
face and surface to be insulated a width equal to 2 times the insulation thickness but not
less than 3 inches.
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5. Overlap unfaced blankets a minimum of 2 inches on longitudinal seams and end joints. At end
joints, secure with steel bands spaced a maximum of 18 inches o.c.

6. Install insulation on rectangular duct elbows and transitions with a full insulation section for each
surface. Install insulation on round and flat-oval duct elbows with individually mitered gores cut
to fit the elbow.

7. Insulate duct stiffeners, hangers, and flanges that protrude beyond insulation surface with 6-

3.6

3.7

inch- wide strips of same material used to insulate duct. Secure on alternating sides of stiffener,
hanger, and flange with pins spaced 6 inches o.c.

FIELD QUALITY CONTROL

Tests and Inspections:

1.

All

Inspect ductwork, randomly selected by Architect, by removing field-applied jacket and
insulation in layers in reverse order of their installation. Extent of inspection shall be limited to
one location(s) for each duct system defined in the "Duct Insulation Schedule, General" Article.
Inspect field-insulated equipment, randomly selected by Architect, by removing field-applied
jacket and insulation in layers in reverse order of their installation. Extent of inspection shall be
limited to one location(s) for each type of equipment defined in the "Equipment Insulation
Schedule" Article. For large equipment, remove only a portion adequate to determine
compliance.

Inspect pipe, fittings, strainers, and valves, randomly selected by Architect, by removing field-
applied jacket and insulation in layers in reverse order of their installation. Extent of inspection
shall be limited to three locations of straight pipe, three locations of threaded fittings, three
locations of welded fittings, two locations of threaded strainers, two locations of welded
strainers, three locations of threaded valves, and three locations of flanged valves for each pipe
service defined in the "Piping Insulation Schedule, General" Article.

insulation applications will be considered defective Work if sample inspection reveals

noncompliance with requirements.

DUCT INSULATION SCHEDULE, GENERAL

Plenums and Ducts Requiring Insulation:

Noakwbd=

Indoor, concealed supply and outdoor air.

Indoor, exposed supply and outdoor air.

Indoor, concealed return, Air.

Indoor, exposed return, Air.

Indoor, concealed, Type |, commercial, kitchen hood exhaust.
Indoor, concealed exhaust.

Indoor, exposed exhaust.

Items Not Insulated:

Fibrous-glass ducts.

Metal ducts with duct liner of sufficient thickness to comply with energy code and
ASHRAE/IESNA 90.1.

Factory-insulated flexible ducts.
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4. Factory-insulated plenums and casings.
5. Flexible connectors.
6. Vibration-control devices.
7. Factory-insulated access panels and doors.

3.8 INDOOR DUCT AND PLENUM INSULATION SCHEDULE
A. Concealed, round and flat-oval, supply-air and return air duct insulation shall be the following:
1. Mineral-Fiber Blanket: 1-1/2 inches thick and 1.5-Ib/cu. ft. nominal density.
B. Rectangular, supply-air duct insulation shall be lined per Section “Metal Ducts”.
C. Rectangular, return-air duct insulation shall be lined per Section “Metal Ducts”.

D. Exposed, round and flat-oval, supply-air, and return air duct insulation shall be a perforated linear.
See Section “Metal Ducts”.

END OF SECTION 15083
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SECTION 15140 - DOMESTIC WATER PIPING

PART 1 - GENERAL

1.1

A

1.2

1.3

1.4

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY
Section Includes:

1. Under-building slab and aboveground domestic water pipes, tubes, fittings, and specialties
inside the building.

Flexible connectors.

Escutcheons.

Sleeves and sleeve seals.

Wall penetration systems.

abrwd

Related Section:

1. Division 2 Section "Water Distribution" for water-service piping and water meters outside the
building from source to the point where water-service piping enters the building.

PERFORMANCE REQUIREMENTS

Seismic Performance: Domestic water piping and support and installation shall withstand effects of

earthquake motions determined according to 2003 IBC.

QUALITY ASSURANCE

Piping materials shall bear label, stamp, or other markings of specified testing agency.

Comply with NSF 61 for potable domestic water piping and components.

PROJECT CONDITIONS

Interruption of Existing Water Service: Do not interrupt water service to facilities occupied by Owner
or others unless permitted under the following conditions and then only after arranging to provide
temporary water service according to requirements indicated:

1. Notify Owner no fewer than two days in advance of proposed interruption of water service.
2. Do not proceed with interruption of water service without Owner's written permission.
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1.6

A

COORDINATION

Coordinate sizes and locations of concrete bases with actual equipment provided.

PART 2 - PRODUCTS

21

A

2.2

23

24

PIPING MATERIALS

Comply with requirements in "Piping Schedule" Article for applications of pipe, tube, fitting materials,
and joining methods for specific services, service locations, and pipe sizes.

COPPER TUBE AND FITTINGS
Hard Copper Tube: ASTM B 88, Type L water tube, drawn temper.

Cast-Copper Solder-Joint Fittings: ASME B16.18, pressure fittings.

Wrought-Copper Solder-Joint Fittings: ASME B16.22, wrought-copper pressure fittings.

Bronze Flanges: ASME B16.24, Class 150, with solder-joint ends.

Copper Unions: MSS SP-123, cast-copper-alloy, hexagonal-stock body, with ball-and-socket,
metal-to-metal seating surfaces, and solder-joint or threaded ends.

HPOwON -~

PIPING JOINING MATERIALS

Solder Filler Metals: ASTM B 32, lead-free alloys. Include water-flushable flux according to
ASTM B 813.

Brazing Filler Metals: AWS A5.8/A5.8M, BCuP Series, copper-phosphorus alloys for general-duty
brazing unless otherwise indicated.

TRANSITION FITTINGS

General Requirements:

1. Same size as pipes to be joined.

2. Pressure rating at least equal to pipes to be joined.

3. End connections compatible with pipes to be joined.

Fitting-Type Transition Couplings: Manufactured piping coupling or specified piping system fitting.
Sleeve-Type Transition Coupling: AWWA C219.

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

a. Cascade Waterworks Manufacturing.
b. Dresser, Inc.; Dresser Piping Specialties.
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C. Ford Meter Box Company, Inc. (The).
d. JCM Industries.
e. Romac Industries, Inc.
f. Smith-Blair, Inc; a Sensus company.
g. Viking Johnson; c/o Mueller Co.
h. Prior approved equal.

2.5

m o o w »

n

ESCUTCHEONS

General: Manufactured ceiling, floor, and wall escutcheons and floor plates.

One Piece, Cast Brass: Polished, chrome-plated finish with setscrews.

One Piece, Deep Pattern: Deep-drawn, box-shaped brass with chrome-plated finish.

One Piece, Stamped Steel: Chrome-plated finish with setscrew or spring clips.

Split Casting, Cast Brass: Polished, chrome-plated finish with concealed hinge and setscrew.
Split Plate, Stamped Steel: Chrome-plated finish with concealed hinge, setscrew or spring clips.
One-Piece Floor Plates: Cast-iron flange with holes for fasteners.

Split-Casting Floor Plates: Cast brass with concealed hinge.

SLEEVES

Cast-lron Wall Pipes: Fabricated of cast iron, and equivalent to ductile-iron pressure pipe, with plain
ends and integral waterstop unless otherwise indicated.

Galvanized-Steel-Sheet Sleeves: 0.0239-inch minimum thickness; round tube closed with welded
longitudinal joint.

Molded-PE Sleeves: Reusable, PE, tapered-cup shaped, and smooth outer surface with nailing
flange for attaching to wooden forms.

Molded-PVC Sleeves: Permanent, with nailing flange for attaching to wooden forms.
PVC-Pipe Sleeves: ASTM D 1785, Schedule 40.

Galvanized-Steel-Pipe Sleeves: ASTM A 53/A 53M, Type E, Grade B, Schedule 40, zinc-coated, with
plain ends.

Stack Sleeve Fittings: Manufactured, cast-iron sleeve with integral clamping flange. Include clamping
ring and bolts and nuts for membrane flashing.

1. Underdeck Clamp: Clamping ring with setscrews.
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2.7 SLEEVE SEALS
A.  Manufacturers: Subject to compliance with requirements, provide products by one of the following:
1. Advance Products & Systems, Inc.
2. Calpico, Inc.
3. Metraflex, Inc.
4. Pipeline Seal and Insulator, Inc.
5. Prior approved equal.
B. Description: Modular sealing element unit, designed for field assembly, used to fill annular space
between pipe and sleeve.
1. Sealing Elements: EPDM-rubber interlocking links shaped to fit surface of pipe. Include type
and number required for pipe material and size of pipe.
2. Pressure Plates: Carbon steel.
3. Connecting Bolts and Nuts: Carbon steel, with corrosion-resistant coating, of length required to
secure pressure plates to sealing elements.
2.8 WALL PENETRATION SYSTEMS
A.  Manufacturers: Subject to compliance with requirements, available manufacturers offering products
that may be incorporated into the Work include, but are not limited to, the following:
1.  SIGMA.
2. Prior approved equal.
B. Description: Wall-sleeve assembly, consisting of housing and gland, gaskets, and pipe sleeve.

1. Carrier-Pipe Deflection: Up to 5 percent without leakage.
Housing: Ductile-iron casting with hub, waterstop, anchor ring, and locking devices. Include
gland, bolts, and nuts.

3. Housing-to-Sleeve Gasket: EPDM rubber.

4. Housing-to-Carrier-Pipe Gasket: AWWA C111, EPDM rubber.

5. Pipe Sleeve: AWWA C151, ductile-iron pipe.

PART 3 - EXECUTION

3.1

A.

PIPING INSTALLATION

Drawing plans, schematics, and diagrams indicate general location and arrangement of domestic
water piping. Indicated locations and arrangements are used to size pipe and calculate friction loss,
expansion, and other design considerations. Install piping as indicated unless deviations to layout are
approved on Coordination Drawings.

Install copper tubing under building slab according to CDA's "Copper Tube Handbook."
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C. Install ductile-iron piping under building slab with restrained joints according to AWWA C600 and
AWWA M41.

D. Install underground copper tube and ductile-iron pipe in PE encasement according to ASTM A 674 or
AWWA C105.

E. Install shutoff valve, hose-end drain valve, strainer, pressure gage, and test tee with valve, inside the
building at each domestic water service entrance. Comply with requirements in Division 15 Section
"Meters and Gages for Plumbing Piping" for pressure gages and Division 15 Section "Domestic Water
Piping Specialties" for drain valves and strainers.

F. Install shutoff valve immediately upstream of each dielectric fitting.

G. Install water-pressure-reducing valves downstream from shutoff valves. Comply with requirements in
Division 15 Section "Domestic Water Piping Specialties" for pressure-reducing valves.

H. Install domestic water piping level without pitch and plumb.

l. Rough-in domestic water piping for water-meter installation according to utility company's
requirements.

J. Install seismic restraints on piping. Comply with requirements in Division 15 Section "Vibration and
Seismic Controls for Plumbing Piping and Equipment" for seismic-restraint devices.

K. Install piping concealed from view and protected from physical contact by building occupants unless
otherwise indicated and except in equipment rooms and service areas.

L. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles
or parallel to building walls. Diagonal runs are prohibited unless specifically indicated otherwise.

M. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal, and
coordinate with other services occupying that space.

N. Install piping adjacent to equipment and specialties to allow service and maintenance.

O. Install piping to permit valve servicing.

Install nipples, unions, special fittings, and valves with pressure ratings the same as or higher than
system pressure rating used in applications below unless otherwise indicated.

Q. Install piping free of sags and bends.

R.  Install fittings for changes in direction and branch connections.

S. Install PEX piping with loop at each change of direction of more than 90 degrees.

T. Install unions in copper tubing at final connection to each piece of equipment, machine, and specialty.

U. Install pressure gages on suction and discharge piping from each plumbing pump and packaged

booster pump. Comply with requirements in Division 15 Section "Meters and Gages for Plumbing
Piping" for pressure gages.
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V. Install thermostats in hot-water circulation piping. Comply with requirements in Division 15 Section
"Domestic Water Pumps" for thermostats.

W. Install thermometers on outlet piping from each water heater. Comply with requirements in
Division 15 Section "Meters and Gages for Plumbing Piping" for thermometers.

3.2 JOINT CONSTRUCTION

A. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe.

B. Remove scale, slag, dirt, and debris from inside and outside of pipes, tubes, and fittings before
assembly.

C. Brazed Joints: Join copper tube and fittings according to CDA's "Copper Tube Handbook," "Brazed
Joints" Chapter.

D. Soldered Joints: Apply ASTM B 813, water-flushable flux to end of tube. Join copper tube and fittings
according to ASTM B 828 or CDA's "Copper Tube Handbook."

3.3 VALVE INSTALLATION

A.  General-Duty Valves: Comply with requirements in Division 15 Section "General-Duty Valves for
Plumbing Piping" for valve installations.

B. Install shutoff valve close to water main on each branch and riser serving plumbing fixtures or
equipment, on each water supply to equipment, and on each water supply to plumbing fixtures that do
not have supply stops. Use ball or gate valves for piping NPS 2 and smaller. Use butterfly or gate
valves for piping NPS 2-1/2 and larger.

C. Install drain valves for equipment at base of each water riser, at low points in horizontal piping, and
where required to drain water piping. Drain valves are specified in Division 15 Section "Domestic
Water Piping Specialties."

1. Hose-End Drain Valves: At low points in water mains, risers, and branches.
2. Stop-and-Waste Drain Valves: Instead of hose-end drain valves where indicated.
3.4 TRANSITION FITTING INSTALLATION
A. Install transition couplings at joints of dissimilar piping.
B.  Transition Fittings in Underground Domestic Water Piping:

1. NPS 1-1/2 and Smaller: Fitting-type coupling.
2. NPS 2 and Larger: Sleeve-type coupling.
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3.5 HANGER AND SUPPORT INSTALLATION
A.  Comply with requirements in Division 15 Section "Vibration and Seismic Controls for Plumbing Piping
and Equipment" for seismic-restraint devices.
B. Comply with requirements in Division 15 Section "Hangers and Supports for Plumbing Piping and
Equipment" for pipe hanger and support products and installation.
1. Vertical Piping: MSS Type 8 or 42, clamps.
2 Individual, Straight, Horizontal Piping Runs:
a. 100 Feet and Less: MSS Type 1, adjustable, steel clevis hangers.
b. Longer Than 100 Feet: MSS Type 43, adjustable roller hangers.
C. Longer Than 100 Feet If Indicated: MSS Type 49, spring cushion rolls.
3. Multiple, Straight, Horizontal Piping Runs 100 Feet or Longer: MSS Type 44, pipe rolls.
Support pipe rolls on trapeze.
4. Base of Vertical Piping: MSS Type 52, spring hangers.
C.  Support vertical piping and tubing at base and at each floor.
D. Rod diameter may be reduced one size for double-rod hangers, to a minimum of 3/8 inch.
E. Install hangers for copper tubing with the following maximum horizontal spacing and minimum rod
diameters:
1. NPS 3/4 and Smaller: 60 inches with 3/8-inch rod.
2. NPS 1 and NPS 1-1/4: 72 inches with 3/8-inch rod.
3. NPS 1-1/2 and NPS 2: 96 inches with 3/8-inch rod.
4. NPS 2-1/2: 108 inches with 1/2-inch rod.
5. NPS 3 to NPS 5: 10 feet with 1/2-inch rod.
6. NPS 6: 10 feet with 5/8-inch rod.
7. NPS 8: 10 feet with 3/4-inch rod.
F. Install supports for vertical copper tubing every 10 feet.
G. Install hangers for steel piping with the following maximum horizontal spacing and minimum rod
diameters:
1. NPS 1-1/4 and Smaller: 84 inches with 3/8-inch rod.
2. NPS 1-1/2: 108 inches with 3/8-inch rod.
3. NPS 2: 10 feet with 3/8-inch rod.
4. NPS 2-1/2: 11 feet with 1/2-inch rod.
5. NPS 3 and NPS 3-1/2: 12 feet with 1/2-inch rod.
6. NPS 4 and NPS 5: 12 feet with 5/8-inch rod.
7. NPS 6: 12 feet with 3/4-inch rod.
8. NPS 8 to NPS 12: 12 feet with 7/8-inch rod.
H. Install supports for vertical steel piping every 15 feet.
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3.6

3.7

Support piping and tubing not listed in this article according to MSS SP-69 and manufacturer's written
instructions.

CONNECTIONS
Drawings indicate general arrangement of piping, fittings, and specialties.
Install piping adjacent to equipment and machines to allow service and maintenance.

Connect domestic water piping to exterior water-service piping. Use transition fitting to join dissimilar
piping materials.

Connect domestic water piping to water-service piping with shutoff valve; extend and connect to the
following:

1. Domestic Water Booster Pumps: Cold-water suction and discharge piping.

Water Heaters: Cold-water inlet and hot-water outlet piping in sizes indicated, but not smaller
than sizes of water heater connections.

3. Plumbing Fixtures: Cold- and hot-water supply piping in sizes indicated, but not smaller than
required by plumbing code. Comply with requirements in Division 15 plumbing fixture Sections
for connection sizes.

4, Equipment: Cold- and hot-water supply piping as indicated, but not smaller than equipment
connections. Provide shutoff valve and union for each connection. Use flanges instead of
unions for NPS 2-1/2 and larger.

ESCUTCHEON INSTALLATION
Install escutcheons for penetrations of walls, ceilings, and floors.
Escutcheons for New Piping:

1. Piping with Fitting or Sleeve Protruding from Wall: One piece, deep pattern.
Bare Piping at Wall and Floor Penetrations in Finished Spaces: One piece, cast brass with
polished chrome-plated finish.

3. Bare Piping at Ceiling Penetrations in Finished Spaces: One piece, cast brass with polished
chrome-plated finish.

4. Bare Piping in Unfinished Service Spaces: One piece, stamped steel with set screw or spring
clips.

5. Bare Piping in Equipment Rooms: One piece, stamped steel with set screw or spring clips.

6. Bare Piping at Floor Penetrations in Equipment Rooms: One-piece floor plate.

Escutcheons for Existing Piping:

1. Chrome-Plated Piping: Split casting, cast brass with chrome-plated finish.
Insulated Piping: Split plate, stamped steel with concealed or exposed-rivet hinge and spring
clips.

3. Bare Piping at Wall and Floor Penetrations in Finished Spaces: Split casting, cast brass with
chrome-plated finish.
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3.8
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4. Bare Piping at Ceiling Penetrations in Finished Spaces: Split casting, cast brass with chrome-
plated finish.

5. Bare Piping in Unfinished Service Spaces: Split plate, stamped steel with exposed-rivet hinge
and set screw or spring clips.

6. Bare Piping in Equipment Rooms: Split plate, stamped steel with set screw or spring clips.

7. Bare Piping at Floor Penetrations in Equipment Rooms: Split-casting floor plate.

SLEEVE INSTALLATION

General Requirements: Install sleeves for pipes and tubes passing through penetrations in floors,
partitions, roofs, and walls.

Sleeves are not required for core-drilled holes.

Permanent sleeves are not required for holes formed by removable PE sleeves.

Cut sleeves to length for mounting flush with both surfaces unless otherwise indicated.
Install sleeves in new partitions, slabs, and walls as they are built.

For interior wall penetrations, seal annular space between sleeve and pipe or pipe insulation using
joint sealants appropriate for size, depth, and location of joint.

For exterior wall penetrations above grade, seal annular space between sleeve and pipe using joint
sealants appropriate for size, depth, and location of joint.

For exterior wall penetrations below grade, seal annular space between sleeve and pipe using sleeve
seals specified in this Section.

Seal space outside of sleeves in concrete slabs and walls with grout.

Install sleeves that are large enough to provide 1/4-inch annular clear space between sleeve and pipe
or pipe insulation unless otherwise indicated.

Install sleeve materials according to the following applications:

1.  Sleeves for Piping Passing through Concrete Floor Slabs: Steel pipe.
2.  Sleeves for Piping Passing through Concrete Floor Slabs of Mechanical Equipment Areas or
Other Wet Areas: Steel pipe.

a. Extend sleeves 2 inches above finished floor level.

b. For pipes penetrating floors with membrane waterproofing, extend cast-iron sleeve fittings
below floor slab as required to secure clamping ring if ring is specified. Secure flashing
between clamping flanges. Install section of cast-iron soil pipe to extend sleeve to 2
inches above finished floor level. Comply with requirements in Division 7 Section "Sheet
Metal Flashing and Trim" for flashing.

3. Sleeves for Piping Passing through Gypsum-Board Partitions:

a. PVC pipe sleeves for pipes smaller than NPS 6.
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3.9

3.10

3.11

b.  Galvanized-steel sheet sleeves for pipes NPS 6 and larger.
C. Exception: Sleeves are not required for water supply tubes and waste pipes for individual
plumbing fixtures if escutcheons will cover openings.

Sleeves for Piping Passing through Concrete Roof Slabs: Steel pipe Insert type.
Sleeves for Piping Passing through Exterior Concrete Walls:

Sl

a. Steel pipe sleeves for pipes smaller than NPS 6.
b. Cast-iron wall pipe sleeves for pipes NPS 6 and larger.
C. Install sleeves that are large enough to provide 1-inch annular clear space between
sleeve and pipe or pipe insulation when sleeve seals are used.
d. Do not use sleeves when wall penetration systems are used.
6. Sleeves for Piping Passing through Interior Concrete Walls:

a. Steel pipe sleeves for pipes smaller than NPS 6.
b. Galvanized-steel sheet sleeves for pipes NPS 6 and larger.

Fire-Barrier Penetrations: Maintain indicated fire rating of walls, partitions, ceilings, and floors at pipe
penetrations. Seal pipe penetrations with firestop materials. Comply with requirements in Division 7
Section "Through-Penetration Firestop Systems" for firestop materials and installations.

SLEEVE SEAL INSTALLATION

Install sleeve seals in sleeves in exterior concrete walls at water-service piping entries into building.
Select type and number of sealing elements required for pipe material and size. Position pipe in
center of sleeve. Assemble sleeve seal components and install in annular space between pipe and

sleeve. Tighten bolts against pressure plates that cause sealing elements to expand and make
watertight seal.

WALL PENETRATION SYSTEM INSTALLATION

Install wall penetration systems in new, exterior concrete walls.

Assemble wall penetration system components with sleeve pipe. Install so that end of sleeve pipe
and face of housing are flush with wall. Adjust locking devices to secure sleeve pipe in housing.
IDENTIFICATION

Identify system components. Comply with requirements in Division 15 Section "Identification for
Plumbing Piping and Equipment" for identification materials and installation.

Label pressure piping with system operating pressure.
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3.12 FIELD QUALITY CONTROL

A.  Perform tests and inspections.

B. Piping Inspections:

1. Do not enclose, cover, or put piping into operation until it has been inspected and approved by
authorities having jurisdiction.

2. During installation, notify authorities having jurisdiction at least one day before inspection must
be made. Perform tests specified below in presence of authorities having jurisdiction:

a. Roughing-in Inspection: Arrange for inspection of piping before concealing or closing-in
after roughing-in and before setting fixtures.

b. Final Inspection: Arrange final inspection for authorities having jurisdiction to observe
tests specified below and to ensure compliance with requirements.

3. Reinspection: If authorities having jurisdiction find that piping will not pass tests or inspections,
make required corrections and arrange for reinspection.

4. Reports: Prepare inspection reports and have them signed by authorities having jurisdiction.

C. Piping Tests:

1. Fill domestic water piping. Check components to determine that they are not air bound and that
piping is full of water.

2. Test for leaks and defects in new piping and parts of existing piping that have been altered,
extended, or repaired. If testing is performed in segments, submit a separate report for each
test, complete with diagram of portion of piping tested.

3. Leave new, altered, extended, or replaced domestic water piping uncovered and unconcealed
until it has been tested and approved. Expose work that was covered or concealed before it
was tested.

4, Cap and subject piping to static water pressure of 100 psig, without exceeding pressure rating
of piping system materials. Isolate test source and allow to stand for four hours. Leaks and
loss in test pressure constitute defects that must be repaired.

5. Repair leaks and defects with new materials and retest piping or portion thereof until satisfactory
results are obtained.

6. Prepare reports for tests and for corrective action required.

D. Domestic water piping will be considered defective if it does not pass tests and inspections.
E. Prepare test and inspection reports.

3.13 ADJUSTING
A.  Perform the following adjustments before operation:

Pwbh-~

Close drain valves, hydrants, and hose bibbs.

Open shutoff valves to fully open position.

Open throttling valves to proper setting.

Adjust balancing valves in hot-water-circulation return piping to provide adequate flow.
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3.14

a. Manually adjust ball-type balancing valves in hot-water-circulation return piping to provide
flow of hot water in each branch.
b. Adjust calibrated balancing valves to flows indicated.

5. Remove plugs used during testing of piping and for temporary sealing of piping during
installation.

6. Remove and clean strainer screens. Close drain valves and replace drain plugs.

7. Remove filter cartridges from housings and verify that cartridges are as specified for application
where used and are clean and ready for use.

8. Check plumbing specialties and verify proper settings, adjustments, and operation.

CLEANING

Clean and disinfect potable and non-potable domestic water piping as follows:

1. Purge new piping and parts of existing piping that have been altered, extended, or repaired
before using.

2. Use purging and disinfecting procedures prescribed by authorities having jurisdiction; if methods
are not prescribed, use procedures described in either AWWA C651 or AWWA C652 or follow

procedures described below:

a. Flush piping system with clean, potable water until dirty water does not appear at outlets.
b. Fill and isolate system according to either of the following:

1)  Fill system or part thereof with water/chlorine solution with at least 50 ppm of
chlorine. Isolate with valves and allow to stand for 24 hours.
2)  Fill system or part thereof with water/chlorine solution with at least 200 ppm of
chlorine. Isolate and allow to stand for three hours.
C. Flush system with clean, potable water until no chlorine is in water coming from system
after the standing time.
d. Submit water samples in sterile bottles to authorities having jurisdiction. Repeat
procedures if biological examination shows contamination.
Prepare and submit reports of purging and disinfecting activities.

Clean interior of domestic water piping system. Remove dirt and debris as work progresses.

PIPING SCHEDULE

Transition and special fittings with pressure ratings at least equal to piping rating may be used in
applications below unless otherwise indicated.

Flanges and unions may be used for aboveground piping joints unless otherwise indicated.

Fitting Option: Extruded-tee connections and brazed joints may be used on aboveground copper
tubing.

Aboveground domestic water piping, NPS 2 and smaller, shall be the following:
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1.

Hard copper tube, ASTM B 88, Type L; cast- or wrought- copper solder-joint fittings; and
soldered joints.

3.16 VALVE SCHEDULE

A. Drawings indicate valve types to be used. Where specific valve types are not indicated, the following
requirements apply:

1.

2.

3.
4.

Shutoff Duty: Use ball valves for piping NPS 2 and smaller. Use butterfly, ball, or gate valves
with flanged ends for piping NPS 2-1/2 and larger.

Throttling Duty: Use ball or globe valves for piping NPS 2 and smaller. Use butterfly or ball
valves with flanged ends for piping NPS 2-1/2 and larger.

Hot-Water Circulation Piping, Balancing Duty: Memory-stop balancing valves.

Drain Duty: Hose-end drain valves.

B. Use check valves to maintain correct direction of domestic water flow to and from equipment.

END OF SECTION 15140
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SECTION 15145 - DOMESTIC WATER PIPING SPECIALTIES

PART 1 - GENERAL

1.1

A

1.2

1.3

1.4

o o0 w »

1.5

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes the following domestic water piping specialties:

1. Vacuum breakers.

2. Backflow preventers.
3. Hose bibbs.

4, Drain valves.

5. Air vents.

PERFORMANCE REQUIREMENTS

Minimum Working Pressure for Domestic Water Piping Specialties: 125 psig, unless otherwise
indicated.

SUBMITTALS

Product Data: For each type of product indicated.

Shop Drawings: Diagram power, signal, and control wiring.

Field quality-control test reports.

Operation and Maintenance Data: For domestic water piping specialties to include in emergency,
operation, and maintenance manuals.

QUALITY ASSURANCE

Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70,
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended
use.

NSF Compliance:

1. Comply with NSF 61, "Drinking Water System Components - Health Effects; Sections 1 through
9."
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PART 2 - PRODUCTS

2.1

A

2.2

VACUUM BREAKERS

Hose-Connection Vacuum Breakers:

1.

oo

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Arrowhead Brass Products, Inc.

Cash Acme.

Conbraco Industries, Inc.

Legend Valve.

MIFAB, Inc.

Prier Products, Inc.

Watts Industries, Inc.; Water Products Div.
Woodford Manufacturing Company.

Zurn Plumbing Products Group; Light Commercial Operation.
Zurn Plumbing Products Group; Wilkins Div.
Prior approved equal.

AT T TQ 0000

Standard: ASSE 1011.

Body: Bronze, nonremovable, with manual drain.

Outlet Connection: Garden-hose threaded complying with ASME B1.20.7.
Finish: Chrome or nickel plated.

BACKFLOW PREVENTERS

Hose-Connection Backflow Preventers:

1.

2.

Nookow

Available Manufacturers: Subject to compliance with requirements, manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the following:
Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Conbraco Industries, Inc.

Watts Industries, Inc.; Water Products Div.
Woodford Manufacturing Company.

Prior approved equal.

apow

Standard: ASSE 1052.

Operation: Up to 10-foot head of water back pressure.

Inlet Size: NPS 1/2 or NPS 3/4.

Outlet Size: Garden-hose thread complying with ASME B1.20.7.
Capacity: At least 3-gpm flow.
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2.3 HOSE BIBBS
A. Hose Bibbs:

Standard: ASME A112.18.1 for sediment faucets.

Body Material: Bronze.

Seat: Bronze, replaceable.

Supply Connections: NPS 1/2 or NPS 3/4 threaded or solder-joint inlet.
Outlet Connection: Garden-hose thread complying with ASME B1.20.7.
Pressure Rating: 125 psig.

Vacuum Breaker: Integral nonremovable, drainable, hose-connection vacuum breaker
complying with ASSE 1011.

8. Finish for Equipment Rooms: Rough bronze, or chrome or nickel plated.
9. Finish for Service Areas: Chrome or nickel plated.

10. Finish for Finished Rooms: Chrome or nickel plated.

11.  Operation for Equipment Rooms: Wheel handle or operating key.

12. Operation for Service Areas: Wheel handle.

13. Operation for Finished Rooms: Operating key.

14. Include operating key with each operating-key hose bibb.

15. Include integral wall flange with each chrome- or nickel-plated hose bibb.

Nookwbhd=

24 DRAIN VALVES
A. Ball-Valve-Type, Hose-End Drain Valves:

Standard: MSS SP-110 for standard-port, two-piece ball valves.

Pressure Rating: 400-psig minimum CWP.

Size: NPS 3/4.

Body: Copper alloy.

Ball: Chrome-plated brass.

Seats and Seals: Replaceable.

Handle: Vinyl-covered steel.

Inlet: Threaded or solder joint.

Outlet: Threaded, short nipple with garden-hose thread complying with ASME B1.20.7 and cap
with brass chain.

©CoOoNOOARWN =

2.5 AIR VENTS
A. Bolted-Construction Automatic Air Vents:

Body: Bronze.

Pressure Rating: 125-psig minimum pressure rating at 140 deg F.
Float: Replaceable, corrosion-resistant metal.

Mechanism and Seat: Stainless steel.

Size: NPS 1/2 minimum inlet.

Inlet and Vent Outlet End Connections: Threaded.

oubhwh=~
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PART 3 - EXECUTION

3.1

A

3.2

3.3

3.4

INSTALLATION

Refer to Division 15 Section "Basic Mechanical Materials and Methods" for piping joining materials,
joint construction, and basic installation requirements.

Install backflow preventers in each water supply to mechanical equipment and systems and to other
equipment and water systems that may be sources of contamination. Comply with authorities having
jurisdiction.

1. Locate backflow preventers in same room as connected equipment or system.

2. Install drain for backflow preventers with atmospheric-vent drain connection with air-gap fitting,
fixed air-gap fitting, or equivalent positive pipe separation of at least two pipe diameters in drain
piping and pipe to floor drain. Locate air-gap device attached to or under backflow preventer.
Simple air breaks are not acceptable for this application.

3. Do not install bypass piping around backflow preventers.

CONNECTIONS

Piping installation requirements are specified in other Division 15 Sections. Drawings indicate general
arrangement of piping and specialties.

Ground equipment according to Division 16 Section "Grounding and Bonding."

Connect wiring according to Division 16 Section "Conductors and Cables."

LABELING AND IDENTIFYING

Equipment Nameplates and Signs: Install engraved plastic-laminate equipment nameplate or sign on
or near each of the following:

Pressure vacuum breakers.
Reduced-pressure-principle backflow preventers.
Water pressure-reducing valves.

Calibrated balancing valves.

Primary, thermostatic, water mixing valves.
Supply-type, trap-seal primer valves.

Trap-seal primer systems.

Nogakrwd =~

Distinguish among multiple units, inform operator of operational requirements, indicate safety and
emergency precautions, and warn of hazards and improper operations, in addition to identifying unit.

FIELD QUALITY CONTROL

Perform the following tests and prepare test reports:

DOMESTIC WATER PIPING SPECIALTIES 15145 -4



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

1. Test each reduced-pressure-principle backflow preventer according to authorities having
jurisdiction and the device's reference standard.

B. Remove and replace malfunctioning domestic water piping specialties and retest as specified above.

3.5 ADJUSTING
A.  Set field-adjustable pressure set points of water pressure-reducing valves.
B. Setfield-adjustable flow set points of balancing valves.

C. Setfield-adjustable temperature set points of temperature-actuated water mixing valves.

END OF SECTION 15145
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SECTION 15182 - STEAM AND CONDENSATE PIPING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.
1.2 SUMMARY
A.  This Section includes the following for LP steam and condensate piping:
1. Pipe and fittings.
2. Strainers.
3. Steam traps.

1.3 DEFINITIONS

A. LP Systems: Low-pressure piping operating at 15 psig or less as required by ASME B31.9.

1.4 PERFORMANCE REQUIREMENTS

A. Components and installation shall be capable of withstanding the following minimum working
pressures and temperatures:

1. HP Steam Piping: 125 psig

2. LP Steam Piping: 30 psig

3.  Condensate Piping: 30 psig at 250 deg F.

4. Makeup-Water Piping: 80 psig at 150 deg F.

5. Blowdown-Drain Piping: Equal to pressure of the piping system to which it is attached.

6. Air-Vent and Vacuum-Breaker Piping: Equal to pressure of the piping system to which it is
attached.

7. Safety-Valve-Inlet and -Outlet Piping: Equal to pressure of the piping system to which it is
attached.

1.5 SUBMITTALS

A.  Product Data: For each type of the following:

1. Pressure-reducing and safety valve.
2. Steam trap.

3. Air vent and vacuum breaker.

4, Flash tank.

5. Meter.
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B.

m o o

n

1.6

Shop Drawings: Detail, 1/4 inch equals 1 foot scale, flash tank assemblies and fabrication of pipe
anchors, hangers, pipe, multiple pipes, alignment guides, and expansion joints and loops and their
attachment to the building structure. Detail locations of anchors, alignment guides, and expansion
joints and loops.

Qualification Data: For Installer.

Welding certificates.

Field quality-control test reports.

Operation and Maintenance Data: For valves, safety valves, pressure-reducing valves, steam traps,
?A;nvuear;;s, vacuum breakers, and meters to include in emergency, operation, and maintenance

QUALITY ASSURANCE

Steel Support Welding: Qualify processes and operators according to AWS D1.1, "Structural Welding
Code - Steel."

Pipe Welding: Qualify processes and operators according to the following:

1. Comply with provisions in ASME B31 Series, "Code for Pressure Piping."
2. Certify that each welder has passed AWS qualification tests for welding processes involved and
that certification is current.

ASME Compliance: Comply with ASME B31.9, "Building Services Piping" for materials, products, and
installation. Safety valves and pressure vessels shall bear the appropriate ASME label. Fabricate
and stamp flash tanks to comply with ASME Boiler and Pressure Vessel Code: Section VIII,
Division 1.

PART 2 - PRODUCTS

2.1

STEEL PIPE AND FITTINGS

Steel Pipe: ASTM A 53/A 53M, black steel, plain ends, Type, Grade, and Schedule as indicated in
Part 3 piping applications articles.

Cast-lIron Threaded Fittings: ASME B16.4; Classes 125, 150, and 300 as indicated in Part 3 piping
applications articles.

Malleable-Iron Threaded Fittings: ASME B16.3; Classes 150 and 300 as indicated in Part 3 piping
applications articles.

Malleable-Iron Unions: ASME B16.39; Classes 150, 250, and 300 as indicated in Part 3 piping
applications articles.
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E.

2.2

2.3

Cast-Iron Threaded Flanges and Flanged Fittings: ASME B16.1, Classes 125 and 250 as indicated in
Part 3 piping applications articles; raised ground face, and bolt holes spot faced.

Wrought-Steel Fittings: ASTM A 234/A 234M, wall thickness to match adjoining pipe.

Wrought-Steel Flanges and Flanged Fittings: ASME B16.5, including bolts, nuts, and gaskets of the
following material group, end connections, and facings:

1. Material Group: 1.1.
2. End Connections: Butt welding.
3. Facings: Raised face.

Steel Pipe Nipples: ASTM A 733, made of ASTM A 53/A 53M, black steel of same Type, Grade, and
Schedule as pipe in which installed.

Stainless-Steel Bellows, Flexible Connectors:

Body: Stainless-steel bellows with woven, flexible, bronze, wire-reinforced, protective jacket.
End Connections: Threaded or flanged to match equipment connected.

Performance: Capable of 3/4-inch misalignment.

CWP Rating: 150-psig.

Maximum Operating Temperature: 250 deg F.

agroN=

JOINING MATERIALS

Pipe-Flange Gasket Materials: Suitable for chemical and thermal conditions of piping system
contents.

1. ASME B16.21, nonmetallic, flat, asbestos free, 1/8-inch maximum thickness unless thickness or
specific material is indicated.

a. Full-Face Type: For flat-face, Class 125, cast-iron and cast-bronze flanges.
b. Narrow-Face Type: For raised-face, Class 250, cast-iron and steel flanges.

Flange Bolts and Nuts: ASME B18.2.1, carbon steel, unless otherwise indicated.

Welding Filler Metals: Comply with AWS D10.12 for welding materials appropriate for wall thickness
and chemical analysis of steel pipe being welded.

Welding Materials: Comply with Section Il, Part C, of ASME Boiler and Pressure Vessel Code for
welding materials appropriate for wall thickness and for chemical analysis of pipe being welded.
DIELECTRIC FITTINGS

Description: Combination fitting of copper alloy and ferrous materials with threaded, solder-joint,
plain, or weld-neck end connections that match piping system materials.

Insulating Material: Suitable for system fluid, pressure, and temperature.
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C.

24

Dielectric Unions:

1.

2.

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Capitol Manufacturing Company.
Central Plastics Company.

Hart Industries, International Inc.
Watts Water Technologies, Inc.
Zurn Plumbing Products Group.
Prior approved equal.

~PQo0TD

Factory-fabricated union assembly, for 250-psig minimum working pressure at 180 deg F.

Dielectric Flanges:

1.

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

a.  Capitol Manufacturing Company.
b.  Central Plastics Company.

C. Watts Water Technologies, Inc.
d. Prior approved equal.

Factory-fabricated companion-flange assembly, for 150- or 300-psig minimum working pressure
as required to suit system pressures.

Dielectric-Flange Kits:

1.

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Advance Products & Systems, Inc.
Calpico, Inc.

Central Plastics Company.
Pipeline Seal and Insulator, Inc.
Prior approved equal.

®Po0TD

Companion-flange assembly for field assembly. Include flanges, full-face- or ring-type neoprene
or phenolic gasket, phenolic or polyethylene bolt sleeves, phenolic washers, and steel backing
washers.

Separate companion flanges and steel bolts and nuts shall have 150- or 300-psig minimum
working pressure as required to suit system pressures.

VALVES

Ball Valves: Comply with requirements specified in Division 15 Section "Valves."

Stop-Check Valves:
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1.

N>R WN

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Crane Co.

Jenkins Valves; a Crane Company.
Lunkenheimer Valves.

A.Y. McDonald Mfg. Co.

Prior approved equal.

~P o0 OTw

Body and Bonnet: Malleable iron.

End Connections: Flanged.

Disc: Cylindrical with removable liner and machined seat.

Stem: Brass alloy.

Operator: Outside screw and yoke with cast-iron handwheel.

Packing: Polytetrafluoroethylene-impregnated packing with two-piece packing gland assembly.
Pressure Class: 250.

2.5 STRAINERS

A. Y-Pattern Strainers:

1.
2.

3.

4.
5.

Body: ASTM A 126, Class B cast iron, with bolted cover and bottom drain connection.

End Connections: Threaded ends for strainers NPS 2 and smaller; flanged ends for strainers
NPS 2-1/2 and larger.

Strainer Screen: Stainless-steel, 20 mesh strainer, and perforated stainless-steel basket with
50 percent free area.

Tapped blowoff plug.

CWP Rating: 250-psig working steam pressure.

26 STEAM TRAPS

A. Float and Thermostatic Traps:

1.

aRrwN

Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

Armstrong International, Inc.

Barnes & Jones, Inc.

Dunham-Bush, Inc.

Hoffman Specialty; Division of ITT Industries.
Spirax Sarco, Inc.

Sterling.

g. Prior approved equal.

~Poo0TD

Body and Bolted Cap: ASTM A 126, cast iron.
End Connections: Threaded.

Float Mechanism: Replaceable, stainless steel.
Head and Seat: Hardened stainless steel.
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6. Trap Type: Balanced pressure.

7. Thermostatic Bellows: Stainless steel or monel.

8. Thermostatic air vent capable of withstanding 45 deg F of superheat and resisting water
hammer without sustaining damage.

9. Vacuum Breaker: Thermostatic with phosphor bronze bellows, and stainless steel cage, valve,
and seat.

10. Maximum Operating Pressure: 125 psig.

PART 3 - EXECUTION

3.1

A

3.2

3.3

LP STEAM PIPING APPLICATIONS

LP Steam Piping, NPS 2 and Smaller: Schedule 40, Type S, Grade B, steel pipe; Class 125 cast-iron
fittings; and threaded joints.

Condensate piping above grade, NPS 2 and smaller, shall be the following:

1. Schedule 80, Type S, Grade B, steel pipe; Class 125 cast-iron fittings; and threaded joints.

ANCILLARY PIPING APPLICATIONS
Makeup-water piping installed above grade shall be the following:
1. Drawn-temper copper tubing, wrought-copper fittings, and soldered joints.

Blowdown-Drain Piping: Same materials and joining methods as for piping specified for the service in
which blowdown drain is installed.

Air-Vent Piping:

1. Inlet: Same as service where installed.
2. Outlet: Type K annealed-temper copper tubing with soldered or flared joints.

Vacuum-Breaker Piping: Outlet, same as service where installed.

Safety-Valve-Inlet and -Outlet Piping: Same materials and joining methods as for piping specified for
the service in which safety valve is installed.

VALVE APPLICATIONS

Install shutoff duty valves at branch connections to steam supply mains, at steam supply connections
to equipment, and at the outlet of steam traps.

Install safety valves on pressure-reducing stations and elsewhere as required by ASME Boiler and
Pressure Vessel Code. Install safety-valve discharge piping, without valves, to nearest floor drain or
as indicated on Drawings. Comply with ASME Boiler and Pressure Vessel Code: Section VIII,
Division 1, for installation requirements.
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3.4 PIPING INSTALLATION

A. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping
systems. Use indicated piping locations and arrangements if such were used to size pipe and
calculate friction loss, expansion, and other design considerations. Install piping as indicated unless
deviations to layout are approved on Coordination Drawings.

B. Install piping in concealed locations, unless otherwise indicated and except in equipment rooms and
service areas.

C. Install piping indicated to be exposed and piping in equipment rooms and service areas at right angles
or parallel to building walls. Diagonal runs are prohibited unless specifically indicated otherwise.

D. Install piping above accessible ceilings to allow sufficient space for ceiling panel removal.

E. Install piping to permit valve servicing.

F. Install piping free of sags and bends.

G. Installfittings for changes in direction and branch connections.

H. Install piping to allow application of insulation.

l. Select system components with pressure rating equal to or greater than system operating pressure.

J. Install groups of pipes parallel to each other, spaced to permit applying insulation and servicing of
valves.

K. Install drains, consisting of a tee fitting, NPS 3/4 full port-ball valve, and short NPS 3/4 threaded nipple
with cap, at low points in piping system mains and elsewhere as required for system drainage.

L. Install steam supply piping at a minimum uniform grade of 0.2 percent downward in direction of steam
flow.

M. Install condensate return piping at a minimum uniform grade of 0.4 percent downward in direction of
condensate flow.

N. Reduce pipe sizes using eccentric reducer fitting installed with level side down.

O. Install branch connections to mains with the branch connected to top of main pipe.

P. Install valves according to Division 15 Section "Valves."

Q. Install unions in piping, NPS 2 and smaller, adjacent to valves, at final connections of equipment, and
elsewhere as indicated.

R. Install flanges in piping, NPS 2-1/2 and larger, at final connections of equipment and elsewhere as

indicated.
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S.

3.5

3.6

Install strainers on supply side of control valves, pressure-reducing valves, traps, and elsewhere as
indicated. Install NPS 3/4 nipple and full port ball valve in blowdown connection of strainers NPS 2
and larger. Match size of strainer blowoff connection for strainers smaller than NPS 2.

Install expansion loops, expansion joints, anchors, and pipe alignment guides as specified in
Division 15 Section "Pipe Expansion Fittings and Loops."

Identify piping as specified in Division 15 Section "Mechanical Identification."

Install drip legs at low points and natural drainage points such as ends of mains, bottoms of risers,
and ahead of pressure regulators, and control valves.

1. On straight runs with no natural drainage points, install drip legs at intervals not exceeding 150
feet.

2. Size drip legs same size as main. In steam mains NPS 6 and larger, drip leg size can be
reduced to 50% of main diameter but to no less than NPS 4.

STEAM-TRAP INSTALLATION
Install steam traps in accessible locations as close as possible to connected equipment.

Install full-port ball valve, strainer, and union upstream from trap; install union, check valve, and full-
port ball valve downstream from trap unless otherwise indicated.

HANGERS AND SUPPORTS

Install hangers and supports according to Division 15 Section "Hangers and Supports." Comply with
requirements below for maximum spacing.

Seismic restraints are specified in Division 15 Section "Mechanical Vibration and Seismic Controls."
Install the following pipe attachments:

1. Adjustable steel clevis hangers for individual horizontal piping less than 20 feet long.

2. Adjustable roller hangers and spring hangers for individual horizontal piping 20 feet or longer.

3 Pipe Roller: MSS SP-58, Type 44 for multiple horizontal piping 20 feet or longer, supported on
a trapeze.

4. Spring hangers to support vertical runs.

Install hangers with the following maximum spacing and minimum rod sizes:

NPS 3/4. Maximum span, 9 feet; minimum rod size, 1/4 inch.
NPS 1: Maximum span, 9 feet; minimum rod size, 1/4 inch.
NPS 1-1/2: Maximum span, 12 feet; minimum rod size, 3/8 inch.
NPS 2: Maximum span, 13 feet; minimum rod size, 3/8 inch.
NPS 2-1/2: Maximum span, 14 feet; minimum rod size, 3/8 inch.
NPS 3: Maximum span, 15 feet; minimum rod size, 3/8 inch.
NPS 4: Maximum span, 17 feet; minimum rod size, 1/2 inch.
NPS 6: Maximum span, 21 feet; minimum rod size, 1/2 inch.

N hWN =
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3.7

3.8

9. NPS 8: Maximum span, 24 feet; minimum rod size, 5/8 inch.

10. NPS 10: Maximum span, 26 feet; minimum rod size, 3/4 inch.

11.  NPS 12: Maximum span, 30 feet; minimum rod size, 7/8 inch.

12.  NPS 14: Maximum span, 32 feet; minimum rod size, 1 inch.

13. NPS 16: Maximum span, 35 feet; minimum rod size, 1 inch.

14. NPS 18: Maximum span, 37 feet; minimum rod size, 1-1/4 inches.
15.  NPS 20: Maximum span, 39 feet; minimum rod size, 1-1/4 inches.

Support vertical runs at roof, at each floor, and at 10-foot intervals between floors.

PIPE JOINT CONSTRUCTION

Join pipe and fittings according to the following requirements and Division 15 Sections specifying
piping systems.

Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe.

Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before assembly.

Threaded Joints: Thread pipe with tapered pipe threads according to ASME B1.20.1. Cut threads full

and clean using sharp dies. Ream threaded pipe ends to remove burrs and restore full ID. Join pipe

fittings and valves as follows:

1. Apply appropriate tape or thread compound to external pipe threads unless dry seal threading is
specified.

2. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or damaged.
Do not use pipe sections that have cracked or open welds.

Welded Joints: Construct joints according to AWS D10.12, using qualified processes and welding
operators according to Part 1 "Quality Assurance" Article.

Flanged Joints: Select appropriate gasket material, size, type, and thickness for service application.
Install gasket concentrically positioned. Use suitable lubricants on bolt threads.
TERMINAL EQUIPMENT CONNECTIONS

Size for supply and return piping connections shall be the same as or larger than equipment
connections.

Install traps and control valves in accessible locations close to connected equipment.

Install bypass piping with globe valve around control valve. If parallel control valves are installed, only
one bypass is required.

Install vacuum breakers downstream from control valve, close to coil inlet connection.

Install a drip leg at coil outlet.
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3.9 FIELD QUALITY CONTROL
A. Prepare steam and condensate piping according to ASME B31.9, "Building Services Piping," and as
follows:

1. Leave joints, including welds, uninsulated and exposed for examination during test.

Provide temporary restraints for expansion joints that cannot sustain reactions due to test
pressure. If temporary restraints are impractical, isolate expansion joints from testing.

3. Flush system with clean water. Clean strainers.

4. Isolate equipment from piping. If a valve is used to isolate equipment, its closure shall be
capable of sealing against test pressure without damage to valve. Install blinds in flanged joints
to isolate equipment.

B.  Perform the following tests on steam and condensate piping:

1. Use ambient temperature water as a testing medium unless there is risk of damage due to
freezing. Another liquid that is safe for workers and compatible with piping may be used.

2. Subject piping system to hydrostatic test pressure that is not less than 1.5 times the working
pressure. Test pressure shall not exceed maximum pressure for any vessel, pump, valve, or
other component in system under test. Verify that stress due to pressure at bottom of vertical
runs does not exceed 90 percent of specified minimum yield strength.

3.  After hydrostatic test pressure has been applied for at least 10 minutes, examine piping, joints,
and connections for leakage. Eliminate leaks by tightening, repairing, or replacing components,
and repeat hydrostatic test until there are no leaks.

C.  Prepare written report of testing.

END OF SECTION 15182
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SECTION 15300 - FIRE SPRINKLER SYSTEM

PART 1 - GENERAL

1.01

1.02

1.03

1.04

1.05

This project includes the relocation of the existing sprinklers in the areas being remodeled.
WORK INCLUDED

A. Remodeled areas of existing building shall have the existing fire sprinkler system modified to provide
protection as necessary. See Architectural drawings for definition of these areas. Work includes, but is not
limited to:

1. Design, drawings, and, if necessary, hydraulic calculations.
2. Materials, equipment, and devices.
a. Pipe, fittings, hangers, seismic braces.
b. Sprinklers, escutcheons, signs.
c. All other materials required for complete installation.
3. Fabrication, installation, and testing.
4. Permits, fees, and documentation.

RELATED WORK
A. Painting.

B. Electrical Material and Methods.

WORK NOT INCLUDED

A. Fire extinguishers and cabinets.

B. Painting.

C. Underground supply piping beyond 5 ft from building.
D

. Wiring of electrical and alarm devices.

SYSTEM DESCRIPTION

A. Interior - Remodeled Areas: Relocate and/or add heads as required to the existing pre-action system in order
to provide coverage in the remodeled areas of the building.
1. Relocate sprinklers as required within the parameters set forth in NFPA 13. Pipe sizing shall match the
existing piping.
a. An existing 1" outlet may be utilized to supply (1) sprinklers maximum.
b. Mechanical tees may be utilized to run additional lines, if necessary.
1. A flexible grooved coupling shall be installed on the new branch within 1 ft of the mechanical tee.
c. Hangers and bracing shall be installed as required by NFPA 13 on new systems.

QUALITY ASSURANCE

A. Materials, devices, and equipment shall be Underwriters Laboratories listed or Factory Mutual approved for
use in fire protection systems.

B. Designer shall be a State of Utah Registered Fire Protection Engineer or a NICET Certified Engineering
Technician (Level Il or Level V).
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1.06

1.07

C.

Installer shall be a licensed contractor regularly engaged in the installation of fire sprinkler systems in
commercial type buildings.

REFERENCES

A. NFPA (National Fire Protection Association) 13, "Installation of Sprinkler Systems," 2002.

B. NFPA 24, “Standard for the Installation of Private Fire Service Mains and Their Appurtenances,” 2002.
C. IBC (International Building Code), 2003.

D. IFC (International Fire Code), 2003.

E. Underwriters Laboratories "Fire Protection Equipment Directory," latest edition.

m

Factory Mutual Systems "Approval Guide," latest edition.

SYSTEM DESIGN

System shall be wet pipe.

Design density and area of application.

Mechanical, Electrical, and Janitorial: Ordinary Hazard Group 1, 0.15 GPM/SQ FT over 1,500 SQ FT.
Storage: Ordinary Hazard Group 2, 0.20 GPM/SQ FT over 1,500 SQ FT.

All other areas: Light Hazard, 0.10 GPM/SQ FT over 1,500 SQ FT.

Adjustments shall be made in the remote area for sloped ceilings and/or roof decks and for the use of
quick response sprinkler heads throughout.

PON=

Maximum coverage per sprinkler head:

1. Ordinary Hazard areas: 130 SQ FT.

2. Light Hazard areas: 225 SQ FT.

3. Extended coverage sprinklers shall be allowed when installed conforming to the individual listing of the
sprinkler head.

Vestibules: Provide dry barrel sprinklers to protect areas subject to temperatures less than 40 F.

The design area shall be the hydraulically most remote rectangular area having a dimension parallel to the
branch line equal to, or greater than, 1.2 times the square root of the area of sprinkler operation.

Maximum velocity of water flow within piping: 20 FPS.

Flow available:

1. Contractor shall perform all necessary flow tests and calculations.

2. The contractor shall design the sprinkler system to the water supply indicated in the Engineer's Water

Supply Analysis performed for the project, including all recommendations contained within the Analysis.

Provide head guards on any sprinklers installed below 7 ft. above the floor and in areas where the heads are
subject to physical damage.
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1.08

1.09

abhwN=

Sprinkler heads in areas with folding partitions, curtains, dividers, etc shall be located such that the spacing
and clearance shall be maintained whether the partitions are open or closed.

SUBMITTAL

A. All shop drawings and calculations shall bear the Nicet number and signature of the responsible Nicet Certified

Technician or the stamp and signature of the responsible Registered Professional Engineer. Submittals
without the proper signature will be returned without review.

Submit to local and state Authorities Having Jurisdiction and obtain AHJ's approval, three copies each:
1. Shop drawings.

2. Hydraulic calculations.

3. Copy of contract specification.

4. Equipment catalog sheets for all major equipment.

Submit to the Utah State Fire Marshal, three copies each:

Shop drawings.

Hydraulic calculations.

Copy of contract specification.

Equipment catalog sheets for all major equipment.

One copy of the Water Supply Analysis with date, time and temperature noted.

Submit to Architect for review and Architect's acceptance prior to fabrication and installation, five copies each:
1. Shop drawings.

2. Hydraulic calculations.

3. Equipment catalog sheets for all major equipment.

4. One copy of the water flow test with date, time and temperature noted.

Upon completion of installation submit to Architect two copies each:

1. NFPA 13, "Contractor's Material & Test Certificate for Aboveground Piping."
2. NFPA 13, "Contractor's Material & Test Certificate for Underground Piping."
3. As-built shop drawings with designer's signature and certification number.

WARRANTY

A. Materials, equipment, and workmanship shall be free from defects for 12 months from the "Date Left in

Service with All Control Valves Open," shown on "Contractor's Material and Test Certificate." If any Work is
found to be defective, Contractor shall promptly, without cost to Owner, and in accordance with Owner's
instructions, either correct such defective Work, or if Owner has rejected it, remove if from the site and replace
it with non-defective work. Submit two copies of Warranty Certificates to Architect.

PART 2 - PRODUCTS

2.01

ACCEPTABLE MANUFACTURERS

A. Sprinkler equipment, heads and devices:

1. Central, Grinnell, Reliable, Star, Victaulic and Viking.

B. Backflow preventer:

1. Ames, Watts
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2.02

2.03

2.04

2.05

2 .06

2.07

PIPE AND TUBE

A. Interior:
1. Ferrous piping, ASTM A795, ANSI/ASTM A53, ASTM A135, ANSI B36-10M, UL CRR (Corrosion Resistance
Ratio) minimum 1.0, and copper tube, ASTM B251, Type L or M.

FITTINGS

A. Interior.

Cast iron threaded, ANSI B16.4.

Cast iron flanged, ANSI B16.1.

Malleable iron threaded, ANSI B16.3.

Forged steel fittings, socket welded and threaded, ANSI B16.11.

Copper, ANSI B16.22, B16.18. Joints for connection of copper tube shall be brazed or soldered.
Other types of fittings may be used, but only those investigated and listed for fire sprinkler service.
Plain end couplings, saddle couplings, and clamp type couplings are not acceptable.

NookrwN=

HANGERS

A. Hangers shall conform to the minimum requirement of NFPA 13. A detail of each type of hanger shall be shown
on the shop drawings and calculations for trapeze type hangers shall be provided with the hydraulic calculations.

SEISMIC FITTINGS AND BRACES

A. Seismic bracing shall be installed per the requirements of NFPA 13. Calculations for the seismic bracing shall be
provided including all piping within the “area of influence” as described in NFPA 13.

B. Flexible connections shall be provided at the top and bottom of the system riser and at other locations as
described in NFPA 13.

SPRINKLER HEADS

A. Areas without ceilings: standard upright or pendent, quick response, factory bronze, ordinary temperature.

B. Areas subject to freezing: dry pendent or sidewall, chrome finish, intermediate temperature, with recessed
chrome canopy.

C. Sprinklers of intermediate and high temperature ratings in specific locations as required by NFPA 13.

D. Spare heads in representative proportion to types installed and one head wrench for each type sprinkler.
1. Total quantity of spare heads shall be per the requirements of NFPA 13.
2. Spare heads to be contained in a wall mounted cabinet mounted adjacent to the riser.

VALVES

A. Drain valves as required by the design and as indicated in NFPA 13.

B. OS&Y Gate Valve with supervisory switch.

C. Butterfly Valve with integral supervisory switch.
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D. Four inch swing check valve for FDC.

E. One half-inch ball drip for FDC.

2.08 ALARM DEVICES
A. Vane Type Water Flow Switch with retard (DPDT).
B. Valve supervisory switch (SPDT).

C. 10" Weatherproof Electric Bell.

2.09 FIRE DEPARTMENT CONNECTION
A. Exposed siamese, straight pattern, double clapper, polished brass, 2-1/2" x 2-1/2" x 4", with rough brass wall
escutcheon and brass caps and chains.
1. Escutcheon to be labeled “Fire Spkr” in raised letters 1" high.
2. Potter Roemer Fig. 5751, or equal.
2.010 BACKFLOW PREVENTER
A. Double check backflow prevention assembly, single stainless steel body with independent check valves, test

valves, trim, and gauges.
1.  Ames Colt 200, or approved equal.

PART 3 - EXECUTION

3.01 INSPECTION

A. Inspect job site prior to fabricating materials. Coordinate and sequence installation with the progress of other
mechanical and structural systems and components.

3.02 INSTALLATION

A. Install systems in compliance with methods detailed in NFPA 13 and NFPA 24, including seismic requirements
for Area 1, maximum potential for earthquake damage.

B. Sprinkler heads shall be centered in 2' x 2' ceiling tiles and shall be centered in the 2' dimension and at the
quarter, half, or three-quarter point in 2' x 4' ceiling tiles.

C. Where pipes pass through fire rated walls, partitions, ceilings and floors, maintain the fire-rated integrity with
listed sealers and materials.

D. Provide chrome-plated escutcheons where exposed pipe passes through walls, ceilings, or other building
components.
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3.03 FIELD QUALITY CONTROL
A. Obtain permits and post bonds as required by state and local AHJ's (Authorities Having Jurisdiction).
B. Inform AHJ's of job progress. Request presence of AHJ's, perform tests and document results using
Contractor's Material and Test Certificates.
1. Existing piping may be “blanked-off” when testing new piping. This contract does not require the testing of
work installed by others.
3.04 DISINFECTION
A. Introduce dosage of 50-ppm chlorine in underground and overhead piping. During the contact period open and
close all system valves several times. At end of 24-hour retention period at least 10 ppm shall remain throughout

the piping.

B. At end of retention period, flush system until residual chlorine is reduced to less than 1.0 ppm.

3.05 CLEANING

A. Remove oll, scale, debris, and foreign substances from interior and exterior of devices, equipment, and materials
prior to installation.

B. Upon job completion, remove tools, surplus materials and equipment. Leave all areas broom clean.

3.06 ACCEPTANCE
A. Acceptance of installation is subject to final inspection and approval by:
1. Architect or his designated representative.

2. Local Building Department and Fire Marshal.
3. Utah State Fire Marshal’s Office.

END OF SECTION 15300
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SECTION 15733 - ROOFTOP UNITS - COOLING ONLY

PART 1 - GENERAL

1.1

A

1.2

1.3

1.4

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes cooling-only rooftop replacement-air units.

DEFINITIONS

DDC: Direct-digital controls.

SUBMITTALS
Product Data: Include rated capacities, furnished specialties, and accessories.

Shop Drawings: Detail equipment assemblies and indicate dimensions, weights, loads, required
clearances, methods of field assembly, components, and location and size of each field connection.
Prepare the following by or under the supervision of a qualified professional engineer:

1. Design Calculations: For selecting and designing restrained vibration isolation roof-curb rails.

2. Mounting Details: For securing and flashing roof curb to roof structure. Indicate coordinating
requirements with roof membrane system.

3. Wiring Diagrams: Power, signal, and control wiring.

Coordination Drawings: Rooftop replacement-air units to roof-curb mounting details drawn to scale,
on which the following items are shown and coordinated with each other, based on input from
installers of the items involved:

1. Size and location of rooftop replacement-air unit mounting rails and anchor points and methods
for anchoring units to roof curb.

2. Required roof penetrations for ducts, pipes, and electrical raceways, including size and location
of each penetration.

Startup service reports.

Operation and Maintenance Data: For rooftop replacement-air units to include in emergency,
operation, and maintenance manuals.

Warranty: Special warranty specified in this Section.
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1.5 QUALITY ASSURANCE
A. Product Options: Drawings indicate size, profiles, and dimensional requirements of rooftop

1.6

1.7

1.8

replacement-air units and are based on the specific system indicated. Refer to Division 1 Section
"Product Requirements."

Electrical Components, Devices, and Accessories: Listed and labeled as defined in NFPA 70,
Article 100, by a testing agency acceptable to authorities having jurisdiction, and marked for intended
use.

Units shall be designed to operate with HCFC-free refrigerants.

COORDINATION

Coordinate size, installation, and structural capacity of roof curbs, equipment supports, and roof
penetrations. These items are specified in Division 7 Section "Roof Accessories."

Coordinate size, location, and installation of rooftop replacement-air unit manufacturer's roof curbs
and equipment supports with roof Installer.

1. Coordinate installation of restrained vibration isolation roof-curb rails, which are specified in
Division 15 Section "Mechanical Vibration and Seismic Controls."
WARRANTY

Special Warranty:  Manufacturer's standard form in which manufacturer agrees to replace
components listed below that fail in materials or workmanship within specified warranty period.

1. Warranty Period for Compressors: Manufacturer's standard, but not less than five years from
date of Substantial Completion.

2. Warranty Period for Heat Exchangers: Manufacturer's standard, but not less than five years
from date of Substantial Completion.

EXTRA MATERIALS

Furnish extra materials described below that match products installed and that are packaged with
protective covering for storage and identified with labels describing contents.

1. Fan Belts: One set for each belt-driven fan.
2. Filters: One set for each unit.
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PART 2 - PRODUCTS

2.1

A

2.2

@

m o o

n

23

MANUFACTURERS

Available Manufacturers: Subject to compliance with requirements, manufacturers offering products
that may be incorporated into the Work include, but are not limited to, the following:

Manufacturers: Subject to compliance with requirements, provide products by one of the following:

1. AAON, Inc.
2. Carrier

3. Trane

4. York
CABINET

Construction: Double wall.

Exterior Casing: Galvanized steel with baked-enamel paint finish and with lifting lugs and knockouts
for electrical and piping connections.

Interior Casing: Galvanized steel.

Base Rails: Galvanized-steel rails.

Service Doors: Hinged access doors with neoprene gaskets.

Internal Insulation: Fibrous-glass duct lining complying with ASTM C 1071, Type II.

1. Thickness: 1 inch.

2. Insulation Adhesive: Comply with ASTM C 916, Type I.

3 Mechanical Fasteners: Galvanized steel, suitable for adhesive attachment, mechanical
attachment, or welding attachment to casing without damaging liner and without causing air
leakage when applied as recommended by manufacturer.

Condensate Drain Pans: Formed sections of galvanized-steel sheet designed for self-drainage.

Fabricate pans with slopes to preclude buildup of microbial slime.

SUPPLY-AIR FAN

Fan: Forward-curved centrifugal; statically and dynamically balanced, galvanized steel, mounted on
solid-steel shaft with self-aligning, permanently lubricated ball bearings.

Motor: Open dripproof, single-speed motor.

Drive: V-belt drive with matching fan pulley and adjustable motor sheaves and belt assembly with
minimum 1.4 service factor.
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D. Mounting: Fan wheel, motor, and drives shall be mounted in fan casing with spring isolators.
2.4 REFRIGERATION SYSTEM
A. Fabricate and label refrigeration system to comply with ASHRAE 15, "Safety Code for Mechanical
Refrigeration."
B. Compressors: Reciprocating or scroll compressors with integral vibration isolators, internal
overcurrent and overtemperature protection, internal pressure relief, and crankcase heater.
C. EERand COP: See drawings.
D. Refrigerant: R-410A.
E. Refrigeration System Specialties:
1. Expansion valve with replaceable thermostatic element.
2. Refrigerant dryer.
3. High-pressure switch.
4, Low-pressure switch.
5. Thermostat for coil freeze-up protection during low ambient temperature operation or loss of air.
6. Brass service valves installed in discharge and liquid lines.
7. Operating charge of refrigerant.
F.  Capacity Control: Hot-gas bypass refrigerant control.
G. Refrigerant Coils: Evaporator and condenser coils shall be designed, tested, fabricated, and rated
according to ARI 410 and ASHRAE 33. Coils shall be leak tested under water with air at 315 psig.
1. Capacity Reduction: Circuit coils for interleaved control.
2. Tubes: Copper.
3. Fins: Aluminum.
4. Fin and Tube Joint: Mechanical bond.
5. Suction and Distributor: Seamless copper tube with brazed joints.
6. Coating: Phenolic epoxy corrosion-protection coating on both coils.
7. Source Quality Control: Test to 450 psig, and to 300 psig underwater.
H. Condenser Fan: Propeller type, directly driven by motor.
l. Safety Controls:
1. Compressor motor and outside-coil fan motor low ambient lockout.
2. Overcurrent protection for compressor motor and outside-coil fan motors.
2.5 OUTDOOR-AIR INTAKE AND DAMPERS
A. Dampers: Leakage rate, according to AMCA 500, shall not exceed 2 percent of air quantity at face

velocity of 2000 fpm through damper and pressure differential of 4-inch wg.
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B. Damper Operators: Electric.

C. Mixing Boxes: Parallel-blade, galvanized-steel dampers mechanically fastened to steel operating rod
inside cabinet. Connect operating rods with common interconnecting linkages so dampers operate
simultaneously.

D. Outdoor-Air Intake Hoods: Galvanized steel, with bird screen and finish to match cabinet.

2.6 FILTERS

A.  Comply with NFPA 90A.

B. Cleanable Filters: 2-inch- thick, cleanable metal mesh.

C. Disposable Panel Filters: 2-inch- thick, factory-fabricated, flat-panel-type, disposable air filters with
holding frames, with a minimum efficiency report value of 6 according to ASHRAE 52.2 and 90
percent average arrestance according to ASHRAE 52.1.

1. Media: Interlaced glass fibers sprayed with nonflammable adhesive.
2. Frame: Galvanized steel.
2.7 CONTROLS

A. Control equipment and sequence of operation are specified in Division 15 Section "HVAC
Instrumentation and Controls."

B. Factory-wire connection for controls' power supply.

C. Control devices, including sensors, transmitters, relays, switches, thermostats, humidistats, detectors,
operators, actuators, and valves, shall be manufacturer's standard items to accomplish indicated
control functions.

D. Unit Controls: Solid-state control board and components with field-adjustable control parameters.

E. Supply-Fan Control: Units shall be electrically interlocked with corresponding exhaust fans, to
operate continuously when exhaust fans are running. Time clock shall switch operation from
occupied to unoccupied. Night setback thermostat shall cycle fan during unoccupied periods to
maintain space temperature.

1. Timer: Seven-day electronic clock.
2. Electrically interlock kitchen hood fire-extinguishing system to de-energize replacement-air unit
when fire-extinguishing system discharges.

F. Unit-Mounted Status Panel:

1. Cooling/Off/Heating Controls: Control operational mode.
2. Damper Position: Indicates position of outdoor-air dampers in terms of percentage of outdoor
air.

3. Status Lights:
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a. Filter dirty.
b. Fan operating.
C. Cooling operating.
d. Heating operating.

2.8

A.

Refrigeration System Controls:

1. Provide with “Low Ambient” kit.

Damper Controls:

1. Rooftop will operate.

Integral Smoke Alarm: Smoke detector installed in supply and return air on units 2000 cfm and larger.

DDC Temperature Control:  Units shall be fully integrateable with Johnson Metasys DDC
temperature-control system. Control module shall be compatible with temperature-control system
specified in Division 15 Section "HVAC Instrumentation and Controls." Links shall include the
following:

1. Start/stop interface relay, and relay to notify DDC temperature-control system alarm condition.
Hardware interface or additional sensors for the following:

Room temperature.

Discharge air temperature.

Refrigeration system operating.

Furnace operating.

Constant and variable motor loads.

Monitor variable frequency drive operation.

Monitor cooling load.

Monitor economizer cycles.

Monitor air distribution static pressure and ventilation air volumes.

TSQ o o0 T

MOTORS

Comply with requirements in Division 15 Section "Motors."

PART 3 - EXECUTION

3.1

A

EXAMINATION

Examine substrates, areas, and conditions, with Installer present, for compliance with requirements
for installation tolerances and other conditions affecting installation of rooftop replacement-air units.

Examine roughing-in for piping, ducts, and electrical systems to verify actual locations of connections
before equipment installation.

Proceed with installation only after unsatisfactory conditions have been corrected.
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3.2 INSTALLATION
A. Install restrained vibration isolation on roof structure according to 15074. Install and secure rooftop

3.3

3.4

replacement-air units on rails and coordinate roof penetrations and flashing with roof construction.
Restrained isolation roof-curb rails are specified in Division 15 Section "Mechanical Vibration and
Seismic Controls."

Install wall- and duct-mounting sensors, thermostats, and humidistats furnished by manufacturers for
field installation. Install control wiring and make final connections to control devices and unit control
panel.

CONNECTIONS

Duct Connections: Duct installation requirements are specified in Division 15 Section "Metal Ducts."
Drawings indicate the general arrangement of ducts. Connect supply and return ducts to rooftop
replacement-air units with flexible duct connectors. Flexible duct connectors are specified in
Division 15 Section "Duct Accessories."

Electrical Connections: Comply with requirements in Division 16 Sections for power wiring, switches,
and motor controls.

Ground equipment according to Division 16 Section "Grounding and Bonding."

STARTUP SERVICE
Engage a factory-authorized service representative to perform startup service.

Complete installation and startup checks according to manufacturer's written instructions and perform
the following:

Inspect for visible damage to furnace combustion chamber.

Inspect for visible damage to compressor, air-cooled outside coil, and fans.

Inspect casing insulation for integrity, moisture content, and adhesion.

Verify that clearances have been provided for servicing.

Verify that controls are connected and operable.

Verify that filters are installed.

Clean outside coil and inspect for construction debris.

Clean furnace flue and inspect for construction debris.

Inspect operation of power vents.

10. Purge gas line.

11. Inspect and adjust vibration isolators and seismic restraints.

12.  Verify bearing lubrication.

13. Inspect fan-wheel rotation for movement in correct direction without vibration and binding.

14. Adjust fan belts to proper alignment and tension.

15.  Start unit.

16. Start refrigeration system when outdoor-air temperature is within normal operating limits.

17. Inspect and record performance of interlocks and protective devices including response to
smoke detectors by fan controls and fire alarm.

18. Operate unit for run-in period.

©CoOoNOOARWN =
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19.

20.
21.
22.
23.

24.
25.

26.

27.

Perform the following operations for both minimum and maximum firing and adjust burner for
peak efficiency:

Measure gas pressure at manifold.

Measure combustion-air temperature at inlet to combustion chamber.

Measure flue-gas temperature at furnace discharge.

Perform flue-gas analysis. Measure and record flue-gas carbon dioxide and oxygen
concentration.

e. Measure supply-air temperature and volume when burner is at maximum firing rate and
when burner is off. Calculate useful heat to supply air.

apow

Calibrate thermostats.

Adjust and inspect high-temperature limits.

Inspect outdoor-air dampers for proper stroke and interlock with return-air dampers.
Start refrigeration system and measure and record the following:

Coil leaving-air, dry- and wet-bulb temperatures.
Coll entering-air, dry- and wet-bulb temperatures.
Outdoor-air, dry-bulb temperature.

Outdoor-air-coil, discharge-air, dry-bulb temperature.

oo

Verify operational sequence of controls.
Measure and record the following airflows. Plot fan volumes on fan curve.

a. Supply-air volume.
b. Return-air volume.
c. Outdoor-air intake volume.

Simulate maximum cooling demand and inspect the following:

a. Compressor refrigerant suction and hot-gas pressures.
b. Short circuiting of air through outside coil or from outside coil to outdoor-air intake.

Verify operation of remote panel including pilot-light operation and failure modes. Inspect the
following:

a. High-limit heat exchanger.
b.  Alarms.

C. After startup and performance testing, change filters, verify bearing lubrication, and adjust belt
tension.

D. Remove and replace components that do not pass tests and inspections and retest as specified
above.

E.  Prepare written report of the results of startup services.

3.5 ADJUSTING

A.  Adjust initial temperature and humidity set points.
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B.  Set field-adjustable switches and circuit-breaker trip ranges as indicated.
C. Occupancy Adjustments: When requested within 12 months of date of Substantial Completion,

provide on-site assistance in adjusting system to suit actual occupied conditions. Provide up to two
visits to Project outside normal occupancy hours for this purpose.

3.6 DEMONSTRATION
A. Engage a factory-authorized service representative to train Owner's maintenance personnel to adjust,

operate, and maintain rooftop replacement-air units.

END OF SECTION 15733
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SECTION 15752 - HUMIDIFIERS

PART 1 - GENERAL

1.1

A

1.2

oo ®w »

1.3

1.4

1.5

1.6

A

WORK INCLUDED

Steam Humidifier, Control Cabinet, Piping and controls.

RELATED WORK

Electrical distribution Division 16000.

Plumbing water distribution and drainage. Section 15140.
Ductwork Insulation. Section 15083.

Rooftop Section 15733.

SUBMITTALS
Submit shop drawings and product data under provisions of Section 01300.

Shop drawings shall indicate assembly, dimension, weights, construction details and all field
connection details and all mounting and housing details.

Product data shall indicate dimensions, weights, capacities, ratings, construction detail, electrical
characteristics.

Submit manufacturer’s installation instructions and operation and maintenance manuals.

DELIVERY, STORAGE AND HANDLING
Deliver products to site in factory fabricated protective containers.

Store in a clean dry place and protect from weather and construction traffic, handle carefully to avoid
damage to components, enclosures and finish.

ENVIRONMENTAL CONDITIONS

Do not operate unit for any pupose, temporary or permanent until all water supply and drainage
connections have been made and all safety controls are functioning properly.

WARRANTY

Provide manufacturer’s one year standard warranty.
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PART 2 - PRODUCTS

2.1

2.2

o o w >

ACCEPTABLE MANUFACTURERS
Armstrong

Dri-Steam

Nortec

Prior approved equal.

STEAM GENERATOR TYPE HUMIDIFIERS

Available Manufacturers: Subject to compliance with requirements, manufacturers offering products
that may be incorporated into the Work include, but are not limited to, the following: Steam humidifier
for distribution of humidity (steam vapor) into air handling system or directly into space shall be of the
self-contained, electrically controlled design. Humidifier shall maintain 97% or greater rated efficiency
after one year of operation.

Humidifier shall generate steam from demineralized, deionized, reverse osmosis, softened or ordinary
tap water (specify DI model for DI or RO water).

Humidifier shall utilize disposable ionic bed inserts for tap water service to attract solids from boiling
water. lonic beds ensure controllability through responsive and consistent humidity output regardless
of water quality and minimize downtime required for tank cleaning.

Humidifier shall monitor tank operating history, and display will indicate when unit needs ionic bed
replacement. Service life cycle may be field-adapted to match water quality.

Humidifier shall have modulating control to provide 0% to 100% of maximum capacity. Humidifier is
field-adaptable to 0-10 VDC, 1.9-3.9 VDC, 4-20 milliamp, 0-135 ohms, or an on/off input signal.

Tank drain shall be cycle based on operating history in order to conserve water and energy. Drain
cycle shall be field adjustable and drain will be tempered by the fill valve.

Immersion heaters shall be made of Incoloy for tap water (316 Stainless for DI or RO water) and shall
have watt densities of 200 watts per square inch to minimize surface area of heater required. Return
bends in resistance heater are not acceptable. One heating element shall be raised, and have an
internal thermocouple for sensing overtemperature situation. Bi-Metallic switch spot welded to the
humidifier tank shall not be accepted.

Humidifier shall incorporate stainless steel conductance-actuated probes withTeflon insulation for
liquid level control on tap water service. For deionized (DI) or reverse osmosis (RO) water, humidifier
shall use a float switch for liquid level control.

Humidifier shall include lights indicating the unit has power on, is in the process of steam generation,
and has a diagnostic error or that ionic beds are at the end of their service life.
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J. Humidifier shall incorporate electrical terminals for installation of controlling humidistat, duct high-limit
humidistat, fan interlock switch and Class 2 alarm device.

K.  Humidifier shall be supplied with stainless steel steam dispersion tube(s), which provide uniform
steam distribution over the entire tube length and shall be supplied at various lengths (through 6€’) to
adequately span the widest dimension of the duct. Alternately, humidifier shall be supplied with
HumidiPack prefabricated separator/header and multiple dispersion tube assembly designed for the
application in order to shorten the non-wettable vapor trail.

L. When applicable, humidifiers shall have provisions for discharging steam vapor directly into room area
using factory available fan distribution units as an accessory. These units shall be designed for
remote mounting.

M.  Humidifier tank and heating elements shall be constructed of stainless steel.

N.  Optional points:

1. Humidifier shall have all internal components contained in a steel cabinet with key-locked
access doors to prevent unauthorized access.

2. Unit shall monitor tank water level and will shut down power to the heating elements to prevent
unsafe operation upon failure of the drain system, fill system, or upon an over-temperature
condition.

3. Humidifier fill water line shall have an air gap to prevent back-flow (siphoning) of tank water into

the potable water supply system.

Airflow proving switch shall be provided for field installation.

Duct mounted high limit humidistat shall be provided.

Humidifier shall be supplied with hose cuffs for connection to hard copper tube (customer-

supplied).

o0k

PART 3 - EXECUTION

3.1

A

3.2

3.3

A

INSTALLTION

Install humidifier as indicated on drawings and as indicated in schedules in accordance with
manufacturer’s instructions.

MANUFACTURER’S FIELD SERVICES

Supply services of factory trained representative to check installation for compliance with
manufacturer’s requirements and to supervise start-up and testing of humidifiers.

DEMONSTRATION

Demonstrate all humidifiers to be fully functional. See 15950 for testing procedure.

END OF SECTION 15752
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SECTION 15815 - METAL DUCTS

PART 1 - GENERAL

1.1

A

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY
Section Includes:

Single-wall rectangular ducts and fittings.
Single-wall round and flat-oval ducts and fittings.
Double-wall round and flat-oval ducts and fittings.
Sheet metal materials.

Duct liner.

Sealants and gaskets.

Hangers and supports.

Seismic-restraint devices.

Nl WN -

Related Sections:

1. Division 15 Section "Duct Accessories" for dampers, sound-control devices, duct-mounting
access doors and panels, turning vanes, and flexible ducts.

2. Division 15 Section "Testing, Adjusting, and Balancing" for testing, adjusting, and balancing
requirements for metal ducts.

PERFORMANCE REQUIREMENTS

Delegated Duct Design: Duct construction, including sheet metal thicknesses, seam and joint
construction, reinforcements, and hangers and supports, shall comply with SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible" and performance requirements and design criteria
indicated.

1. Static-Pressure Classes:
a. Supply Ducts (except in Mechanical Rooms): 2-inch wg.
b. Supply Ducts (Upstream from Air Terminal Units): 3-inch wg.
C. Supply Ducts (Downstream from Air Terminal Units): 1-inch wg.
d. Supply Ducts (in Mechanical Equipment Rooms): 2-inch wg.
e. Return Ducts (Negative Pressure): 1-inch wg.
f. Exhaust Ducts (Negative Pressure): 1-inch wg.

2. Leakage Class:
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a. Round Supply-Air Duct: 3 c¢fm/100 sq. ft. at 1-inch wg.
b. Flat-Oval Supply-Air Duct: 3 cfm/100 sq. ft. at 1-inch wg.
C. Rectangular Supply-Air Duct: 6 cfm/100 sq. ft. at 1-inch wg.
d. Flexible Supply-Air Duct: 6 cfm/100 sq. ft. at 1-inch wg.

B. Structural Performance: Duct hangers and supports and seismic restraints shall withstand the effects
of gravity and seismic loads and stresses within limits and under conditions described in SMACNA's
"HVAC Duct Construction Standards - Metal and Flexible" SMACNA's "Seismic Restraint Manual:
Guidelines for Mechanical Systems."

1. Seismic Hazard Level A: Seismic force to weight ratio, 0.48.
2. Seismic Hazard Level B: Seismic force to weight ratio, 0.30.
3.  Seismic Hazard Level C: Seismic force to weight ratio, 0.15.

14 SUBMITTALS
A.  Product Data: For each type of the following products:

1. Liners and adhesives.

2. Sealants and gaskets.

3. Seismic-restraint devices.

B.  Welding certificates.

C.  Field quality-control reports.

1.5 QUALITY ASSURANCE
A.  Welding Qualifications: Qualify procedures and personnel according to the following:
1. AWS D1.1/D1.1M, "Structural Welding Code - Steel," for hangers and supports.

2. AWS D1.2/D1.2M, "Structural Welding Code - Aluminum," for aluminum supports.
3. AWS D9.1M/D9.1, "Sheet Metal Welding Code," for duct joint and seam welding.

PART 2 - PRODUCTS

21 SINGLE-WALL RECTANGULAR DUCTS AND FITTINGS

A.  General Fabrication Requirements: Comply with SMACNA's "HVAC Duct Construction Standards -
Metal and Flexible" based on indicated static-pressure class unless otherwise indicated.

B.  Transverse Joints: Select joint types and fabricate according to SMACNA's "HVAC Duct Construction
Standards - Metal and Flexible," Figure 1-4, "Transverse (Girth) Joints," for static-pressure class,
applicable sealing requirements, materials involved, duct-support intervals, and other provisions in
SMACNA's "HVAC Duct Construction Standards - Metal and Flexible."
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C.

2.2

Longitudinal Seams: Select seam types and fabricate according to SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible," Figure 1-5, "Longitudinal Seams - Rectangular Ducts,"
for static-pressure class, applicable sealing requirements, materials involved, duct-support intervals,
and other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and Flexible."

Elbows, Transitions, Offsets, Branch Connections, and Other Duct Construction: Select types and
fabricate according to SMACNA's "HVAC Duct Construction Standards - Metal and Flexible,"
Chapter 2, "Fittings and Other Construction," for static-pressure class, applicable sealing
requirements, materials involved, duct-support intervals, and other provisions in SMACNA's "HVAC
Duct Construction Standards - Metal and Flexible."

SINGLE-WALL ROUND AND FLAT-OVAL DUCTS AND FITTINGS

General Fabrication Requirements: Comply with SMACNA's "HVAC Duct Construction Standards -
Metal and Flexible," Chapter 3, "Round, Oval, and Flexible Duct," based on indicated static-pressure
class unless otherwise indicated.

1. Manufacturers: Subject to compliance with requirements, available manufacturers offering
products that may be incorporated into the Work include, but are not limited to, the following:

Lindab Inc.

McGill AirFlow LLC.

SEMCO Incorporated.

Sheet Metal Connectors, Inc.
Spiral Manufacturing Co., Inc.
Metco.

Prior approved equal.

@~oooow

Flat-Oval Ducts: Indicated dimensions are the duct width (major dimension) and diameter (diameter
of the round sides connecting the flat portions of the duct).

Transverse Joints: Select joint types and fabricate according to SMACNA's "HVAC Duct Construction
Standards - Metal and Flexible," Figure 3-2, "Transverse Joints - Round Duct," for static-pressure
class, applicable sealing requirements, materials involved, duct-support intervals, and other provisions
in SMACNA's "HVAC Duct Construction Standards - Metal and Flexible."

1. Transverse Joints in Ducts Larger Than 60 Inches in Diameter: Flanged.

Longitudinal Seams: Select seam types and fabricate according to SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible," Figure 3-1, "Seams - Round Duct and Fittings," for
static-pressure class, applicable sealing requirements, materials involved, duct-support intervals, and
other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and Flexible."

1. Fabricate round ducts larger than 90 inches in diameter with butt-welded longitudinal seams.
2. Fabricate flat-oval ducts larger than 72 inches in width (major dimension) with butt-welded
longitudinal seams.

Tees and Laterals: Select types and fabricate according to SMACNA's "HVAC Duct Construction
Standards - Metal and Flexible," Figure 3-4, "90 Degree Tees and Laterals," and Figure 3-5, "Conical
Tees," for static-pressure class, applicable sealing requirements, materials involved, duct-support
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2.3

intervals, and other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible."

DOUBLE-WALL ROUND AND FLAT-OVAL DUCTS AND FITTINGS

Manufacturers: Subject to compliance with requirements, available manufacturers offering products
that may be incorporated into the Work include, but are not limited to, the following:

Lindab Inc.

McGill AirFlow LLC.

SEMCO Incorporated.

Sheet Metal Connectors, Inc.
Metco.

Prior approved equal.

AR WN -~

Flat-Oval Ducts: Indicated dimensions are the duct width (major dimension) and diameter (diameter
of the round sides connecting the flat portions of the duct) of the inner duct.

Outer Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible,"
Chapter 3, "Round, Oval, and Flexible Duct," based on static-pressure class unless otherwise
indicated.

1.  Transverse Joints: Select joint types and fabricate according to SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible," Figure 3-2, "Transverse Joints - Round Duct," for
static-pressure class, applicable sealing requirements, materials involved, duct-support
intervals, and other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible."

a. Transverse Joints in Ducts Larger Than 60 Inches in Diameter: Flanged.

2. Longitudinal Seams: Select seam types and fabricate according to SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible," Figure 3-1, "Seams - Round Duct and Fittings,"
for static-pressure class, applicable sealing requirements, materials involved, duct-support
intervals, and other provisions in SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible."

a. Fabricate round ducts larger than 90 inches in diameter with butt-welded longitudinal
seams.

b. Fabricate flat-oval ducts larger than 72 inches in width (major dimension) with butt-welded
longitudinal seams.

3. Tees and Laterals: Select types and fabricate according to SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible," Figure 3-4, "90 Degree Tees and Laterals," and
Figure 3-5, "Conical Tees," for static-pressure class, applicable sealing requirements, materials
involved, duct-support intervals, and other provisions in SMACNA's "HVAC Duct Construction
Standards - Metal and Flexible."

Inner Duct: Minimum 0.028-inch perforated galvanized sheet steel having 3/32-inch- diameter
perforations, with overall open area of 23 percent.
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2.5

E.

Interstitial Insulation: Fibrous-glass liner complying with ASTM C 1071, NFPA 90A, or NFPA 90B;
and with NAIMA AH124, "Fibrous Glass Duct Liner Standard."

1. Maximum Thermal Conductivity: 0.27 Btu x in./h x sq. ft. x degF at 75 deg F mean
temperature.

2. Install spacers that position the inner duct at uniform distance from outer duct without
compressing insulation.

3.  Coat insulation with antimicrobial coating.

4.  Cover insulation with polyester film complying with UL 181, Class 1.

SHEET METAL MATERIALS

General Material Requirements: Comply with SMACNA's "HVAC Duct Construction Standards -
Metal and Flexible" for acceptable materials, material thicknesses, and duct construction methods
unless otherwise indicated. Sheet metal materials shall be free of pitting, seam marks, roller marks,
stains, discolorations, and other imperfections.

Galvanized Sheet Steel: Comply with ASTM A 653/A 653M.

1. Galvanized Coating Designation: G60.
2. Finishes for Surfaces Exposed to View: Mill phosphatized.

Reinforcement Shapes and Plates: ASTM A 36/A 36M, steel plates, shapes, and bars; black and
galvanized.

1. Where black- and galvanized-steel shapes and plates are used to reinforce aluminum ducts,
isolate the different metals with butyl rubber, neoprene, or EPDM gasket materials.

Tie Rods: Galvanized steel, 1/4-inch minimum diameter for lengths 36 inches or less; 3/8-inch
minimum diameter for lengths longer than 36 inches.

DUCT LINER

Fibrous-Glass Duct Liner: Comply with ASTM C 1071, NFPA 90A, or NFPA 90B; and with
NAIMA AH124, "Fibrous Glass Duct Liner Standard."

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
following:

CertainTeed Corporation; Insulation Group.
Johns Manville.

Knauf Insulation.

Owens Corning.

Prior approved equal.

Maximum Thermal Conductivity:

~PQo0ToD

1)  Type |, Flexible: 0.27 Btu x in./h x sq. ft. x deg F at 75 deg F mean temperature.
2)  Type ll, Rigid: 0.23 Btu x in./h x sq. ft. x deg F at 75 deg F mean temperature.
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2.

Antimicrobial Erosion-Resistant Coating: Apply to the surface of the liner that will form the
interior surface of the duct to act as a moisture repellent and erosion-resistant coating.
Antimicrobial compound shall be tested for efficacy by an NRTL and registered by the EPA for
use in HVAC systems.

3.  Solvent-Based Liner Adhesive: Comply with NFPA 90A or NFPA 90B and with ASTM C 916.
B. Insulation Pins and Washers:

1. Cupped-Head, Capacitor-Discharge-Weld Pins: Copper- or zinc-coated steel pin, fully annealed
for capacitor-discharge welding, 0.106-inch- diameter shank, length to suit depth of insulation
indicated with integral 1-1/2-inch galvanized carbon-steel washer.

2. Insulation-Retaining Washers: Self-locking washers formed from 0.016-inch- thick galvanized

steel; with beveled edge sized as required to hold insulation securely in place but not less than
1-1/2 inches in diameter.

C. Shop Application of Duct Liner: Comply with SMACNA's "HVAC Duct Construction Standards - Metal
and Flexible," Figure 2-19, "Flexible Duct Liner Installation."

1.

PN

10.

Adhere a single layer of indicated thickness of duct liner with at least 90 percent adhesive
coverage at liner contact surface area. Attaining indicated thickness with multiple layers of duct
liner is prohibited.

Apply adhesive to transverse edges of liner facing upstream that do not receive metal nosing.
Butt transverse joints without gaps, and coat joint with adhesive.

Fold and compress liner in corners of rectangular ducts or cut and fit to ensure butted-edge
overlapping.

Do not apply liner in rectangular ducts with longitudinal joints, except at corners of ducts, unless
duct size and dimensions of standard liner make longitudinal joints necessary.

Apply adhesive coating on longitudinal seams in ducts with air velocity of 2500 fpm.

Secure liner with mechanical fasteners 4 inches from corners and at intervals not exceeding 12
inches transversely; at 3 inches from transverse joints and at intervals not exceeding 18 inches
longitudinally.

Secure transversely oriented liner edges facing the airstream with metal nosings that have
either channel or "Z" profiles or are integrally formed from duct wall. Fabricate edge facings at
the following locations:

a. Fan discharges.

b. Intervals of lined duct preceding unlined duct.

C. Upstream edges of transverse joints in ducts where air velocities are higher than 2500
fpm or where indicated.

Secure insulation between perforated sheet metal inner duct of same thickness as specified for
outer shell. Use mechanical fasteners that maintain inner duct at uniform distance from outer
shell without compressing insulation.

a. Sheet Metal Inner Duct Perforations: 3/32-inch diameter, with an overall open area of 23
percent.

Terminate inner ducts with buildouts attached to fire-damper sleeves, dampers, turning vane
assemblies, or other devices. Fabricated buildouts (metal hat sections) or other buildout means
are optional; when used, secure buildouts to duct walls with bolts, screws, rivets, or welds.
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26 SEALANT AND GASKETS

A.  General Sealant and Gasket Requirements: Surface-burning characteristics for sealants and gaskets
shall be a maximum flame-spread index of 25 and a maximum smoke-developed index of 50 when
tested according to UL 723; certified by an NRTL.

B. Water-Based Joint and Seam Sealant:

Application Method: Brush on.

Solids Content: Minimum 65 percent.

Shore A Hardness: Minimum 20.

Water resistant.

Mold and mildew resistant.

VOC: Maximum 75 g/L (less water).

Maximum Static-Pressure Class: 10-inch wg, positive and negative.

Service: Indoor or outdoor.

Substrate: Compatible with galvanized sheet steel (both PVC coated and bare), stainless steel,
or aluminum sheets.

CoNoOGOrwWN =

C. Flanged Joint Sealant: Comply with ASTM C 920.

1. General: Single-component, acid-curing, silicone, elastomeric.
2. Type: S.

3. Grade: NS.

4. Class: 25.

5. Use: O.

D. Flange Gaskets: Butyl rubber, neoprene, or EPDM polymer with polyisobutylene plasticizer.
E. Round Duct Joint O-Ring Seals:

1. Seal shall provide maximum leakage class of 3 ¢cfm/100 sq. ft. at 1-inch wg and shall be rated
for 10-inch wg static-pressure class, positive or negative.

2. EPDM O-ring to seal in concave bead in coupling or fitting spigot.

3. Double-lipped, EPDM O-ring seal, mechanically fastened to factory-fabricated couplings and
fitting spigots.

2.7 HANGERS AND SUPPORTS

A.  Hanger Rods for Noncorrosive Environments: Cadmium-plated steel rods and nuts.

B. Hanger Rods for Corrosive Environments: Electrogalvanized, all-thread rods or galvanized rods with
threads painted with zinc-chromate primer after installation.

C. Strap and Rod Sizes: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible," Table 4-1, "Rectangular Duct Hangers Minimum Size," and Table 4-2, "Minimum Hanger
Sizes for Round Duct."

D. Steel Cables for Galvanized-Steel Ducts: Galvanized steel complying with ASTM A 603.
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2.8

E.

F.

Steel Cables for Stainless-Steel Ducts: Stainless steel complying with ASTM A 492.

Steel Cable End Connections: Cadmium-plated steel assemblies with brackets, swivel, and bolts
designed for duct hanger service; with an automatic-locking and clamping device.

Duct Attachments: Sheet metal screws, blind rivets, or self-tapping metal screws; compatible with
duct materials.

Trapeze and Riser Supports:

1. Supports for Galvanized-Steel Ducts: Galvanized-steel shapes and plates.
2. Supports for Stainless-Steel Ducts: Stainless-steel shapes and plates.
3. Supports for Aluminum Ducts: Aluminum or galvanized steel coated with zinc chromate.

SEISMIC-RESTRAINT DEVICES
Manufacturers: Subject to compliance with requirements, provide products by one of the following:

Cooper B-Line, Inc.; a division of Cooper Industries.
Ductmate Industries, Inc.

Hilti Corp.

Kinetics Noise Control.

Loos & Co.; Cableware Division.

Mason Industries.

TOLCO:; a brand of NIBCO INC.

Unistrut Corporation; Tyco International, Ltd.

Prior approved equal.
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General Requirements for Restraint Components: Rated strengths, features, and applications shall
be as defined in reports by an agency acceptable to authorities having jurisdiction.

1. Structural Safety Factor: Allowable strength in tension, shear, and pullout force of components
shall be at least four times the maximum seismic forces to which they will be subjected.

Channel Support System: Shop- or field-fabricated support assembly made of slotted steel channels
rated in tension, compression, and torsion forces and with accessories for attachment to braced
component at one end and to building structure at the other end. Include matching components and
corrosion-resistant coating.

Restraint Cables: ASTM A 603, galvanized-steel cables with end connections made of cadmium-
plated steel assemblies with brackets, swivel, and bolts designed for restraining cable service; and
with an automatic-locking and clamping device or double-cable clips.

Hanger Rod Stiffener: Steel tube or steel slotted-support-system sleeve with internally bolted
connections to hanger rod.

Mechanical Anchor Bolts: Drilled-in and stud-wedge or female-wedge type. Select anchor bolts with
strength required for anchor and as tested according to ASTM E 488.
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PART 3 - EXECUTION

3.1

A

3.2

DUCT INSTALLATION

Drawing plans, schematics, and diagrams indicate general location and arrangement of duct system.
Indicated duct locations, configurations, and arrangements were used to size ducts and calculate
friction loss for air-handling equipment sizing and for other design considerations. Install duct
systems as indicated unless deviations to layout are approved on Shop Drawings and Coordination
Drawings.

Install ducts according to SMACNA's "HVAC Duct Construction Standards - Metal and Flexible"
unless otherwise indicated.

Install round and flat-oval ducts in maximum practical lengths.
Install ducts with fewest possible joints.

Install factory- or shop-fabricated fittings for changes in direction, size, and shape and for branch
connections.

Unless otherwise indicated, install ducts vertically and horizontally, and parallel and perpendicular to
building lines.

Install ducts close to walls, overhead construction, columns, and other structural and permanent
enclosure elements of building.

Install ducts with a clearance of 1 inch, plus allowance for insulation thickness.

Route ducts to avoid passing through transformer vaults and electrical equipment rooms and
enclosures.

Where ducts pass through non-fire-rated interior partitions and exterior walls and are exposed to view,
cover the opening between the partition and duct or duct insulation with sheet metal flanges of same
metal thickness as the duct. Overlap openings on four sides by at least 1-1/2 inches.

Where ducts pass through fire-rated interior partitions and exterior walls, install fire dampers. Comply
with requirements in Division 15 Section "Duct Accessories" for fire and smoke dampers.

Protect duct interiors from moisture, construction debris and dust, and other foreign
materials. Comply with SMACNA's "Duct Cleanliness for New Construction Guidelines."

SEAM AND JOINT SEALING

Seal duct seams and joints for duct static-pressure and leakage classes specified in "Performance
Requirements" Article, according to SMACNA's "HVAC Duct Construction Standards - Metal and

Flexible," Table 1-2, "Standard Duct Sealing Requirements," unless otherwise indicated.

1. For static-pressure classes 1- and 1/2-inch wg, comply with SMACNA's "HVAC Duct
Construction Standards - Metal and Flexible," Seal Class C, except as follows:
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3.3

3.4

a. Ducts that are located directly in zones they serve.

HANGER AND SUPPORT INSTALLATION

Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible," Chapter 4,
"Hangers and Supports."

Building Attachments: Concrete inserts, powder-actuated fasteners, or structural-steel fasteners
appropriate for construction materials to which hangers are being attached.

1. Where practical, install concrete inserts before placing concrete.

2. Install powder-actuated concrete fasteners after concrete is placed and completely cured.

3 Use powder-actuated concrete fasteners for standard-weight aggregate concretes or for slabs
more than 4 inches thick.

4. Do not use powder-actuated concrete fasteners for lightweight-aggregate concretes or for slabs
less than 4 inches thick.

5. Do not use powder-actuated concrete fasteners for seismic restraints.

Hanger Spacing: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible,"
Table 4-1, "Rectangular Duct Hangers Minimum Size," and Table 4-2, "Minimum Hanger Sizes for
Round Duct," for maximum hanger spacing; install hangers and supports within 24 inches of each
elbow and within 48 inches of each branch intersection.

Hangers Exposed to View: Threaded rod and angle or channel supports.

Support vertical ducts with steel angles or channel secured to the sides of the duct with welds, bolts,
sheet metal screws, or blind rivets; support at each floor and at a maximum intervals of 16 feet.

Install upper attachments to structures. Select and size upper attachments with pull-out, tension, and

shear capacities appropriate for supported loads and building materials where used.

SEISMIC-RESTRAINT-DEVICE INSTALLATION

Install ducts with hangers and braces designed to support the duct and to restrain against seismic

forces required by applicable building codes. Comply with SMACNA's "Seismic Restraint Manual:

Guidelines for Mechanical Systems."

1. Space lateral supports a maximum of 40 feet o.c., and longitudinal supports a maximum of 80
feet o.c.

2. Brace a change of direction longer than 12 feet.

Select seismic-restraint devices with capacities adequate to carry present and future static and
seismic loads.

Install cables so they do not bend across edges of adjacent equipment or building structure.

Install cable restraints on ducts that are suspended with vibration isolators.
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E. Install seismic-restraint devices using methods approved by an agency acceptable to authorities
having jurisdiction.
F.  Attachment to Structure: If specific attachment is not indicated, anchor bracing and restraints to
structure, to flanges of beams, to upper truss chords of bar joists, or to concrete members.
G. Dirilling for and Setting Anchors:

1. Identify position of reinforcing steel and other embedded items prior to drilling holes for anchors.
Do not damage existing reinforcement or embedded items during drilling. Notify the Architect if
reinforcing steel or other embedded items are encountered during drilling. Locate and avoid
prestressed tendons, electrical and telecommunications conduit, and gas lines.

2. Do not drill holes in concrete or masonry until concrete, mortar, or grout has achieved full design
strength.

3. Wedge Anchors: Protect threads from damage during anchor installation. Heavy-duty sleeve
anchors shall be installed with sleeve fully engaged in the structural element to which anchor is
to be fastened.

4. Set anchors to manufacturer's recommended torque, using a torque wrench.

5. Install zinc-coated steel anchors for interior applications and stainless-steel anchors for
applications exposed to weather.

3.5 CONNECTIONS
A. Make connections to equipment with flexible connectors complying with Division 15 Section "Duct

Accessories."

B. Comply with SMACNA's "HVAC Duct Construction Standards - Metal and Flexible" for branch, outlet
and inlet, and terminal unit connections.

3.6 FIELD QUALITY CONTROL

A. Perform tests and inspections.

B. Leakage Tests:
1. Comply with SMACNA's "HVAC Air Duct Leakage Test Manual."
2. Test the following systems:

a.  Supply air.

3. Disassemble, reassemble, and seal segments of systems to accommodate leakage testing and
for compliance with test requirements.

4, Test for leaks before insulation application.

5. Conduct tests at static pressures equal to maximum design pressure of system or section being
tested. If static-pressure classes are not indicated, test entire system at maximum system
design pressure. Do not pressurize systems above maximum design operating pressure. Give
seven days' advance notice for testing.

C. Duct System Cleanliness Tests:
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1.

Visually inspect duct system to ensure that no visible contaminants are present.
Test sections of metal duct system, chosen randomly by Owner, for cleanliness according to
"Vacuum Test" in NADCA ACR, "Assessment, Cleaning and Restoration of HYAC Systems."

a. Acceptable Cleanliness Level: Net weight of debris collected on the filter media shall not
exceed 0.75 mg/100 sqg. cm.

D. Duct system will be considered defective if it does not pass tests and inspections.

E. Prepare test and inspection reports.

3.7 DUCT CLEANING

A. Clean new duct system(s) before testing, adjusting, and balancing.

B. Use service openings for entry and inspection.

1.

2.
3.

Create new openings and install access panels appropriate for duct static-pressure class if
required for cleaning access. Provide insulated panels for insulated or lined duct. Patch
insulation and liner as recommended by duct liner manufacturer. Comply with Division 15
Section "Duct Accessories" for access panels and doors.

Disconnect and reconnect flexible ducts as needed for cleaning and inspection.

Remove and reinstall ceiling to gain access during the cleaning process.

C. Particulate Collection and Odor Control:

1.

2.

When venting vacuuming system inside the building, use HEPA filtration with 99.97 percent
collection efficiency for 0.3-micron-size (or larger) particles.

When venting vacuuming system to outdoors, use filter to collect debris removed from HVAC
system, and locate exhaust downwind and away from air intakes and other points of entry into
building.

D. Clean the following components by removing surface contaminants and deposits:

1.

Air outlets and inlets (registers, grilles, and diffusers).

Supply, return, and exhaust fans including fan housings, plenums (except ceiling supply and
return plenums), scrolls, blades or vanes, shafts, baffles, dampers, and drive assemblies.
Air-handling unit internal surfaces and components including mixing box, coil section, air wash
systems, spray eliminators, condensate drain pans, humidifiers and dehumidifiers, filters and
filter sections, and condensate collectors and drains.

Coils and related components.

Return-air ducts, dampers, actuators, and turning vanes except in ceiling plenums and
mechanical equipment rooms.

Supply-air ducts, dampers, actuators, and turning vanes.

Dedicated exhaust and ventilation components and makeup air systems.

E.  Mechanical Cleaning Methodology:

1.

Clean metal duct systems using mechanical cleaning methods that extract contaminants from
within duct systems and remove contaminants from building.

METAL DUCTS 15815 - 12



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

3.8

2.

No

Use vacuum-collection devices that are operated continuously during cleaning. Connect
vacuum device to downstream end of duct sections so areas being cleaned are under negative
pressure.

Use mechanical agitation to dislodge debris adhered to interior duct surfaces without damaging
integrity of metal ducts, duct liner, or duct accessories.

Clean fibrous-glass duct liner with HEPA vacuuming equipment; do not permit duct liner to get
wet. Replace fibrous-glass duct liner that is damaged, deteriorated, or delaminated or that has
friable material, mold, or fungus growth.

Clean coils and coil drain pans according to NADCA 1992. Keep drain pan operational. Rinse
coils with clean water to remove latent residues and cleaning materials; comb and straighten
fins.

Provide drainage and cleanup for wash-down procedures.

Antimicrobial Agents and Coatings: Apply EPA-registered antimicrobial agents if fungus is
present. Apply antimicrobial agents according to manufacturer's written instructions after
removal of surface deposits and debris.

DUCT SCHEDULE

Fabricate ducts with galvanized sheet steel.

Intermediate Reinforcement:

1.
2.
3.

Liner:

1.

Galvanized-Steel Ducts: Galvanized steel.
Stainless-Steel Ducts: Galvanized steel.
Aluminum Ducts: Aluminum or galvanized sheet steel coated with zinc chromate.

Supply- and Return-Air Ducts: Fibrous glass, Type I.

Double-Wall Duct Interstitial Insulation:

1.

Supply- and Return-Air Ducts: 1 inch thick.

Elbow Configuration:

1.

Rectangular Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible," Figure 2-2, "Rectangular Elbows."

a. Velocity 1000 fpm or Lower:

1)  Radius Type RE 1 with minimum 0.5 radius-to-diameter ratio.
2)  Mitered Type RE 4 without vanes.

b.  Velocity 1000 to 1500 fpm:

1)  Radius Type RE 1 with minimum 1.0 radius-to-diameter ratio.
2)  Radius Type RE 3 with minimum 0.5 radius-to-diameter ratio and two vanes.
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Mitered Type RE 2 with vanes complying with SMACNA's "HVAC Duct Construction
Standards - Metal and Flexible," Figure 2-3, "Vanes and Vane Runners," and Figure
2-4, "Vane Support in Elbows."

C. Velocity 1500 fpm or Higher:

1)
2)
3)

Radius Type RE 1 with minimum 1.5 radius-to-diameter ratio.

Radius Type RE 3 with minimum 1.0 radius-to-diameter ratio and two vanes.
Mitered Type RE 2 with vanes complying with SMACNA's "HVAC Duct Construction
Standards - Metal and Flexible," Figure 2-3, "Vanes and Vane Runners," and Figure
2-4, "Vane Support in Elbows."

2. Round Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible," Figure 3-3, "Round Duct Elbows."

a. Minimum Radius-to-Diameter Ratio and Elbow Segments: Comply with SMACNA's
"HVAC Duct Construction Standards - Metal and Flexible," Table 3-1, "Mitered Elbows."
Elbows with less than 90-degree change of direction have proportionately fewer
segments.

1)
2)

3)

Velocity 1000 fpm or Lower: 0.5 radius-to-diameter ratio and three segments for 90-
degree elbow.
Velocity 1000 to 1500 fpm: 1.0 radius-to-diameter ratio and four segments for 90-
degree elbow.
Velocity 1500 fpm or Higher: 1.5 radius-to-diameter ratio and five segments for 90-
degree elbow.

b. Round Elbows, 12 Inches and Smaller in Diameter: Stamped or pleated.
C. Round Elbows, 14 Inches and Larger in Diameter: Standing seam.

F.  Branch Configuration:

1. Rectangular Duct: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and
Flexible," Figure 2-6, "Branch Connections."

a. Rectangular Main to Rectangular Branch: 45-degree entry.
b. Rectangular Main to Round Branch: Spin in.

2. Round and

Flat Oval: Comply with SMACNA's "HVAC Duct Construction Standards - Metal and

Flexible," Figure 3-4, "90 Degree Tees and Laterals," and Figure 3-5, "Conical Tees." Saddle
taps are permitted in existing duct.

a. Velocity 1000 fpm or Lower: 90-degree tap.
b. Velocity 1000 to 1500 fpm: Conical tap.
C. Velocity 1500 fpm or Higher: 45-degree lateral.

END OF SECTION 15815
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SECTION 15820 - DUCT ACCESSORIES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

1.2 SUMMARY
A.  This Section includes the following:

Backdraft dampers.

Volume dampers.

Motorized control dampers.
Turning vanes.
Duct-mounting access doors.
Flexible connectors.

Flexible ducts.

Duct accessory hardware.

Nl WN -

B. Related Sections include the following:

1. Division 15 Section "HVAC Instrumentation and Controls" for electric and pneumatic damper
actuators.

1.3 SUBMITTALS
A.  Product Data: For the following:

Backdraft dampers.

Volume dampers.

Motorized control dampers.
Turning vanes.
Duct-mounting access doors.
Flexible connectors.

Flexible ducts.

Nookrowbd=

1.4 QUALITY ASSURANCE

A.  Comply with NFPA 90A, "Installation of Air Conditioning and Ventilating Systems," and NFPA 90B,
"Installation of Warm Air Heating and Air Conditioning Systems."
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1.5

A

EXTRA MATERIALS

Furnish extra materials described below that match products installed and that are packaged with
protective covering for storage and identified with labels describing contents.

1. Fusible Links: Furnish quantity equal to 10 percent of amount installed.

PART 2 - PRODUCTS

2.1

A

2.2

2.3

MANUFACTURERS

In other Part 2 articles where titles below introduce lists, the following requirements apply to product
selection:

1. Manufacturers: Subject to compliance with requirements, provide products by one of the
manufacturers specified.

SHEET METAL MATERIALS

Comply with SMACNA's "HVAC Duct Construction Standards--Metal and Flexible" for acceptable
materials, material thicknesses, and duct construction methods, unless otherwise indicated.

Galvanized Sheet Steel: Lock-forming quality; complying with ASTM A 653/A 653M and having G60
coating designation; ducts shall have mill-phosphatized finish for surfaces exposed to view.

Reinforcement Shapes and Plates: Galvanized-steel reinforcement where installed on galvanized
sheet metal ducts; compatible materials for aluminum and stainless-steel ducts.

Tie Rods: Galvanized steel, 1/4-inch minimum diameter for lengths 36 inches or less; 3/8-inch
minimum diameter for lengths longer than 36 inches.

BACKDRAFT DAMPERS
Manufacturers:

Air Balance, Inc.

American Warming and Ventilating.
CESCO Products.

Duro Dyne Corp.

Greenheck.

Penn Ventilation Company, Inc.
Prefco Products, Inc.

Ruskin Company.

Vent Products Company, Inc.
Air Rite.

Prior approved equal.

ST20oNooORWN -
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Description: Multiple-blade, parallel action gravity balanced, with blades of maximum 6-inch width,
with sealed edges, assembled in rattle-free manner with 90-degree stop, steel ball bearings, and
axles; adjustment device to permit setting for varying differential static pressure.

Frame: 0.052-inch- thick, galvanized sheet steel, with welded corners and mounting flange.
Blades: 0.025-inch- thick, roll-formed aluminum.

Blade Seals: Neoprene.

Blade Axles: Galvanized steel.

Tie Bars and Brackets: Galvanized steel.

Return Spring: Adjustable tension.

VOLUME DAMPERS
Manufacturers:

Air Balance, Inc.

American Warming and Ventilating.
Flexmaster U.S.A., Inc.

McGill AirFlow Corporation.
METALAIRE, Inc.

Nailor Industries Inc.

Penn Ventilation Company, Inc.
Ruskin Company.

: Vent Products Company, Inc.
0. AirRite.

1. Prior approved equal.

S20oNoahwWN =

General Description: Factory fabricated, with required hardware and accessories. Stiffen damper
blades for stability. Include locking device to hold single-blade dampers in a fixed position without
vibration. Close duct penetrations for damper components to seal duct consistent with pressure
class.

1. Pressure Classes of 3-Inch wg or Higher: End bearings or other seals for ducts with axles full
length of damper blades and bearings at both ends of operating shaft.

Standard Volume Dampers: Opposed-blade design, standard leakage rating, with linkage outside
airstream, and suitable for horizontal or vertical applications.

1. Steel Frames: Hat-shaped, galvanized sheet steel channels, minimum of 0.064 inch thick, with
mitered and welded corners; frames with flanges where indicated for attaching to walls and
flangeless frames where indicated for installing in ducts.

2. Roll-Formed Steel Blades: 0.064-inch- thick, galvanized sheet steel.

3. Aluminum Frames: Hat-shaped, 0.10-inch- thick, aluminum sheet channels; frames with flanges
where indicated for attaching to walls; and flangeless frames where indicated for installing in
ducts.
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2.5

2.6

Roll-Formed Aluminum Blades: 0.10-inch- thick aluminum sheet.
Extruded-Aluminum Blades: 0.050-inch- thick extruded aluminum.
Blade Axles: Galvanized steel.

Bearings: Oil-impregnated bronze.

Tie Bars and Brackets: Aluminum.

Tie Bars and Brackets: Galvanized steel.

©ooNSOA

Damper Hardware: Zinc-plated, die-cast core with dial and handle made of 3/32-inch- thick zinc-
plated steel, and a 3/4-inch hexagon locking nut. Include center hole to suit damper operating-rod
size. Include elevated platform for insulated duct mounting.

MOTORIZED CONTROL DAMPERS
Manufacturers:

Air Balance, Inc.

American Warming and Ventilating.
CESCO Products.

Duro Dyne Corp.

Greenheck.

McGill AirFlow Corporation.
METALAIRE, Inc.

Nailor Industries Inc.

Penn Ventilation Company, Inc.
10. Ruskin Company.

11.  Vent Products Company, Inc.
12. Air Rite.

13. Prior approved equal.

CoNoGORrwWN =

General Description: AMCA-rated, opposed-blade design; minimum of 0.1084-inch- thick, galvanized-
steel frames with holes for duct mounting; minimum of 0.0635-inch- thick, galvanized-steel damper
blades with maximum blade width of 8 inches.

1.  Secure blades to 1/2-inch- diameter, zinc-plated axles using zinc-plated hardware, with nylon
blade bearings, blade-linkage hardware of zinc-plated steel and brass, ends sealed against
spring-stainless-steel blade bearings, and thrust bearings at each end of every blade.

2. Operating Temperature Range: From minus 40 to plus 200 deg F.

3. Provide closed-cell neoprene edging.

TURNING VANES

Fabricate to comply with SMACNA's "HVAC Duct Construction Standards--Metal and Flexible" for
vanes and vane runners. Vane runners shall automatically align vanes.

Manufactured Turning Vanes: Fabricate 1-1/2-inch- wide, single-vane, curved blades of galvanized
sheet steel set 3/4 inch o.c.; support with bars perpendicular to blades set 2 inches o.c.; and set into
vane runners suitable for duct mounting.

1. Available Manufacturers:
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a. Ductmate Industries, Inc.
b. Duro Dyne Corp.
C. METALAIRE, Inc.
d. Ward Industries, Inc.
e. Prior approved equal.

C. Acoustic Turning Vanes: Fabricate airfoil-shaped aluminum extrusions with perforated faces and
fibrous-glass fill.

2.7 DUCT-MOUNTING ACCESS DOORS
A.  General Description: Fabricate doors airtight and suitable for duct pressure class.

B. Door: Double wall, duct mounting, and rectangular; fabricated of galvanized sheet metal with
insulation fill and thickness as indicated for duct pressure class. Include vision panel where indicated.
Include 1-by-1-inch butt or piano hinge and cam latches.

1. Manufacturers:

American Warming and Ventilating.
CESCO Products.
Ductmate Industries, Inc.
Flexmaster U.S.A., Inc.
Greenheck.

McGill AirFlow Corporation.
Nailor Industries Inc.
Ventfabrics, Inc.

Ward Industries, Inc.

Air Rite.

Prior approved equal.

XT T TQ 0000

2. Frame: Galvanized sheet steel, with bend-over tabs and foam gaskets.
3. Provide number of hinges and locks as follows:

a. Less Than 12 Inches Square: Secure with two sash locks.
b. Up to 18 Inches Square: Two hinges and two sash locks.
C. Up to 24 by 48 Inches: Three hinges and two compression latches.
d. Sizes 24 by 48 Inches and Larger: One additional hinge.
C. Seal around frame attachment to duct and door to frame with neoprene or foam rubber.

D. Insulation: 1-inch- thick, fibrous-glass or polystyrene-foam board.

2.8 FLEXIBLE CONNECTORS
A. Manufacturers:

1. Ductmate Industries, Inc.
2. Duro Dyne Corp.
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3. Ventfabrics, Inc.
4, Ward Industries, Inc.
5. Prior approved equal.

General Description: Flame-retardant or noncombustible fabrics, coatings, and adhesives complying
with UL 181, Class 1.

Metal-Edged Connectors: Factory fabricated with a fabric strip 3-1/2 inches wide attached to two
strips of 2-3/4-inch- wide, 0.028-inch- thick, galvanized sheet steel or 0.032-inch- thick aluminum
sheets. Select metal compatible with ducts.

Indoor System, Flexible Connector Fabric: Glass fabric double coated with neoprene.
1. Minimum Weight: 26 oz./sq. yd..

2.  Tensile Strength: 480 Ibf/inch in the warp and 360 Ibf/inch in the filling.

3. Service Temperature: Minus 40 to plus 200 deg F.

Outdoor System, Flexible Connector Fabric: Glass fabric double coated with weatherproof, synthetic
rubber resistant to UV rays and ozone.

1. Minimum Weight: 24 oz./sq. yd..

2. Tensile Strength: 530 Ibf/inch in the warp and 440 Ibf/inch in the filling.
3.  Service Temperature: Minus 50 to plus 250 deg F.

FLEXIBLE DUCTS

Manufacturers:

1. Flexmaster U.S.A., Inc.

2. Hart & Cooley, Inc.

3. McGill AirFlow Corporation.
4. Themaflex.

5. Prior approved equal.

Insulated-Duct Connectors: UL 181, Class 1, multiple layers of aluminum laminate supported by
helically wound, spring-steel wire; fibrous-glass insulation; polyethylene or aluminized vapor barrier
film.

1. Pressure Rating: 10-inch wg positive and 1.0-inch wg negative.
2. Maximum Air Velocity: 4000 fpm.
3.  Temperature Range: Minus 20 to plus 210 deg F.

Flexible Duct Clamps: Stainless-steel band with cadmium-plated hex screw to tighten band with a
worm-gear action, in sizes 3 through 18 inches to suit duct size.
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210 DUCT ACCESSORY HARDWARE
A. Instrument Test Holes: Cast iron or cast aluminum to suit duct material, including screw cap and
gasket. Size to allow insertion of pitot tube and other testing instruments and of length to suit duct
insulation thickness.
B. Adhesives: High strength, quick setting, neoprene based, waterproof, and resistant to gasoline and

grease.

PART 3 - EXECUTION

3.1

A

APPLICATION AND INSTALLATION

Install duct accessories according to applicable details in SMACNA's "HVAC Duct Construction
Standards--Metal and Flexible" for metal ducts and in NAIMA AH116, "Fibrous Glass Duct
Construction Standards," for fibrous-glass ducts.

Provide duct accessories of materials suited to duct materials; use galvanized-steel accessories in
galvanized-steel and fibrous-glass ducts, stainless-steel accessories in stainless-steel ducts, and
aluminum accessories in aluminum ducts.

Install backdraft dampers on exhaust fans or exhaust ducts nearest to outside and where indicated.
Install volume dampers in ducts with liner; avoid damage to and erosion of duct liner.

Provide balancing dampers at points on supply, return, and exhaust systems where branches lead
from larger ducts as required for air balancing. Install at a minimum of two duct widths from branch
takeoff.

Provide test holes at fan inlets and outlets and elsewhere as indicated.

Install fire and smoke dampers, with fusible links, according to manufacturer's UL-approved written
instructions.

Install duct access doors to allow for inspecting, adjusting, and maintaining accessories and terminal
units as follows:

1. On both sides of duct caoils.

2. Adjacent to fire or smoke dampers, providing access to reset or reinstall fusible links.

3 To interior of ducts for cleaning; before and after each change in direction, at maximum 50-foot
spacing.

4. On sides of ducts where adequate clearance is available.

Install the following sizes for duct-mounting, rectangular access doors:

1. One-Hand or Inspection Access: 8 by 5 inches.
2. Two-Hand Access: 12 by 6 inches.

3. Head and Hand Access: 18 by 10 inches.

4. Head and Shoulders Access: 21 by 14 inches.
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5. Body Access: 25 by 14 inches.
6. Body Plus Ladder Access: 25 by 17 inches.

Install the following sizes for duct-mounting, round access doors:

One-Hand or Inspection Access: 8 inches in diameter.
Two-Hand Access: 10 inches in diameter.

Head and Hand Access: 12 inches in diameter.

Head and Shoulders Access: 18 inches in diameter.
Body Access: 24 inches in diameter.

abroN~

Label access doors according to Division 15 Section "Mechanical Identification."

Install flexible connectors immediately adjacent to equipment in ducts associated with fans and
motorized equipment supported by vibration isolators.

For fans developing static pressures of 5-inch wg and higher, cover flexible connectors with loaded
vinyl sheet held in place with metal straps.

Connect terminal units to supply ducts with maximum 12-inch lengths of flexible duct. Do not use
flexible ducts to change directions.

Connect diffusers to low pressure ducts with maximum 60-inch lengths of flexible duct clamped or
strapped in place.

Connect flexible ducts to metal ducts with draw bands.

Install duct test holes where indicated and required for testing and balancing purposes.

ADJUSTING
Adjust duct accessories for proper settings.
Adjust fire and smoke dampers for proper action.

Final positioning of manual-volume dampers is specified in Division 15 Section "Testing, Adjusting,
and Balancing."

END OF SECTION 15820
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SECTION 15855 - DIFFUSERS, REGISTERS, AND GRILLES

PART 1 - GENERAL

1.1

A

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions

and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes ceiling- and wall-mounted diffusers, registers, and grilles.

Related Sections include the following:

1. Division 15 Section "Duct Accessories" for fire and smoke dampers and volume-control
dampers not integral to diffusers, registers, and grilles.

SUBMITTALS

Product Data: For each product indicated, include the following:

1. Data Sheet: Indicate materials of construction, finish, and mounting details; and performance
data including throw and drop, static-pressure drop, and noise ratings.

2. Diffuser, Register, and Grille Schedule: Indicate Drawing designation, room location, quantity,
model number, size, and accessories furnished.

PART 2 - PRODUCTS

21

A

MANUFACTURERS

In other Part 2 articles where titles below introduce lists, the following requirements apply to product
selection:

1. Available Products: Subject to compliance with requirements, products that may be
incorporated into the Work include, but are not limited to, products specified.

2. Products: Subject to compliance with requirements, provide one of the products specified.

3. Available Manufacturers: Subject to compliance with requirements, manufacturers offering
products that may be incorporated into the Work include, but are not limited to, manufacturers
specified.

4, Manufacturers: Subject to compliance with requirements, provide products by one of the
manufacturers specified.
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2.2 GRILLES AND REGISTERS
A. Fixed Face Ceiling Return, Exhaust, or Transfer Air Grille:
1. Products:

Carnes; RSL4.
Krueger; S85H.

Price Industries; 535.
Titus; 355RL.

Tuttle & Bailey; T700.
Or equal by:

~PQo0TD

1)  A-J Manufacturing Co., Inc.

2)  Anemostat; a Mestek Company.

3) Dayus Register & Girille.

4)  Hart & Cooley, Inc.; Hart & Cooley Div.
5)  Nailor Industries of Texas Inc.

Material: Steel.

Finish: Baked enamel, white.

Face Arrangement: 1/2 inch horizontal blade spacing.
Frame: 1-1/4 inches wide.

akRwn

B. Low side wall return:

1. Products
a. Price 90L or equal by
b. Carnes
C. Krueger
d. Titus
e.

Tuttle and Bailey

Material: Steel.

Finish: Baked enamel, white.

Face Arrangement: 1/2 inch horizontal blade spacing.
Frame: 1-1/4 inches wide.

aRrwN

2.3 CEILING DIFFUSER OUTLETS
A.  Round Ceiling Diffuser Duct Mounted Exposed:
1. Manufacturers:
a. Price RCDE or equal by:
1)  Anemostat; a Mestek Company.

2)  Carnes.
3) Hart & Cooley, Inc.; Hart & Cooley Div.
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4)  Krueger
5) METALAIRE, Inc.; Metal Industries Inc.
6)  Nailor Industries of Texas Inc.
7)  Titus.
8)  Tuttle & Bailey.
9)  Prior approved equal.

Material: Heavy gauge spun steel.

Finish: Baked enamel, color selected by Architect.
Face Style: Three cone.

Pattern: Two position horizontal.

aRrown

B.  Rectangular and Square Ceiling Diffusers:

1. Products:
a. Carnes; SKSA.
b. Krueger; SH.
C. METALAIRE, Inc., Metal Industries Inc.; 55005.
d. Price Industries; SMD.
e. Titus; TDC.
f. Tuttle & Bailey; MS.
g. Or equal by:
1)  A-J Manufacturing Co., Inc.
2)  Anemostat; a Mestek Company.
3) Hart & Cooley, Inc.; Hart & Cooley Div.
4)  Nailor Industries of Texas Inc.

2. Material: Steel.
3. Finish: Baked enamel, white.

24 SOURCE QUALITY CONTROL

A. Verification of Performance: Rate diffusers, registers, and grilles according to ASHRAE 70, "Method
of Testing for Rating the Performance of Air Outlets and Inlets."

PART 3 - EXECUTION

3.1 EXAMINATION

A. Examine areas where diffusers, registers, and grilles are to be installed for compliance with
requirements for installation tolerances and other conditions affecting performance of equipment.

B. Proceed with installation only after unsatisfactory conditions have been corrected.
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3.2 INSTALLATION

A. Install diffusers, registers, and grilles level and plumb.

B. Ceiling-Mounted Outlets and Inlets: Drawings indicate general arrangement of ducts, fittings, and
accessories. Air outlet and inlet locations have been indicated to achieve design requirements for air
volume, noise criteria, airflow pattern, throw, and pressure drop. Make final locations where indicated,
as much as practicable. For units installed in lay-in ceiling panels, provide lay-in ceiling module.
Where architectural features or other items conflict with installation, notify Architect for a determination
of final location.

C. Install diffusers, registers, and grilles with airtight connections to ducts and to allow service and
maintenance of dampers, air extractors, and fire dampers.

3.3 ADJUSTING
A. After installation, adjust diffusers, registers, and grilles to air patterns indicated, or as directed, before

starting air balancing.

END OF SECTION 15855
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SECTION 15910 - DDC CONTROLS

PART 1 - GENERAL CONDITIONS

1.1

1.2

1.3

GENERAL CONDITIONS

A

All pertinent sections of Section 15100, Division 15, are a part of the work described in this
section. Division 1 is a part of this and all other sections of these specifications.

SCOPE OF WORK

A The Contractor under this heading shall furnish and install a complete Facility Management
System (FMS) for all items indicated on the drawings, specifications, point list, and sequences
of operation as described hereinafter including sensors, switches, relays, thermostats, control
panels for the instruments.

B The FMS shall be an extension of the existing Johnson Controls Metasys system. This
contractor shall provide coordination with WSU to insure seamless integration of new equipment
being added under this scope of work.

C The FMS shall incorporate Direct Digital Control (DDC) for equipment and direct communication
to the Central Operator Workstations for remote monitoring and control.

1 The FMS shall demolition the existing controls as indicated on the drawings.

D Furnish and install electric actuators for control dampers and control valves.

E All line and low voltage control wiring for the FMS shall be installed in accordance with the
National Electric Code and Local Codes. Plenum cable may be installed in accessible ceiling
spaces.

F This contractor shall carefully review all notes, coordination schedules, and drawings for work
required under this section of the specification. If there is a discrepancy between the drawings,
specifications, point list, and/or sequences of operation the most stringent shall apply.

G Adjustment and validation of control system. Instruction of Owner's representative on
maintenance and operation of control equipment.

H Composite diagrams showing interlocks between equipment furnished under this and other
sections.

I This system shall include but not be limited to controls and equipment as hereinafter specified:

1 Constant Volume Roof Top Unit

EXECUTION

A Related Work in Other Sections:

1 Examine all sections for work related to work of this section, principal items of which are:
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Division 9

c Electrical Division 16

2 The following incidental work shall be furnished by the designated contractor under the
supervision of the Temperature Control Contractor:

a The Mechanical Contractor shall:

(1)
(2)
(3)

Install automatic valves, and separable wells that are specified to be
supplied by the temperature control contractor.

Furnish and install all necessary piping connections required for flow
devices.

Provide coordination with the control contractor for equipment interface.

b The Sheet Metal Contractor shall:

(1)
(2)

()

Install all automatic dampers and provide necessary blank-off plates or
transitions required to install dampers that are smaller than duct size.
Assemble multiple section dampers with required interconnecting
linkages and extend required number of shafts through duct for external
mounting of damper motors.

Provide necessary sheet metal baffle plates to eliminate stratification and
provide air volumes specified. Locate baffles by experimentation and fix
and seal permanently in place only after stratification problems have been
eliminated.

Provide access doors or other approved means of access through ducts
for service to control equipment.

Furnish and install all smoke/fire dampers with electric actuators to meet
UL listing.

c The Electrical Contractor shall:

(1)

(2)

3)

(4)
()

B Performance:

Furnish and install line voltage power where shown on the Electrical
drawings is furnished and wired by Division 16.

Furnish and install 120 volt, 20 amp breaker for all FMS Panels. Refer to
electrical power plan and mechanical drawings for location of FMS
Panels.

Air Handling Unit duct smoke detectors shall be furnished, installed and
wired by Division 16000, Electrical Contractor. Fan shutdown from the
building Fire Alarm Panel by Division 16.

Provide the interlock control and wiring or the smoke/fire dampers
furnished by the sheetmetal contractor.

Provide coordination with this contractor for electrical equipment interface
and monitoring.

1 The FMS contractor shall have an established 24 hour emergency service organization.
A dedicated telephone number shall be provided to the owner for requesting emergency
service. A maximum of four hour, electronic service technician on sight, response time

DDC CONTROLS
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shall be guaranteed by the FMS contractor.

Qualified Contractors: Johnson Controls, Inc. - Salt Lake City Branch Office — Contact
Brian Connolly @ (801)974-4546.

Alternate control system manufacture will not be accepted.

Submittals:

The FMS Contractor shall submit within 60 days after award installation drawings and
control strategies for review.

Each submittals shall have a cover sheet with the following information provided:
submittals ID number; date; project name, address, and title; FMS Contractor name,
address and phone number; FMS Contractor project manager, and project engineer
names and phone numbers.

The following shall be submitted for approval:

a Data sheets for all control systems and components.

b Control Damper Schedules. This spreadsheet type schedule shall include a
separate line for each damper and a column for each of the damper attributes,
including: Code Number, Fail Position, Damper Type, Damper Operator, Blade
Type, Bearing Type, Seals, Duct Size, Damper Size, Mounting, and Actuator
Type.

C Control Valve Schedules. This spreadsheet type schedule shall include a
separate line for each valve and a column for each of the valve attributes,
including: Code Number, Configuration, Fail Position, Pipe Size, Valve Size,
Body Configuration, Close off Pressure, Capacity, Valve CV, Calc CV, Design
Pressure, Actual Pressure, and Actuator Type.

d Control system drawings containing pertinent data to provide a functional
operating system, including a sequence of operation. Detailed shop drawings
may be submitted in as-built form upon project completion.

e FMS riser diagram showing all DDC controllers, operator workstations, network
repeaters, and network wiring.
f Each control system drawing shall contain the controlled equipment layout

diagram, sequence of operation, and bill of material on the same page for ease
of review and owner use.

g Points list for each DDC controller, including: Tag, Point Type, System Name,
Object Name, Expanded ID, Display Units, Controller Type, Address, Cable
Destination, Module Type, Terminal ID, Panel, Slot Number, Reference Drawing,
and Cable Number.

h Vendor’'s own written description for each sequence of operations, to include the
following:

(1) Sequences shall reference input/output and software parameters by
name and description.

(2) The sequences of operations provided in the submittals by the FMS
Contractor shall represent the detailed analysis needed to create actual
programming code from the design documents.

(3) Points shall be referenced by name, including all software points such as
programmable setpoints, range limits, time delays, and so forth.

(4) The sequence of operations shall cover normal operation and operation
under the various alarm conditions applicable to that system.

[ Submit eight (8) complete sets of documentation.
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FMS Contractor shall not order material or begin fabrication or field installation until
receiving authorization to proceed in the form of approved submittals. FMS Contractor
shall be solely responsible for the removal and replacement of any item not approved by
submittals at no cost to the Owner.

Submit three sets of each manual.

a

Include the following documentation in the Hardware Manual:

(1 General description and cut sheets for all components.

(2) Detailed wiring and installation illustrations and complete calibration
procedures for each field and panel device.

(3) Complete trouble-shooting procedures and guidelines.

(4) Complete operating instructions for all systems.

(5) Maintenance  Instructions: Document all maintenance and
repair/replacement procedures.

Include the following documentation in the DDC Software Manual:

(1) Sequence of Operations

(2) Program Listing of Software Source Code OR Flow Chart Diagrams of
Programming Objects.

(3) Printed listing of controller and operator workstation database files.

(4) Software Point Name Abbreviation List.. Include Name, Description,
Controller Where Located, Point Type and Point ID.

(5) I/0 Point List. Include Point Name, Controller Location, Point Number,
Control Device, Range and Span.

(6) Index of all DDC point names with documentation manual page number
references.

Provide one copy of all manufacturers manuals covering the installed system.
This shall include, as a minimum:

(1 System Engineering Manual

(2) System Installation Manual

(3) Programming Manual

4) Engineering and Troubleshooting Bulletins

(5) Operator Workstation Software Manual

(6) All other pertinent manuals published by the control system manufacturer

All manuals shall be provided on a single Compact Disk (CD) as part of an on-
line documentation system through the operator workstation.

In an effort to insure a complete project and to assist the commissioning agent,
submit three (3) copies of Instrument Check-Off sheets including:

@) Installation verification of all 1/0 points signed and dated by the installer
that performed the work.

In an effort to insure a complete project and to assist the commissioning agent,
submit three (3) copies of Software Check-Off sheets including:

(1 Software verification checkoff sheets verifying functional operation in
accordance with the sequence of operation signed and dated by the
technician that performed the work.
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E Wiring:
1 Electric wiring and wiring connections required for the installation of the temperature

control system as herein specified, shall be provided by the Temperature Control
Contractor unless specifically shown on the drawings or called for in the specifications to
be by the Electrical Contractor.

2 All line and low voltage wiring shall be installed in accordance with the local and national
electrical codes. All mechanical, concealed inaccessible, and exposed areas shall be
installed in conduit. Plenum rated cable may be installed in accessible areas above

ceilings.

3 All conduit for this project shall be a minimum of 3/4".

4 Wiring shall be neatly tied to pipes, EMT or other devices and not laid on ceiling tile.

5 Wiring from the building fire alarm panel to smoke detectors shall be furnished and
installed by Electrical Contractor.

6 Fan shutdown wiring from the Fire Panel shall be furnished and installed by the
Electrical Contractor.

7 All cable shall be minimum 18 awg twisted shielded.

F Labeling:
1 All ATC junction boxes located in mechanical rooms shall be labeled with the following:

Johnson Controls
Low or High Voltage (if High — which breaker panel)
Grouped Description of Contents (‘N2’, ‘Sensors’, etc)

2 A copy of the control layout diagram, associated drawings, and point schedule shall be
in each control panel upon completion of the project.

G Warranty:

1 Upon completion of the project as defined either by acceptance of the building by the
Owner or by beneficial use of the equipment by the Owner, a warranty period of one
year shall commence. The warranty shall consist of a commitment by the Automatic
Temperature Control Contractor to provide at no cost to the Owner, parts and labor as
required to repair or replace such parts of the temperature control system that prove
inoperative due to defective materials or installation practices. This warranty expressly
excludes routine service such as filter cartridge replacement, compressor lubrication or
instrument calibration.

1.4 Training
A The FMS contractor shall provide the following training services:
1 One 4-hour training session to familiarize the WSU personnel with the new equipment

being added under this contract.
PART 2 - EQUIPMENT

21 OVERVIEW
A General Product Description
1) The FMS shall integrate multiple building functions including equipment supervision and

control, alarm management, energy management, information management, and
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2.2

2.3

24

historical data collection and archiving.

2) The FMS shall be an extension of the existing Johnson Controls Metasys system.
3) The facility management system shall consist of the following:
a) Network Controllers
b) Application specific controllers (HVAC etc.)
c) Existing Operator Workstations.
4) The system shall be modular in nature, and shall permit expansion of both capacity and

functionality through the addition of sensors, actuators, Network Controllers (see
Network Controllers below), and operator devices, while re-using existing controls
equipment.

System Architecture

A

First Tier Network

1) The first tier network exists within the Tech Ed Building. This network shall be reused.
2) Modify the programming within the NCM to control and monitor the new equipment being
added.

Second Tier Network

1) This contractor shall extend the existing N2 communication trunk to the new DDC
controllers being added under this scope of work.

Operator Interface Platforms

A

The FMS Contractor shall reuse, reprogram, and modify the existing personal computer
workstations for command entry, information management, network alarm management, and
database management functions. All real-time control functions, including scheduling, history
collection and alarming, shall be resident in the FMS controllers to facilitate greater fault
tolerance and reliability.

Workstation Application Components

1) Reuse the existing Metasys workstation. This contractor shall coordinate with WSU for
campus standards regarding naming conventions, graphics, alarms, reports, schedules,
passwords etc.

APPLICATION SPECIFIC CONTROLLERS (GENERAL)

A

Each ASC shall operate as a standalone controller capable of performing its specified control
responsibilities independently of other controllers. Each ASC shall be a microprocessor-based,
multi-tasking, real-time digital control processor.

Each ASC shall have sufficient memory to support its own operating system and data bases
including:

1) Generic Input/Output Monitor and Control
2) Control Processes

3) Energy Management Applications

4) Operator 1/O (Portable Service Terminal)

Application Specific Controllers shall directly support the temporary use of a portable service
terminal.

Powerfail Protection: All system setpoints, proportional bands, control algorithms, and any other
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2.5

26

2.7

2.8

2.9

2.10

programmable parameters shall be stored such that a power failure of any duration does not
necessitate reprogramming the controller.

UNITARY CONTROLLERS:

A Unitary controllers shall support stand-alone software configured control strategies, or generic
monitor and control for future expansion or retrofit for: JCI Model AS-UNT1xx, or AS-UNT11xx
series.

VAV CONTROLLERS.

A VAV controllers shall be Johnson Controls VMA controllers.

AIR HANDLING UNIT CONTROLLERS

A AHU controllers shall be Johnson Controls AHU or DX-9100 controllers. Each controller shall

be selected based on the complexity of the air handlers’ sequence of operation.
NETWORK CONTROL UNITS

A Network Control Unit Hardware
1) Reuse existing NCU.
2) If an additional NCU is required for capacity reasons. This contractor shall furnish and
install a JCI NCM and extend the N1 trunk to this controller.
3) Extend the existing N2 communication trunk from the NCU for connection to the new
equipment being added under this scope of work.
B Network Control Unit Software
1) Reuse existing.
2) Modify existing NCU software for monitoring and control of new equipment being added.
CONTROL PANELS
A All controllers, relays, switches, etc., for equipment located within equipment rooms shall be

mounted in enclosed control panels with hinged locking doors. All control devices for equipment
located in exposed areas subject to outside weather conditions, shall be mounted inside
waterproof enclosures.

B All electrical devices within the panel shall be pre-wired to terminal strips with all inter-device
wiring within the panel completed prior to installation of the system.

C All I/0O connections on the DDC controller shall be extended to a numbered, color coded and
labeled terminal strip for ease of maintenance and expansion. Wiring to 1/0 devices shall be
made from this terminal strip.

D Furnish and install a fused transformer and provide a 120V outlet in each panel.

E Local control panels or Direct Digital Controller shall not be mounted on the fan plenum duct
walls. To avoid vibration, panels shall be mounted on a solid bearing wall or temperature
control contractor shall construct a pedestal.

F All inputs and outputs from the DDC controller shall be pre-wired to terminal strips. 1/0 not
being used in the controller shall also be wired to the terminal strip for future expansion.

TEMPERATURE SENSORS

A Temperature sensors shall be linear precision elements with ranges appropriate for
applications, accurate within 1 Deg F over the entire span.

DDC CONTROLS 15910- 7



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

D

E

Room sensors to control the cooling and heating from the Variable Air Volume (VAV) Boxes
shall be wall mounted. The FMS Contractor shall install and wire these room sensors to the
associated VAV Controller. Electronic zone sensors shall be furnished with a local service tool
jack, warmer/cooler temperature setpoint sliding scale (in office areas only) and local override
button. Room sensors located in Labs, Classrooms, Gymnasiums, and Corridors shall be
installed with locking protective covers.

Duct mounted averaging sensors shall use a sensing element incorporated in a copper capillary
with a minimum length of 20'. The sensor shall be installed according to manufacturer
recommendation and looped and fastened at a minimum of every 36".

Provide an outside air sensing transmitter that shall be shielded from the effects of sunlight.
Locate outside air sensor on a North building exposure.

Thermowells for all immersion sensors shall be stainless steel or brass as required for each
application.

211 Humidity Transmitter w/ Temperature Sensor - Wall & Duct Mount

m o o o >

F

Materials: All-Polymer element, and Plastic Enclosure

Rating: 95-5 V Flammability Rated, UL, Class 2

Mounting: Wall , Duct

Range: 0-100% RH

Accuracy: +-2% and +-3%

Power Req.: 14 to 30 VDC or 20 to 30 VAC at 50/60 Hz, Class 2

2.12 CONTROL DAMPERS

A

All modulating dampers shall be furnished by the Temperature Control Contractor and shall be
of the single or multiple blade type as required. All damper frames are to be constructed of #13
gauge galvanized sheet metal and shall have flanges for duct mounting. All blade-to-blade
linkage on each section shall be concealed within the damper frame. In no case shall the
section linkage be exposed to the air stream. Damper blades shall not exceed 6" in width. All
blades are to be corrugated type construction, fabricated from two sheets p #22 gauge
galvanized sheet steel, spot welded together. Blades are to be suitable for high velocity
performance. Dampers used for outside, return, or exhaust air and those used for zone mixing
dampers shall be provided with seals to provide tight shutoff along all edges of all blades. Seals
shall by synthetic elastomer, spring stainless steel or combinations of both. Seals shall provide
a tight closing, low leakage damper of less than 1% and 3" static pressure. Bearing shall be oil
impregnated sintered bronze or bearing grade nylon. Dampers shall be Johnson Controls D-
1300 Performance series or Ruskin.

Control dampers shall be parallel or opposed blade type as scheduled on drawings. Outdoor
and return air mixing box dampers shall be parallel blade, arranged to direct airstreams towards
each other. All other dampers may be parallel or opposed blade type.

2.13 DAMPER OPERATORS

A

Damper Operators: Damper actuators shall be sized with enough torque to open or close the
damper when the associated unit is operating. Where required install multiple dampers
operators. Damper operators shall be electric with either proportional or incremental control.

Damper operators for the Air Handling Units shall be electric with spring return.
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C

Damper operators for each VAV box shall be electric with incremental control. Actuators shall
be rotary type capable of permanent stall operation without damage.

2.14 CONTROL VALVES

2.15

2.16

217

2.18

A

E

All automatic control valves shall be fully proportioning with modulating plugs for equal
percentage of linear flow characteristics. The valves shall be sized by the control manufacturer
and by provided with actuators of sufficient power for the duty intended. Valve body and
actuator selection shall be sufficient to handle system pressure and shall close against the
differential pressure liable to be encountered on the project.

General: Control Valves up to 4 inch shall be sized for a 3 to 5 psi drop valves shall be
packless, modulating, electrically or magnetically actuated. These valves shall have a true
linear flow characteristics in relationship to valve opening. This Warranty shall cover all required
maintenance and failures. In the event of a failure the valve and actuator shall be replaced and
reinstalled, by the control contractor, at no cost to the building owner.

Terminal Unit Valves, 2 Inch to 1 Inch: Valves shall be sized for a 3 to 5 psi drop. Valve body
shall be nickel plated brass. Two position valves shall not be allowed except for radiation valves.

Butterfly Valves: Shall be capable of drop tight service to 175 psi (2-12") and 150 psi (12-20")
when installed between flanges. Valve body shall be wafer lug style and be drilled and tapped
to ANSI class 125/150 flange standards.

Steam control valves shall be rated for 200 psi if they are flanged and 300 psi if they are screw-
type.

ELECTRIC THERMOSTATS

A

Electric 120vac thermostats shall be provided as indicated and shall be capable of handling the
motor starter coil amperage. These thermostats shall be two position type.

LOW LIMIT THERMOSTATS

A

Provide manual reset low limit thermostats in the leaving air of each coil that is subject to
freezing conditions and as specified elsewhere in these specifications. Thermostats shall have
a 17 foot (minimum) element and shall respond to the coldest one foot section of that element.
Provide sufficient thermostats to adequately protect the entire coil face area (a minimum of one
for every 40 square feet of coil). Unless otherwise specified, activation of the low limit
thermostat shall stop the air handling unit, close the outside air damper.

STRAP-ON THERMOSTATS

A Strap-on thermostats shall be line voltage type with adjustable setpoint and adjustable
differential. Electrical rating shall mFMSh voltage to be switched and shall have a continuous
current rating a minimum of 20 percent greater than the full load amps being controlled.
Thermostat shall be enclosed in Nema 1 enclosure with knockout for conduit connection.

STATIC PRESSURE SENSOR

A Range: 0 - 5" w.c. Duct; -.05 to + .25 Space

B Accuracy: + 2% of Full Scale (including linearity, hysteresis and repeatability)

C Zero and span field adjustable

D Output: 4-20ma DC

2.19 DUCT SMOKE DETECTORS
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A Furnished, installed and wired by Division 16, Electrical Contractor. Smoke Detectors are not
part of the FMS Section of work.

2.20 MISCELLANEOUS

A All necessary relays and signal boosters shall be furnished to make the system a full and
operable system as required by the sequence of operation.

PART 3 - SEQUENCE OF OPERATION
3.1 GENERAL MONITORING:

A All RTU filters shall me monitored with a differential pressure switch and alarm the OWS
whenever the filters are dirty.

3.2 CV ROOF TOP UNITS — SERVING COMPUTER LAB

A THE RTU’S WILL BE SET UP TO ACT IN A REDUNDANT MANNER. IF THE RTU FAILS THE
2"° RTU WILL BE ENABLED AND RUN ACCORDING TO THE SEQUENCE BELOW. EACH
UNIT WILL HAVE AUTOMATIC ISOLATION DAMPERS IN THE SUPPLY AND RETURN.
THESE DAMPERS SHALL OPEN WHEN RUNNING AND CLOSE WHEN DORMANT.

B SUPPLY FAN START/STOP: THE SUPPLY FAN WILL BE STARTED ACCORDING TO THE
SCHEDULE. IF THE SUPPLY FAN STATUS DOES NOT MATCH THE COMMANDED
VALUE, AN ALARM WILL BE GENERATED. WHEN THE SUPPLY FAN STATUS INDICATES
THE FAN STARTED, THE CONTROL SEQUENCE WILL BE ENABLED.

C DISCHARGE AIR CONTROL: THE DISCHARGE AIR TEMPERATURE SETPOINT WILL
RESET AS NECESSARY TO MAINTAIN THE ZONE TEMPERATURE SETPOINT AS
SENSED BY THE ZONE TEMPERATURE SENSOR. THE DX COOLING COIL WILL BE
ENERGIZED AND THE HOT GAS BYPASS VALVE WILL MODULATE TO MAINTAIN THE
DISCHARGE AIR TEMPERATURE AT SETPOINT.

D OUTSIDE AIR DAMPER OVERRIDE: THE OUTSIDE AIR DAMPER SHALL REMAIN CLOSED
DURING NORMAL OPERATION. IF THE CONDENSING UNIT FAILS, THE OUTSIDE AIR
DAMPER WILL BE ALLOWED TO OPEN IF FREE COOLING IS AVAILABLE, AND AN ALARM
SHALL BE SENT TO BMS.

E NIGHT SETBACK/NIGHT SETUP: WHEN IN “UNOCCUPIED” MODE, THE UNIT WILL CYCLE
AS NECESSARY TO MAINTAIN THE NIGHT SETBACK ZONE TEMPERATURE AT
SETPOINT. A DIFFERENTIAL PREVENTS THE UNIT FROM CYCLING EXCESSIVELY.

F SHUTDOWN:

1) WHEN THE UNIT IS SHUTDOWN BY EITHER A STOP COMMAND OR SYSTEM
SAFETY THE UNIT WILL BE SET AS FOLLOWS:

a) SUPPLY FAN WILL BE OFF

b) OUTSIDE AIR DAMPER WILL CLOSE (IF OPEN)

C) RETURN AIR DAMPER WILL OPEN

d) DX COOLING DISABLED AND HOT GAS VALVE WILL CLOSE

G HUMIDITY CONTROL: WHENEVER THE SPACE HUMIDITY DROPS BELOW XX%RH THE
HUMIDIFIER SHALL BE ENABLED. ONCE ENABLED THE HUMIDIFIER SHALL RUN UNTIL
THE SPACE HUMIDITY REACHES XX% RH ADJUSTABLE. THE SUPPLY AIR HUMIDITY
WILL BE MONITORED AND SHUTDOWN THE HUMIDIFIER IF HUMIDITY LEVELS ARE TOO
HIGH.
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3.3 CV ROOF TOP UNITS — SERVING OFFICES

A SUPPLY FAN START/STOP: THE SUPPLY FAN WILL BE STARTED ACCORDING TO THE
SCHEDULE AND RAMP THE VFD TO THE SPEED AS SET BY THE BALANCER. IF THE
SUPPLY FAN STATUS DOES NOT MATCH THE COMMANDED VALUE, AN ALARM WILL BE
GENERATED. WHEN THE SUPPLY FAN STATUS INDICATES THE FAN STARTED, THE
CONTROL SEQUENCE WILL BE ENABLED.

B DISCHARGE AIR CONTROL: THE DISCHARGE AIR TEMPERATURE SETPOINT WILL
RESET AS NECESSARY TO MAINTAIN THE ZONE TEMPERATURE SETPOINT AS
SENSED BY THE ZONE TEMPERATURE SENSOR. THE MIXED AIR DAMPERS, THE DX
COOLING COIL WILL BE ENERGIZED AND THE HOT GAS BYPASS VALVE WILL
MODULATE IN SEQUENCE TO MAINTAIN THE DISCHARGE AIR TEMPERATURE AT
SETPOINT.

C MIXED AIR LOW LIMIT OVERRIDE: THE MIXED AIR TEMPERATURE WILL OVERRIDE THE
MINIMUM POSITION AND CLOSE THE OUTSIDE AIR DAMPER IF A TEMPERATURE IS
SENSED BELOW THE SETPOINT.

D ECONOMIZER DRY BULB SWITCHOVER: WHEN THE SHARED OUTSIDE AIR
TEMPERATURE IS BELOW THE SWITCHOVER SETPOINT, THE ECONOMIZER WILL BE
ENABLED. WHEN THE SHARED OUTSIDE AIR TEMPERATURE RISES ABOVE THE
SWITCHOVER SETPOINT PLUS A DIFFERENTIAL, THE ECONOMIZER WILL BE
DISABLED.

E NIGHT SETBACK/NIGHT SETUP: WHEN IN “UNOCCUPIED” MODE, THE UNIT WILL CYCLE
AS NECESSARY TO MAINTAIN THE NIGHT SETBACK ZONE TEMPERATURE AT
SETPOINT. A DIFFERENTIAL PREVENTS THE UNIT FROM CYCLING EXCESSIVELY.

F SHUTDOWN:

1) WHEN THE UNIT IS SHUTDOWN BY EITHER A STOP COMMAND OR SYSTEM
SAFETY THE UNIT WILL BE SET AS FOLLOWS:

a) SUPPLY FAN WILL BE OFF

b) OUTSIDE AIR DAMPER WILL CLOSE

C) RETURN AIR DAMPER WILL OPEN

d) DX COOLING DISABLED AND HOT GAS VALVE WILL CLOSE

END OF SECTION 15971
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SECTION 15950 - TESTING, ADJUSTING, AND BALANCING

PART 1 - GENERAL

1.1

A

1.2

1.3

RELATED DOCUMENTS

Drawings and general provisions of the Contract, including General and Supplementary Conditions
and Division 1 Specification Sections, apply to this Section.

SUMMARY

This Section includes TAB to produce design objectives for the following:

1.  Air Systems:

a. Constant-volume air systems.

2. Verifying that automatic control devices are functioning properly.
3. Reporting results of activities and procedures specified in this Section.
DEFINITIONS

Adjust: To regulate fluid flow rate and air patterns at the terminal equipment, such as to reduce fan
speed or adjust a damper.

Balance: To proportion flows within the distribution system, including submains, branches, and
terminals, according to indicated quantities.

Barrier or Boundary: Construction, either vertical or horizontal, such as walls, floors, and ceilings that
are designed and constructed to restrict the movement of airflow, smoke, odors, and other pollutants.

Draft: A current of air, when referring to localized effect caused by one or more factors of high air
velocity, low ambient temperature, or direction of airflow, whereby more heat is withdrawn from a
person's skin than is normally dissipated.

NC: Noise criteria.

Procedure: An approach to and execution of a sequence of work operations to yield repeatable
results.

RC: Room criteria.
Report Forms: Test data sheets for recording test data in logical order.

System Effect: A phenomenon that can create undesired or unpredicted conditions that cause
reduced capacities in all or part of a system.
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J. System Effect Factors: Allowances used to calculate a reduction of the performance ratings of a fan
when installed under conditions different from those presented when the fan was performance tested.

K.  TAB: Testing, adjusting, and balancing.

L. Terminal: A point where the controlled medium, such as fluid or energy, enters or leaves the
distribution system.

M.  Test: A procedure to determine quantitative performance of systems or equipment.

Testing, Adjusting, and Balancing (TAB) Firm: The entity responsible for performing and reporting
TAB procedures.
1.4 SUBMITTALS

A. Qualification Data: Within 15 days from Contractor's Notice to Proceed, submit 4 copies of evidence
that TAB firm and this Project's TAB team members meet the qualifications specified in "Quality
Assurance" Article.

B. Contract Documents Examination Report: Within 30 days from Contractor's Notice to Proceed,
submit 4 copies of the Contract Documents review report as specified in Part 3.

C. Strategies and Procedures Plan: Within 60 days from Contractor's Notice to Proceed, submit 4 copies
of TAB strategies and step-by-step procedures as specified in Part 3 "Preparation” Article. Include a
complete set of report forms intended for use on this Project.

D. Certified TAB Reports: Submit two copies of reports prepared, as specified in this Section, on
approved forms certified by TAB firm.

E. Sample Report Forms: Submit two sets of sample TAB report forms.

F.  Warranties specified in this Section.

1.5 QUALITY ASSURANCE
A.  TAB Firm Qualifications: Engage a TAB firm certified by AABC or NEBB.
B. TAB Conference: Meet with Owner's and Architect's representatives on approval of TAB strategies

and procedures plan to develop a mutual understanding of the details. Ensure the participation of
TAB team members, equipment manufacturers' authorized service representatives, HVAC controls
installers, and other support personnel. Provide seven days' advance notice of scheduled meeting
time and location.

1. Agenda ltems: Include at least the following:

Submittal distribution requirements.

The Contract Documents examination report.

TAB plan.

Work schedule and Project-site access requirements.

apow
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1.6

1.7

1.8

e. Coordination and cooperation of trades and subcontractors.
f. Coordination of documentation and communication flow.

Certification of TAB Reports: Certify TAB field data reports. This certification includes the following:

1. Review field data reports to validate accuracy of data and to prepare certified TAB reports.
2. Certify that TAB team complied with approved TAB plan and the procedures specified and
referenced in this Specification.

TAB Report Forms: Use standard forms from AABC's "National Standards for Testing and Balancing
Heating, Ventilating, and Air Conditioning Systems." or NEBB's "Procedural Standards for Testing,
Adjusting, and Balancing of Environmental Systems." TABB "Contractors Certification Manual."

Instrumentation Type, Quantity, and Accuracy: As described in AABC's "National Standards for
Testing and Balancing Heating, Ventilating, and Air Conditioning Systems or NEBB's "Procedural
Standards for Testing, Adjusting, and Balancing of Environmental Systems," Section Il, "Required
Instrumentation for NEBB Certification."

Instrumentation Calibration: Calibrate instruments at least every six months or more frequently if
required by instrument manufacturer.

1. Keep an updated record of instrument calibration that indicates date of calibration and the name
of party performing instrument calibration.
PROJECT CONDITIONS

Full Owner Occupancy: Owner will occupy the site and existing building during entire TAB period.
Cooperate with Owner during TAB operations to minimize conflicts with Owner's operations.

Partial Owner Occupancy: Owner may occupy completed areas of building before Substantial
Completion. Cooperate with Owner during TAB operations to minimize conflicts with Owner's
operations.

COORDINATION

Coordinate the efforts of factory-authorized service representatives for systems and equipment,
HVAC controls installers, and other mechanics to operate HVAC systems and equipment to support
and assist TAB activities.

Notice: Provide seven days' advance notice for each test. Include scheduled test dates and times.
Perform TAB after leakage and pressure tests on air and water distribution systems have been
satisfactorily completed.

WARRANTY

National Project Performance Guarantee: Provide a guarantee on AABC's "National Standards for
Testing and Balancing Heating, Ventilating, and Air Conditioning Systems" forms stating that AABC
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will assist in completing requirements of the Contract Documents if TAB firm fails to comply with the
Contract Documents. Guarantee includes the following provisions:

1. The certified TAB firm has tested and balanced systems according to the Contract Documents.
2. Systems are balanced to optimum performance capabilities within design and installation limits.

PART 2 - PRODUCTS
(Not Applicable)

PART 3 - EXECUTION

3.1

A

EXAMINATION

Examine the Contract Documents to become familiar with Project requirements and to discover
conditions in systems' designs that may preclude proper TAB of systems and equipment.

1. Contract Documents are defined in the General and Supplementary Conditions of Contract.

2. Verify that balancing devices, such as test ports, gage cocks, thermometer wells, flow-control
devices, balancing valves and fittings, and manual volume dampers, are required by the
Contract Documents. Verify that quantities and locations of these balancing devices are
accessible and appropriate for effective balancing and for efficient system and equipment
operation.

Examine approved submittal data of HVAC systems and equipment.
Examine Project Record Documents described in Division 1 Section "Project Record Documents."

Examine design data, including HVAC system descriptions, statements of design assumptions for
environmental conditions and systems' output, and statements of philosophies and assumptions about
HVAC system and equipment controls.

Examine equipment performance data including fan and pump curves. Relate performance data to
Project conditions and requirements, including system effects that can create undesired or
unpredicted conditions that cause reduced capacities in all or part of a system. Calculate system
effect factors to reduce performance ratings of HVAC equipment when installed under conditions
different from those presented when the equipment was performance tested at the factory. To
calculate system effects for air systems, use tables and charts found in AMCA 201, "Fans and
Systems," Sections 7 through 10; or in SMACNA's "HVAC Systems--Duct Design," Sections 5 and 6.
Compare this data with the design data and installed conditions.

Examine system and equipment installations to verify that they are complete and that testing,
cleaning, adjusting, and commissioning specified in individual Sections have been performed.

Examine system and equipment test reports.

Examine HVAC system and equipment installations to verify that indicated balancing devices, such as
test ports, gage cocks, thermometer wells, flow-control devices, balancing valves and fittings, and
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3.2

manual volume dampers, are properly installed, and that their locations are accessible and
appropriate for effective balancing and for efficient system and equipment operation.

Examine systems for functional deficiencies that cannot be corrected by adjusting and balancing.

Examine HVAC equipment to ensure that clean filters have been installed, bearings are greased,
belts are aligned and tight, and equipment with functioning controls is ready for operation.

Examine terminal units, such as variable-air-volume boxes, to verify that they are accessible and their
controls are connected and functioning.

Examine plenum ceilings used for supply air to verify that they are airtight. Verify that pipe
penetrations and other holes are sealed.

Examine strainers for clean screens and proper perforations.

Examine three-way valves for proper installation for their intended function of diverting or mixing fluid
flows.

Examine heat-transfer coils for correct piping connections and for clean and straight fins.
Examine system pumps to ensure absence of entrained air in the suction piping.

Examine equipment for installation and for properly operating safety interlocks and controls.
Examine automatic temperature system components to verify the following:

1. Dampers, valves, and other controlled devices are operated by the intended controller.

2. Dampers and valves are in the position indicated by the controller.

3 Integrity of valves and dampers for free and full operation and for tightness of fully closed and
fully open positions. This includes dampers in multizone units, mixing boxes, and variable-air-
volume terminals.

4. Automatic modulating and shutoff valves, including two-way valves and three-way mixing and
diverting valves, are properly connected.

5. Thermostats and humidistats are located to avoid adverse effects of sunlight, drafts, and cold
walls.

6. Sensors are located to sense only the intended conditions.

7. Sequence of operation for control modes is according to the Contract Documents.

8. Controller set points are set at indicated values.

9. Interlocked systems are operating.

10. Changeover from heating to cooling mode occurs according to indicated values.

Report deficiencies discovered before and during performance of TAB procedures. Observe and
record system reactions to changes in conditions. Record default set points if different from indicated
values.

PREPARATION

Prepare a TAB plan that includes strategies and step-by-step procedures.
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B. Complete system readiness checks and prepare system readiness reports. Verify the following:

Permanent electrical power wiring is complete.

Hydronic systems are filled, clean, and free of air.

Automatic temperature-control systems are operational.

Equipment and duct access doors are securely closed.

Balance, smoke, and fire dampers are open.

Isolating and balancing valves are open and control valves are operational.

Ceilings are installed in critical areas where air-pattern adjustments are required and access to
balancing devices is provided.

Windows and doors can be closed so indicated conditions for system operations can be met.

Noakowbd=
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3.3 GENERAL PROCEDURES FOR TESTING AND BALANCING

A. Perform testing and balancing procedures on each system according to the procedures contained in
AABC's "National Standards for Testing and Balancing Heating, Ventilating, and Air Conditioning
Systems" or NEBB's "Procedural Standards for Testing, Adjusting, and Balancing of Environmental
Systems" and this Section.

B. Cut insulation, ducts, pipes, and equipment cabinets for installation of test probes to the minimum
extent necessary to allow adequate performance of procedures. After testing and balancing, close
probe holes and patch insulation with new materials identical to those removed. Restore vapor barrier
and finish according to insulation Specifications for this Project.

C. Mark equipment and balancing device settings with paint or other suitable, permanent identification
material, including damper-control positions, valve position indicators, fan-speed-control levers, and
similar controls and devices, to show final settings.

D. Take and report testing and balancing measurements in inch-pound (IP) units.

3.4 GENERAL PROCEDURES FOR BALANCING AIR SYSTEMS

A.  Prepare test reports for both fans and outlets. Obtain manufacturer's outlet factors and recommended
testing procedures. Crosscheck the summation of required outlet volumes with required fan volumes.

Prepare schematic diagrams of systems' "as-built" duct layouts.
For variable-air-volume systems, develop a plan to simulate diversity.

Determine the best locations in main and branch ducts for accurate duct airflow measurements.

mo o w

Check airflow patterns from the outside-air louvers and dampers and the return- and exhaust-air
dampers, through the supply-fan discharge and mixing dampers.

F.  Locate start-stop and disconnect switches, electrical interlocks, and motor starters.
G. Verify that motor starters are equipped with properly sized thermal protection.

H.  Check dampers for proper position to achieve desired airflow path.
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J.

3.5

Check for airflow blockages.
Check condensate drains for proper connections and functioning.
Check for proper sealing of air-handling unit components.

Check for proper sealing of air duct system.

PROCEDURES FOR CONSTANT-VOLUME AIR SYSTEMS

Adjust fans to deliver total indicated airflows within the maximum allowable fan speed listed by fan
manufacturer.

Measure fan static pressures to determine actual static pressure as follows:

a. Measure outlet static pressure as far downstream from the fan as practicable and
upstream from restrictions in ducts such as elbows and transitions.

b. Measure static pressure directly at the fan outlet or through the flexible connection.

C. Measure inlet static pressure of single-inlet fans in the inlet duct as near the fan as
possible, upstream from flexible connection and downstream from duct restrictions.

d. Measure inlet static pressure of double-inlet fans through the wall of the plenum that
houses the fan.

Measure static pressure across each component that makes up an air-handling unit, rooftop
unit, and other air-handling and -treating equipment.

a. Simulate dirty filter operation and record the point at which maintenance personnel must
change filters.

Measure static pressures entering and leaving other devices such as sound traps, heat recovery
equipment, and air washers, under final balanced conditions.

Compare design data with installed conditions to determine variations in design static pressures
versus actual static pressures. Compare actual system effect factors with calculated system
effect factors to identify where variations occur. Recommend corrective action to align design
and actual conditions.

Obtain approval from Architect for adjustment of fan speed higher or lower than indicated
speed. Make required adjustments to pulley sizes, motor sizes, and electrical connections to
accommodate fan-speed changes.

Do not make fan-speed adjustments that result in motor overload. Consult equipment
manufacturers about fan-speed safety factors. Modulate dampers and measure fan-motor
amperage to ensure that no overload will occur. Measure amperage in full cooling, full heating,
economizer, and any other operating modes to determine the maximum required brake
horsepower.

Adjust volume dampers for main duct, submain ducts, and major branch ducts to indicated airflows
within specified tolerances.

Measure static pressure at a point downstream from the balancing damper and adjust volume
dampers until the proper static pressure is achieved.
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a. Where sufficient space in submain and branch ducts is unavailable for Pitot-tube traverse
measurements, measure airflow at terminal outlets and inlets and calculate the total
airflow for that zone.

2. Remeasure each submain and branch duct after all have been adjusted. Continue to adjust
submain and branch ducts to indicated airflows within specified tolerances.

C. Measure terminal outlets and inlets without making adjustments.

1. Measure terminal outlets using a direct-reading hood or outlet manufacturer's written
instructions and calculating factors.

D. Adjust terminal outlets and inlets for each space to indicated airflows within specified tolerances of
indicated values. Make adjustments using volume dampers rather than extractors and the dampers at
air terminals.

1. Adjust each outlet in same room or space to within specified tolerances of indicated quantities
without generating noise levels above the limitations prescribed by the Contract Documents.
2. Adjust patterns of adjustable outlets for proper distribution without drafts.

3.6 PROCEDURES FOR MOTORS
A.  Motors, 1/2 HP and Larger: Test at final balanced conditions and record the following data:

Manufacturer, model, and serial numbers.

Motor horsepower rating.

Motor rpm.

Efficiency rating.

Nameplate and measured voltage, each phase.
Nameplate and measured amperage, each phase.
Starter thermal-protection-element rating.
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B.  Motors Driven by Variable-Frequency Controllers: Test for proper operation at speeds varying from
minimum to maximum. Test the manual bypass for the controller to prove proper operation. Record
observations, including controller manufacturer, model and serial numbers, and nameplate data.

3.7 PROCEDURES FOR HEAT-TRANSFER COILS
A. Refrigerant Coils: Measure the following data for each coil:

Dry-bulb temperature of entering and leaving air.
Wet-bulb temperature of entering and leaving air.
Airflow.

Air pressure drop.

Refrigerant suction pressure and temperature.

agroN=
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3.8 PROCEDURES FOR TEMPERATURE MEASUREMENTS

A. During TAB, report the need for adjustment in temperature regulation within the automatic
temperature-control system.

B. Measure indoor wet- and dry-bulb temperatures every other hour for a period of two successive eight-
hour days, in each separately controlled zone, to prove correctness of final temperature settings.
Measure when the building or zone is occupied.

C. Measure outside-air, wet- and dry-bulb temperatures.

3.9 PROCEDURES FOR TESTING, ADJUSTING, AND BALANCING EXISTING SYSTEMS
A.  Perform a preconstruction inspection of existing equipment that is to remain and be reused.
1. Measure and record the operating speed, airflow, and static pressure of each fan.
2. Measure motor voltage and amperage. Compare the values to motor nameplate information.
3. Check the refrigerant charge.
4. Check the condition of filters.
5. Check the condition of coils.
6. Check the operation of the drain pan and condensate drain trap.
7. Check bearings and other lubricated parts for proper lubrication.
8. Report on the operating condition of the equipment and the results of the measurements taken.
Report deficiencies.
B. Before performing testing and balancing of existing systems, inspect existing equipment that is to
remain and be reused to verify that existing equipment has been cleaned and refurbished.
1. New filters are installed.
2. Coils are clean and fins combed.
3. Drain pans are clean.
4. Fans are clean.
5. Bearings and other parts are properly lubricated.
6. Deficiencies noted in the preconstruction report are corrected.
C. Perform testing and balancing of existing systems to the extent that existing systems are affected by

the renovation work.

1. Compare the indicated airflow of the renovated work to the measured fan airflows and
determine the new fan, speed, filter, and coil face velocity.

2. Verify that the indicated airflows of the renovated work result in filter and coil face velocities and
fan speeds that are within the acceptable limits defined by equipment manufacturer.

3. If calculations increase or decrease the airflow and water flow rates by more than 5 percent,
make equipment adjustments to achieve the calculated airflow and water flow rates. |If 5
percent or less, equipment adjustments are not required.

4.  Air balance each air outlet.
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3.10 TEMPERATURE-CONTROL VERIFICATION
A.  Verify that controllers are calibrated and commissioned.
B. Check transmitter and controller locations and note conditions that would adversely affect control
functions.
C. Record controller settings and note variances between set points and actual measurements.
D. Check the operation of limiting controllers (i.e., high- and low-temperature controllers).
E. Check free travel and proper operation of control devices such as damper and valve operators.
F.  Check the sequence of operation of control devices. Note air pressures and device positions and
correlate with airflow and water flow measurements. Note the speed of response to input changes.
G. Check the interaction of electrically operated switch transducers.
H.  Check the interaction of interlock and lockout systems.
l. Check main control supply-air pressure and observe compressor and dryer operations.
J. Record voltages of power supply and controller output. Determine whether the system operates on a
grounded or nongrounded power supply.
K. Note operation of electric actuators using spring return for proper fail-safe operations.
3.1 TOLERANCES
A.  Set HVAC system airflow and water flow rates within the following tolerances:
1. Supply, Return, and Exhaust Fans and Equipment with Fans: Plus 5 to plus 10 percent.
2. Air Outlets and Inlets: 0 to minus 10 percent.
3. Heating-Water Flow Rate: 0 to minus 10 percent.
4. Cooling-Water Flow Rate: 0 to minus 5 percent.
3.12 REPORTING
A. Initial Construction-Phase Report: Based on examination of the Contract Documents as specified in
"Examination" Article, prepare a report on the adequacy of design for systems' balancing devices.
Recommend changes and additions to systems' balancing devices to facilitate proper performance
measuring and balancing. Recommend changes and additions to HVAC systems and general
construction to allow access for performance measuring and balancing devices.
B. Status Reports: As Work progresses, prepare reports to describe completed procedures, procedures

in progress, and scheduled procedures. Include a list of deficiencies and problems found in systems
being tested and balanced. Prepare a separate report for each system and each building floor for
systems serving multiple floors.
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3.13 FINAL REPORT

A.  General: Typewritten, or computer printout in letter-quality font, on standard bond paper, in three-ring
binder, tabulated and divided into sections by tested and balanced systems.

B. Include a certification sheet in front of binder signed and sealed by the certified testing and balancing
engineer.

1. Include a list of instruments used for procedures, along with proof of calibration.
C. Final Report Contents: In addition to certified field report data, include the following:

1. Fan curves.

2. Manufacturers' test data.

3. Field test reports prepared by system and equipment installers.

4. Other information relative to equipment performance, but do not include Shop Drawings and
Product Data.

D. General Report Data: In addition to form titles and entries, include the following data in the final
report, as applicable:

Title page.

Name and address of TAB firm.

Project name.

Project location.

Architect's name and address.

Engineer's name and address.

Contractor's name and address.

Report date.

Signature of TAB firm who certifies the report.

0. Table of Contents with the total number of pages defined for each section of the report. Number
each page in the report.

11.  Summary of contents including the following:

SO0OoONoOORrWN =

a. Indicated versus final performance.
b. Notable characteristics of systems.
C. Description of system operation sequence if it varies from the Contract Documents.

12.  Nomenclature sheets for each item of equipment.

13. Data for terminal units, including manufacturer, type size, and fittings.

14. Notes to explain why certain final data in the body of reports varies from indicated values.
15. Test conditions for fans and pump performance forms including the following:

Settings for outside-, return-, and exhaust-air dampers.

Conditions of filters.

Cooling coil, wet- and dry-bulb conditions.

Face and bypass damper settings at coils.

Fan drive settings including settings and percentage of maximum pitch diameter.
Inlet vane settings for variable-air-volume systems.

Settings for supply-air, static-pressure controller.

Other system operating conditions that affect performance.

S@ P a0 T
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E. System Diagrams: Include schematic layouts of air and hydronic distribution systems. Present each
system with single-line diagram and include the following:

Quantities of outside, supply, return, and exhaust airflows.
Water and steam flow rates.

Duct, outlet, and inlet sizes.

Pipe and valve sizes and locations.

Terminal units.

Balancing stations.

Position of balancing devices.

Nookwbhd=

F.  Air-Handling Unit Test Reports: For air-handling units with coils, include the following:
1. Unit Data: Include the following:

Unit identification.

Location.

Make and type.

Model number and unit size.
Manufacturer's serial number.

Unit arrangement and class.

Discharge arrangement.

Sheave make, size in inches, and bore.
Sheave dimensions, center-to-center, and amount of adjustments in inches.
Number of belts, make, and size.
Number of filters, type, and size.

AT T TQ 0000

2. Motor Data:

Make and frame type and size.

Horsepower and rpm.

Volts, phase, and hertz.

Full-load amperage and service factor.

Sheave make, size in inches, and bore.

Sheave dimensions, center-to-center, and amount of adjustments in inches.

~PQ0TD

3. Test Data (Indicated and Actual Values):

Total airflow rate in cfm.

Total system static pressure in inches wg.

Fan rpm.

Discharge static pressure in inches wg.

Filter static-pressure differential in inches wg.
Preheat coil static-pressure differential in inches wg.
Cooling coil static-pressure differential in inches wg.
Heating coil static-pressure differential in inches wg.
Outside airflow in cfm.

Return airflow in cfm.

Outside-air damper position.

l. Return-air damper position.

m.  Vortex damper position.

XTI TQ 0000
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G. Apparatus-Coil Test Reports:
1. Coil Data:

System identification.
Location.

Coil type.

Number of rows.

Fin spacing in fins per inch o.c.
Make and model number.
Face area in sq. ft..

Tube size in NPS.

Tube and fin materials.
Circuiting arrangement.

T ST@moo0oTy

2. Test Data (Indicated and Actual Values):

Airflow rate in cfm.

Average face velocity in fpm.

Air pressure drop in inches wg.

Outside-air, wet- and dry-bulb temperatures in deg F.
Return-air, wet- and dry-bulb temperatures in deg F.
Entering-air, wet- and dry-bulb temperatures in deg F.
Leaving-air, wet- and dry-bulb temperatures in deg F.
Water flow rate in gpm.

Water pressure differential in feet of head or psig.
Entering-water temperature in deg F.

Leaving-water temperature in deg F.

Refrigerant expansion valve and refrigerant types.
Refrigerant suction pressure in psig.

Refrigerant suction temperature in deg F.

Inlet steam pressure in psig.

O3 TATITSQ@T0a0TY

H. Fan Test Reports: For supply, return, and exhaust fans, include the following:

1. Fan Data:
a.  System identification.
b. Location.
C. Make and type.
d. Model number and size.
e. Manufacturer's serial number.
f. Arrangement and class.
g. Sheave make, size in inches, and bore.
h. Sheave dimensions, center-to-center, and amount of adjustments in inches.

2. Motor Data:
a. Make and frame type and size.

b. Horsepower and rpm.
C. Volts, phase, and hertz.
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Full-load amperage and service factor.
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Sheave dimensions, center-to-center, and amount of adjustments in inches.

d.

e. Sheave make, size in inches, and bore.

f.
g. Number of belts, make, and size.

3.  Test Data (Indicated and Actual Values):

Total airflow rate in cfm.

Total system static pressure in inches wg.
Fan rpm.

Discharge static pressure in inches wg.
Suction static pressure in inches wg.
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l. Round, Flat-Oval, and Rectangular Duct Traverse Reports:
representing the duct cross-section and record the following:

1. Report Data:

System and air-handling unit number.
Location and zone.

Traverse air temperature in deg F.
Duct static pressure in inches wg.
Duct size in inches.

Duct area in sq. ft..

Indicated airflow rate in cfm.
Indicated velocity in fpm.

Actual airflow rate in cfm.

Actual average velocity in fpm.
Barometric pressure in psig.

XT T TQ 0000

Include a diagram with a grid

J.  Compressor and Condenser Reports: For refrigerant side of unitary systems, stand-alone refrigerant
compressors, air-cooled condensing units, or water-cooled condensing units, include the following:

1. Unit Data:
a. Unit identification.
b. Location.
C. Unit make and model number.
d. Compressor make.
e. Compressor model and serial numbers.
f. Refrigerant weight in Ib.
g. Low ambient temperature cutoff in deg F.

2.  Test Data (Indicated and Actual Values):

Inlet-duct static pressure in inches wg.
Outlet-duct static pressure in inches wg.
Entering-air, dry-bulb temperature in deg F.
Leaving-air, dry-bulb temperature in deg F.
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Condenser leaving-water temperature in deg F.
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Condenser entering-water temperature in deg F.
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Condenser-water temperature differential in deg F.
Condenser entering-water pressure in feet of head or psig.
Condenser leaving-water pressure in feet of head or psig.
Condenser-water pressure differential in feet of head or psig.
Control settings.

Unloader set points.

Low-pressure-cutout set point in psig.
High-pressure-cutout set point in psig.

Suction pressure in psig.

Suction temperature in deg F.

Condenser refrigerant pressure in psig.

Condenser refrigerant temperature in deg F.

Oil pressure in psig.

Oil temperature in deg F.

Voltage at each connection.

Amperage for each phase.

Kilowatt input.

Crankcase heater kilowatt.

Number of fans.

Condenser fan rpm.

aa. Condenser fan airflow rate in cfm.

bb. Condenser fan motor make, frame size, rpm, and horsepower.
cc. Condenser fan motor voltage at each connection.

dd. Condenser fan motor amperage for each phase.
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K. Instrument Calibration Reports:
1. Report Data:

Instrument type and make.
Serial number.
Application.

Dates of use.

Dates of calibration.

®Po0TD

3.14 INSPECTIONS
A. Initial Inspection:

1. After testing and balancing are complete, operate each system and randomly check
measurements to verify that the system is operating according to the final test and balance
readings documented in the Final Report.

2. Randomly check the following for each system:

a. Measure airflow of at least 10 percent of air outlets.

b. Measure water flow of at least 5 percent of terminals.

C. Measure room temperature at each thermostat/temperature sensor. Compare the reading
to the set point.

d. Measure sound levels at two locations.

e. Measure space pressure of at least 10 percent of locations.
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f. Verify that balancing devices are marked with final balance position.
g. Note deviations to the Contract Documents in the Final Report.

B. Final Inspection:

1.

After initial inspection is complete and evidence by random checks verifies that testing and
balancing are complete and accurately documented in the final report, request that a final
inspection be made by Owner.

TAB firm test and balance engineer shall conduct the inspection in the presence of Owner.
Owner shall randomly select measurements documented in the final report to be rechecked.
The rechecking shall be limited to either 10 percent of the total measurements recorded, or the
extent of measurements that can be accomplished in a normal 8-hour business day.

If the rechecks yield measurements that differ from the measurements documented in the final
report by more than the tolerances allowed, the measurements shall be noted as "FAILED."

If the number of "FAILED" measurements is greater than 10 percent of the total measurements
checked during the final inspection, the testing and balancing shall be considered incomplete
and shall be rejected.

TAB firm shall recheck all measurements and make adjustments. Revise the final report and
balancing device settings to include all changes and resubmit the final report.

Request a second final inspection. If the second final inspection also fails, Owner shall contract
the services of another TAB firm to complete the testing and balancing in accordance with the
Contract Documents and deduct the cost of the services from the final payment.

3.15 ADDITIONAL TESTS

A.  Within 90 days of completing TAB, perform additional testing and balancing to verify that balanced
conditions are being maintained throughout and to correct unusual conditions.

B. Seasonal Periods: If initial TAB procedures were not performed during near-peak summer and winter
conditions, perform additional testing, inspecting, and adjusting during near-peak summer and winter
conditions.

END OF SECTION 15950
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SECTION 16000 - GENERAL PROVISIONS, ELECTRICAL

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions and Division 1 Specification Sections apply to work of this section and all other
Division 16 specification sections.

B. This section applies to all Division 16 specification sections.
1.2 SUMMARY

A. This section includes general administrative and procedural requirements for electrical installations
to expand the requirements of the General Conditions and Division 1 Specification Sections.

1.3 STANDARDS

A. The following industry standards are considered minimum requirements for electrical work and are
made a part of the contract documents:

National Electrical Code, 2005 Edition (NEC)

Electrical Ordinances of Local Governing Authority
Utah State Fire Marshal's Rules and Regulations
International Building Code

International Fire Code

Underwriters Laboratories (UL) Standards

American National Standards Institute (ANSI)

National Electrical Manufacturer's Association (NEMA)
National Fire Protection Association (NFPA) Standards
0. Regulations of American Standards Association
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B. If any conflict occurs between these rules and the contract documents or between the plans and
specifications, notify the Architect promptly in writing. Do not proceed with any work in conflict until
a solution is approved in writing by the Architect.

1.4 WORKMANSHIP

A. All Electrical Work of any nature shall be performed by qualified electricians, experienced in the
type of work to be performed and licensed with the State of Utah. Electricians shall show their
license upon request of the Owner, Architect and/or their representatives.

1.5 ELECTRICAL WORK INCLUDED
A. The basic contract work includes all labor, material, tools, transportation, equipment, and
superintendence specified, indicated on the drawings or necessary to make a complete installation

of, but not limited to, the following:

1. Appliances, apparatus and materials not specifically noted on drawings or mentioned herein,
but which are necessary to make a complete working installation of all electrical systems
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required for the project.
2. Hangers, anchors, sleeves, chases, supports and fittings as may be required and as indicated.

3. Electrical demolition limited to the extent indicated on the drawings with reconnections as
required to maintain existing electrical systems.

4. Electric service additions and modifications with branch panels and branch circuits for power
and lighting with raceway system and outlet boxes.

5. All luminaires, wall switches, receptacles, etc. as indicated on drawings.

6. Fire Alarm System additions and modifications, complete with all equipment in operative
condition.

7. Telephone/Data outlets and raceway system, ready for installation of wires and equipment by
others.

8. Electrical service to heating, ventilating and air conditioning equipment.
1.6 SUBSTITUTIONS

A. Material or products specified by name of manufacturer, brand or trade name or catalogue
reference will be the basis of the bid and furnished under the contract unless changed in writing by
the Architect. Where two or more materials are named, the choice of these will be optional with the
Contractor.

B. Submit requests for substitution in writing to the Architect with copy to Consulting Engineer, in
accordance with the General Conditions.

1.7 ACCURACY OF DATA

A. Data given herein and on the drawings are as exact as could be secured, but their absolute
accuracy is not guaranteed. Specifications and drawings are for the assistance and guidance of
the Contractor.

B. Electrical drawings are diagrammatic, but will be followed as closely as building construction and
work of other contractors will permit. All deviations from the drawings required to make the
Electrical Work conform to the building as constructed and to the work of other contractors will be
made by the Contractor as approved by the Architect.

1.8 VISIT THE SITE
A. Contractors are assumed to have visited the site and thoroughly acquainted themselves with
conditions affecting the proposed work. Verify existing conditions and measurements at the
building before beginning work and immediately notify the Architect of any discrepancies which may
adversely affect completion of the work.

1.9 TEMPORARY POWER

A. Provide temporary power for reasonable convenience during construction in accordance with the
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General Conditions.
B. Provide GFCI Protection for all temporary power outlets.

C. Use temporary power for construction purposes only. Do not use temporary power for electric
space heating, etc..

1.10 SHOP DRAWING SUBMITTALS

A. As soon as possible after contract award, submit shop drawings for review in accordance with the
General Conditions and Division 1 Specifications.

B. Submit shop drawings in three ring loose-leaf binder.
C. Divide Electrical equipment into subsections of common equipment.

D. Provide manufacturers' catalogue and/or descriptive literature indicating specific model and/or
catalog numbers, options, accessories and modifications for the following items:

Special Purpose Receptacles
Occupancy Sensors
Poke-through Floor Outlets
Safety Switches

Panelboards and Circuit Breakers
Light Fixtures

Fire Alarm System
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E. Above list is considered minimum. Additional items may be required to be submitted for review.
F. Refer to individual Specification Sections for additional Shop Drawing Submittal requirements.

1.11 RECORD DRAWINGS

A. Provide As-Built Record Drawings in accordance with the General Conditions and Division 1
Specifications.

B. Indicate all changes made to the drawings such as changes in fixture and outlet location, changes
in circuit routing and circuit numbering, etc. Include all changes by Addenda, Change Order,
Supplemental Instruction or verbal instruction.

C. Refer to individual Specification Sections for additional Record Drawing requirements.

1.12 OPERATION AND MAINTENANCE MANUALS

A. Provide Operation and Maintenance Manuals in accordance with the General Conditions and
Division 1 Specifications.

B. Include manufacturers' catalog and/or descriptive literature of equipment actually installed. Clearly
indicate on literature the specific model and/or catalog numbers of equipment installed, including all
options, accessories and/or modifications.
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C. All copies of literature will be new, clean and clearly legible. Sheets used for shop drawing
submittals with review stamp, remarks, etc., will not be acceptable.

D. Divide Electrical equipment into subsections of common equipment such as wiring devices, lighting
fixtures, panelboards, starters, etc.. Provide a complete equipment list and recommended
maintenance schedule at the beginning of each subsection.

E. Refer to individual Specification Sections for additional Operation and Maintenance Manual
requirements.

1.13 WARRANTY

A. Provide Warranty for Electrical Work in accordance with the General Conditions and Division 1
Specifications.

B. Provide manufacturer's warranty for all equipment which the manufacturer normally provides a
warranty in excess of twelve months. Refer to individual Specification Sections for extended
warranty requirements.

1.14 EXTRA MATERIAL STOCK

A. Provide extra stock in original cartons, or packaged with protective coverings, for storage and identified with
labels clearly describing contents.

B. Turn over extra stock to Owner and place in storage prior to Substantial Completion. Exact location of storage
to be determined by the Owner.

C. Obtain signed receipt for extra stock materials from the Owner’s Project Manager. Include copy of signed
receipt in the Project Operation and Maintenance Manuals.

D. Provide the following extra stock of materials to the Owner.
1.  Fuses: refer to Specification Section 16440 - Fuses for required quantities.

2. Fixture lenses, louvers, diffusers, and lamps: refer to Specification Section 16500 - Lighting for required
quantities.

PART 2 - PRODUCTS

2.1 MATERIALS

A. All materials and equipment for which U.L. Standards have been established, will be listed by and
bear the label of Underwriters Laboratories, Inc..

B. All materials will be new and bear the manufacturer's name, trade name and catalog or model
numbers. Similar items will be of the same manufacturer.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Installation of materials will comply with all codes and be accomplished with good workmanship in
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the judgement of the Architect and Consulting Engineer.

3.2 COOPERATION WITH OTHER CONTRACTORS

A

Cooperate with other contractors doing work on the building as may be necessary for the proper
execution of the work of various trades employed in construction of the building.

Refer to architectural, structural, and mechanical drawings, for construction details, and coordinate
the electrical work with that of other contractors to the end that unnecessary delays and conflicts
will be avoided.

3.3 MATERIAL HANDLING

A

Use all means necessary to protect materials before, during and after installation and to protect the
installed work and materials of all other trades.

In the event of damage, immediately make all repairs and replacements necessary to the approval
of the Architect and at no additional cost to the Owner.

3.4 CUTTING AND REPAIRING

A

Provide all required digging, cutting, etc. incidental to the Electrical Work. Make required repairs
thereafter to the satisfaction of the Architect.

. Do not cut into any major structural element, beam or column, without written approval of the

Architect.

Install the Electrical Work to proceed with other trades in order to avoid unnecessary cutting of the
construction.

3.5 CONSTRUCTION REVIEW

A

The Owner, Architect and/or Consulting Engineer will perform construction review throughout the
construction of the project. The construction review does not relieve the contractor from the
responsibility of providing all materials and performing the work in accordance with the Contract
Documents.

Notify the Architect in writing, giving ample notice, at the following stages of construction and allow
the Owner, Architect and/or Engineer to review the installed work.

1. When all electrical rough-in is complete, but not covered.

2. Pre-Final, upon completion of all electrical work.

3. Final, upon completion of all items noted in the Pre-Final Construction Review Report.

Test all systems and equipment provided and/or connected under the Contract for short circuits,
ground faults, proper neutral connections and proper operation in the presence of the Owner,
Architect and/or Engineer.

The entire construction will be installed in accordance with the contract documents and be free of
mechanical and electrical defects prior to final acceptance of the work.

END OF SECTION 16000
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SECTION 16060 - MINOR ELECTRICAL DEMOLITION FOR REMODELING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.
B. Division 1 Demolition Sections.

1.2 SCOPE

A. Remove electrical equipment and wiring systems and make required extensions and reconnections
as shown on Drawings and specified herein.

B. Repair all damage resulting from demolition and extension work.

PART 2 - PRODUCTS

2.1 MATERIALS AND EQUIPMENT

A. Provide new materials and equipment for patching and extending work as specified in the
appropriate Specification Section for the materials and equipment involved.

B. Where materials or methods not included in the Specifications are required, provide materials and
methods in accordance with normal construction industry standards and as approved by the
Architect and/or Engineer.

PART 3 - EXECUTION

3.1 EXAMINATION
A. Field verify existing measurements and circuiting arrangements are as shown on Drawings.
B. Verify that abandoned wiring and equipment serve only abandoned facilities.
C. Demolition Drawings are based on field observation of existing surface conditions and available
existing building electrical drawings. Report discrepancies to Owner and/or Architect before

disturbing existing installation.

D. All demolition and extension work is not necessarily indicated on Drawings. Include all such work
without additional cost to Owner.

3.2 PREPARATION
A. Disconnect electrical systems in walls, floors, and ceilings scheduled for removal.

B. Coordinate utility service outages with Weber State University Facilities Management Project
Manager.
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C. Provide temporary wiring and connections to maintain existing systems in service during
construction. When work must be performed on energized equipment or circuits, use electricians
experienced in such operations.

D. Protect all existing electrical equipment to remain from damage during demolition and new
construction. Survey all existing equipment prior to beginning work and document in writing any
existing damage to existing equipment.

3.3 DEMOLITION

A. Coordinate with Owner for equipment and materials to be removed by Owner or salvaged by the
contractor for Owner. Place salvaged equipment and materials in storage at the project site as
directed by the Owner.

B. Legally dispose of all removed equipment and materials not salvaged for the Owner.

1. Existing fluorescent lamp ballasts are assumed to be free of PCBs. The contractor shall verify
that ballasts are free of PCBs with the ballast manufacturer prior to disposal. Any additional

cost for hazardous material disposal will be negotiated under the change order provisions of
the contract.

C. Remove abandoned wiring to source of supply, i.e. panelboard, circuit breaker, etc..

D. Remove accessible abandoned conduit, cables, junction boxes, etc., including above accessible
ceilings. Cut conduit flush with walls and floors.

E. Disconnect abandoned outlets and remove devices. Remove abandoned outlet boxes and conduit
servicing them where indicated on drawings. Provide blank cover for abandoned outlets which are
not indicated to be removed.

3.4 EXTENSION OF EXISTING ELECTRICAL WORK

A. Reconnect existing equipment where demolition interrupts existing branch circuits or feeders to the
equipment.

B. Repair adjacent construction and finishes damaged during demolition and extension work to match
surrounding surfaces.

C. Maintain access to existing electrical installations which remain active. Modify installation or
provide access panel as appropriate.

D. Extend existing installations using materials and methods as specified for new work. Remove and
replace existing installations which are not compatible with new work.

3.5 CLEANING AND REPAIR
A. Clean and repair existing materials and equipment which remain or are to be reused.

B. Panelboards: Clean exposed surfaces and check tightness of electrical connections. Replace
damaged circuit breakers and provide closure plates for vacant positions. Provide new typed circuit
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directory showing revised circuiting arrangement.
3.6 INSTALLATION
A. Install relocated materials and equipment as required for new materials and equipment.
3.7 OUTAGES

A. Maintain Existing Electrical Systems in service until new systems are complete and ready for
service. Disable systems only to make switchovers and connections. Minimize outage duration.

B. Obtain permission from Owner and/or Architect before partially or completely disabling systems in

accordance with Division 1 Specification Sections.

END OF SECTION 16060
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SECTION 16110 - RACEWAYS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide a complete raceway system for all wiring as shown on the drawings and as specified
herein.

PART 2 - PRODUCTS

2.1 RACEWAYS
A. Provide minimum 3/4" trade diameter raceways for all wiring systems.

1. Minimum 1/2" trade diameter raceways may be used for remote control, signaling and power-
limited circuits which meet the requirements of National Electrical Code Article 725 as allowed
in other Specification Sections and/or as approved by the Architect.

B. Do not use aluminum conduit, intermediate steel conduit (IMC), BX cable, MC cable, Flexible Non-
metallic Tubing, NM cable, Direct Burial Cable or any other wiring methods not allowed by this
specification unless approved in writing by the Architect and/or Engineer.

2.2 ABOVEGROUND RACEWAYS

A. Provide Electrical Metallic Tubing (EMT), galvanized inside and out, for raceways not subject to
permanent moisture or damage.

B. Provide Galvanized Rigid Steel Conduit (GRC) where raceways are subject to permanent moisture
such as underground, or damage such as vehicular traffic, etc..

2.3 FLEXIBLE RACEWAY CONNECTIONS
A. Provide Flexible Steel Conduit for final connection to lay-in light fixtures, motors and other
equipment subject to vibrations or movement, not to exceed 6 feet for fixture connections and 3

feet for motor and equipment connections.

1. Extended lengths of liquid-tight flexible metallic conduit may be used for connections to
Information Technology Equipment as indicated on the drawings.

B. Provide liquid-tight flexible steel conduit outside and in wet, humid, corrosive and oily locations.
1. Provide Sunlight Resistant liquid-tight flexible steel conduit outdoors.

C. Provide a ground conductor in all flexible steel conduit.
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D. Flexible Steel Conduit may be used where misalignment or cramped quarters exist only with prior
approval of the Architect and/or Engineer.

E. Minimum 1/2" flexible steel conduit or 3/8" factory fabricated fixture whips may be used to make
final connections to lay-in light fixtures.

F. Flexible Steel Conduit may be used to fish through existing walls and ceilings only with prior
approval of the Architect and/or Engineer.

2.4 CONDUIT FITTINGS
A. Provide steel compression type or steel set screw type fittings for Electrical Metallic Tubing.
B. Provide malleable iron clamp type fittings for Flexible Steel Conduit.
C. Provide steel compression type fittings for Liquid-Tight Flexible Steel Conduit.

D. Provide threaded fittings for GRC conduit. Provide double locknuts and plastic bushing for GRC
conduit terminations or provide boxes and enclosures with threaded hubs.

E. Provide steel rain-tight, compression type fittings for all conduit installed outside and in wet, humid,
corrosive and oily locations.

F. Provide Insulated Throat Connectors for all conduit terminations 1" diameter and smaller. Provide
insulating bushings for all conduit terminations 1-1/4" diameter and larger.

G. Provide Grounding Bushings bonded to the electrical system ground:
1. On each end of all feeder conduits in which a separate ground conductor is installed.
2. On each end of all conduits used to protect ground conductors.

3. On all conduit terminations installed in concentric or eccentric knockouts or where reducing
washers have been installed.

H. Do not use cast metal or indenter type fittings. Do not use screw-in type fittings for Flexible Steel
Conduit.

2.5 RACEWAY SEALS

A. Seal all conduit penetrations through fire rated walls, ceilings and floors with a UL classified fire
barrier system [in accordance with Division 7 Specification Requirements.

B. Seal all conduit penetrations through airtight spaces and plenums with an approved mastic
compound acceptable to the Architect to prevent air leakage.

2.6 ROOF PENETRATIONS

A. Provide molded boots of suitable style and material for all conduit penetrations through roof to
provide a weathertight seal in accordance with the applicable Roofing Specification Sections.
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Coordinate style, material and installation with the roofing contractor.
2.7 PULL BOXES

A. Provide pull boxes or conduit bodies in accessible locations where required to reduce the number
of bends in the conduit run to less than 360 degrees and at points not exceeding 100 feet in long
branch circuit conduit runs.

1. Indicate exact location of pull boxes and conduit bodies on the As-Built Record Drawings.

2.8 PULL STRING

A. Provide a nylon or polypropylene pull string with not less than 200 Ib tensile strength in all spare
conduits and conduits installed for use by others. Provide a hard cardboard tag for each raceway
to indicate location of the opposite end of the raceway.

PART 3 - EXECUTION

3.1 SUPPORTS
A. Securely support all raceways with full (2 hole) pipe straps, hangers, or ceiling trapeze directly from
building structure such as roof trusses, beams, floor joists, etc., in accordance with Specification
Section 16190 - Supporting Devices.

1. Do not support raceways from other electrical systems or mechanical systems.

B. Provide supports at 5'-0" on center with a minimum of two supports for each ten foot length of
conduit or fraction thereof up to 6 feet.

C. Provide a support within 12" of each coupling, fitting, box, enclosure and bend. Install supports at
vertical to horizontal conduit bends on the upper side of the bend.

D. Provide support method for parallel conduit runs as follows:

No. of Conduits 3/4" to 1-1/4" Conduits 1-1/2" and larger Conduit
2 Full Strap, Clamp or Hanger Mounting Channel
3 or More Mounting Channel (Trapeze) Mounting Channel

3.2 INSTALLATION

A. Raceway layouts on the drawings are generally diagrammatic and the exact routing of raceways
will be governed by structural conditions and the work of other contractors.

B. Install raceways concealed within finished ceilings, walls and floors except where exposed
raceways are specifically shown on the drawings or permitted by the Architect.

C. Install exposed raceways parallel with or perpendicular to walls and ceilings, with right angle turns
consisting of symmetrical bends or conduit bodies equal to Crouse-Hinds "Condulet". Avoid all
bends and offsets where possible.

1. Paint exposed raceways to match surrounding surfaces in accordance with Division 9
Specification Sections.
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D. Install raceways minimum 12" from insulation of hot water piping, steam piping and other systems
or equipment with temperatures in excess of 104° F (40° C).

E. Make all field bends and offsets with a radius not less than allowed by the National Electrical Code
for the type of raceway system. Do not install bends or offsets which are flattened, kinked, rippled
or which destroy the smooth internal bore or surface of the conduit.

F. Cap the open ends of raceways during construction to prevent the accumulation of water, dirt or
concrete in the raceways. Thoroughly clean raceways in which water or other foreign matter has
been permitted to accumulate or replace the raceway where such accumulation cannot be removed
by a method approved by the Architect and/or Engineer.

G. Do not install raceways which have been crushed or deformed in any manner.

H. Do not install wiring until work which might cause damage to the wires or raceways has been
completed.

END OF SECTION 16110
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SECTION 16120 - CONDUCTORS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.
1.2 SCOPE

A. Provide all conductors for power and lighting as shown on drawings and as specified herein.

PART 2 - PRODUCTS

2.1 CONDUCTORS

A. Provide Copper building wire, minimum #12 AWG, with type THHN/THWN or XHHW 600 volt
insulation, except as otherwise noted on the drawings or required by NEC.

1. Provide conductors in underground raceways with insulation approved for wet locations such
as type THWN or XHHW.

B. Provide stranded conductors for wires #8 AWG and larger and for terminal connections to all
motors. Stranded or solid conductors may be used for sizes smaller than #8 AWG at the
contractor's option.

C. Provide conductors rated 90° C minimum in wiring channels of Fluorescent and High Intensity
Discharge lighting fixtures.

D. Provide conductors with surface printed identification showing conductor size and material,
insulation type, voltage rating and approvals at regularly spaced intervals of 24".

E. Do not use sizes smaller than #12 AWG in branch circuits carrying load. Circuits requiring larger
sizes to meet voltage drop conditions, etc., are indicated on the drawings.

1. Where branch circuit homeruns indicate conductor size, use that size conductor for the entire
branch circuit, including switch legs, etc.

F. Do not use aluminum conductors.
2.2 SPLICES
A. Provide Ideal wirenuts or Scotchlock spring connectors for all conductor splices #8 AWG and
smaller. Provide split-bolt or compression type connectors for all conductor splices larger than #8
AWG.

B. Provide splices which are UL listed for the type, quantity and size of the conductors to be spliced.

C. Provide all splices with insulation at least equal to that of the conductor.
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D. Provide watertight splices in junction or outlet boxes located outside and in wet locations. Provide
heat shrink insulating kits or use connectors pre-potted with an approved waterproof compound.

E. Splice conductors only in approved boxes.

F. Do not splice conductors in conduit bodies, panelboard enclosures, or switchboard enclosures.

PART 3 - EXECUTION

3.1 INSTALLATION
A. Install all conductors in approved raceway systems.

B. Install branch circuit conductors continuous without splice between fixture outlet boxes, terminals of
devices and panelboards.

1. Provide suitable junction boxes in readily accessible locations where splices are necessary at
intermediate points of branch circuits. Indicate exact location of all boxes on the As-Built
Record Drawings.
C. Do not install wiring until work which might cause damage to the wires has been completed.

3.2 COLOR CODING AND IDENTIFICATION

A. Color code all wiring at each enclosure and box where conductors are accessible and at each
splice, tap or termination by means of colored conductor insulation.

1. For conductors #6 AWG and larger, colored self-adhesive tape with the appropriate color
designations may be used.

B. Color code each conductor of each circuit as follows.
1.  Ground: Green or Bare Copper
2. 120/208 Volt, 3 Phase, 4 Wire System
a. Phase A - Black
b. Phase B - Red
c. Phase C - Blue
d. Neutral - White

3. Match existing conductor color coding if different than above.

C. Color code switch legs and travelers according to phase with colors other than used for phase
conductors, to be consistent throughout the project.

3.3 IDENTIFICATION
A. Provide conductor identification in accordance with Specification Section 16195 - Electrical

Identification.
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3.4 MULTI-WIRE BRANCH CIRCUITS
A. Where a common neutral is run for multi-wire branch circuits, connect phase conductors to
separate phases such that the neutral conductor will carry only the unbalanced current. Use

neutral conductors of the same size as the phase conductors unless specifically noted otherwise.

B. Do not install more than three phase conductors in any raceway except where specifically shown
on the drawings or approved by the Architect and/or Engineer.

3.5 PHASE ROTATION

A. Phase rotation for Three Phase System will be A leads B Leads C from front to back, from left to
right or from top to bottom as viewed from the front of the enclosure.

END OF SECTION 16120
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SECTION 16130 - ELECTRICAL BOXES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental

General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide junction boxes and outlet boxes at each outlet, fixture and other device location as shown
on drawings and as specified herein.

PART 2 - PRODUCTS

2.1 OUTLET AND DEVICE BOXES
A. Provide galvanized or cadmium plated sheet steel electrical boxes in indoor dry locations, of the
most suitable size and shape for the conditions encountered and in accordance with NEC
requirements for the number of conductors allowed.

B. Provide minimum 4" Square or Octagonal, 1-1/2" Deep Boxes unless specifically indicated
otherwise on the drawings.

1. Provide minimum 4" Square or Octagonal, 2-1/8" Deep Boxes where Three (3) conduit
connections are required.

2. Provide minimum 4-11/16" Square, 2-1/8" Deep Boxes where Four (4) or more conduit
connections are required.

3. Provide gang boxes where more than one device is located at the same point.

4. Boxes smaller than 4" Square or Octagonal, even though of equivalent cubic inch capacity,
are not acceptable.

C. Provide Type FD cast metal boxes outside, in wet, humid or corrosive locations and where exposed
to damage such as vehicular traffic.

D. Confer with the various equipment suppliers and either use or properly provide for boxes which are
furnished with the equipment, such as speakers, horns, bells, etc..

E. Do not use "THRU-THE-WALL" boxes, sectional (gangable) boxes or non-metallic boxes.
2.2 JUNCTION BOXES

A. Provide junction boxes as specified for outlet and device boxes except that boxes 6" square and
larger may be painted sheet steel.
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2.3 BOX ACCESSORIES

A. Provide fittings, plaster rings, cover plates and other accessories suitable for the purpose and
location of each box.

B. Provide plaster rings which are minimum 1/8" deeper than wall covering for flush mounted boxes
(i.e. use 3/4" plaster ring for 5/8" gypsum board wall covering) such that plaster ring will be flush
with finished face of wall.

C. Provide industrial raised covers for surface mounted outlet and device boxes.

PART 3 - EXECUTION

3.1 SUPPORTS
A. Support each box from the building structure independent of the raceway system.

B. Support flush mounted wall boxes with metal bar hangers or metal stud backing behind the box
secured to wall studs.

C. Support flush mounted ceiling boxes with metal bar hangers secured to ceiling support system or
threaded rod hangers secured to structure.

D. Secure surface mounted boxes to building structure with minimum of 2 screws or bolts as required.
E. Do not use side mounted boxes or brackets.
3.2 INSTALLATION

A. Install flush mounted boxes, after being equipped with extensions, accessories, etc., flush with
finished face of wall, ceiling or floor.

1. Replace or repair all boxes not installed flush with finished surfaces to the satisfaction of the
Architect and/or Owner.

2. In order to meet this requirement, it is recommended that the Electrical Contractor be present
during installation of gypsum board, tile or other wall coverings and during installation of outlet
boxes in masonry walls.

3. Coordinate depth of wall coverings to be installed on all walls with the General Contractor prior
to installing plaster rings.

B. Install boxes in opposite sides of common room walls in adjacent stud spaces where possible and
with minimum 6" separation between the boxes. Provide minimum 10" of conduit between boxes
which are connected by conduit.

C. Install outlet boxes for light switches on the strike side of door openings. Coordinate door swings
with the General Contractor prior to roughing in switch boxes.

D. Seal around the surface of all switch and outlet boxes with plaster or grout to close any opening
between the outlet box and the wall finish.
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E. Install boxes level and plumb.

3.3 LOCATIONS

A. The wiring system layouts on the drawings are generally diagrammatic and the location of outlets
and equipment are approximate.

B. Study all available drawing details, shop drawings, equipment drawings, building conditions and
materials surrounding each outlet and device box prior to installing the box to ascertain the exact
location required for each box.

C. Rough in the electrical work such that electrical outlets, fixtures and other fittings are properly fitted
to the work of other trades.

D. Do not install boxes inside cupboards, behind drawers, or otherwise so located, as to be
inaccessible or unsuited for the purpose intended.

E. The right is reserved to make any reasonable change in the location of the outlets before roughing
in, without involving additional expense.

3.4 MOUNTING HEIGHT

A. Install outlet and device boxes at the heights shown on the drawings or as directed by the Architect.
In general, mount outlets as follows.

1. Convenience Outlet 18"
2. Wall Switch 46"
3. Telephone/Data Outlet 18"
4. Special Receptacle 18"
5. Fire Alarm Pull Station 46"
6. Fire Alarm Horn/Strobe 84"
7.  Exit Lights 8'-0"

B. All mounting heights, including mounting heights indicated on drawings, are to the center of the
outlet box above finished floor or grade unless noted otherwise.

C. Refer to applicable Specification Sections for mounting heights of devices and equipment not

included above or install at heights as directed by the Architect and/or Engineer.

END OF SECTION 16130
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SECTION 16140 - OUTLETS AND WIRING DEVICES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide all wiring devices complete with coverplates and necessary accessories as shown on the
drawings and as specified herein.

1.3 SUBMITTALS

A. Provide submittals for each type of wiring device to be used on the project in accordance with
Division 1 Specifications and Section 16000 - General Provisions, Electrical to verify compliance
with the contract documents.

PART 2 - PRODUCTS

2.1 WIRING DEVICES

A. Provide wiring devices rated 20 amps minimum, as specified below, or equivalent of Eagle, General
Electric, Hubbell, Leviton or Pass & Seymour.

1. Switch, Single Pole Bryant 4901
2. Switch, 3 - Way Bryant 4903
3. Receptacle, duplex convenience, 3-wire Bryant 5352
4. Receptacle, duplex, GFCI protected Bryant GFR53FT
5. Receptacle, Twist-lock, 30A, 250 Volt, L6-30R Bryant 70630-FR

B. Color of devices in finished areas will be as selected by the Architect from the manufacturer's
standard colors to compliment the color of architectural finishes.

C. Provide convenience outlets with GFCI protection in accordance with NEC requirements, where
installed outside or within 6 feet of any sink and as indicated on the drawings.

1. Provide a self-adhesive printed label stating "GFCI PROTECTED" for each outlet protected by
feed-through GFCI receptacles or GFCI circuit breakers.

2. Use feed-through GFCI outlets only to protect other outlets within sight of the GFCI protected
outlet.

2.2 COVERPLATES
A. Provide a cover plate for each outlet and box suitable for the location and function of the outlet and

box.
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B. Provide blank cover plates for junction boxes and outlet boxes not used.

C. Provide nylon or impact resistant thermoplastic coverplates for outlets and boxes installed in
finished areas, of the same manufacturer and color as the wiring devices.

D. Provide Stainless Steel coverplates for outlets and boxes installed in unfinished areas such as
mechanical and electrical rooms.

E. Provide UV Stabilized Polycarbonate, "Raintight While In Use" coverplates with spring return lids
and suitable gasket as manufactured by Eagle or Taymac for all devices installed outside or in wet
locations.

2.3 OCCUPANCY SENSORS

A. Provide ultrasonic type occupancy sensors, as specified below, to control lighting in rooms as
indicated on the drawings.

1.

180° Ceiling Sensor, Airflow Tolerant Novitas 01-077

a. Nominal 1/2 step walk coverage, open area: 840 sq. ft. (28' x 30")
b. Nominal motion at desk coverage, open area: 528 sq. ft. (22' x 24")
360° Ceiling Sensor, Airflow Tolerant Novitas 01-087

a. Nominal 1/2 step walk coverage, open area: 1,680 sq. ft. (28' x 60")
b. Nominal motion at desk coverage, open area: 1,056 sq. ft. (22' x 48")
Switchpack Novitas 13-051

a. 120/277 Volt field selectable circuit voltage rating.
b. Contact ratings:

(1) 15 Ampere, 120 VAC, Tungsten

(2) 20 Ampere, 120/277 VAC, Ballast

c. NEC Class 2, 15 VDC, control circuit for interface with motion sensors.

d. Zero crossing circuit to ensure the relay contacts engage at the zero crossing point of the
AC Voltage source to minimize contact damage due to high inrush loads such as tungsten
lighting and electronic ballasts.

Wall switch Novitas 01-211

a. Coverage suitable for use in offices or rooms up to 300 sq. ft.

b. 120/277 Volt field selectable circuit voltage rating.

c. Contact ratings:
(1) 6.7 Amps, 120 VAC, Tungsten or Ballast. (Approximately 800 Watts)
(2) 4.3 Amps, 277 VAC, Ballast. (Approximately 1,200 Watts)

d. Automatic/Manual selector switch to allow automatic or manual operation of the room
lighting. Lighting shall turn off automatically after the pre-set time delay in either the
automatic or manual mode.

Wall Switch, Dual Level Novitas 01-211

a. Coverage suitable for use in offices or rooms up to 300 sq. ft.

b. 120/277 Volt field selectable circuit voltage rating.

c. Contact ratings:
(1) 6.7 Amps, 120 VAC, Tungsten or Ballast. (Approximately 800 Watts)
(2) 4.3 Amps, 277 VAC, Ballast. (Approximately 1,200 Watts)
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d. Automatic/Manual selector switch to allow automatic or manual operation of the room
lighting. Lighting shall turn off automatically after the pre-set time delay in either the
automatic or manual mode.

e. Dual Level switching for separate control of two loads with one switch. Pushing the
touchplate shall cycle through selection of the primary load, both loads, secondary load,
and off; or separate touchplates may be provided for each load.

B. Other acceptable manufacturers, subject to compliance with the contract documents are
Honeywell, Hubbell, Leviton, Lightolier, Pass & Seymour, Tork, Uneco and Watt Stopper.

1. Occupancy sensors of other acceptable manufacturers may be ultrasonic, passive infrared or
dual technology ultrasonic & passive infrared.

2. Coverage areas indicated on the drawings are based on the use of the above specified
Novitas ultrasonic occupancy sensors. Other acceptable manufacturers which require
additional sensors for coverage areas indicated shall provide additional sensors without
additional cost to the Owner.

2.4 FIRE RATED POKE THROUGH OUTLETS

A. Provide Hubbell No. PT2X2BRS, or equal, through floor fitting for installation in 3" diameter hole
and UL Classified for fire resistance in 1-3 hour fire rated concrete floors.

B. Provide poke-through outlet with one 20 ampere duplex receptacle
C. Provide poke-through outlet with provisions for 2 RJ45, 8 wire modular jacks.
2.5 ACCESSORIES

A. Equip each outlet with devices suitable for the purpose of the outlet and with means of properly
connecting the equipment served, whether or not such devices are specifically mentioned.

PART 3 - EXECUTION

3.1 INSTALLATION
A. Properly locate each outlet to fulfill its particular purpose. Do not install receptacles or boxes inside
cupboards, behind drawers, or otherwise so located, as to be inaccessible or unsuited for the
purpose intended.

B. Install all outlets and wiring devices flush with face of coverplate, with the coverplate in contact with
the finished face of the wall and with mounting strap of device in contact with the outlet box.

C. Install Fire Rated Poke-Through outlets in accordance with the manufacturer's written instructions

to maintain fire rating of the floor.

END OF SECTION 16140
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SECTION 16190 - SUPPORTING DEVICES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide suitable supporting devices for all electrical equipment, raceways and components as
specified herein and as shown on the drawings.

B. Refer to individual specification sections for additional supporting requirements.

PART 2 - PRODUCTS

2.1 SUPPORTING DEVICES

A. Provide support anchors which will support in tension a minimum of 4 times the weight of the
equipment to be supported but not less 100 Ibs.

B. Provide wood screws in wood; toggle bolts in hollow masonry units; expansion bolts with lead shield
or shot anchors in concrete and brick; and machine screws, threaded 'C' clamps or spring-tension
clamps on steel work.

C. Do not use tie wire for support unless specifically called for in individual specification sections.

D. Do not use threaded C Clamps on tapered steel sections.

E. Do not weld supports, equipment, boxes, raceways, etc., to steel structures.

F. Do not use wooden plugs or plastic inserts as a base for supports.

G. Do not use shot anchors or drilled anchors of any kind in prestressed or post-tensioned concrete
slabs and beams except as approved in writing by the Architect.

PART 3 - EXECUTION

3.1 INSTALLATION
A. Secure supporting devices to building structure.

B. Do not install supporting devices with sheetrock or plaster as the sole means of support. Provide
proper blocking behind the sheetrock or plaster as required to support equipment.

END OF SECTION 16190

SUPPORTING DEVICES 16190 -1



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

SECTION 16195 - ELECTRICAL IDENTIFICATION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide identification of all electrical equipment, devices, enclosures, conductors, cables, etc., as
shown on the drawings and as specified herein.

B. Refer to individual specification sections for additional identification requirements.

PART 2 - PRODUCTS

2.1 NAMEPLATES

A. Provide engraved laminated micarta or plastic nameplates to identify each panelboard, cabinet,
motor starter, disconnect, etc., with the following minimum lettering heights:

1.  Panelboards, etc. - 3/8"
2. Safety Switches, etc. - 1/4"

B. Provide Black Nameplates with White Lettering unless noted otherwise, or required to contrast with
equipment enclosures.

C. Do not use Dynamo Labels, printed labels, etc., unless specifically called for in other specification
sections or approved by the Architect and/or Engineer.

2.2 EQUIPMENT IDENTIFICATION

A. Provide engraved nameplates on the exterior of each Motor Starter, Safety Switch, etc., to include
the Equipment Description, Number or Designation, and the Circuit from which the equipment is
served.

1.  Example: ROOFTOP UNIT RT-1
CIRCUIT I-4

B. Provide engraved nameplates on the exterior of feeder and other major junction boxes and pull
boxes to indicate the function of the wiring within the box such as "PANEL 'A' FEEDER" or "FIRE
ALARM PULLBOX".

2.3 PANELBOARD IDENTIFICATION

A. Provide one engraved nameplate on the exterior trim of each Panelboard, visible without opening
the door, to include the Panel Designation and the System Voltage.
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1.  Example: PANEL 'A4'
120/208 V, 30

B. Provide nameplates on each Branch Breaker of Distribution Panelboards to indicate the Panel or
Equipment served by the Branch Breaker and the location of the Panel or Equipment.

1.  Example: RT-1
ON ROOF

2. Install the branch breaker nameplates on the wireway cover trim of panelboards. Do not
install the nameplates on interchangeable dead-front trims.

2.4 CONDUCTOR IDENTIFICATION

A. ldentify each branch circuit and each feeder conductor at each outlet box, pull box, or other
accessible location with hand lettering in black India ink in the enclosure to indicate panel and
circuit numbers of all conductors in the enclosure.

B. Identify individual conductors with self adhesive printed markers equal to Thomas & Betts "E-Z
Code" markers in outlet boxes, pull boxes, or other accessible location according to the circuit
number in outlet boxes, pull boxes, etc., at the following locations:

1. Where circuit number of individual conductors cannot be determined by color coding, such as
two or more conductors on the same phase.

2. Where more than one neutral conductor occurs, or where the neutral conductor is not
common to all phase conductors, identify the neutral conductor according the associated
phase conductor(s) circuit number(s).

2.5 PANELBOARD CIRCUIT INDEX

A. Provide a neatly typed index, to include type of load served and the specific location of the load for
each branch circuit of each panelboard.

1. Provide a new typed index for each existing panelboard in which branch circuits are added,
removed, or modified to reflect all changes in circuiting.

B. Examples
1. Lighting, Southwest Conference Room
2. Lighting, 2nd Floor Conf. Rm and Office 208
3. Receptacles, SW Conf. Rm, west and north walls

C. Do not use room numbers shown on plans, use room numbers or nomenclature assigned to rooms
by the Owner. Do not use remarks from panel schedules on drawing, the remarks are for the
Contractor's reference only.

D. Include the panel designation and location of feeder breaker serving the panelboard at the top of
the circuit index.
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1.  Example: PANEL 'A4'
MAIN IN PANEL 'A2'

PART 3 - EXECUTION

3.1 INSTALLATION
A. Install nameplates to be visible from normal viewing angles.

B. Attach nameplates to equipment enclosures with stainless steel screws or rivets. Adhesives are
not acceptable.

C. Install panel index behind protective plastic covering.

END OF SECTION 16195
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SECTION 16400 - SECONDARY SERVICE AND DISTRIBUTION

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.
B. Section 16110 - Raceways
C. Section 16120 - Conductors
1.2 SCOPE

A. Provide complete electrical service as shown on drawings and as specified herein.

PART 2 - PRODUCTS

2.1 SYSTEM

A. The Existing Secondary Electrical Distribution System is 120/208 Volt, Three Phase, Four Wire, 60
Cycle for Lighting, Equipment, Appliances and Outlets.

2.2 FEEDERS

A. Sizes and connection of feeders are shown on the Power Riser Diagram. Feeders are sized to
handle rated loads and to meet voltage drop conditions.

PART 3 - EXECUTION

3.1 FEEDERS

A. Before or during final job site observation, check each panel feeder and main feeder for balance of
load on each phase, and make necessary adjustments to insure acceptable balance.

3.2 POWER OUTAGES

A. Power outages to any portion of the existing building will not be allowed except on weekends,
holidays and/or as directed by the Owner.
1. Submit written requests for power outages to the Owner not less than Seven (7) working days
prior to all proposed outages.
2. Do not take any power outages without the Owners permission.

B. Special provisions apply to outages which may affect the existing IT Network System. See
“Construction Sequence and Power Outage Notes” Sheet E-401 of the drawings for additional
requirements.

END OF SECTION 16400
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SECTION 16440 - SAFETY SWITCHES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

B. Section 16475 - Fuses
1.2 SCOPE

A. Provide all disconnect switches required by NEC or local regulations as shown on drawings and
specified herein.

1.3 SUBMITTALS

A. Provide shop drawing submittals for each Safety Switch type in accordance with Division 1
Specifications and Section 16000 - General Provision, Electrical to verify compliance with the
Contract Documents.

B. Include Manufacturer's standard published literature for each switch type. Clearly indicate all
options, accessories, finishes, etc., to be provided with each switch type.

PART 2 - PRODUCTS

2.1 SAFETY SWITCHES

A. Provide NEMA KS1, Heavy Duty Type HD, horsepower rated, quick-make, quick-break enclosed
load interrupter knife switches, fusible or non-fusible as required, with externally operable handle,
lockable in the OFF position and interlocked to prevent opening front cover with switch in ON
position.

B. Maximum voltage, current rating and horsepower rating will be clearly indicated on a metal plate
riveted or otherwise permanently fastened to the switch enclosure.

C. Provide switches with NEMA 1 enclosures or where indicated as weatherproof, NEMA 3R
enclosures.

D. Provide fusible switches rated 600 amps or less with a UL listed rejection feature to reject all fuses
except Class R fuses.

2.2 ACCEPTABLE MANUFACTURERS

A. Acceptable safety switch manufacturers, subject to compliance with the contract documents, are
Challenger, Cutler Hammer, General Electric, Siemens, and Square 'D'.
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PART 3 - EXECUTION

3.1 SUPPORTS

A. Provide a minimum of four supports, located at each corner of each switch enclosure. Where the
enclosure exceeds 36 inches in any dimension, provide additional supports at 24 inches on center
maximum.

3.2 MOUNTING HEIGHT

A. In general, mount safety switches 5'-0" above finished floor or grade to center of switch.

B. For exterior disconnects at condensing units or packaged rooftop units, mount top of switch at the
same height as the top of the unit but not less than 24" above grade or roof to the bottom of the
switch.

3.3 IDENTIFICATION

A. Provide an engraved nameplate for each switch in accordance with Section 16195 - |dentification.

B. Provide adhesive tag on inside door of each fused switch indicating NEMA fuse class and rating
installed.

END OF SECTION 16440
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SECTION 16450 - SECONDARY GROUNDING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Ground all non-current carrying metallic parts of electrical equipment, raceway systems and the
neutral conductor of the wiring system as shown on the drawings and specified herein.

PART 2 - PRODUCTS

2.1 GROUND CONDUCTORS

A. Provide copper ground electrode conductors, minimum No. 8 AWG solid. Stranded conductors
may be used for sizes No. 2 AWG and larger.

B. Provide an insulated equipment ground conductor in all raceways on the load side of the service
disconnect.

2.2 GROUND CONNECTIONS

A. Make ground connections to the existing building ground system and extend to new electrical
equipment, raceways, outlets, lighting, etc..

B. Bond the neutral conductor to electrical service ground system at the main transformer and the
main service equipment only.

C. Bond all interior metallic piping systems to the electrical service ground system.

D. Make above ground connections by means of pressure connectors, compression connectors,
clamps or other means which are UL Listed and classified as suitable for purpose.

PART 3 - EXECUTION

3.1 INSTALLATION
A. Leave ground connections accessible for inspection.

B. Provide a separate ground terminal for each ground conductor in each panelboard, switchboard,
and similar electrical equipment enclosures.

C. Install all grounding in accordance with the latest edition of the National Electrical Code.

END OF SECTION 16450
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SECTION 16470 - PANELBOARDS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide new panelboards complete with all necessary accessories as shown on drawings and as
specified herein.

B. Provide new branch circuit breakers in existing panelboards to serve new branch circuits as shown
on drawings.

1.3 SUBMITTALS

A. Provide shop drawing submittals for each Panelboard in accordance with Division 1 Specifications
and Section 16000 - General Provision, Electrical to verify compliance with the Contract
Documents.

B. Include dimensioned construction drawings for each Panelboard. Clearly indicate voltage,
ampacities, breaker types, conduit entrance areas, materials, options, accessories, finishes, etc., to
be provided with each Panelboard. Include Series-Rated verification where required.

PART 2 - PRODUCTS

2.1 PANELBOARDS

A. Provide dead front safety type panelboards, constructed in accordance with NEMA and UL
standards, with plated aluminum or copper bus bars.

B. Provide each panelboard with main circuit breaker, single lugs or double lugs for attaching feeder
conductors and/or sub-feeder conductors as shown on the drawings.

C. All panelboards to be 20" wide minimum.

D. Provide panelboards with NEMA 1 enclosures unless indicated otherwise on the drawings.

E. Arrange circuit breakers in double vertical row configuration with bolted bus connections.

F. Provide panelboard fronts with concealed indicating trim clamps, concealed steel door hinges and a
flush mounted combination latch and lock. Key all locks alike for all panelboards furnished for the

project.

G. Provide each panelboard with an approved circuit index holder with transparent protective cover on
the inside of panelboard door.
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H. Provide a ground bus in each panelboard with a separate terminal for connection of each feeder
and each branch circuit ground conductor.

I. Panelboard schedules as shown on drawings.
2.2 CIRCUIT BREAKERS
A. Provide thermal-magnetic type circuit breakers unless noted otherwise.
B. Provide multi-pole breakers with trip elements in each pole and common trip handle.

C. Provide "HACR" rated circuit breakers to serve heating, ventilating and air conditioning equipment
branch circuits.

D. Provide "SWD" rated circuit breakers to serve all lighting and outlet branch circuits.

E. Provide new circuit breakers in existing panelboards of the same type and interrupting ratings as
the existing circuit breakers. Provide new mounting hardware, connectors, dead front covers, etc.,
as required to install the new circuit breakers.

F. Plug-in breakers are not acceptable for use in panelboards.
2.3 INTERRUPTING RATING

A. Provide panelboards with minimum short circuit current interrupting ratings as shown on the
drawings.

B. The interrupting rating of circuit breakers shall be at least equal to the available short circuit current
at the line terminals of the circuit breaker and correspond to the UL listed integrated short circuit
current rating specified for the panelboards.

C. The minimum interrupting ratings of circuit breakers used as feeders and branches may be in
accordance with UL 489 tested and certified series-connected circuit breaker combinations. Al
electrical equipment using the Series Rated circuit breaker combinations shall be clearly marked on
the panel nameplate and feeder breaker indicating the same.

2.4 ACCEPTABLE MANUFACTURERS

A. Acceptable panelboard manufacturers, subject to compliance with the contract documents, are
Challenger, Cutler Hammer, General Electric, Siemens, and Square 'D'.

PART 3 - EXECUTION

3.1 SUPPORTS
A. Provide a minimum of four supports, located at each corner of each panelboard. Where the

enclosure exceeds 36 inches in any dimension, provide additional supports at 24 inches on center
maximum.
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3.2 MOUNTING HEIGHT
A. In general, mount panelboards 6 feet above finished floor or grade to top of panel.

B. Where panelboard exceeds 6 feet in height, arrange the panelboard so that the top operating
handle does not exceed 6'-6" above finished floor or grade.

3.3 IDENTIFICATION

A. Provide nameplates and neatly typed circuit index for each panelboard in accordance with Section
16195 - Electrical Identification.

END OF SECTION 16470
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SECTION 16475 - FUSES

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide fuses of the proper sizes and rating for each fusible switch as shown on the drawings and
as specified herein.

PART 2 - PRODUCTS

2.1 FUSES

A. Provide UL Class L or UL Class R, current limiting fuses, rated for up to 200,000 amperes
interrupting capacity.

1. For branch circuits feeding motors, furnish UL Class RK5, Time-Delay fuses and for branch
circuits other than motors, furnish UL Class RK5 non time delay fuses.

B. Provide fuses which are a standard product of Bussman, Cefco, Gould/Shawmut, or Reliance.
2.2 SPARE FUSES

A. Provide a 20 percent complement, but not less than three, of each rating of each type of fuse used
on the project. Turn over spare fuses to the Owner prior to Substantial Completion.

PART 3 - EXECUTION

3.1 INSTALLATION
A. Install only fuses of the same type and rating in each fusible switch.
3.2 COORDINATION

A. Coordinate fuse sizes for packaged mechanical equipment with mechanical contractor. Provide
fuse sizes as indicated on the equipment nameplate.

END OF SECTION 16475
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SECTION 16480 - MOTOR STARTERS AND CONTROLS

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide motor starters, pushbutton stations, and other necessary operating devices for all Motors
and Equipment as shown on the drawings and as specified herein.

B. Thermostats and similar control devices and control wiring for control of heating, ventilating and air
conditioning equipment will be furnished and installed by the Controls Contractor under the
provisions of Division 15 Specifications.

PART 2 - PRODUCTS

2.1 MOTORS

A. Unless otherwise noted herein or on the drawings, motors will be furnished under Division 15
Specification Sections.

B. In general, motors 1/2 HP and smaller will be Single-Phase rated at 115 or 120 volt. Motors and
equipment larger than 1/2 HP will be Three-Phase with nameplate rating of 200 or 208 volt when
used on a 120/208 volt system.

2.2 MOTOR STARTERS
A. Provide NEMA rated motor starters and control devices.
B. Do not use IEC rated motor starters and control devices.

2.3 MANUAL MOTOR STARTERS

A. Provide Square D Class 2510 type F, or equal, single phase manual motor starting switches with
overload heaters for each single phase motor where indicated on drawings.

2.4 MAGNETIC MOTOR STARTERS

A. Unless otherwise noted herein or on the drawings, motors starters will be furnished under Division
15 Specification Sections as part of packaged mechanical equipment.

PART 3 - EXECUTION

3.1 COORDINATION

A. Give special attention to wiring and controls for two-speed motors or motors with special controls at
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no additional cost to the Owner.

B. Determine exact location of all electrical devices controlling mechanical equipment in cooperation
with the Mechanical Contractor in the field before roughing-in.

END OF SECTION 16480

MOTOR STARTERS AND CONTROLS 16480 - 2



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

SECTION 16500 - LIGHTING

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. Provide all lighting fixtures, as shown on drawings and as described herein, complete with all
necessary wiring, sockets, lamps, auxiliaries, supports, etc..

1.3 SUBMITTALS

A. Provide shop drawing submittals for each Fixture and Ballast type in accordance with Division 1
Specifications and Section 16000 - General Provision, Electrical to verify compliance with the
Contract Documents.

B. Include Manufacturer's standard published literature for each fixture type. Clearly indicate all
options, accessories, finishes, etc., to be provided with each fixture type.

C. Provide construction drawings for custom fixtures and/or accessories to include mounting details,
manufacturing methods, wiring methods, finishes, materials, etc., as required.

D. Include Manufacturer's standard published literature for each ballast type to be used on the project.
Provide literature for each ballast manufacturer which the fixture manufacturer may use depending
upon availability at the time the fixtures are manufactured.

PART 2 - PRODUCTS

2.1 FIXTURES

A. Provide fixtures which comply with the appropriate Underwriters Laboratories (UL) Standards for
the fixture type and which are UL Listed and UL Labeled.

B. Acceptable fixture manufacturers and types are indicated on the Fixture Schedule included with the
Drawings.

1. Listing of the manufacturer's catalog numbers on the Fixture Schedule is intended to establish
the general fixture type required and does not relieve the contractor and/or supplier from the
responsibility to provide all accessories and options included in the fixture description nor from
meeting the requirements of this specification.

C. Provide all recessed light fixtures with thermal protection in compliance with NEC Article 410-65 (c)
and UL Test Standard 1571.

D. Provide individual fixtures with multiple ballasts as required to meet lamp switching requirements
shown on the drawings.
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2.2 FLUORESCENT BALLASTS

A. Provide UL Listed, CBM-Certified by ETL, Premium Class ‘P”, Solid State Electronic, fluorescent
ballasts with Class 'A' sound rating which meet the energy efficient requirements of Public Law
100-357 (National Appliance Energy Conservation Amendment of 1988 to the Energy Policy and
Conservation Act of 1987) for the lamp types to be served by the ballast.

B. Electronic Ballasts shall operate lamps at a frequency of 20 to 35 KHz with no detectable lamp
flicker, shall comply with FCC and NEMA limits governing EMI and RFI, and shall not interfere with
the operation of other normal electric and electronic equipment.

C. Ballasts shall be potted, in a steel case and contain no PCBs. Operating temperature of the ballasts
shall not exceed 60° C at any point on the case during normal operation.

D. Provide fluorescent ballasts with the proper lamp circuit voltage and rating for the lamp types to be
served by the ballast and with the following operating characteristics:

1. Minimum Ballast Factor 0.88
2. Minimum Power Factor 95%
3.  Maximum Total Harmonic Distortion (THD) 10%

E. Ballasts shall be marked with manufacturer's name, part number, supply voltage, power factor,
open circuit voltage, current draw for each lamp type, UL listing, CBM Certification and Date of
Manufacture Code.

F. Electronic Ballast Warranty shall be 5 Years from the "Date of Manufacture" Code on the ballast.

G. Fluorescent Ballasts shall be of U.S. Manufacture. Acceptable Manufacturers, subject to
compliance with Contract Documents, are Advance, Magnetek and Motorola.

2.3 LAMPS

A. Provide lamps of the Wattages, Types, and with color characteristics as indicated on the Fixture
Schedule included with the Drawings.

B. Provide incandescent lamps rated for 120 volt unless otherwise specified.

C. Provide fluorescent lamps which conform to the Energy Policy Act of 1992 and the applicable ANSI
Designations for the lamp wattage and type.

1. Fluorescent Lamps shall be compatible with supplied ballasts to meet the energy conservation
requirements of Public Law 100-357.
D. Provide new fluorescent lamps with reduced mercury content, such as Phillips "Alto" Series

Fluorescent Lamps, to meet the requirements of the EPA Resource Conservation Recovery Act for
Toxic Characteristic Leaching Procedure.

1. Reduced mercury content lamps will not be required for lamp types which are not available
from any of the acceptable lamp manufacturers with reduced mercury content.
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E. Acceptable Lamp Manufacturers, subject to compliance with the Contract Documents are General
Electric, Phillips, Sylvania and Venture.

2.4 EXTRA STOCK

A. Provide the following extra stock of materials to the Owner.
1.  Lamps: 10% , but not less than 2 of each type used on the project.

2. Fixtures lenses and louvers: 10%, but not less than 1 of each type used on the project.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Properly center fixtures in each room. Where multiple fixtures occur, space them uniformly and in
straight lines with each other.

B. Locate recessed ceiling light fixtures to center on a single tile or at the intersection of four tiles.

C. Carefully lay out all openings required for recessed lighting units. Cooperate with other contractors
and make provisions for openings of exact dimensions required and provide all required plaster
rings and ground frames to be inserted in openings.

D. Where lighting fixtures are shown to conflict with locations of structural members and mechanical
or other equipment, provide adequate supports and wiring to clear same.

3.2 SUPPORTS
A. Provide all necessary connectors, straps, etc., for secure mounting of all fixtures.

B. Secure fixtures in suspended grid type ceilings to the grid members using a device capable of
holding 100% of the fixture weight acting in any direction. Provide 12 gauge galvanized steel
ceiling support wires attached to grid members within 3" of each corner of the fixture. Tandem
fixtures may utilize common grid member support wires.

1. Fixtures weighing less than 56 pounds in suspended grid type ceilings shall also be secured to
building structure independent of the ceiling support system with a 12 gauge galvanized steel
wire or #10 jack chain located at diagonally opposite corners of the fixture. These wires or
chains may be slack.

a. Provide recessed can type fixtures with metal bar hangers attached to the ceiling grid
system. Secure fixtures to the building structure as specified above.

b. Support surface mounted fluorescent fixtures installed on suspended grid type ceilings
from the building structure by means of independent support clips equal to Caddy No. IDS
with proper stud length for fixture installed, and minimum of two 12 gauge galvanized steel
support wires.

2. Fixture weighing 56 pounds or more in suspended grid type ceilings shall be supported directly
from the structure above by approved hangers.

LIGHTING 16500 - 3



HFS Architects COMPUTER CENTER AIR CONDITIONING & ELECTRICAL UPGRADES
DFCM #06167810 Weber State University

C. Support recessed fixtures installed in gypsum board ceilings to the ceiling support system with
metal bar hangers or suitable brackets.

D. Support surface mounted fluorescent fixtures installed on gypsum board or concrete ceilings from
the ceiling with proper anchors at each corner of the fixture.

E. Provide suspended fixtures with swivel hangers to insure plumb installation. Secure hangers to the
building structure with suitable anchors capable of supporting not less than 200 Ibs or 4 times the
fixture weight, whichever is greater. Install hangers such that the motion of swivels or hinged joints
will not cause sharp bends in conductors or damage to insulation.

3.3 LAMP BURN-IN

A. Burn-in all fluorescent and HID lamps for a minimum of 100 hours prior to completion of the project
and replace all defective lamps.

3.4 COORDINATION

A. Coordinate ceiling types with General Contractor and verify compatibility with fixture mounting
provisions prior to ordering fixtures. Immediately notify the Architect in writing of any discrepancies
between ceiling types and specified fixture types.

B. Verify available voltages and coordinate fixture voltage with the fixture supplier prior to ordering
fixtures. Immediately notify the Architect in writing of any discrepancies between available voltages
and the specified fixture voltages.

C. Coordinate fixture locations with other contractors to provide adequate clearance between fixtures

and ductwork, piping, structural members, etc., for proper installation of fixtures and provide access
for maintenance or replacement of the fixtures.

END OF SECTION 16500
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SECTION 16720 - FIRE ALARM SYSTEM

PART 1 - GENERAL

1.1 RELATED DOCUMENTS

A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.

1.2 SCOPE

A. The existing building is protected by a complete fire alarm system. Modify and extend the existing
fire alarm system as required to coordination with new construction and remodeling.

B. Provide new initiating devices, notification appliances and other accessories as shown on drawings
and as required.

1.3 SUBMITTALS

A. Provide submittals for the Fire Alarm System in accordance with Division 1 Specifications and
Section 16000 - General Provisions, Electrical to verify compliance with the Contract Documents
and the above referenced standards.

B. Provide manufacturer's standard catalog literature for all new Fire Alarm System Devices.

C. Provide two copies of the Fire Alarm System Shop Drawing Submittals, in addition to the quantity of
submittals required by the General Conditions, for review by the local Authority Having Jurisdiction
(AHJ).

1. Approval of the AHJ is required prior to installing any part of the Fire Alarm

PART 2 - PRODUCTS

2.1 CONTROL PANEL

A. Existing Notifier main fire alarm control panel is to remain.
1. Provide new zone modules, control relays, etc., as required to control new fire alarm system
initiating devices, notification appliances and control devices.
2. Modify the main fire alarm control programming to properly annunciate and control new fire
alarm system devices.

B. Provide additional power supplies and/or batteries as required to operate the system with additional
smoke detectors, notification appliances, fire safety function control relays, etc..

2.2 FIRE ALARM DEVICES

A. Provide new devices UL Listed for use with the existing main fire alarm control panel and to match
existing fire alarm system devices.

B. New Smoke Detectors shall be capable of being replaced without disconnecting any wires or wire
connectors from the base or the detectors. Each detectors shall be installed on a separate base.
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Removal of any detector head from the base shall cause a trouble signal to be sounded at the main
fire alarm control panel.

C. Protect existing fire alarm system devices indicated to remain or be relocated. Remove smoke
detector heads during demolition and new construction as required to prevent excessive dust
accumulation in the detector head. Clean all existing and relocated detector heads upon
completion of the work and prior to system testing.

2.3 SMOKE DETECTOR

A. Provide new photoelectric type area smoke detectors with LED status indicator and addressable
twist-lock base where shown on plans.

2.4 NOTIFICATION APPLIANCES

A. Provide new Notification Appliances which meet the requirements of National Fire Alarm Code -
NFPA 72, ANSI 117.1, UL Standard 1971 and ADA-AG 4.28

B. Provide new Horns to produce minimum 86 dB at 10 feet. Provide new horns to match sound of
existing horns in the building.

C. Provide new flashing strobe lights with lexan lens with the word "FIRE" in red letters and minimum
effective candle power ratings as indicated on drawings and a flash rate of between one and two
flashes per second.

2.5 FIRE SAFETY FUNCTION CONTROL RELAYS

A. Provide new control relays with SPDT contacts rated 10 amps at 120 VAC and with 24 VDC caoil to
control fan shut down, smoke dampers, etc., as shown on the drawings.

B. Provide fan shut down control relays in separate enclosure adjacent to the starter enclosure, or
within the enclosure, of each air supply fan as shown on drawings and connect to a normally closed
auxiliary contact in the fire alarm control panel. Connect the fan control circuit to the control relay
output contacts so that the air supply fan will shut down upon general fire alarm.

C. Provide smoke damper control relays in separate enclosure adjacent to the each smoke damper as
shown on drawings and connect to a normally closed auxiliary contact in the fire alarm control
panel. Connect the smoke damper circuit to the control relay output contacts so that the smoke
damper will close upon general fire alarm.

2.6 WIRING

A. Provide new copper wire for all fire alarm system wiring indicated on the drawings. Install all wiring
and cables in approved metal raceway system as specified for power wiring except that minimum
1/2" trade diameter conduit may be used.

1. Wire for Signaling Line Circuits shall be minimum #16 AWG, Twisted Pair Cable. Provide
shielded cable as required by the fire alarm system manufacturer.

2. Wire for Notification Appliance Circuits shall be minimum #14 AWG, Type THHN/THWN.

3. Wire for Fire Safety Function Control Circuits shall be minimum #14 AWG, Type
THHN/THWN.
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B. Verify and coordinate minimum wire sizes, cable types, etc., with fire alarm system manufacturer’s
representative prior to beginning work.

C. Do not install fire alarm system wiring in raceways with any other wiring systems.
2.7 SYSTEM OPERATION

A. The existing fire alarm system operation is as follows: Activation of any initiating device will cause
all notification appliances to operate, shut down all air handling fans, close all smoke dampers,
release all door holders, and transmit alarm signal to the central fire station. Alarm signals may be
reset or silenced by authorized personnel only by entering a locked control cabinet and operating
the proper silencing switch.

B. Wire and program all new fire alarm system devices to be compatible with the existing system
operation.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Install all raceways for initiating device circuits and notification appliance circuits with separate
raceways entering and leaving each outlet box and/or enclosure.
1. Wire the fire alarm system signaling line circuits in a Class A, Style 6 loop in accordance with
NFPA 72-2002.

B. Color code fire alarm system wiring as recommended by the manufacturer to match the existing fire
alarm system color coding. Tag all conductors according to zone circuit at all terminals, pull and
junction boxes.

C. Paint all fire alarm system junction boxes, pull boxes, etc. red with identification of zones served
indicated on the device or box.

D. Supervision of installation, final connections, programming and testing will be provided by a trained
factory representative of the existing Notifier fire alarm system.
1. Contact: Mountain Alarm Corporation
3293 Harrison Blvd.
Ogden, Utah 84403
(801) 395-8700

3.2 SYSTEM OUTAGES

A. The existing Fire Alarm System will remain completely operational throughout construction except
portions may be temporarily taken out of service for reconnections as indicated on the drawings.

1. Submit requests for fire alarm system outages to the Owner’s Project Manager not less than 7
day prior to any proposed fire alarm outages.

2. Immediately notify the Owner’s Project Manager if the fire alarm is unintentionally disabled and
immediately make repairs to restore the system to an operational condition.

3. The contractor shall maintain a fire watch during all fire alarm system outages in accordance
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with International Fire Code Section 901.7 and as required by the AHJ.

4. Do not leave any portion of the fire alarm system inoperable longer than is absolutely
necessary to make reconnections.

5. Provide temporary wiring and/or connections as required to maintain the system in an
operable condition.

3.3 RECORD DRAWINGS

A. Provide new building map for the existing control panel to reflect floor plan changes, new initiating
devices locations and new initiating devices address numbering. Mount the building map behind a
protective plastic covering.

B. Update existing fire alarm system record drawing to include locations and wiring of new devices
and equipment as installed. Include junction box locations and detector and pull station wiring.

3.4 TESTS

A. Test the existing fire alarm system prior to Substantial Completion to show that all equipment is in
proper working order.
1. Tests shall be conducted in the presence of the Authority Having Jurisdiction and may be
witnessed by the Owner, Architect and/or Consulting Engineer.
2. Schedule test at a time acceptable to all parties involved.

B. Provide two-way radios, canned smoke and a hair dryer (or other means to set off smoke and heat
detectors).

C. Test each new detector, relocated detector, and existing detector impacted by demolition and/or
new construction.

D. Test each modified circuit to test the Class A loops.

E. Put the main control panel on battery power not less than 24 Hours prior to scheduled test. The
batteries shall maintain the fire alarm system in supervisory mode for not less 24 Hours and then
be able to operate all notification appliances continuously for not less than 10 Minutes.

F. All devices will be complete and operational.

3.5 TRAINING

A. In addition to any detailed instructions called for, the Contractor must provide, without additional

expense to the Owner, competent instruction to train campus personnel who will be in charge of the

system, in the care and operation of the modified portions of the system. Instruction date will be
set t time of final inspection.

END OF SECTION 16720
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SECTION 16740 - TELEPHONE/DATA SYSTEM

PART 1 - GENERAL

1.1 RELATED DOCUMENTS
A. Drawings and general provisions of the Contract, including General Conditions, Supplemental
General Conditions, Division 1 Specification Sections and Section 16000 - General Provisions,
Electrical apply to work of this section.
B. Section 16110 - Raceways
C. Section 16130 - Electrical Boxes
1.2 SCOPE

A. Provide a complete raceway system, junction boxes, outlet boxes, and coverplates as shown on
drawings and as specified herein.

B. Telephone/data instruments and cable will be provided by others.

PART 2 - PRODUCTS

2.1 RACEWAY SYSTEM

A. Provide a complete telephone/data raceway system as specified in Section 16110 - Raceways,
except minimum raceway size will be 3/4".

B. Provide an outlet box at each telephone/data outlet location as specified in Section 16130 -
Electrical Boxes, except that minimum outlet box size will be 4" Square x 2-1/8" deep.

2.2 COVERPLATES

A. Provide a blank coverplates on each telephone/data outlet to match color and style of wiring device
coverplates.

PART 3 - EXECUTION

3.1 PULL STRING
A. Provide a nylon or polypropylene pull string with not less than 200 Ib tensile strength in all
telephone/data conduits. Leave 18 inches slack string coiled at each end of all raceways. Provide

a hard cardboard tag for each raceway at all terminal boards, terminal cabinets, etc. to indicate
location of the outlet to which the raceway is connected.

3.2 COORDINATION

A. Coordinate installation of telephone/data system with Owner’s IT Department prior to beginning
work.

END OF SECTION 16740
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